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August 30, 2013 
 
 
 
 
Office of the Secretary 
Federal Communications Commission 
445 12th Street, SW 
Washington, D.C. 20554 
 
 
Re: ET Docket No. 13-84 
 
 
Dear Federal Communications Commission Commissioners: 
 
The American Academy of Environmental Medicine is writing to request that the 
FCC review radiofrequency (RF) exposure limits (reference is made to the FCC's 
NOI sections 48, 51, 52, 53, 56, 60, 65 and 69), recognize non-thermal effects of 
RF exposure (NOI sections 66 and 69), and lower limits of RF exposure to protect 
the public from the adverse health effects of radiofrequency emissions (NOI 
sections 48, 52, 54, 65 and 71). 
 
Founded in 1965 as a non-profit medical association, the AAEM is an international 
association of physicians and scientists who study and treat the effects of the 
environment on human health. With an elite membership of highly trained 
physicians and clinicians, AAEM is committed to education, public awareness and 
research regarding Environmental Medicine. 
 
It became clear to AAEM physicians that by the mid 1990’s patients were 
experiencing adverse health reactions and disease as a result of exposure to 
electromagnetic fields. In the last five years with the advent of wireless devices, 
there has been an exponential increase in the number of patients with 
radiofrequency induced disease and hypersensitivity. 
 
Numerous peer reviewed, published studies correlate radiofrequency exposure 
with a wide range of health conditions and diseases. (NOI sections 54, 59, 60 and 
65) These include neurological and neurodegenerative diseases such as Parkinson’s 
Disease, ALS, paresthesias, dizziness, headaches and sleep disruption as well as 
cardiac, gastrointestinal and immune disease, cancer, developmental and 
reproductive disorders, and electromagnetic sensitivity. The World Health 
Organization has classified RF emissions as a group 2 B carcinogen. This research is 
reviewed and cited in the following attached documents: AAEM Electromagnetic 
and Radiofrequency Fields Effect on Human Health and AAEM Recommendations 
Regarding Electromagnetic and Radiofrequency Exposure. 
 
The scientific literature proves that non-thermal adverse effects of RF exposure 
exist and negatively impact health and physiology. New guidelines based on 
measurements of non-thermal effects and lowering limits of exposure are needed 
and critical to protect public health. 
 



 
 

Page 2 FCC 
 

In fact, electromagnetic sensitivity and the health effects of low level RF exposure have 
already been acknowledged by the federal government. In 2002, the Architectural and 
Transportation Barriers Compliance Board stated: 
 

“The Board recognizes...electromagnetic sensitivities may be considered disabilities 
under the ADA if they so severely impair the neurological, respiratory or other functions 
on an individual that it substantially limits one or more of the individual’s major life 
activities” 

 
Additionally, in 2005, the National Institute of Building Sciences, an organization established by 
the U.S. Congress in 1974, issued an Indoor Environmental Quality Report which concluded: 
 

“For people who are electromagnetically sensitive, the presence of cell phones and 
towers, portable telephones, computers,... wireless devices, security and scanning 
equipment, microwave ovens, electric ranges and numerous other electrical appliances 
can make a building inaccessible.” 

 
By recognizing electromagnetic sensitivity, the federal government and affiliated organizations 
are clearly acknowledging the existence of non-thermal effects. The AAEM urges the FCC to 
recognize that non-thermal effects of RF exposure exist and cause symptoms and disease. (NOI 
sections 66 and 69) The AAEM also requests that the FCC base guidelines of RF exposure on 
measurements of non-thermal effects and lower the limits of RF exposure to protect the health 
of the public. (NOI sections 48, 52, 54, 65 and 71) 
 
Sincerely , 

 
Amy L. Dean, DO, FAAEM, DABEM, DAOBIM  
President 
 



Tuesday,

September 3, 2002

Part II

Architectural and 
Transportation 
Barriers Compliance 
Board
36 CFR Parts 1190 and 1191
Americans With Disabilities Act (ADA) 
Accessibility Guidelines for Buildings and 
Facilities; Final Rule 
Americans With Disabilities Act (ADA) 
Accessibility Guidelines for Buildings and 
Facilities; Architectural Barriers Act (ABA) 
Accessibility Guidelines; Recreation 
Facilities; Supplemental Notice of 
Proposed Rulemaking

VerDate Aug<23>2002 19:13 Aug 30, 2002 Jkt 197001 PO 00000 Frm 00001 Fmt 4717 Sfmt 4717 E:\FR\FM\03SER2.SGM 03SER2



56352 Federal Register / Vol. 67, No. 170 / Tuesday, September 3, 2002 / Rules and Regulations 

1 See 42 U.S.C. 12101 et seq. (http://
www.usdoj.gov/crt/ada/pubs/ada.txt).

2 The Access Board is an independent Federal 
agency established by section 502 of the 
Rehabilitation Act whose primary mission is to 
promote accessibility for individuals with 
disabilities. The Access Board consists of 25 
members. Thirteen are appointed by the President 
from among the public, a majority of whom are 
required to be individuals with disabilities. The 
other twelve are heads of the following Federal 
agencies or their designees whose positions are 
Executive Level IV or above: The Departments of 
Health and Human Services, Education, 
Transportation, Housing and Urban Development, 
Labor, Interior, Defense, Justice, Veterans Affairs, 
and Commerce; General Services Administration; 
and United States Postal Service.

3 See 36 CFR part 1191, Appendix A (http://
www.access-board.gov/adaag/html/adaag.htm).

4 The special application sections cover the 
following facilities: restaurants and cafeterias 
(ADAAG 5); medical care facilities (ADAAG 6); 
business, mercantile and civic (ADAAG 7); libraries 
(ADAAG 8); transient lodging (ADAAG 9); 
transportation facilities (ADAAG 10); judicial, 
legislative, and regulatory facilities (ADAAG 11); 
and detention and correctional facilities (ADAAG 
12). ADAAG 13 is reserved for housing and ADAAG 
14 is reserved for public rights-of-way.

5 See 28 CFR part 36, Appendix A (http://
www.usdoj.gov/crt/ada/reg3a.html). The 
Department of Justice standards currently include 
ADAAG 1 to 10. State and local governments 
currently have the option of using ADAAG or an 
earlier standard, the Uniform Federal Accessibility 
Standards (UFAS), when constructing or altering 
facilities under the Department of Justice 
regulations for title II of the ADA. See 28 CFR 
35.151(c) (http://www.usdoj.gov/crt/ada/reg2/html). 
The Department of Justice has issued a notice of 
proposed rulemaking to eliminate this option. 59 
FR 31808 (June 20, 1994).

ARCHITECTURAL AND 
TRANSPORTATION BARRIERS 
COMPLIANCE BOARD 

36 CFR Part 1191 
[Docket No. 98–5] 

RIN 3014–AA16 

Americans With Disabilities Act (ADA) 
Accessibility Guidelines for Buildings 
and Facilities; Recreation Facilities
AGENCY: Architectural and 
Transportation Barriers Compliance 
Board.
ACTION: Final rule.

SUMMARY: The Architectural and 
Transportation Barriers Compliance 
Board (Access Board) is issuing final 
accessibility guidelines to serve as the 
basis for standards to be adopted by the 
Department of Justice for new 
construction and alterations of 
recreation facilities covered by the 
Americans with Disabilities Act (ADA). 
The guidelines include scoping and 
technical provisions for amusement 
rides, boating facilities, fishing piers 
and platforms, golf courses, miniature 
golf, sports facilities, and swimming 
pools and spas. The guidelines will 
ensure that newly constructed and 
altered recreation facilities meet the 
requirements of the ADA and are readily 
accessible to and usable by individuals 
with disabilities.
DATES: The guidelines are effective 
October 3, 2002. The incorporation by 
reference of certain publications listed 
in the guidelines is approved by the 
Director of the Federal Register as of 
October 3, 2002.
FOR FURTHER INFORMATION CONTACT: 
Peggy Greenwell, Office of Technical 
and Information Services, Architectural 
and Transportation Barriers Compliance 
Board, 1331 F Street, NW., suite 1000, 
Washington, DC 20004–1111. 
Telephone number (202) 272–0017 
(Voice); (202) 272–0082 (TTY). E-mail 
address: greenwell@access-board.gov.
SUPPLEMENTARY INFORMATION:
Availability of Copies and Electronic 
Access 

Single copies of this publication may 
be obtained at no cost by calling the 
Access Board’s automated publications 
order line (202) 272–0080, by pressing 
2 on the telephone keypad, then 1, and 
requesting publication S–43 (Recreation 
Facilities Final Rule). Persons using a 
TTY should call (202) 272–0082. Please 
record a name, address, telephone 
number and request publication S–43. 
This document is available in alternate 
formats upon request. Persons who want 

a copy in an alternate format should 
specify the type of format (cassette tape, 
Braille, large print, or ASCII disk). This 
document is also available on the 
Board’s Internet site (http://www.access-
board.gov/recreation/final.htm).

Background 
The Americans with Disabilities Act 

recognizes and protects the civil rights 
of people with disabilities.1 Titles II and 
III of the ADA require, among other 
things, that newly constructed and 
altered State and local government 
facilities, places of public 
accommodation, and commercial 
facilities be readily accessible to and 
usable by individuals with disabilities. 
Recreation facilities are among the types 
of facilities covered by titles II and III of 
the ADA.

The ADA designates the Access Board 
as the agency responsible for developing 
minimum accessibility guidelines to 
ensure that new construction and 
alterations of facilities covered by titles 
II and III of the ADA are readily 
accessible to and usable by individuals 
with disabilities.2 The Access Board 
initially issued the Americans with 
Disabilities Act Accessibility Guidelines 
(ADAAG) in 1991.3 Current ADAAG 
contains general scoping and technical 
provisions (ADAAG 1 to 4) that apply to 
all types of facilities, and special 
application sections (ADAAG 5 to 12) 
that include additional scoping and 
technical provisions for certain types of 
facilities.4 As discussed in more detail 
below, this final rule will amend section 
4, and create a new section 15 
(Recreation Facilities).

The Department of Justice is 
responsible for issuing regulations to 

implement titles II and III of the ADA. 
The regulations issued by the 
Department of Justice must include 
accessibility standards for newly 
constructed and altered facilities 
covered by titles II and III of the ADA. 
The standards must be consistent with 
the minimum accessibility guidelines 
issued by the Access Board. The 
Department of Justice has adopted 
ADAAG as the Standard for Accessible 
Design for title III of the ADA.5

This final rule amends ADAAG by 
adding a new special application 
section for amusement rides, boating 
facilities, fishing piers and platforms, 
golf courses, miniature golf, sports 
facilities, and swimming pools and spas. 
This rulemaking has had a long history. 
In 1993, the Access Board established 
an advisory committee of 27 members to 
make recommendations on guidelines 
for recreation facilities. The Recreation 
Access Advisory Committee met from 
July 1993 to May 1994 and submitted a 
report to the Board, ‘‘Recommendations 
for Accessibility Guidelines: 
Recreational Facilities and Outdoor 
Developed Areas’’. After receiving the 
committee’s report, the Board published 
it as an advance notice of proposed 
rulemaking (59 FR 48542, September 21, 
1994). Over 600 comments were 
received on the report and questions 
asked in the advance notice. To obtain 
additional information for this 
rulemaking, the Board also sponsored 
research on access to swimming pools 
in 1995; held informational meetings 
and conducted site visits on access to 
miniature golf facilities in September 
1996; and held informational meetings 
and conducted site visits on accessible 
amusement rides in December 1999 and 
March and April 2000. 

A notice of proposed rulemaking 
(NPRM) was published in the Federal 
Register on July 9, 1999. (64 FR 37326, 
July 9, 1999). The comment period was 
originally scheduled to close on 
November 8, 1999, but was extended 
until December 8, 1999 to allow more 
time for the public to submit comments. 
These comments were submitted 
electronically, in writing, and as oral 
testimony received during two public 
hearings held in Dallas, TX (August 26, 
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1999) and Boston, MA (November 17, 
1999). Over 200 people attended these 
hearings and approximately 54 people 
provided testimony. The Board received 
approximately 300 comments during the 
public comment period.

The Access Board created an ad hoc 
committee of Board members to review 
the comments received on the proposed 
rule. The ad hoc committee discussed 
significant issues associated with the 
comments and made recommendations 
to the full Board for the final rule. In an 
effort to provide the public with more 
opportunities for input into the 
provisions for the final rule, on July 21, 
2000 the Board published a summary of 
the ad hoc committee’s 
recommendations and put the summary 
in the rulemaking docket for public 
review (65 FR 4533, July 21, 2000). The 
comment period on the summary closed 
on September 19, 2000. Approximately 
70 comments were received during the 
public comment period. Afterwards, the 
Board held informational meetings on 
the summary in Washington, DC 
(August 21–22, 2000) and San 
Francisco, CA (September 6–7, 2000). 

General Issues 

Incorporating the Final Rule on 
Recreation Facilities Into Future 
Revisions to ADAAG 

A complete review of ADAAG has 
been underway for several years. 
ADAAG was first published on July 26, 
1991. The Board is committed to 
ensuring that ADAAG continues to 
reflect technological developments and 
is improved in terms of usability. Efforts 
also include coordination with changes 
in national standards and model code 
organizations and reconciling 
differences between ADAAG and 
national consensus standards, where 
possible. The Board published a notice 
of proposed rulemaking on November 
16, 1999 with proposed revisions to 
ADAAG. The Board plans to issue final 
changes to ADAAG in the near future. 

The Board is issuing the final 
guidelines for recreation facilities prior 
to the publication of the final ADAAG 
revision. The Board then plans to 
incorporate these final guidelines into 
the final revisions to ADAAG. To 
effectively incorporate these guidelines 
into the new format, some minor 
formatting changes will be made. For 
instance, the revised ADAAG will 
include a new format and numbering 
system. This rule will need to be 
formatted to fit that system. Some of the 
provisions will also be modified slightly 
to avoid redundancy. No substantive 
changes to the text are planned. Once 
incorporated, the Board will develop a 

guide to assist users with the new 
ADAAG. 

The incorporation of the final 
recreation guidelines into the revised 
ADAAG will enhance the usability of 
the accessibility guidelines for 
architects, designers, manufacturers, 
operators and others using ADAAG. For 
example, accessibility guidelines for 
accessible parking spaces, toilet rooms, 
amusement rides, swimming pools, and 
exercise facilities will be combined into 
one document. Other improvements in 
the format of ADAAG will reduce 
redundancy through the use of basic 
technical provisions known as 
‘‘building blocks,’’ which will provide 
consistent dimensions for clear spaces, 
turning spaces, and knee and toe 
clearances for elements. These basic 
technical provisions will apply unless 
otherwise modified in the section 
containing accessibility guidelines for 
recreation facilities. For example, 
handrail requirements for sloped entries 
into swimming pools modify the 
requirements otherwise required in the 
ramp provisions (ADAAG 4.8.5). 

Multiple Chemical Sensitivities and 
Electromagnetic Sensitivities 

Individuals with multiple chemical 
sensitivities and electromagnetic 
sensitivities submitted a substantial 
number of written comments and 
attended the public information 
meetings on the draft final rule. They 
reported that chemicals used in 
recreation facilities, such as chlorine 
used in swimming pools and spas, and 
pesticides and synthetic fertilizers used 
on golf courses, are barriers that deny 
them access to those facilities. They 
requested the Board to include 
provisions in the final rule to make 
recreation facilities accessible for them. 

The Board recognizes that multiple 
chemical sensitivities and 
electromagnetic sensitivities may be 
considered disabilities under the ADA if 
they so severely impair the neurological, 
respiratory or other functions of an 
individual that it substantially limits 
one or more of the individual’s major 
life activities. The Board plans to 
closely examine the needs of this 
population, and undertake activities 
that address accessibility issues for 
these individuals. 

The Board plans to develop technical 
assistance materials on best practices for 
accommodating individuals with 
multiple chemical sensitivities and 
electromagnetic sensitivities. The Board 
also plans to sponsor a project on indoor 
environmental quality. In this project, 
the Board will bring together building 
owners, architects, building product 
manufacturers, model code and 

standard-setting organizations, 
individuals with multiple chemical 
sensitivities and electromagnetic 
sensitivities, and other individuals. This 
group will examine building design and 
construction issues that affect the 
indoor environment, and develop an 
action plan that can be used to reduce 
the level of chemicals and 
electromagnetic fields in the built 
environment. 

Neither the proposed rule nor the 
draft final rule included provisions for 
multiple chemical sensitivities or 
electromagnetic sensitivities. The Board 
believes these issues require a thorough 
examination and public review before 
they are addressed through rulemaking. 
The Board does not address these issues 
in the final rule. 

Existing Recreation Facilities 
The Board received a significant 

number of comments related to the 
impact of these accessibility guidelines 
on existing facilities. Some commenters 
interpreted the proposed rule and the 
draft final rule to require all existing 
recreation facilities or elements of these 
facilities to be modified to meet the new 
accessibility guidelines. They expressed 
concern that the guidelines would have 
a significant economic impact on 
existing recreation facilities. 

To clarify, ADAAG and the final 
accessibility guidelines for recreation 
facilities apply to newly designed or 
newly constructed buildings and 
facilities and to existing facilities when 
they are altered. ADAAG and the 
Department of Justice regulations 
address whether a change to a building 
or facility is considered an alteration. 
The publication of this final rule does 
not require that all existing facilities be 
modified to meet these guidelines. State 
and local governments who provide 
recreation facilities have a separate 
obligation under title II of the ADA to 
provide program accessibility which 
may require the removal of architectural 
barriers in existing facilities. See 28 CFR 
35.150 (http://www.usdoj.gov/crt/ada/
reg2.html). Private entities who own, 
lease (or lease to), or operate recreation 
facilities have a separate obligation 
under title III of the ADA to remove 
architectural barriers in existing 
facilities where it is readily achievable 
(i.e., easily accomplishable and able to 
be carried out without much difficulty 
or expense). See 28 CFR 36.304 (http:/
/www.usdoj.gov/crt/ada/reg3a.html). 

Federal tax credits and deductions are 
available to private entities for 
architectural barrier removal in existing 
facilities. Federal funds also are 
available through the Community 
Development Block Grant Program to 
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remove architectural barriers in existing 
facilities. State and local governments 
may use Community Development 
Block Grant funds to remove 
architectural barriers in publicly and 
privately operated facilities. Entities 
requesting guidance on their obligations 
for existing facilities should contact the 
Department of Justice.

Equivalent Facilitation 
Commenters addressing various 

sections of the recreation rule indicated 
the need for flexibility in designing and 
constructing accessible recreation 
facilities and elements. Commenters 
wanted to ensure that alternative 
designs would be permitted for 
providing accessibility with some of the 
unique elements and facilities 
addressed in this rule. Specific concerns 
were raised in comments related to 
accessible amusement rides and 
miniature golf courses. 

The Board recognizes that many of the 
facilities and elements addressed in this 
rule are unique and supports the need 
for flexibility in making them 
accessible. Section 2.2 of ADAAG 
currently permits ‘‘departures from 
particular technical and scoping 
requirements of this guideline by the 
use of other designs and technologies 
* * * where the alternative designs and 
technologies used will provide 
substantially equivalent or greater 
access to and usability of the facility.’’ 
This provision applies to all facilities 
and elements addressed by ADAAG, 
including recreation facilities. 

Section-by-Section Analysis 
This section of the preamble contains 

a concise summary of the final rule and 
an analysis of the comments the Board 
received on each section. The final rule 
amends several existing sections of 
ADAAG and adds a new special 
application section. Section 4 of 
ADAAG has been amended to include 
provisions addressing miscellaneous 
sports facilities and elements as 
explained below. 

Miscellaneous Sports Facilities and 
Elements 

The accessibility guidelines for 
recreation facilities are primarily set 
forth in Section 15. Several changes, 
however, were also required within 
ADAAG section 4 to adequately address 
some of the unique sports facilities and 
elements. 

Section 3.5 Definitions ‘‘Area of Sport 
Activity’’ 

An area of sport activity is defined as 
‘‘that portion of a room or space where 
the play or practice of a sport occurs.’’ 

The term is defined in order to clarify 
the requirements for connecting an 
accessible route with this type of space. 
The term is used broadly to define 
spaces where the play or practice of a 
sport occurs. It includes, but is not 
limited to, field sports such as softball, 
football, lacrosse, baseball, and soccer; 
court sports such as tennis, racquetball, 
and volleyball; and other sports such as 
gymnastics. 

Comment. A few commenters 
suggested that further clarification 
would be helpful in the use of the term 
‘‘sport’’ and ‘‘practice’’ of a sport. 

Response. Providing an exhaustive 
list of sports is not practical, since it 
may inadvertently omit a sport, or fail 
to recognize an emerging sport of the 
future. The ‘‘area of sport activity’’ will 
vary from sport to sport. Exceptions to 
technical provisions in ADAAG 4.1.2 (3) 
and (4) and 4.1.3 (2) and (3) clarify that 
accessibility is not required in the ‘‘area 
of sport activity.’’ This is consistent 
with the recommendations of the 
Recreation Access Advisory Committee 
and supports access to each ‘‘area of 
sport activity,’’ while not affecting the 
nature of the sport. 

Section 4.1.1(5)(b) General Exceptions 
The following recreation facilities or 

portions of recreation facilities are 
exempt from accessibility requirements: 
Raised structures used for refereeing, 
judging, or scoring a sport; water slides; 
animal containment areas not for public 
use; and raised boxing rings and 
wrestling rings. 

Comment. The proposed rule 
exempted structures used solely for 
refereeing a sport. A commenter 
questioned whether structures used for 
‘‘judging’’ or ‘‘scoring’’ a sport would 
also be considered exempt. 

Response. The exception has been 
modified in the final rule to include the 
term ‘‘judging’’ and ‘‘scoring.’’ The 
Board considers the structures used for 
these activities to be consistent with the 
intent of this exception. 

Comment. The proposed rule did not 
include any specific requirements for 
access to water slides. Question 4 in the 
proposed rule requested comments on 
this issue. Most of the commenters did 
not support providing access to the top 
of water slides. A few commenters 
suggested that access be required to the 
top of smaller water slides with an 
exemption for larger slides. 

Response. An exception has been 
added in the final rule exempting water 
slides, including the structure 
supporting the water slide, from the 
guidelines. Providing access to water 
slides would require extensive ramping 
or elevators which would make the 

slides cost prohibitive. Designers and 
operators are encouraged to provide 
access to smaller water slides, where 
possible. Recent designs for ‘‘leisure 
pools’’ have incorporated an accessible 
route to the top of water slides using the 
different elevations on a site. These 
designs provide increased access for 
individuals with disabilities. 

Comment. The proposed rule did not 
specifically address access to ‘‘life guard 
stands.’’ A few commenters 
recommended that structures such as 
life guard stands be addressed. 

Response. ADAAG 4.1.1(5)(b) 
specifically exempts life guard stands 
and was added during a rulemaking for 
State and local government facilities (63 
FR 2000, January 13, 1998). 

Comment. The proposed rule 
included exceptions to technical 
provisions for accessible routes in 
animal containment areas. The 
International Association of Amusement 
Parks and Attractions expressed concern 
about general requirements for 
accessibility in animal containment 
areas that are not open to the public and 
are specifically limited to animal 
handlers. 

Response. An exception has been 
added in the final rule to clarify that 
accessibility is not required to animal 
containment areas that are not for 
‘‘public use.’’ Where animal 
containment areas are open to public 
use such as petting farms, the provisions 
of ADAAG 4.3 apply. Several exceptions 
to the provisions of ADAAG 4.3 in 
animal containment areas are also 
included in the final rule. 

Comment. The proposed rule 
exempted raised boxing rings from 
accessibility. A few commenters 
suggested that raised wrestling rings be 
added to this exception. 

Response. The exception has been 
modified in the final rule to add 
wrestling rings to the exemption. 

Section 4.1.2(2)(b) and 4.1.3(1)(b)
Accessible Routes for Court Sports 

These sections are amended to require 
an accessible route complying with 
ADAAG 4.3 to directly connect both 
sides of the court in court sports.

Comment. The proposed rule required 
an accessible route to connect both sides 
of the court in court sports. The 
American Institute of Architects (AIA) 
was concerned that an accessible route 
connecting the two sides of a court may 
not be a direct route and could require 
one to go around a multitude of courts 
to get to the other side of the court 
where a sport requires changing sides. 
This is especially critical in sports such 
as tennis, where changing sides of the 
court is part of the game. 
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Response. The accessible route must 
be a direct route from one side of the 
court to the other side. Requiring 
players on one side of the court to 
traverse through or around another 
court to get to the other side is not 
permitted. 

Section 4.1.2(3) and 4.1.3(2)
Protruding Objects in Areas of Sport 
Activity 

Areas of sport activity are exempt 
from the requirements of ADAAG 4.4 
(Protruding Objects). 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.1.2 (4) and 4.1.3(3) Ground 
Surfaces in Areas of Sport Activity and 
Animal Containment Areas 

Two exceptions are added to these 
sections which require ground surfaces 
along accessible routes and in accessible 
spaces to comply with ADAAG 4.5. 
ADAAG 4.5 requires ground and floor 
surfaces along accessible routes to be 
stable, firm, and slip resistant. ADAAG 
4.5 also addresses changes in level 
(ADAAG 4.5.2), carpet (ADAAG 4.5.3), 
and gratings ADAAG (4.5.4). Exception 
1 exempts areas of sport activity from all 
requirements of ADAAG 4.5. Exception 
2 exempts animal containment areas 
designed and constructed for public use 
from the requirements of ADAAG 4.5.2 
and from providing a stable, firm, and 
slip resistant ground or floor surface. 

Comment. The proposed rule required 
an accessible route to connect to each 
area of sport activity. A commenter 
questioned the feasibility of this 
requirement when connecting multiple 
sand volleyball courts on a beach. 

Response. The final rule requires an 
accessible route to each area of sport 
activity in newly constructed facilities. 
For example, where a new sports field 
is planned with multiple fields, an 
accessible route is require to each field. 

With respect to sand volleyball courts 
located at beaches, the Board plans to 
more specifically address the accessible 
route requirement in a future 
rulemaking on outdoor facilities, 
including trails, picnic and camping 
facilities, and beaches. It is expected 
that this future rule will address 
accessible routes on beaches, including 
their location to various elements on a 
beach. 

Comment. The proposed rule 
exempted animal containment areas for 
hoofed animals from the requirements 
of a stable, firm, and slip resistant 
surface. Commenters questioned why 
the exception was limited to ‘‘hoofed’’ 
animal containment areas. Others 
suggested that other provisions such as 

ADAAG 4.5.2 (Changes in Level) not 
apply within these areas. 

Response. This exception has been 
amended in the final rule to include all 
animal containment areas and is not 
limited to those for ‘‘hoofed’’ animals. 
The Board agrees that there often are 
areas where many different types of 
animals are contained and are not 
limited solely to hoofed animals. 
Exemption from the requirements to 
ADAAG 4.5.2 (Changes in Level) has 
also been included since absorbent 
surfaces used to ensure the care and 
health of animals may conflict with this 
provision. As previously discussed, an 
exception has been added to ADAAG 
4.1.1(5)(b) to clarify that accessibility is 
not required in animal containment 
areas that are not for public use. 

Section 4.1.3(5) Exception 4(f)
Platform Lifts for Team or Player 
Seating Areas 

An exception is added to this section 
permitting the use of a platform lift in 
new construction as a means of 
providing access to team or player 
seating areas serving areas of sport 
activity. 

Comment. The proposed rule did not 
include an option to use a platform lift 
in new construction to provide access to 
team or player seating areas. The AIA 
and several architects representing a 
firm that specializes in sports facilities 
commented that platform lifts should be 
an option. They were particularly 
concerned about providing access to 
dugouts and other recessed team player 
seating areas in major league stadiums. 
They believed that providing a ramp 
parallel to the playing field presents a 
dangerous tripping and falling hazard 
for players attempting to field foul balls. 
Other groups representing persons with 
disabilities commended the Board for 
not allowing platform lifts in this 
environment in new construction. 
Among other issues, they cited the 
problems associated with relying on a 
mechanical device to provide access in 
newly constructed buildings and 
facilities. 

Response. The final rule includes an 
option to use a platform lift as part of 
an accessible route connecting team or 
player seating areas. While the Board 
includes this as an option in new 
construction, it is recommended that 
where possible, ramps be utilized. This 
will reduce reliance for persons with 
disabilities on a mechanical device 
when providing access. Several minor 
league stadiums have incorporated a 
ramp into their design in recent years. 
It is the Board’s understanding that 
there have been no reported incidents of 
accidents related to the ramps. 

Information on major league stadiums is 
not available since ramps have not been 
incorporated into their designs. 

Section 4.1.3(12)(c) Lockers

This section is amended to require 
that where lockers are provided, at least 
5 percent, but not less than one, of each 
type of locker, must comply with 
ADAAG 4.25. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.1.3(13) Controls and 
Operating Mechanisms for Exercise 
Equipment and Machines 

An exception is added to this section 
to exempt exercise machines from the 
requirements of ADAAG 4.27 (Controls 
and Operating Mechanisms). 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.1.3(19)(c) Team or Player 
Seating Areas 

This section is amended to require 
that where team or player seating areas 
contain fixed seats and serve an 
accessible area of sport activity, the 
seating area must contain the number of 
wheelchair spaces required by ADAAG 
4.1.3(19)(a), but not less than one space. 
Wheelchair spaces must comply with 
ADAAG 4.33.2, 4.33.3, 4.33.4, and 
4.33.5. 

An accessible route is required to 
connect to the team player seating areas. 
An accessible route is also required to 
connect to the area of sport activity 
which is defined as ‘‘that portion of a 
room or space where the practice or 
play of a sport occurs.’’ For the most 
part, the requirement is intended to 
provide access to the boundary of where 
the sport is played. In some cases, this 
will provide for a ‘‘level’’ entry to the 
area of sport activity such as a softball 
field or football field. In other cases, 
there may be changes in level and non-
accessible surfaces. The Board 
recognizes that the accessible route 
requirement may, in some cases, not 
ensure access directly onto the area of 
sport activity. Where possible, designers 
are encouraged to provide for a smooth 
transition to the area of sport activity. 
This requirement is not intended to 
change the nature of the sport to provide 
access. 

Comment. The AIA questioned how 
wheelchair spaces in team or player 
seating areas could meet the 
requirements of ADAAG 4.33.3. ADAAG 
4.33.3 requires, among other things, that 
the wheelchair spaces provide a choice 
of admission prices or lines of sight 
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comparable to those afforded members 
of the general public. 

Response. An exception has been 
added in the final rule exempting the 
wheelchair spaces in team or player 
seating areas from requirements related 
to choice of admission price or lines of 
sight comparable to those for members 
of the general public. Section 
4.1.3(19)(c) is intended to ensure that at 
least one wheelchair space is provided 
in team or player seating areas. This can 
easily be accomplished through clear 
space adjacent to a fixed bench, for 
example. Bench seating will also serve 
as companion seating. Where designers 
and operators are planning facilities to 
serve a variety of wheelchair sports, it 
is recommended that the minimum be 
exceeded to more adequately 
accommodate wheelchair sports team. 

Exception 2 is added to clarify that 
the requirements for accessible team or 
player seating does not apply to bowling 
lanes that are not required to be on an 
accessible route. Section 15.7.3 requires 
5 percent, but not less than one, of each 
type of bowling lane to be served by an 
accessible route. Only those team or 
player seating areas that serve the 
bowling lanes required to be on an 
accessible route must have accessible 
team or player seating. 

Comment. The proposed rule 
included an exception to ADAAG 
4.1.3(19) for assembly seating in 
amusement facilities. The exception 
permitted use of a transfer seat 
complying with 15.1.4 where the 
motion of the seats is an integral part of 
the amusement experience. A few 
commenters questioned why this was 
permitted and recommended that 
wheelchair spaces be designed so as to 
provide the same general experience or 
effects as other seats. 

Response. This exception has been 
deleted in the final rule. The Board is 
aware of amusement facilities where the 
various effects provided within the 
show are also provided at the 
wheelchair space. Many of the effects, 
such as misting or smoke, may be easy 
to incorporate into the wheelchair 
space. Others effects, such as aggressive 
seat motion, may be extremely difficult 
to incorporate and may possibly be 
unsafe. The Board expects that 
designers will provide the same effects 
for the wheelchair space as other seats, 
to the extent possible. An appendix note 
also recommends that providing 
companion seats with removable 
armrests will provide an option for 
persons using wheelchairs to transfer 
into the seat in these venues, if desired. 

Section 4.1.3(21) Dressing, Fitting, or 
Locker Rooms 

This section requires that where 
dressing, fitting, or locker rooms are 
provided, the rooms must comply with 
ADAAG 4.35. An exception permits 5 
percent, but not less than one, of the 
rooms to be accessible when they are 
provided in a cluster. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.1.3(22) Saunas and Steam 
Rooms 

This section requires where saunas 
and steam rooms are provided, the 
rooms must comply with ADAAG 4.36. 
An exception permits 5 percent, but not 
less than one, of the rooms to be 
accessible when they are provided in a 
cluster. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.35 Dressing, Fitting, and 
Locker Rooms 

Section 4.35.1 General 

This section requires dressing, fitting, 
and locker rooms required to be 
accessible by ADAAG 4.1 to comply 
with ADAAG 4.35 and to be on an 
accessible route. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.35.4 Benches in Accessible 
Dressing Rooms, Fitting Rooms, and 
Locker Rooms 

This section requires benches 
complying with ADAAG 4.37 in 
accessible dressing, fitting, and locker 
rooms. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.36 Saunas and Steam Rooms

Section 4.36.1 General 

This section requires saunas and 
steam rooms required to be accessible 
by ADAAG 4.1 to comply with ADAAG 
4.36. 

Comment. Several commenters 
questioned whether an operator would 
be required to provide a heat resistant 
wheelchair in accessible saunas and 
steam rooms. 

Response. The provision of heat 
resistant chairs is an operational issue 
and outside the jurisdiction of the 
Board. Questions regarding the 
operational issues related to the use of 
accessible facilities and elements will be 
addressed by the Department of Justice 

when it adopts accessibility standards 
for recreation facilities. 

Section 4.36.2 Wheelchair Turning 
Space 

This section requires wheelchair 
turning space complying with ADAAG 
4.2.3 to be provided within a sauna or 
steam room. An exception permits the 
wheelchair turning space to be 
obstructed by readily removable seats. 

Comment. The proposed rule 
permitted the maneuvering space to be 
‘‘temporarily’’ obstructed by readily 
removable seats. Commenters 
questioned what would be considered 
‘‘temporary’’. 

Response. The term ‘‘temporarily’’ has 
been deleted in the final rule. The intent 
of the provision is to permit a seat or 
bench to be located within the required 
maneuvering space within a room, 
provided that it can be readily removed. 
The focus of the exception is on the seat 
being ‘‘readily removable’’ to enable 
persons using wheelchairs to avail 
themselves of smaller saunas and steam 
rooms. 

Section 4.36.3 Sauna and Steam Room 
Bench 

This section requires that where 
seating is provided in a sauna or steam 
room, at least one bench complying 
with ADAAG 4.37 must be provided. An 
exception permits the clear floor space 
required by ADAAG 4.37.1 to be 
obstructed by readily removable seats. 

Comment. The proposed rule 
permitted readily removable seats to 
‘‘temporarily’’ obstruct the clear floor 
space and commenters questioned what 
would be considered ‘‘temporary’’. 

Response. As discussed above, the 
term ‘‘temporarily’’ has been deleted in 
the final rule. 

Section 4.36.4 Door Swing 

This section requires that doors shall 
not swing into any part of the clear floor 
space required at an accessible bench. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.37 Benches 

Section 4.37.1 General 

Benches required to be accessible by 
4.1 must comply with 4.37. No 
substantive comments were received 
and no changes have been made for the 
final rule. 

Section 4.37.2 Clear Floor or Ground 
Space 

This section requires clear floor or 
ground space complying with ADAAG 
4.2.4 to be provided and be positioned 
for a parallel approach to a short end of 
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a bench seat. An exception permits the 
clear floor or ground space required by 
4.37.2 to be obstructed by readily 
removable seats in saunas and steam 
rooms. 

No substantive comments were 
received and no changes have been 
made to this provision in the final rule. 

Section 4.37.3 Size 
The final rule requires benches to be 

fixed and have seats that are 20 inches 
minimum to 24 inches maximum in 
depth and 42 inches minimum in 
length. 

Comment. A few comments 
questioned whether a portable bench 
would meet the requirements for 
accessible benches. 

Response. This provision has been 
modified in the final rule to include the 
term ‘‘fixed’’. 

Section 4.37.4 Back Support 
This section requires benches to have 

back support that is 42 inches minimum 
in length and that extends from a point 
2 inches maximum above the seat to a 
point 18 inches minimum above the 
bench. 

Comment. The proposed rule 
included the requirement for back 
support under ADAAG 4.37.2 (Size). 
Commenters expressed confusion over 
the requirements for back support for 
benches and some questioned whether 
back support was required. 

Response. Back support is required 
for an accessible bench in a sauna or 
steam room, or a dressing room. To 
clarify this requirement, the technical 
provisions that were part of ADAAG 
4.37.2 in the proposed rule have been 
included in a separate provision, 
ADAAG 4.37.3, in the final rule. 

Section 4.37.5 Seat Height 
This section requires benches to be 17 

inches minimum to 19 inches maximum 
above the floor or ground. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.37.6 Structural Strength 
This section requires that benches be 

strong enough to withstand a vertical or 
horizontal force of 250 pounds applied 
at any point on the seat, fastener, 
mounting device, or supporting 
structure. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 4.37.7 Wet Locations
This section requires that where 

installed in wet locations, the surface of 
benches must be slip-resistant and shall 
not accumulate water. 

No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 10.5 Boat and Ferry Docks 

This section is deleted in the final 
rule. 

Comment. The proposed rule applied 
the accessibility guidelines for 
recreational boating facilities to boat 
and ferry docks located at transportation 
facilities, covered by ADAAG Section 
10. This section of the proposed rule 
received little comment. 

Response. The Board is concerned 
that those involved in the design and 
construction of boat and ferry docks 
may not have been fully aware of the 
proposed rule and therefore may not 
have evaluated its impact on such 
facilities. In addition, through the 
proposed rule, the Board sought 
information to establish access 
provisions for gangways based on the 
size of vessels using floating piers. Few 
commenters responded to the question, 
and none provided the type of 
information the Board was seeking. 

The Board is not addressing 
commercial boat and ferry docks at 
transportation facilities at this time. In 
the future, the Board will consider 
whether such transportation facilities 
should be treated differently than 
recreational boating facilities covered by 
15.2. As a result, ADAAG 10.5 has been 
deleted. 

Section 15 Recreation Facilities 

Section 15 has been added to ADAAG 
and contains accessibility guidelines for 
amusement rides, boating facilities, 
fishing piers and platforms, golf courses, 
miniature golf courses, exercise 
equipment and machines, bowling 
lanes, shooting facilities, and swimming 
pools and spas. Unless otherwise 
modified in section 4 or specifically 
addressed in 15, all other ADAAG 
provisions apply. For example, special 
technical provisions have not been 
included in section 15 for toilet rooms 
or for accessible parking. In this case, 
other appropriate provisions in ADAAG 
4.22 and ADAAG 4.6 apply. The 
accessibility guidelines for play areas, 
which were issued on October 18, 2000 
(65 FR 62498) are reprinted in Section 
15. 

Comment. A few commenters 
suggested that the term ‘‘recreation 
facilities’’ be defined. They suggested 
that the lack of definition leaves some 
doubt about how to apply the provisions 
in this section. They questioned 
whether locker rooms for a professional 
sports team, for example, would be 
considered a ‘‘recreation facility’’. 

Response. Recreation facilities is not 
defined in the final rule. The term is 
used generally to address the types of 
elements and facilities covered by this 
section. The term is inclusive and 
applies to buildings and facilities 
designed and constructed for recreation, 
as well as elements and spaces located 
in a facility. For example, section 15.7.1 
would apply to exercise equipment and 
machines located in an office building 
as a part of employee health club. Also, 
these provisions would apply to locker 
rooms for professional and other sports 
teams. 

Section 15.1 Amusement Rides 
Significant comment on amusement 

ride accessibility was received on the 
proposed rule. The proposed rule would 
have required that one wheelchair space 
and one transfer seat be provided for 
each 100 seats on new amusement rides 
and proposed technical provisions for 
the wheelchair spaces and transfer seats. 
The majority of comments were from 
amusement park operators, and 
amusement ride manufacturers and 
designers. The Board also received 
comments from groups representing 
persons with disabilities. 

Overall, commenters did not support 
the provisions in the proposed rule for 
access to amusement rides. The 
commenters stated that the proposed 
rule lacked flexibility, making it 
impossible for most rides to comply 
with the guidelines given the 
uniqueness of this industry. They also 
raised concern about the lack of 
available manufactured rides that would 
meet the proposed provisions. Most 
rides are manufactured outside the 
United States where there is an absence 
of accessibility requirements. The ride 
manufacturers in the United States 
indicated significant hardship on their 
businesses to retool to meet some of the 
proposed technical provisions. 
Amusement park operators interpreted 
the proposed rule to require operators to 
modify manufactured rides. Most 
indicated that they were either 
unwilling or unable to modify a ride in 
a way that would differ from the 
manufacturer’s specifications because 
they were not willing to accept the 
liability associated with modifying the 
ride or did not have sufficient 
engineering expertise to do so. 

Additionally, several groups 
representing persons with disabilities 
expressed concern that some rides, such 
as walk through attractions and fun 
houses, would be exempt along with 
rides in traveling carnivals. They 
wanted the accessibility guidelines to 
encourage ride manufacturers to make 
all rides accessible. The Eastern 
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Paralyzed Veterans Association (EPVA) 
wanted the number of accessible 
amusement rides to be doubled from the 
proposed rule. 

Because of these comments, the Board 
held several information meetings with 
representatives from the amusement 
industry and others to gather additional 
information. Site visits were also made 
to several amusement parks to better 
understand the issues raised. The 
information gained from these meetings 
and site visits have shaped the 
amusement ride section of the final rule. 

Based on this information, the final 
rule differs significantly from the 
proposed rule. The final rule makes 
major changes in the number of 
accessible spaces per ride and in the 
options for providing access. It also 
includes different requirements for 
wheelchair spaces and for ride seats 
designed for individuals to transfer from 
their wheelchair or other mobility 
device. The final rule provides the 
flexibility requested by commenters in 
this unique environment, while still 
providing a high level of accessibility to 
persons with disabilities. 

Since this is the first time national 
accessibility guidelines have been 
established for amusement rides, the 
Board intends to monitor the 
implementation of these guidelines. As 
with other accessibility guidelines 
developed by the Board, future updates 
and revisions are planned to ensure that 
the guidelines reflect new designs and 
technology. 

Section 3.5 Definitions 

Three terms are defined for 
amusement rides. 

An ‘‘amusement ride’’ is a system that 
moves persons through a fixed course 
within a defined area for the purpose of 
amusement. Editorial changes are made 
in the final rule to be consistent with 
terms used within the amusement 
industry.

Comment. A few commenters 
questioned whether this section would 
apply to a ski lift, tram, or a gondola. 
Trams and gondolas are provided at 
some amusement parks. 

Response. Section 15.1 is not 
intended to apply to ski lifts, trams, or 
gondolas. These devices are designed 
primarily for the purpose of transporting 
people from one point to another. While 
a ride on a ski lift or tram may be 
enjoyable, it is not designed primarily 
for the ‘‘purpose of amusement’’. Trams 
and similar vehicles are already 
addressed in the ADA Accessibility 
Guidelines for Transportation Vehicles 
(Vehicle Guidelines). See 36 CFR 
1192.179. 

An ‘‘amusement ride seat’’ is defined 
as a seat that is built-in or mechanically 
fastened to an amusement ride intended 
to be occupied by one or more 
passengers. This is a new term which 
has been added to the final rule. 
‘‘Amusement ride seats’’ are referenced 
in several of the technical provisions. 

Comment. The proposed rule did not 
include the term ‘‘amusement ride 
seat.’’ Several commenters including 
those representing the International 
Association of Amusement Parks and 
Attractions (IAAPA) questioned the 
differences between the transfer seat 
and the amusement ride seat in the 
proposed rule. Questions were also 
raised about the application of the 
guidelines to rides without seats or 
those designed with a variety of riding 
postures, such as toboggan style. 

Response. A definition for amusement 
ride seats is added to the final rule. The 
Board intends the guidelines to apply to 
amusement rides with seats. Specific 
technical provisions included in this 
section address clear floor or ground 
space and maneuvering space 
requirements for amusement ride seats 
where transfer access is provided. 
Technical provisions focus on ensuring 
that people can transfer from their 
wheelchairs or mobility aids to the ride 
seats. With respect to the various riding 
postures, the Board intends these 
guidelines to apply to those amusement 
rides with ride seats, including toboggan 
style, but not to those amusement rides 
where the rider is expected to be in the 
prone position or standing. In these 
cases, however, an accessible route 
complying with ADAAG 4.3 is required 
to the load and unload area. 

A ‘‘transfer device’’ is defined as 
equipment designed to facilitate the 
transfer of a person from a wheelchair 
or other mobility device to and from an 
amusement ride seat. Several new 
scoping and technical provisions 
included in the final rule specify a 
‘‘transfer device.’’ An appendix note 
provides additional information on 
available transfer devices, including 
ways to provide equipment that will 
provide for a safe and independent 
transfer from a wheelchair or other 
mobility device. 

Section 15.1.1 General 
Newly designed or newly constructed 

and altered amusement rides are 
required to comply with 15.1.1. Four 
exceptions are included in the final 
rule. Under Exception 1, portable or 
mobile amusement rides are not covered 
by the guidelines. Exceptions 2, 3, and 
4 clarify that amusement rides that are 
controlled or operated by the rider; 
amusement rides designed primarily for 

children, where children are assisted on 
and off the ride by an adult; and 
amusement rides without amusement 
ride seats are only required to comply 
with 15.1.4 and 15.1.5, which requires 
an accessible route to and maneuvering 
space in the load and unload areas. 

Comment. Amusement park operators 
requested clarification regarding how 
the guidelines apply to existing rides. 

Response. As previously mentioned, 
the final rule is significantly different 
from the proposed rule. The term ‘‘new’’ 
is included in 15.1.1 to clarify that this 
section applies to ‘‘new’’ rides and not 
to existing rides. The Department of 
Justice has the rulemaking authority to 
address existing rides. 

A custom manufactured ride is new 
upon its ‘‘first use’’, which is the first 
time amusement park patrons take the 
ride. With respect to amusement rides 
purchased from other entities, ‘‘new’’ 
refers to the first permanent installation 
of a ride, whether the ride is used ‘‘off 
the shelf’’ or is modified before it is 
installed. The application of these 
guidelines to existing amusement rides 
that are altered is discussed elsewhere 
in this preamble. The final rule provides 
operators with the requested flexibility. 
Providing opportunities for access for 
persons with disabilities may be 
accomplished under the final rule 
without modifying the ride itself.

Comment. The preamble of the 
proposed rule explained that the 
guidelines applied to permanent 
amusement rides with fixed seats that 
are set up for a long duration and are 
not regularly assembled and 
disassembled. Amusement rides set up 
for short periods of time such as rides 
that are part of traveling carnivals, State 
and county fairs, festivals, and other 
special events are not addressed by 
these guidelines. The majority of 
amusement ride manufacturers 
supported this approach and considered 
it appropriate given the uniqueness of 
these rides. However, the commenters 
were concerned that the proposed rule 
did not specifically exempt temporary 
rides. Others suggested that a time frame 
be attached to this concept of 
‘‘temporary’’ to clarify specifically what 
is meant. They suggested a 90 day or 
less time frame be used to define how 
long such rides can operate at the same 
location. Several groups representing 
persons with disabilities believed that 
temporary rides should also be 
accessible. They believed that 
manufacturers should be encouraged to 
make temporary rides as accessible as 
permanent rides. 

Response. Exception 1 is added to 
specify that mobile or portable 
amusement rides are not covered by 
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15.1. The Department of Justice is 
authorized to determine the applicable 
requirement for these rides. 

While mobile rides are not 
specifically addressed by these 
guidelines, other ADA requirements 
including general nondiscrimination 
obligations, program accessibility, and 
barrier removal provisions of the ADA 
apply to covered entities operating 
mobile or portable amusement rides. 
Mobile amusement rides are subject to 
a variety of site conditions that affect 
the load and unload areas. Because the 
rides are transported over the road, their 
size and weight is also restricted. This 
can limit the size available for the load 
and unload areas along with the 
accessible route to the ride. 

Ride operators and manufacturers are 
encouraged to apply the provisions of 
this section to mobile amusement rides, 
where possible. Mobile rides are 
available that provide roll-on access and 
others may be close to providing 
transfer access with some minor 
adaptations in the load and unload 
areas. The Board will, upon request, 
work with interested manufacturers to 
provide guidance on providing either 
roll-on access or transfer access for 
someone using a wheelchair or mobility 
device. 

Exception 2 
Comment. The proposed rule 

excluded from the definition of 
amusement rides, those rides which are 
controlled or operated by the rider such 
as bumper cars and go-carts. A few 
commenters suggested that these types 
of rides also be addressed by this 
section. Several commenters requested 
guidance on whether making a ride turn 
faster or shake faster would be 
considered ‘‘control’’. 

Response. An exception has been 
added to the final rule for rides that are 
controlled by the rider requiring such 
rides to only provide an accessible route 
to the ride and maneuvering space in 
the load and unload areas. The Board 
plans to gather additional information 
for making these rides accessible for 
potential rulemaking in the future. In 
the interim, designers and operators 
may use the applicable provisions in 
ADAAG and this final rule as a guide in 
providing access. 

With respect to the issue of control, 
the exception is not intended to apply 
to those rides where patrons may affect 
some incidental movements of the ride, 
but otherwise have no control. 

Exception 3 
Comment. The proposed rule did not 

distinguish between those rides 
designed for adults and those designed 

for young children, also known as 
‘‘kiddie rides.’’ Many amusement park 
operators and ride manufacturers 
commented that ‘‘kiddie rides’’ should 
be exempt from compliance with the 
provisions of 15.1.1. Most indicated that 
size restrictions will prohibit 
compliance with several of the 
provisions. 

Response. Because of their size 
restrictions, an exception has been 
added to the final rule for ‘‘kiddie’’ rides 
requiring such rides to only provide an 
accessible route to and maneuvering 
space in the load and unload area. The 
requirement for an accessible route will 
provide access for adults and family 
members assisting children on and off 
these rides. An amusement industry 
definition for ‘‘kiddie rides’’ includes 
rides designed for children up to the age 
of 12. The Board does not support an 
exemption for rides designed for 
children up to age 12. Rather, the 
exception is limited to those rides 
designed ‘‘primarily’’ for children, 
where children are assisted on and off 
the ride by an adult. The Board intends 
that this exception be limited to those 
rides designed for children and not for 
the occasional adult user. 

Exception 4 
Comment. Some commenters 

interpreted the proposed rule to apply 
to amusement rides without seats. 

Response. Section 15.1 of the 
proposed rule limited the application of 
this section to rides ‘‘containing fixed 
seats’’. Exception 4 is added in the final 
rule to further clarify that 15.1 does not 
apply to amusement rides without ride 
seats. Amusement rides without seats 
are required to be served by an 
accessible route and connect to 
accessible load and unload areas. 

Section 15.1.2 Alterations to 
Amusement Rides 

Section 15.1 applies to amusement 
rides that are altered. This section 
clarifies that a modification to an 
existing amusement ride is an alteration 
if one or more of the following 
conditions apply: (1) The amusement 
ride’s structural or operation 
characteristics are changed to the extent 
that the ride’s performance differs from 
that specified by the manufacturer or 
the original design criteria; or (2) the 
load and unload area of the amusement 
ride is newly designed and constructed. 

Comment. The majority of 
commenters questioned how the 
proposed rule applied to existing 
amusement rides. Many commenters 
believed that the guidelines require that 
all existing amusement rides be 
accessible. Others inquired about the 

requirements for existing rides that are 
modified and the type of modification 
that would trigger the alteration 
provisions. 

Response. The final rule addresses 
alterations to existing amusement rides. 
See the discussion at the beginning of 
this preamble for further information on 
ADA obligations for existing amusement 
rides. 

Where an existing amusement ride is 
modified in a way that does not change 
the ride’s structural or operational 
characteristics to the extent that the 
ride’s performance differs from that 
specified by the manufacturer’s or 
original design criteria, the amusement 
ride is not required to comply with 
15.1.1. Routine maintenance, painting, 
and changing of story boards are 
examples of activities that do not 
constitute an alteration.

As with other elements or facilities 
subject to the alterations provisions in 
ADAAG, ‘‘technical infeasibility’’ 
applies to alterations of amusement 
rides. In this case, compliance with the 
technical provisions is required except 
where the nature of the existing ride 
makes it virtually impossible to comply 
fully. In these circumstances, the 
alteration should provide the maximum 
accessibility feasible. 

Comment. Commenters requested 
clarification regarding how the 
guidelines apply where amusement 
rides are moved. 

Response. In response to this 
question, a provision has been added 
that requires a ride to be accessible 
when a new load and unload area is 
designed and constructed for the ride. 
This provision applies where a ride is 
moved either within a park or to another 
park and a new load and unload area is 
designed and constructed. The ride 
must comply with 15.1.1. Operators 
have a choice of providing either a 
wheelchair space, ride a seat designed 
for transfer, or a transfer device. In most 
cases with an existing amusement ride, 
providing a transfer device may be the 
most appropriate. This option does not 
require modification to the ride. Where 
an amusement ride is moved and the 
load and unload area is not modified, 
the provisions of 15.1.1 do not apply. In 
this case, the on-going obligations of 
‘‘readily achievable barrier removal’’ or 
‘‘program accessibility’’ will apply. 

Section 15.1.3 Number Required 
This section requires each amusement 

ride to provide at least one wheelchair 
space complying with 15.1.7, or at least 
one amusement ride seat designed for 
transfer complying with 15.1.8, or at 
least one transfer device complying with 
15.1.9. 
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Comment. The proposed rule required 
one wheelchair space per 100 fixed 
seats and one transfer seat per 100 fixed 
seats to be provided on each amusement 
ride. An exception permitted two 
transfer seats in lieu of a wheelchair 
space where a wheelchair space is not 
operationally or structurally feasible. 
Significant comment was received on 
this provision during the comment 
period. Amusement park operators 
stated that the number of accessible 
spaces (both wheelchair and transfer 
seats) was too high. Several amusement 
park operators cited safety concerns 
with respect to evacuation where more 
than one wheelchair user may be on a 
ride at one time. Others expressed 
concern about lengthening the load and 
unload time. Groups representing 
persons with disabilities were 
concerned that the number of 
wheelchair spaces and transfer seats in 
the proposed rule was too low. The 
Eastern Paralyzed Veterans Association 
(EPVA) wanted the number doubled 
from the proposed rule, potentially 
requiring two wheelchair spaces and 
two transfer seats per ride. 

Response. The final rule requires that 
each ride provide: (1) A wheelchair 
space, or (2) a ride seat designed for 
transfer, or (3) a device to facilitate the 
transfer of a person in a wheelchair from 
the load or unload area to a ride seat. 
This represents a decrease in the 
number of accessible spaces from the 
proposed rule and is no longer 
dependent on the number of seats per 
ride. Designers and operators have the 
choice of deciding which of the three 
types of access is appropriate for a given 
ride. Where a manufactured ride does 
not permit space for a wheelchair, for 
example, a ride seat designed for 
transfer or a transfer device may be 
provided to help an individual transfer 
into the ride seat. 

The Board is aware of amusement 
rides in certain parks that currently 
exceed this minimum and provide more 
than one wheelchair space on a given 
ride. In these cases, more persons with 
disabilities and their families are able to 
ride at the same time. Amusement park 
operators are encouraged to exceed the 
minimum with their new rides. 

Section 15.1.4 Accessible Route 
This section requires that, when in 

the load and unload position, 
amusement rides with wheelchair 
spaces, or ride seats designed for 
transfer, or transfer devices, must be 
served by an accessible route complying 
with ADAAG 4.3. Any part of an 
accessible route serving amusement 
rides with a slope greater than 1:20 is 
considered a ramp and must comply 

with ADAAG 4.8. The accessible route 
is required only to the wheelchair space 
or transfer loading station, and not to all 
stations. This route can deviate from the 
main route in order to access the 
particular station designated. 

Three new exceptions to 15.1.4 are 
provided in the final rule. Exception 1 
exempts ramps from the maximum 
slope specified in ADAAG 4.8.2, where 
compliance with 4.8.2 is structurally or 
operationally infeasible, provided that 
the slope of the ramp may not exceed 
1:8. Exception 2 exempts the 
requirements for handrails on the 
accessible route where compliance is 
structurally or operationally infeasible. 
Exception 3 permits that use of limited-
use/limited-application elevators and 
platform lifts complying with ADAAG 
4.11 to be part of an accessible route 
serving the load and unload area. 

Comment. The proposed rule required 
an accessible route to connect the 
portion of the load and unload area 
serving each accessible amusement ride 
and to provide a maneuvering space 
with a slope not greater than 1:48. 
Commenters questioned whether the 
1:48 slope applied to the accessible 
route on the ride and the 
appropriateness of this requirement for 
those rides where a transfer seat was 
provided. 

Response. The requirements for an 
accessible route are maintained in the 
final rule, but are modified to clarify 
that at least one accessible route 
requirement applies when the ride is in 
the load and unload position. The 
requirement for a maneuvering space is 
moved to 15.1.4, which addresses the 
load and unload areas. The provision 
also clarifies that where the running 
slope serving the amusement ride or 
transfer devices is greater than 1:20, the 
provisions of ADAAG 4.8 apply. 

Comment. Operators expressed 
concerns with the requirements of 
ADAAG 4.8 with respect to the 
maximum slope (1:12) and the 
maximum rise (30 inches) for the 
accessible route. They described rides 
where space limitations will prohibit 
long ramps and where fundamental 
changes to amusement rides would be 
necessary to comply with ADAAG 4.8.2. 

Response. An exception is added in 
the final rule that exempts the 
accessible route serving accessible rides 
from the maximum slope specified in 
ADAAG 4.8.2, provided that the slope 
may not exceed 1:8. The exemption only 
applies where compliance with ADAAG 
4.8.2 is ‘‘structurally or operationally’’ 
infeasible. The exception for structural 
or operational limitations is limited to 
that portion of the accessible route 
connecting the load and unload areas 

with the amusement ride. There is no 
exception for other portions of the 
accessible route, such as the queue line 
leading to the load and unload areas. 

Comment. Ride operators and 
designers also stated that the 
requirement for handrails was not 
practical on the portion of the accessible 
route connecting the load and unload 
areas and the ride. They again cited 
space limitations especially where 
ramps are integrated into the ride and 
folded out of the way when the ride is 
in use. 

Response. An exception from the 
requirement for handrails is added in 
the final rule. Similar to exception 2, 
this exception is limited to 
circumstances where compliance with 
the handrail requirement is structurally 
or operationally infeasible.

Comment. The proposed rule did not 
include a provision permitting the use 
of a limited-use/limited-application 
elevator or a platform lift as a part of the 
accessible route in providing access to 
load and unload areas. The American 
Institute of Architects (AIA) and others 
in the amusement industry 
recommended their use in connecting 
these areas, especially in connecting 
elevated load and unload areas and 
those that cross tracks. 

Response. An exception is provided 
in the final rule permitting the use of 
limited-use/limited-application 
elevators and platform lifts complying 
with ADAAG 4.11. The Board has 
included this option in the final rule to 
address some of the unique designs and 
elevated loading areas used within an 
amusement park. Where platform lifts 
are used, they must comply with 
ADAAG 4.11. Future revisions to 
ADAAG will include technical 
provisions for limited-use/limited-
application elevators. At that time, 
appropriate provisions will be 
referenced for these elevators. Currently 
available design and safety standards 
should be applied in the interim. 

Comment. Some commenters 
questioned whether moving turnstiles 
and walkways can serve as part of an 
accessible route connecting amusement 
rides. 

Response. The Board has not 
specifically addressed moving turnstiles 
and walkways, since they are always 
capable of stopping or slowing to 
accommodate guests needing additional 
time. At this time there is not sufficient 
information to suggest a consistent safe 
speed for use for all persons with 
disabilities. Some individuals will be 
able to maneuver within the speed and 
time provided on the moving walkway 
or turnstile, while others will need 
additional time. Operators may need to 

VerDate Aug<23>2002 19:13 Aug 30, 2002 Jkt 197001 PO 00000 Frm 00010 Fmt 4701 Sfmt 4700 E:\FR\FM\03SER2.SGM 03SER2



56361Federal Register / Vol. 67, No. 170 / Tuesday, September 3, 2002 / Rules and Regulations 

adjust the speed accordingly to 
reasonably accommodate guests with 
disabilities. 

Section 15.1.5 Load and Unload Areas 
This section requires load and unload 

areas serving amusement rides required 
to comply with 15.1 to provide a 
maneuvering space complying with 
ADAAG 4.2.3. The maneuvering space 
must have a slope not steeper than 1:48. 
The maneuvering space is permitted to 
overlap the accessible route and the 
required clear floor spaces. 

No substantive comment was received 
and no changes have been made for the 
final rule. 

Section 15.1.6 Signage 
This section requires signage to be 

provided at the entrance of the queue or 
waiting line for each amusement ride to 
identify the type of access provided 
(e.g., wheelchair access or transfer 
access). Where an accessible unload 
area also serves as the accessible load 
area, signage must be provided at the 
entrance to the queue or waiting line 
indicating the location of the accessible 
load and unload area. This is important 
to avoid unnecessary backtracking when 
patrons begin the process of waiting in 
line for a particular ride. No 
substantiative comments were received 
and no changes have been made to this 
provision in the final rule. 

Section 15.1.7 Amusement Rides With 
Wheelchair Spaces 

This section contains technical 
provisions for amusement rides with 
wheelchair spaces. 

Comment. Several amusement ride 
designers and manufacturers raised 
concerns about technical provisions for 
wheelchair spaces on amusement rides. 
Most commenters believed that the 
space required was too large and boxy, 
and would significantly limit the 
number of amusement rides that could 
incorporate such a space. Some 
recommended that knee and toe 
clearances be incorporated into the 
space. In general, designers and 
operators requested more flexibility 
with wheelchair spaces on amusement 
rides. 

Response. The Board has significantly 
modified the requirements for 
wheelchair spaces on amusement rides. 
The final rule includes changes which 
address the commenters concerns, while 
still requiring a minimum space that 
would serve most mobility devices on 
an amusement ride. The Board 
recommends that where possible, 
designers and manufacturers exceed the 
minimum space. Providing additional 
space will greatly enhance the ease in 

loading and unloading and 
accommodate a greater variety of 
mobility devices.

Section 15.1.7.1 Floor and Ground 
Surface 

This section contains technical 
provisions for floor or ground surface of 
wheelchair spaces. 

Comment. The proposed rule required 
wheelchair spaces to comply with 
several provisions of ADAAG 4.5 (4.5.1, 
4.5.3, 4.5.4). Commenters expressed 
some confusion over these references 
and sought clarification. 

Response. Rather than referencing 
ADAAG 4.5, the final rule incorporates 
these provisions into 15.1.7.1 for clarity. 
Other editorial changes are also made 
within this section. 

Section 15.1.7.1.1 Slope 

This section requires the floor or 
ground surface of wheelchair spaces to 
have a maximum slope of 1:48 when in 
the load and unload position and to be 
firm and stable. 

Comment. Commenters questioned 
the appropriateness of requiring the 
clear space to be level when the 
amusement ride is in motion. 

Response. The section is modified to 
clarify that the maximum 1:48 slope is 
only required when the amusement ride 
is in the load and unload position. 

Section 15.1.7.1.2 Gaps 

This section requires floors of 
amusement rides with wheelchair 
spaces and floors of load and unload 
areas to be coordinated so that when the 
amusement rides are at rest in the load 
and unload position, the vertical 
difference between the floors must be 
within plus or minus 5⁄8 inches and the 
horizontal gap should be no greater than 
3 inches under normal passenger load 
conditions. An exception permits that 
where it is not operationally or 
structurally feasible to meet the 
horizontal or vertical difference 
requirements, ramps, bridge plates, or 
similar devices complying with the 
applicable requirements of 36 CFR 
1192.83(c) (the Board’s vehicle 
accessibility guidelines) must be 
provided. 

Comment. No substantive comment 
was received on this section. Several 
representatives from the amusement 
industry, however, recommended that 
the Board reference an ASTM Standard 
Practice for the Design and Manufacture 
of Amusement Rides and Devices where 
ramps, bridge plates, lifts, or similar 
devices are used. 

Response. The Board carefully 
examined the suggested ASTM Standard 
Practice and determined that it was 

designed as a safety standard rather than 
a standard that provides guidance on 
the minimum access requirements for 
ramps, bridge plates, lifts, and similar 
devices. Operators and manufacturers 
are not precluded from also following 
the standards in the ASTM Standard 
Practice for the operation of these 
elements. The applicable requirements 
of 36 CFR 1192.83(c) (ADA Accessibility 
Guidelines for Transportation 
Vehicles—Light Rail Vehicles and 
Systems—Mobility Aid Accessibility) 
are available on the Board’s Web site at 
www.access-board.gov/transit/html/
vguide.htm#LRVM. 

Section 15.1.7.2 Clearances 
This section requires clearances for 

wheelchair spaces to comply with 
15.1.7.2. Three new exceptions are 
added. Exception 1 permits securement 
devices, where provided, to overlap the 
required clearances of the wheelchair 
space. Exception 2 permits the 
wheelchair space to be mechanically or 
manually repositioned. Exception 3 
permits departure from the 
requirements of ADAAG 4.4.2 (Head 
Room) for the wheelchair space. 

Comment. The proposed rule did not 
specifically address securement devices 
in wheelchair spaces. Commenters 
questioned whether securement devices 
could be located within the minimum 
clear space requirements for wheelchair 
spaces on amusement rides. They noted 
that while the proposed rule did not 
specifically address or require these 
devices, many operators have provided 
them where wheelchair spaces are 
provided on amusement rides. 

Response. The final rule adds an 
exception to 15.1.7.2 to permit 
securement devices to overlap required 
clearances for wheelchair spaces on 
amusement rides. However, the final 
rule does not require securement 
devices. The decision about whether 
securement devices are needed is left up 
to the designer or manufacturer. Where 
provided, these devices may overlap the 
required clearances for wheelchair 
spaces. 

Comment. As previously discussed, 
the Board received a significant number 
of comments from representatives in the 
amusement industry on the need for 
more flexibility. Several operators of 
large parks demonstrated ways that 
wheelchair spaces were provided on 
rides through the use of a turntable. 
This permits the space to be orientated 
for a forward approach and later turned 
to be in line with the direction of the 
motion of the amusement ride. 
Commenters did not consider 
repositioning to be an option under the 
proposed rule. 
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Response. Exception 2 has been 
added to the final rule and permits the 
wheelchair space on an amusement ride 
to be either manually or mechanically 
repositioned. 

Comment. A few amusement park 
designers raised concern about the head 
clearance requirements of ADAAG 4.4 
(Protruding Objects) for the wheelchair 
space located on an amusement ride. 
Amusement rides are often designed to 
move through confined spaces in order 
to enhance the amusement experience. 
Since most of these rides are designed 
for seated patrons, designers requested 
exemption from this requirement.

Response. Exception 3 is added in the 
final rule and exempts wheelchair 
spaces on rides from ADAAG 4.4.2 
(Head Room). This exception applies to 
circulation space and clear space 
requirements on the ride. It does not 
apply to circulation areas and accessible 
routes in the queue line or the load and 
unload areas. 

Section 15.1.7.2.1 Width and Length 

This section requires wheelchair 
spaces to have a width of 30 inches 
minimum and a length of 48 inches 
minimum measured 9 inches minimum 
above the ground or floor surface. 

Comment. The proposed rule required 
the wheelchair space to be a minimum 
of 36 inches in width. This width was 
based on the minimum 30 inch width 
needed for a stationary wheelchair with 
the additional 6 inches necessary for 
repositioning in confined spaces which 
allows space for the front casters of a 
wheelchair to turn and move when 
backing up. Designers expressed 
significant concern over the 36 
minimum width and questioned why it 
was necessary where the space is 
reached in a forward direction. They 
further cited designs where the space is 
manually or mechanically repositioned 
and therefore should not require further 
maneuvering. Some commenters also 
suggested that the depth of the clear 
space could be 48 inches in all cases. 

Response. The minimum width of the 
wheelchair space is reduced to 30 
inches in the final rule. While the Board 
has decreased the minimum width, it 
recommends that designers and 
manufacturers exceed the minimum 
where possible to allow for increased 
maneuvering space. 

Section 15.1.7.2.2 Wheelchair 
Spaces—Side Entry 

This section requires that where the 
wheelchair space can be entered only 
from the side, the ride must be designed 
to permit sufficient maneuvering space 
for individuals using a wheelchair or 

mobility device to enter and exit the 
ride. 

Comment. A few commenters 
questioned what the minimum space 
requirements would be for a ride 
entered from the side. They questioned 
whether a 32 inch side opening leading 
to a 30 inch wide by 48 inch long space 
would be sufficient. 

Response. Section 15.1.7.2.2 is added 
to address rides with side entries. A 
center opening of 32 inches combined 
with a minimum space of 30 inches 
wide and 48 inches long is not adequate 
space for maneuvering. Designers must 
consider the position of the opening in 
relation to the minimum space. In some 
cases, additional clear space and larger 
openings will be necessary to allow for 
maneuvering a wheelchair on the ride. 
An appendix note is included to 
provide further guidance. 

Section 15.1.7.2.3 Protrusions in 
Wheelchair Space 

This section permits protrusions in 
the wheelchair spaces on amusement 
rides. Objects are permitted to protrude 
a distance of 6 inches maximum along 
the front of the wheelchair space where 
located 9 inches minimum and 27 
inches maximum above the wheelchair 
space. Objects are also permitted to 
protrude a distance of 25 inches 
maximum along the front of the 
wheelchair space where located more 
than 27 inches above the wheelchair 
space. 

Comment. As previously noted, 
amusement ride designers and operators 
commented that the wheelchair space 
clearances in the proposed rule were too 
restrictive and did not permit knee and 
toe clearances. They suggested that the 
clearances could be reduced without 
compromising the minimum space 
requirements. 

Response. The final rule permits 
protrusions in the wheelchair space on 
amusement rides. 

Section 15.1.7.3 Openings 

This section requires that where 
openings are provided to access 
wheelchair spaces on amusement rides, 
the entry must provide a 32 inch 
minimum clear opening. 

Comment. The proposed rule did not 
specify a minimum opening space 
where wheelchair spaces are provided 
on amusement rides. Commenters 
requested guidance on this dimension. 

Response. A provision is added in the 
final rule to address the minimum 
width of openings where wheelchair 
spaces are provided on an amusement 
ride. This is consistent with minimum 
width requirements for doors and other 

passageways that are part of an 
accessible route. 

Section 15.1.7.4 Approach 

This section requires one side of the 
wheelchair space to adjoin an accessible 
route. 

No substantive comment was received 
on this provision. 

Section 15.1.7.5 Companion Seats 

This section requires that where the 
interior of an amusement ride is greater 
than 53 inches in width, seating is 
provided for more than one rider, and 
the wheelchair is not required to be 
centered within the amusement ride, a 
companion seat must be provided for 
each wheelchair space. 

Comment. The proposed rule required 
companion seating where seating for 
more than one rider is provided. Ride 
manufacturers commented that 
providing companion seating may not 
be possible on rides where the center of 
gravity is critical to its operation. They 
noted that providing space for an 
individual seated in a wheelchair and a 
seated companion may increase and 
change the weight distribution on a ride. 
They supported a provision with limits 
that are linked to the minimum width 
of the ride, whether or not seating is 
provided for more than one rider, and 
whether the wheelchair space is 
centered on the ride. 

Response. This section is modified in 
the final rule to address the concerns 
raised. Consistent with the proposed 
rule, companion seating is required only 
where seating is provided for more than 
one rider. Additionally, companion 
seating is required only where the 
interior of an amusement ride is greater 
than 53 inches in width and the 
wheelchair is not required to be 
centered within the amusement ride. 

Section 15.1.7.5.1 Shoulder-to-
Shoulder Seating 

This section requires that where an 
amusement ride provides shoulder-to-
shoulder seating, companion seats must 
be shoulder-to-shoulder with the 
adjacent wheelchair space. 

Comment. Commenters suggested that 
in some circumstances, shoulder-to-
shoulder seating may not be possible. 
They cited examples of water rides 
where the rider’s center of gravity is 
critical. Adding two riders side by side 
can alter the balance of the ride.

Response. An exception is added in 
the final rule that shoulder-to-shoulder 
companion seating is required only to 
the maximum extent feasible, where 
compliance is not operationally or 
structurally feasible. 
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Section 15.1.8 Amusement Ride Seats 
Designed for Transfer 

This section requires that amusement 
rides with ride seats designed for 
transfer must comply with 15.1.8 when 
positioned for loading and unloading. 

Comment. Significant comment was 
received on the technical provisions 
addressing transfer seats. Some 
interpreted the proposed rule to require 
a ‘‘special seat’’ in addition to other ride 
seats. Others believed that the technical 
provisions did not provide sufficient 
flexibility, especially given the diversity 
of rides and ride seats. 

Response. The final rule requires that 
each ride provide: (1) A wheelchair 
space, or (2) an amusement ride seat 
designed for transfer, or (3) a system to 
facilitate the transfer of a person in a 
wheelchair from the load or unload area 
to a ride seat. Where ride seats are 
designed for transfer, this section 
applies. For the most part, the technical 
provisions for space and other features 
are applied to both the ride seat and the 
transfer device since both elements are 
designed for an individual to transfer 
from their wheelchair or mobility device 
to an element. A ride seat designed for 
transfer is usually a seat that is a 
permanent part of the ride itself. 

Section 15.1.8.1 Clear Floor Space 

This section requires clear floor space 
complying with ADAAG 4.2.4 to be 
provided in the load and unload area 
adjacent to amusement ride seats 
designed for transfer. 

Comment. The proposed rule required 
the clear floor space to comply with 
ADAAG 4.2.4 and be positioned with 
the longer dimension parallel to the 
unobstructed side of the transfer seat. 
The space was also required to be 
located within 3 inches maximum of the 
transfer seat. Commenters supported the 
basic clear floor space requirement of 30 
inches by 48 inches. Several 
commenters however, believed that the 
requirements for the orientation of the 
clear space were too stringent for two 
reasons. First, the orientation required 
in the proposed rule was potentially 
limited to a side transfer. Many 
individuals choose to transfer using a 
diagonal or front approach. Second, 
they were concerned about the variety 
of amusement rides and load and 
unload areas. They recommended that 
the orientation of the clear space with 
respect to its location to the ride seat be 
left up to the designer. 

Response. The final rule requires a 30 
inch wide by 48 inch deep clear space 
to be adjacent to the ride seat designed 
for transfer. The position of the clear 
space is not specified in the final rule. 

Designers will decide its location based 
on what is best suited for transfer on a 
particular ride. 

Section 15.1.8.2 Transfer Height 
This section requires the height of 

ride transfer seats to be located 14 
inches minimum to 24 inches maximum 
measured above the load and unload 
surface. 

Comment. The proposed rule required 
the transfer seat to be between 17 and 
19 inches based on other elements 
within ADAAG where individuals using 
wheelchairs and other mobility devices 
are expected to transfer. Commenters 
requested the range to be greater. 

Response. The final rule provides a 
greater range in the height of the ride 
seat designed for transfer. Providing a 
greater range in this height should 
reduce reliance on transfer devices and 
have the effect of decreasing the number 
of transfers to get from one’s wheelchair 
or mobility device to a ride seat. The 
Board recognizes that amusement rides 
have unique designs. The increase in 
the transfer height range is limited to 
amusement rides because of their 
unique designs. The goal is to provide 
designs that afford the least amount of 
transfers for the least amount of 
distance. The Board recognizes that 
providing a greater range in the transfer 
height may make transfers more difficult 
for some people with disabilities. Based 
on this concern, and the fact that the 
transfer height for amusement rides is 
new, the Board will closely monitor 
how well the range provides access to 
amusement rides. Where possible, 
designers are encouraged to locate the 
transfer seat between 17 inches and 19 
inches above the load and unload 
surface. 

Section 15.1.8.3 Transfer Entry 
This section requires that where 

openings are provided to transfer to 
amusement ride seats, the space must be 
designed to provide clearance for 
transfer from a wheelchair or other 
mobility device to the amusement ride 
seat. 

Comment. The proposed rule required 
the transfer entry on the amusement 
ride to be a minimum of 36 inches wide. 
The entry was also required to be 
positioned parallel and adjacent to the 
longer dimension of the clear floor 
space. Amusement ride designers and 
manufacturers commented that the 36 
inch width was excessive and believed 
that few rides, if any, could comply 
with this dimension. They further 
explained that openings are generally 
kept to a minimum since the sides of the 
ride often serve as a part of the restraint 
or securement system for the ride. 

Response. Due to the large variance of 
amusement rides and the potential 
interference with the securement 
system, the final rule requires a space to 
be designed to provide clearance for 
transfer from a wheelchair or mobility 
device to the amusement ride seat. 
Specific dimensions for the opening are 
not provided in the final rule. 

Section 15.1.8.4 Wheelchair Storage 
Space 

This section requires wheelchair 
storage spaces complying with ADAAG 
4.2.4 to be provided in or adjacent to 
unload areas for each required 
amusement ride seat designed for 
transfer. The space must not overlap any 
required means of egress or accessible 
route. 

Comment. Some commenters 
interpreted the provision to require 
some type of constructed storage space. 

Response. Clear space is needed in 
the load and unload areas for 
individuals to leave their wheelchairs 
when they transfer onto amusement 
rides. ADAAG 4.2.4 specifies a 
minimum 30 inch by 48 inch space for 
a stationary wheelchair. For safety 
reasons, the space must not overlap any 
required means of egress or accessible 
route. This provision does not require a 
constructed element for storage, only a 
space. Most current designs used for 
load and unload areas will include 
sufficient space to comply with this 
provision. 

Section 15.1.9 Transfer Devices for 
Use With Amusement Rides

This section requires that transfer 
devices for use with amusement rides 
must comply with 15.1.9 when 
positioned for loading and unloading. 

Comment. As previously discussed, 
significant comment was received on 
the technical provisions addressing 
transfer seats. Some interpreted the 
proposed rule to require a ‘‘special seat’’ 
in addition to other ride seats. Others 
believed that the technical provisions 
did not provide sufficient flexibility, 
especially given the diversity of rides 
and ride seats. 

Response. The final rule requires that 
each ride provide: (1) A wheelchair 
space, or (2) an amusement ride seat 
designed for transfer, or (3) a system to 
facilitate transfer of a person in a 
wheelchair from the load or unload area 
to a ride seat. This section applies 
where transfer devices are used to 
provide access to an amusement ride 
seat. A transfer device can be provided 
as an integral part of the ride, or as a 
permanent or temporary part of the 
facility. Significant flexibility is 
provided for ride designers or park 
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operators to develop these transfer 
devices. Transfer devices may include 
lifts, ramps, transfer platforms and 
steps, or other similar systems and do 
not require modification to 
manufactured rides. Information is 
provided in the appendix to assist 
operators in selecting from different 
types of transfer devices. 

Section 15.1.9.1 Clear Floor Space 

This section requires clear floor space 
complying with ADAAG 4.2.4 to be 
provided in the load and unload area 
adjacent to transfer devices. 

Consistent with the clear space 
requirement for ride seats designed for 
transfer, the position of the clear space 
adjacent to the transfer devices is not 
specified in the final rule. Designers 
will decide its location based on what 
is best suited for transfer on a particular 
transfer device. 

Section 15.1.9.2 Transfer Height 

This section requires the height of 
transfer device seats to be located 14 
inches minimum to 24 inches maximum 
measured above the load and unload 
surface. 

The Board has applied the same range 
established for amusement ride seats 
designed for transfer to transfer devices. 
As previously stated, the goal is to 
provide designs that afford the least 
amount of transfers for the least amount 
of distance. 

Where possible, designers are 
encouraged to locate the transfer device 
between 17 inches and 19 inches above 
the load and unload surface. Further 
guidance related to maximum heights 
for vertical movements when 
transferring within a transfer device is 
provided in the appendix. 

Section 15.1.9.3 Wheelchair Storage 
Space 

This section requires wheelchair 
storage spaces complying with ADAAG 
4.2.4 to be provided in or adjacent to 
unload areas for each required transfer 
device and must not overlap any 
required means of egress or accessible 
route. 

Comment. Some commenters 
interpreted the provision to require 
some type of constructed storage space. 

Response. Clear space is needed in 
the load and unload areas for 
individuals to leave their wheelchairs 
when they transfer onto transfer 
devices. ADAAG 4.2.4 specifies a 
minimum 30 inch by 48 inch space for 
a stationary wheelchair. For safety 
reasons, the space must not overlap any 
required means of egress or accessible 
route. This provision does not require a 
constructed element for storage, only a 

space. Most current designs used for 
load and unload areas will include 
sufficient space to comply with this 
provision. 

Other Issues 

Accessible Routes in Temporary Places 
of Amusement 

Comment. The proposed rule 
requested comment on providing 
accessible routes on sites used for fairs, 
carnivals, and other temporary places of 
amusement. Usually a site such as a 
field or parking lot may be used for a 
short period of time for temporary 
places of amusement. 

Response. The Board received few 
comments on this issue. The final rule 
does not include any provisions for 
accessible routes in temporary places of 
amusement. The Department of Justice 
has the authority to address this issue. 
Given the diversity of sites and 
complexity of agreements involved 
when using sites on a temporary basis, 
one set of guidelines is not practical. 
State and local government entities 
covered by title II may not, in 
determining the site or location of a 
facility, make selections that have the 
effect of excluding individuals with 
disabilities (28 CFR 35.130(b)(4)). Where 
a site is altered by installing some type 
of surface, that surface must be stable, 
firm, and slip resistant and meet other 
requirements in ADAAG 4.3 for the 
accessible route. Temporary structures 
are covered by ADAAG 4.1.1(4) and are 
required to comply with ADAAG. As 
with other alterations, ‘‘technical 
infeasibility’’ permits departure from 
technical provisions where existing 
physical or site constraints prohibit 
modification or addition of elements, 
spaces, or features. 

Section 15.2 Boating Facilities 

Section 3.5 Definitions 

This section defines five terms for 
boating facilities. 

A ‘‘boat launch ramp’’ is a sloped 
surface designed for launching and 
retrieving trailered boats and other 
water craft to and from a body of water. 

A ‘‘boat slip’’ is that portion of a pier, 
main pier, finger pier, or float where a 
boat is moored for the purpose of 
berthing, embarking, or disembarking. 

A ‘‘boarding pier’’ is a portion of a 
pier where a boat is temporarily secured 
for purposes of embarking and 
disembarking. 

A ‘‘gangway’’ is a variable-sloped 
pedestrian walkway linking a fixed 
structure or land with a floating 
structure. This definition does not apply 
to gangways which connect to vessels. 

A ‘‘transition plate’’ is a sloping 
pedestrian walking surface located at 
the end(s) of a gangway. 

Comment. The proposed rule 
included definitions for boat launch 
ramp, boat slip, design high point, and 
gangway. Commenters recommended 
rewording these definitions. 
Commenters also recommended that 
additional definitions be added, such as 
handrail, landings, pier, main pier, 
finger pier, boarding pier, fixed and 
floating piers, mooring space, transient 
slips, and transition plate.

Response. The final rule provides five 
definitions. Definitions for boat launch 
ramp, boat slip, and gangway, have been 
retained but have been changed to 
improve clarity. Definitions for boarding 
pier and transition plate have been 
added, and the definition for design 
high point has been removed. 
Additional terms suggested by 
commenters were not added since they 
were not used in the technical or 
scoping provisions of the boating 
section. 

Section 15.2.1 General 
This section requires newly designed 

or newly constructed and altered 
boating facilities to comply with 15.2. 

Comment. Some commenters did not 
want the rule to apply to each boating 
facility. They noted that designers and 
facility managers needed flexibility to 
provide reasonable accommodations in 
an environment which may contain 
extreme physical conditions. Several 
commenters requested that where two of 
more boating facilities are located 
within 10 miles of each other, only one 
facility should be accessible. Other 
commenters assumed that all existing 
facilities would have to immediately 
conform to the final rule. 

Response. These guidelines apply to 
each newly designed or newly 
constructed boating facilities. Altered 
facilities must conform to the guidelines 
to the degree required by ADAAG 4.1.6. 
Where an existing facility is not being 
altered, the guidelines do not require 
that alterations be performed. 

Comment. Commenters requested 
clarification on the term ‘‘recreational 
boating facility.’’ 

Response. This section primarily 
applies to piers and docks typically 
found at marinas where recreational 
boats are moored for embarking and 
disembarking occupants, but will apply 
in other non-marina settings. Where a 
vessel is primarily used for recreation, 
generally piers and docks designed and 
constructed to provide mooring and 
other services for such vessels would be 
covered by this section. Recreational 
boats range in size from small canoes to 
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6 See 28 CFR 36.403(f)(1) (http://www.usdoj.gov/
crt/ada/reg3a.html).

large sailboats and power boats. The 
final rule is not intended to cover piers 
used solely by ferries or other 
commercial vessels, such as freighters, 
ocean supply vessels, and commercial 
fishing vessels. 

Boating facilities covered by this final 
rule vary in size. Some contain as few 
as one boat slip (for example, a small 
campground with a short non-
demarcated pier) and others are large 
enough to contain several thousand boat 
slips (for example, a large marina with 
many boat basins). Some have piers and 
boat launch ramps, while others only 
have piers. A boating facility may only 
contain a single launch ramp with no 
boarding pier or may contain multiple 
launch ramps with multiple boarding 
piers. In some cases, a site (such as a 
State park with a large lake) may 
contain more than one boating facility. 
In other cases, several boating facilities 
may be located in the same waterfront 
area, each operated by different 
operators. 

Section 15.2.2 Accessible Route 
This section requires that accessible 

routes, including gangways that are part 
of an accessible route, comply with 
ADAAG 4.3. ADAAG 4.1.2(2) requires 
that at least one accessible route connect 
accessible buildings, facilities, elements, 
and spaces on the same site. Therefore, 
an accessible route must connect 
accessible boat slips with other 
accessible elements on the same site. 
Eight exceptions, discussed below, have 
been added which modify the accessible 
route requirements as they relate to 
connecting floating piers. 

No exceptions have been provided for 
accessing fixed piers. Therefore, 
accessible routes serving fixed piers 
must meet all the requirements of 
ADAAG 4.3. 

Exception 1 Alterations to Existing 
Gangways 

Exception 1 permits the replacement 
and alteration of existing gangways or 
series of gangways without triggering an 
increase in the length of the gangways, 
unless required by ADAAG 4.1.6(2). 

Comment. Commenters noted that for 
maintenance or safety reasons, 
gangways are sometimes replaced or 
altered without any other changes being 
made to the floating piers and land 
based features located at the ends of the 
gangways. Under ADAAG’s 
requirements for alterations, a replaced 
gangway would have to meet the 
requirements of section 15.2.2. The 
primary difficulty typically involves 
meeting slope requirements, rather then 
meeting handrail and transition plate 
requirements. In many cases, 

compliance with section 15.2.2 would 
require longer gangways to be installed. 
To install a longer gangway, changes to 
adjacent structures may be needed and 
such changes could also lead to 
reductions in the number of boat slips 
available. Available water sheet may 
also prevent lengthening of the 
gangways in an existing boating facility. 

Response. The final rule includes an 
exception that does not require an 
increase in the length of the gangway, 
where gangways are replaced or altered. 
However, under ADAAG 4.1.6(2), 
alterations to areas containing primary 
functions may require existing 
gangways and adjacent structures to be 
brought into conformance with section 
15.2.2. ADAAG 4.1.6(2) provides that, 
when an area containing a primary 
function is altered, an accessible path of 
travel must be provided to the altered 
area unless the cost and scope of the 
alterations to provide an accessible path 
of travel is disproportionate to the 
overall alterations as determined under 
criteria established by the Department of 
Justice. The Department of Justice 
regulations for title III of the ADA deem 
alterations to provide an accessible path 
of travel to be disproportionate when 
the cost exceeds 20 percent of the cost 
of the overall alterations.6

Exceptions 2 and 3 Maximum 
Gangway Rise and Slope 

Exception 2 permits gangways or 
series of gangways to exceed the 
maximum rise specified in ADAAG 
4.8.2. Exception 3 permits gangways to 
exceed the maximum slope specified in 
ADAAG 4.8.2, where the total length of 
the gangways serving as part of a 
required accessible route is at least 80 
feet. 

Comment. One of the most difficult 
issues relating to accessibility in floating 
boating facilities is gangway slopes. The 
proposed rule permitted gangway slopes 
to exceed a maximum slope of 1:12 at 
such times as when the distance 
between the design high point and 
water level exceeded a specific value 
depending on the size of the pier. In 
addition, the proposed rule exempted 
gangways from the maximum rise in 
ADAAG 4.8.2. 

Over 60 organizations and individuals 
responded to the above proposals. Most 
indicated that they did not support the 
provisions. The comments raised 
concerns about how to calculate the pier 
square footage and what was considered 
a ‘‘pier.’’ Some asked whether levees, 
boardwalks, or retaining walls are fixed 
piers and how to measure the square 

footage. Others asked about private 
operators using floating piers and 
leasing space at a city pier. They 
questioned whether the square footage 
of the city pier is included in the 
calculations for determining access to 
the privately owned floating pier. One 
commenter noted that facility size 
determinations based on square footage 
may tend to drive entities to reduce pier 
widths which could compromise safety 
and stability. 

A few commenters questioned how 
the design high point was selected. 
They questioned whether this point was 
the 100 year flood line, mean high tide, 
extreme high tide, ordinary high water, 
or high pool water line. One commenter 
noted that what is a safe and practical 
upper limit is not constant and easily 
determined. 

Some commenters were concerned 
that facilities located where water level 
fluctuations are over 40 feet, would end 
up with no access or only limited 
access. A number of commenters 
suggested that a maximum gangway 
slope be established for most 
conditions, if not all conditions. 
Recommended slope maximums ranged 
from 5 percent to 15 percent. 

At least 10 commenters noted that the 
requirements should ideally be site 
specific because of the varying logistical 
problems and differing geographic 
conditions at locations where water 
level fluctuations range from a few 
inches to over 100 feet. These 
commenters said that the table in the 
proposed rule would create hardships 
for existing facilities where space 
limitations are present, by requiring 
reductions in boat slip counts and by 
discouraging operators from upgrading 
their facilities. A number of commenters 
recommended that accessible gangways 
only be required where they serve 100 
or more boat slips. 

Using recommendations made by a 
number of commenters and combined 
with an effort to reduce the complexity 
of the final rule, the Board published a 
summary of a draft final rule for 
comment. In this draft, the Board 
indicated that the slope of a gangway 
would be permitted to exceed the 
maximum slope of 1:12 where the linear 
feet of mooring space along the 
perimeter of the piers at a facility was 
less than 1,000 feet (approximately 20–
30 slips) and the water fluctuation was 
more than one foot. The provision, 
which was a general exception from the 
maximum slope requirement, was 
intended to provide regulatory relief for 
smaller boating facilities where an 
extensive gangway system may be cost 
prohibitive. Linear feet of mooring space 
was used instead of the square footage 
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of a facility to more effectively measure 
the size of usable space where boats can 
dock rather than other spaces at a 
boating facility. 

The draft final rule also required that 
where the linear feet of mooring spaces 
along the perimeter of the piers at a 
facility was less than 3,000 feet 
(approximately 50–70 slips) and the 
water fluctuation was more than 5 feet, 
the maximum gangway slope would be 
permitted to be 1:8 maximum. This 
exception allowed for a steeper slope 
than generally provided in ADAAG. 

Lastly, the draft final rule stated that 
where the water fluctuation was more 
than 10 feet, gangways would be 
permitted to exceed the maximum slope 
of 1:12. Providing complying gangway 
slopes where the water fluctuation 
exceeds 10 feet requires extensive 
gangway systems and supporting 
facilities. It was noted in the draft final 
rule that although the gangway slope 
was permitted to be any slope, the 
gangway was not allowed to consist of 
stairs, since stairs are not permitted to 
be part of an accessible route. 

During two public information 
meetings and from written comment 
received on the summary of the draft 
final rule, commenters generally 
supported simplifying the rule. Some 
expressed concerns about allowing a 1:8 
slope on gangways, and others objected 
to using linear feet to determine the size 
of smaller facilities. A few commenters 
noted that the maximum feasible length 
of a gangway is between 60 and 70 feet. 
These commenters indicated that 
providing longer gangways, or providing 
two or more shorter gangways as part of 
a gangway and ramp system, 
dramatically increased the costs, 
complexity, and maintenance of the 
structure. Some commenters pointed 
out that because gangways often depart 
from a landside connection which is 
positioned at least 3 to 4 feet above high 
water, a 120-foot gangway provided to 
handle a 10-foot water level change 
actually needs to be at least 156 to 168 
feet long (or a series of gangways and 
ramps with the same aggregate length). 

Response. It is recognized that many 
factors which vary throughout the 
country add to the complications of 
providing larger gangway and ramp 
systems to handle greater changes in 
water fluctuation and elevation. Factors 
include water level changes, distance of 
gangway departure points above high 
water marks, available water sheet to 
construct within, location of shipping 
channels into which piers and gangways 
cannot project, wind load on floating 
structures as they get bigger, types of 
mooring systems, dead and live loads of 
gangways and the size of floating 

facilities to support them, currents, boat 
wakes, and the ability to remove floating 
structures when bodies of water freeze 
over. In the proposed rule, the Board 
attempted to define the level of access 
based on the size of a facility (i.e., pier 
square footage). Comments noted that 
many other factors besides facility size, 
play a role in determining what is 
feasible. Because factors vary 
throughout the country and could vary 
between adjacent sites and adjacent 
facilities, selecting one factor or a list of 
factors to measure for determining 
appropriate gangway slope is not 
feasible.

In an effort to provide a simplified 
rule and establish a starting point for 
determining gangway access, the final 
rule focuses on a maximum feasible 
gangway length. In response to the draft 
final rule, a recommendation was 
developed by the California Department 
of Boating and Waterways, Oregon State 
Marine Board, Clean Harbor Action, and 
Revitalize Our Waterways (and 
supported by over 20 other 
commenters). This recommendation 
showed that it would be feasible in new 
construction to provide up to 80-foot 
gangways. From this comment (which 
also contained recommendations for 
different gangway slopes for varying 
changes in elevation), the Board 
developed the final rule which is based 
only on gangway length. Exception 3 
requires that an entity either (1) provide 
a gangway (or series of gangways) at 
least 80 feet in total length, or (2) 
provide a gangway (or series of 
gangways) which does not exceed a 
maximum slope of 1:12. The final rule 
also retains the exception permitting 
gangways to be any length without a 
landing. As these exceptions only apply 
to gangways, ramps constructed on 
floating piers and ramps providing 
access to landside connections of 
gangways are not permitted to use these 
exceptions. Since the final rule does not 
use water level change as a mechanism 
for determining gangway accessibility, 
the definition for design high point was 
removed. The appendix includes the 
following two examples.

Example 1. Boat slips which are required 
to be accessible are provided at a floating 
pier. The vertical distance an accessible route 
must travel to the pier when the water is at 
its lowest level is 6 feet, although the water 
level only fluctuates 3 feet. To comply with 
exceptions 2 and 3, at least one design 
solution would provide a gangway at least 
72.25 feet long which ensures the slope does 
not exceed 1:12.

Example 2. A gangway is provided to a 
floating pier which is required to be on an 
accessible route. The vertical distance is 10 
feet between the elevation where the 
gangway departs the landside connection and 

the elevation of the pier surface at the lowest 
water level. Exceptions 2 and 3, which 
modify 4.8.2, permit the gangway to be at 
least 80 feet long. Another design solution 
would be to have two 40-foot continuous 
gangways joined together at a float, where the 
float (as the water level falls) will stop 
dropping at an elevation five feet below the 
landside connection.

Comment. A number of commenters 
expressed concern that steeper gangway 
slopes and the absence of level landings 
every 30 feet created barriers for persons 
with disabilities. Some commenters also 
noted that State and local governments 
should be held to a higher standard than 
private entities. 

Response. As water levels rise and 
fall, gangway slopes also rise and fall. In 
some areas, there will be times that a 
gangway slope is less than 1:20 and at 
other times it will be greater than 1:12. 
The Board has attempted to balance the 
needs of persons with disabilities with 
the cost of providing access in an 
environment that can vary dramatically 
throughout the country. The Board also 
decided against providing different 
requirements for boating facilities 
operated by State and local government 
or private entities. As this is the first 
time Federal accessibility guidelines 
have been developed to address these 
types of facilities, the Board plans to 
closely monitor how well the guidelines 
provide access and what new 
technologies are developed to provide 
equivalent or better access. 

Comment. A few commenters 
representing passenger vessel owners 
were concerned that the gangway 
provisions would also apply to 
gangways serving passenger vessels. 

Response. The gangway provisions of 
this rulemaking only apply to gangways 
which access floating piers from the 
land or fixed structures. The Board is 
working on a separate rulemaking 
which will address passenger vessel 
access. A statement has been added to 
the gangway definition indicating that 
the definition does not apply to 
gangways which connect to vessels. 

Exception 4 Small Boating Facilities 
With Less Than 25 Boat Slips 

Exception 4 permits gangways to 
exceed the maximum slope specified in 
ADAAG 4.8.2, where a facility contains 
less than 25 boat slips and where the 
total length of the gangway, or series of 
gangways, serving as part of a required 
accessible route is at least 30 feet. 

Comment. Commenters were 
concerned about how the gangway 
requirements would impact smaller 
facilities. 

Response. The proposed rule and the 
draft final rule lessened the impact on 
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smaller boating facilities based on pier 
square footage or linear feet. Most 
commenters recommended using 
number of boat slips. Since the final 
rule does not address piers used by 
transportation vessels covered by 
ADAAG 10.5, which are more likely to 
contain a limited number of very large 
slips, basing the exception on boat slip 
numbers is appropriate. 

Exception 5 Transition Plates 
Exception 5 permits transition plates 

to be located at the ends of gangways 
instead of the landings specified by 
ADAAG 4.8.4. 

Comment. The proposed rule 
permitted gangways to have transition 
plates at the top and bottom. Comments 
ranged from noting the need for a 
definition, setting out maximum lengths 
and slopes, and having them meet 
gangway requirements. 

Response. In the final rule, a 
definition for transition plate has been 
added to ADAAG 3.5. Where transition 
plates are part of an accessible route, the 
transition plates must comply with 
ADAAG 4.3, unless one of the 
exceptions in 15.2.2 applies. For 
example, ADAAG 4.3.7 and 4.8.2 would 
prohibit transition plates from having a 
slope greater than 1:12. Where the 
requirements of ADAAG 4.8 apply 
(because the slope is greater than 1:20), 
the transition plates must have landings 
complying with ADAAG 4.8.4 at the 
non-gangway end. 

Exception 6 Handrail Extensions 
Exception 6 does not require handrail 

extensions, where gangways and 
transition plates connect and both are 
required to have handrails. In addition, 
the exception provides that where 
handrail extensions are provided on 
gangways or transition plates, the 
extensions are not required to be 
parallel with the ground or floor surface.

Comment. The proposed rule did not 
require handrail extensions on 
gangways or landings where they 
connect to transition plates and did not 
require handrail extensions at 
transitions plates. Although some 
commenters supported the exception, 
others noted that handrail extensions 
were needed, particularly on gangways 
when the transition plate had no 
handrail. Commenters also noted the 
difficulty in complying with ADAAG 
4.8.5, which requires handrail 
extensions to be parallel with the 
ground or floor surface. As gangway 
slopes change, handrails extensions at 
the end of gangways and transition 
plates are no longer parallel. Other 
commenters requested that transition 
plates always have handrails and 

questioned whether gangway handrails 
had to be connected or continuous with 
landing handrails. 

Response. The exception has been 
rewritten to address most of the 
concerns raised. The determination of 
whether a transition plate is required to 
have a handrail will be triggered by the 
requirements of ADAAG 4.3.7 and 4.8.5. 
Regarding connections to landing 
handrails, gangways required to comply 
with ADAAG 4.8.5 are required to have 
continuous handrails on both sides. 
When gangway handrail extensions are 
required, subject to exception 5 
exclusions, the extensions would 
overhang landings and transition plates 
12 inches minimum. ADAAG contains 
no requirement that these extensions 
connect handrails which might be 
provided on landings or guardrails 
which also may be provided. 

Exception 7 Cross Slope 
Exception 7 permits the cross slope of 

gangways, transition plates, and floating 
piers that are part of an accessible route 
to be 2 percent maximum measured in 
the static position. 

Comment. Commenters representing 
State recreational boating agencies 
expressed concern about constructing 
floating piers and gangways which must 
conform to a 2 percent maximum cross 
slope 100 percent of the time in all 
weather and water conditions. 

Response. Exception 7 was added to 
address this concern by specifying that 
the maximum cross slope is measured 
in the static condition. Gangways and 
piers which are part of an accessible 
route are expected to be designed and 
constructed to meet the 2 percent 
maximum cross slope. Once they are 
placed in the water, measurements 
absent live loads are to be made from a 
static condition without motion or wave 
action. Where floating piers are 
grounded out due to low water 
conditions, the slope requirements 
would not apply to such floating piers 
and associated gangways and transition 
plates. 

Exception 8 Limited-Use/Limited-
Application Elevators and Platform Lifts 

Exception 8 permits limited-use/
limited-application elevators or 
platform lifts complying with ADAAG 
4.11 to be used in lieu of gangways 
complying with ADAAG 4.3. 

Comment. One commenter pointed 
out that other methods, such as platform 
lifts and elevators should be used to 
provide access to a floating pier. 
Another commenter noted that a 
product, similar to a platform lift, had 
been developed for accessing floating 
piers. They believed that the final rule 

should encourage technological 
developments in this area. 

Response. ADAAG 4.3 and 15.2 allow 
accessible routes to consist of elevators, 
ramps, and (when accessing floating 
piers) gangways. However, under 
ADAAG 4.1.3(5), Exception 4, the use of 
a platform lift to access a pier (floating 
or fixed) would be prohibited in new 
construction. In alterations to existing 
facilities, this restriction does not apply. 
(See ADAAG 4.1.6(3)(g) regarding 
platform lift usage in alterations.) 
Exception 8 was added to allow more 
flexibility in providing access to floating 
piers and to encourage the development 
of other methods of access using 
mechanical means. This exception 
modifies the requirements of ADAAG 
4.1.3(5) and allows the use of platform 
lifts and limited-use/limited-application 
elevators in new construction as part of 
an accessible route connecting floating 
piers. 

Section 15.2.3 Boat Slips: Minimum 
Number 

This section requires that where boat 
slips are provided, accessible boat slips 
complying with section 15.2.5 must be 
provided in accordance with Table 
15.2.3. Boarding piers at boat launch 
ramps are not counted for this purpose. 
Where the number of boat slips is not 
identified, each 40 feet of boat slip edge 
provided along the perimeter of the pier 
shall be counted as one boat slip for 
purposes of this section. 

Comment. The proposed rule required 
that where boat slips are provided, at 
least 3 percent of all boat slips, but not 
less than one boat slip, be accessible. 
Comments varied between supporting a 
range from 1 percent to 4 percent. Some 
comments recommended that the 
number of accessible boat slips be the 
same as the number of required 
accessible vehicle parking spaces. One 
commenter recommended that one of 
each type of slip be accessible. A facility 
operator noted that at large facilities, a 
3 percent scoping provision would 
require more accessible boat slips than 
a similar number of vehicle parking 
spaces. Several commenters questioned 
whether the need for accessible slips 
was as high as the need for accessible 
parking. 

Response. The Board is not convinced 
that the scoping for accessible boat slips 
needs to be the same as the scoping for 
accessible vehicle parking spaces and is 
concerned that the proposed 3 percent 
would require more accessible slips in 
larger facilities than a similar number of 
parking spaces. The final rule modifies 
the scoping by reducing the percentage 
of accessible boat slips in larger 
facilities. A table is added to the final 
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rule to show the required number of 
accessible boat slips. The table starts 
with 3 percent and reduces down to 1 
percent as the number of boat slips 
increase. For example, a 100-slip marina 
would need 3 accessible slips, and a 
1,450-slip marina would need 17 
accessible slips. Since this is the first 
time Federal guidelines have addressed 
the minimum number of accessible boat 
slips, the Board plans to closely monitor 
how the numbers meet the needs of 
individuals with disabilities.

Comment. The proposed rule also 
required that where the number of slips 
cannot be identified, each 40 feet of 
mooring space provided along the 
perimeter of a pier be counted as one 
boat slip for the purpose of applying 
this section. Most commenters 
supported the requirement. A few 
commenters noted that most 
recreational boats are less than 40 feet 
in length and recommended a number 
less than 40 feet. 

Response. Although most recreational 
boats are less than 40 feet, the final rule 
seeks to increase the likelihood that 
accessible slips at non-demarcated piers 
are long enough to accommodate most 
types of common recreational boats. For 
this reason, the final rule has retained 
using 40 feet as the distance for 
determining the number of slips at piers 
where slips are not demarcated. (See 
section 15.2.4.1 regarding lengths of 
boarding piers at launch ramps.) The 
following two examples are included in 
the appendix.

Example 1. A site contains a new boating 
facility which consists of a single 60-foot 
pier. Boats are only moored parallel with the 
pier on both sides to allow occupants to 
embark or disembark. Since the number of 
slips cannot be identified, section 15.2.3 
requires each 40 feet of boat slip edge to be 
counted as one slip for purposes of 
determining the number of slips available 
and determines the number required to be 
accessible. The 120 feet of boat slip edge at 
the pier would equate with 3 boat slips. 

Table 15.2.3 would require 1 slip to be 
accessible and comply with 15.2.5. Section 
15.2.5 (excluding the exceptions within the 
section) requires a clear pier space 60 inches 
wide minimum extending the length of the 
slip. In this example, because the pier is at 
least 40 feet long, the accessible slip must 
contain a clear pier space at least 40 feet long 
which has a minimum width of 60 inches.

Example 2. A new boating facility 
consisting of a single pier 25 feet long and 
3 feet wide is being planned for a site. The 
design intends to allow boats to moor and 
occupants to embark and disembark on both 
sides, and at one end. As the number of boat 
slips cannot be identified, applying section 
15.2.3 would translate to 53 feet of boat slip 
edge at the pier. This equates with two slips. 
Table 15.2.5 would require 1 slip to be 
accessible. To comply with 15.2.5 (excluding 

the exceptions within the section), the width 
of the pier must be increased to 60 inches. 
Neither (15.2.3 nor 15.2.5) requires the pier 
length to be increased to 40 feet.

Comment. The proposed rule counted 
boat launch ramp boarding piers as boat 
slips for determining the number of 
accessible slips required at a facility. 
The proposed rule also required at least 
one additional accessible boat slip to be 
provided adjacent to accessible launch 
ramps, where boarding piers were 
provided. Some commenters thought 
that this requirement would cause 
confusion. A few commenters 
questioned whether boat slips should be 
provided on boarding piers because boat 
slips are rented, leased or purchased, 
but boarding piers are used in a short-
term manner. A number of commenters 
believed the provision required that 
launch ramps must have boarding piers. 

Response. To avoid confusion, the 
final rule addresses scoping 
requirements for launch ramp boarding 
piers separately from boat slips. A 
definition has been added to ADAAG 
3.5 for boarding piers. 

Comment. Many commenters 
expressed concern that accessible slips 
had to be reserved only for persons with 
disabilities similar to how vehicle 
parking spaces are reserved. 

Response. Accessible boat slips are 
not ‘‘reserved’’ for persons with 
disabilities in the same manner as 
accessible vehicle parking spaces. 
Rather, accessible boat slip use is 
comparable to accessible hotel rooms. 
The Department of Justice is responsible 
for addressing operational issues 
relating to the use of accessible facilities 
and elements. The Department of Justice 
currently advises that hotels should 
hold accessible rooms for persons with 
disabilities until all other rooms are 
filled. At that point, accessible rooms 
can be open for general use on a first 
come, first serve basis. This information 
has also been included in the appendix. 

Section 15.2.3.1 Dispersion 
This section requires that accessible 

boat slips be dispersed throughout the 
various types provided. It does not 
require an increase in the minimum 
number of boat slips required to be 
accessible. 

Comment. Commenters expressed 
concern about how many accessible 
gangways would be required due to this 
dispersion requirement. Commenters 
noted that some facilities have several 
floating piers, each connected by an 
individual gangway. If accessible slips 
must be placed on more than one pier 
(due to the dispersion requirement), 
more than one accessible gangway 
system would be required. 

Response. This provision does not 
prohibit accessible boat slips from being 
grouped at one or more piers, where 
such grouping does not reduce the 
number of type of slips that are required 
to be accessible. In cases where 
relocation of types of accessible boat 
slips to one pier is not possible, this 
dispersion provision will require more 
than one conforming gangway system. 

Comment. Commenters requested 
more information on the different 
‘‘types’’ of boat slips. 

Response. Features to be considered 
in determining types of boat slips 
include the size of the boat slips, 
whether there are single berths or 
double berths, shallow water or deep 
water, transient, longer-term lease, 
covered or uncovered, and whether 
slips are equipped with features such as 
telephone, water, electricity, and cable 
connections. Because the term ‘‘boat 
slip’’ is intended to cover any pier area 
where passengers or occupants embark 
or disembark, unless classified as a 
launch ramp boarding pier, other piers 
not typically thought of as containing 
‘‘boat slips’’ are covered by this 
dispersion requirement. Therefore, for 
example, a fuel pier used on a short 
term basis may contain boat slips, and 
this type of slip would be included in 
determining compliance with section 
15.2.3.1. This information has also been 
included in the appendix. 

Comment. The proposed rule required 
that accessible boat slips be located 
nearest to the amenities provided in the 
boating facility. Some commenters 
noted that adding this requirement to 
the dispersion provision increased the 
difficultly in providing accessible slips 
in existing facilities. It also tended to 
require more accessible gangways even 
in new construction. Commenters also 
questioned how to identify an amenity 
and if it is desirable to be located 
nearest an amenity. For example, being 
located near the toilet room might be 
desirable for one person but not for 
someone sensitive to noise and odors. 
Likewise, having an accessible slip 
located nearest the fuel pier may be 
beneficial for one person and not 
desired by others. One commenter noted 
that at existing facilities, corner slips are 
already accessible, but may not be 
closest to amenities. 

Response. The ‘‘amenities’’ section 
has been removed from the final rule, 
because the rule intends to allow 
accessible boat slips to be grouped on 
one or more piers. In addition, the 
provision was removed due to 
comments which questioned whether 
being closest to an amenity is desirable.
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Section 15.2.4 Boarding Piers at Boat 
Launch Ramps 

This section requires where boarding 
piers are provided at boat launch ramps, 
at least 5 percent, but not less than one, 
of the boarding piers must comply with 
15.2.4 and be served by an accessible 
route complying with ADAAG 4.3. 

Exception 1 permits accessible routes 
serving floating boarding piers to use 
the exceptions in section 15.2.2. 
Exception 2 permits gangways to exceed 
the maximum slope and rise specified 
by ADAAG 4.8.2, where the total length 
of the gangways serving as part of a 
required accessible route is greater than 
30 feet. Lastly, exception 3 indicates 
that where the accessible route serving 
a floating boarding pier or skid pier is 
located within a boat launch ramp, 
ADAAG 4.8 does not apply to the 
portion located within the boat launch 
ramp. 

Comment. As noted above, some 
commenters thought that the proposed 
rule required that an accessible slip or 
boarding pier had to be provided at boat 
launch ramps. 

Response. The proposed rule did not 
require that accessible boarding piers be 
provided at every facility with a launch 
ramp. Where boarding piers are 
provided, the proposed rule required 
that at least one accessible boat slip be 
provided adjacent to the launch ramp to 
ensure that at least one boarding pier 
complied with the pier clearance 
requirements. By using the term ‘‘boat 
slip’’, the Board did not intend to ensure 
that a rented, leased, or purchased 
mooring space would be available at the 
launch ramp, as some commenters 
concluded. 

Comment. The proposed rule required 
that where boat launch ramps are 
provided with boarding piers, at least 
one accessible slip be provided adjacent 
to a boat launch ramp. A few 
commenters suggested that 50 percent, 
but not less than one boarding pier, be 
accessible. 

Response. The final rule requires 5 
percent, but not less than one, of 
boarding piers to be accessible. Most 
facilities with launch ramps only have 
one or two launch ramps. Compliance 
with this provision would translate to 
100 percent or 50 percent access, 
assuming each launch ramp had its own 
boarding pier. Since some facilities have 
more than 20 launch ramps, the 
provision is consistent with how 
ADAAG addresses some conditions 
where multiple features are provided for 
the same use. 

Comment. Some commenters were 
concerned that to serve an accessible 
floating boarding pier, the accessible 

route would have to run down the 
launch ramp and would require the 
slope of the launch ramp to be 1:12 
maximum. Such a slope would 
dramatically effect the ability to launch 
and retrieve trailered boats. A few 
commenters noted that in designs using 
a string of boarding piers connected 
together, as water levels decline, the 
boarding piers end up resting on the 
launch ramp surface. Therefore, they 
would match the slope of the launch 
ramp which is generally steeper than 
1:8. In such a design, some piers 
actually function as gangways for a 
period of time. 

In another design, a stationary 
boarding pier (also known as a skid 
pier) rests on the launch ramp surface, 
but is repositioned as water levels rise 
and fall. This design also allows the 
skid pier to be easily removed where the 
body of water becomes ice bound and 
deicing equipment is not practical. An 
example of a fixed boarding pier was 
provided which showed two levels 
connected by handrail equipped ramps. 
During high water, boaters used the 
upper level while the lower level and 
the ramp connecting it were covered by 
water. At low water, the lower level is 
used. 

One commenter noted the value 
floating boarding piers provide for 
persons with disabilities when 
accessing a boat since the pier remains 
at a set height above the water. A few 
pointed out that accessible routes 
serving boarding piers were not required 
to run down the launch ramp but could 
be provided alongside the ramp. 
Another commenter noted that 
constructing switchback ramps or any 
other structure within the area near the 
shoreline was subject to more 
environmental limitations and was a 
problem particularly for providing 
access at existing launch ramps. Several 
commenters pointed out that at launch 
ramps, handrails and guardrails on 
some gangways (primarily on short 
gangways) are not provided because 
they interfere with boat lines as boats 
are launched or retrieved. One 
commenter mentioned that providing 
accessible boarding piers was not a 
problem, but providing the accessible 
route to it was a problem. The 
commenter noted that if the 
requirements were too difficult, entities 
would stop providing boarding piers. 

Response. Anecdotal information 
indicates that boarding piers are not 
provided at all launch ramps. For 
example, the Michigan Department of 
Natural Resources reported that of their 
over 900 boating access sites, 
approximately half are provided with 
boarding piers (also known as courtesy 

piers or docks). Since boarding piers 
may improve the ability for persons 
with disabilities to embark and 
disembark boats at launch ramps, the 
final rule seeks to not discourage 
entities from providing them. The Board 
has identified two areas of concern. 

The first concern relates to accessing 
floating boarding piers. Boarding piers, 
when provided, tend to be quite small 
as compared to the square footage of 
piers used as boat slips. Many boating 
facilities consist of only one or two 
launch ramps and maybe a boarding 
pier, and contain no other boating 
structures. Providing access to floating 
boarding piers are subject to many of the 
same factors as providing access to 
floating piers which contain boat slips. 
In the final rule, the Board added 
exception 1 to section 15.2.4. This 
exception allows launch ramp boarding 
piers to use specified exceptions 
contained in section 15.2.2. 

Exception 4 in section 15.2.2 allows 
boating facilities with less than 25 slips 
to have shorter gangways. To provide a 
similar small facility exception for 
boarding piers, exception 2 was added 
to 15.2.4. The exception exempts 
gangways accessing floating boarding 
piers at launch ramps from complying 
with the maximum slope requirements 
of ADAAG 4.8.2 where the gangways are 
at least 30 feet in length. 

The Board’s second area of concern 
focused on the effect of the accessible 
route requirements on a launch ramp, 
where the connection to a boarding pier 
is located within a launch ramp. As 
noted in the comments, the issue is not 
only the running slope requirement of 
an accessible route, but also includes 
the handrail, landing, and maximum 
rise requirements. 

To address this concern, the Board 
added exception 3 to this section of the 
final rule. This exception provides that 
the requirements of ADAAG 4.8 do not 
apply to accessible routes located 
within launch ramps which serve 
floating boarding piers or skid piers also 
located within launch ramps. Although 
ADAAG 4.8 does not apply, other 
requirements of ADAAG 4.3 are 
applicable. For example, an accessible 
route with a minimum width of 36 
inches must serve the boarding pier. 
Large ‘‘V’’ shaped groves which are 
typically provided to increase tire 
traction would not be allowed by 
ADAAG 4.3.6 (which references 
ADAAG 4.5) within the accessible route. 
Cross slopes requirements of ADAAG 
4.3.7 remain 1:50 maximum. It is noted 
that ADAAG 4.3 does not require the 
entire launch ramp to meet these 
requirements, but does apply them to 
the 36 inch wide minimum accessible 
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route which shares the launch ramp 
surface and connects to the boarding 
pier and accessible elements on the 
boarding pier. Exception 3 only exempts 
the ramp requirements contained in 
ADAAG 4.8, such as maximum slope, 
maximum rise, handrails, and level 
landings. The following two examples 
are included in the appendix.

Example 1. A chain of floats are provided 
on a launch ramp to be used as a boarding 
pier which is required to be accessible by 
15.2.4. At high water, the entire chain is 
floating and a transition plate connects the 
first float to the surface of the launch ramp. 
As the water level decreases, segments of the 
chain end up resting on the launch ramp 
surface, matching the slope of the launch 
ramp. As water levels drop, segments 
function also as gangways because one end 
of a segment is resting on the launch ramp 
surface and the other end is connecting to 
another floating segment in the chain. 

Under ADAAG 4.1.2(2), an accessible route 
must serve the last float because it would 
function as the boarding pier at the lowest 
water level, before it possibly grounded out. 
Under exception 3, because the entire chain 
of floats is part of the accessible route, each 
float is not required to comply with ADAAG 
4.8, but must meet all other requirements in 
ADAAG 4.3, unless exempted by exception 1. 
In this example, because the entire chain also 
functions as a boarding pier, the entire chain 
must comply with the requirements of 15.2.5, 
including the 60 inch minimum clear pier 
width provision.

Example 2. A non-floating boarding pier 
supported by piles divides a launching area 
into two launch ramps and is required to be 
accessible. Under ADAAG 4.1.2(2), an 
accessible route must connect the boarding 
pier with other accessible buildings, 
facilities, elements, and spaces on the site. 
Although the boarding pier is located within 
a launch ramp, because the pier is not a 
floating pier or a skid pier, none of the 
exceptions in 15.2.4 apply. To comply with 
ADAAG 4.3, either the accessible route must 
run down the launch ramp or the fixed 
boarding pier could be relocated to the side 
of the two launch ramps. The second option 
leaves the slope of the launch ramps 
unchanged, because the accessible route runs 
outside the launch ramps.

Comment. A few commenters 
questioned how the accessible route 
required by ADAAG 4.1.2 should 
connect a launch ramp which does not 
have a boarding pier. 

Response. In the Recreation Access 
Advisory Committee, Boating and 
Fishing Facilities subcommittee report, 
the subcommittee recommended that 
the accessible route run to the crown of 
the launch ramp. In response to the 
ANPRM, commenters questioned how 
the ‘‘crown’’ would be determined. 
Because a precise spot at the launch 
ramp could not be identified to which 
the accessible route connects, neither 
the proposed rule nor the final rule 

addresses this issue. As the final rule 
does not intend to change the slope of 
launch ramps, the accessible route 
required by ADAAG 4.1.2 is required to 
connect the launch ramp, but the 
specific point of connection is not set 
out. 

Section 15.2.4.1 Boarding Pier 
Clearances 

This section requires that at boarding 
piers, the entire length of the piers 
required to be accessible by section 
15.2.4, must comply with section 15.2.5. 

Comment. Some commenters 
questioned if the proposed rule required 
a minimum length of 40 feet for the 
accessible boarding piers. 

Response. Neither the proposed rule, 
nor the final rule establishes a minimum 
length for accessible boarding piers. The 
accessible boarding pier would have a 
length which is at least equal to other 
boarding piers provided at the facility. 
Where only one boarding pier is 
provided, it would have a length equal 
to what would have been provided if no 
access requirements applied. The entire 
length of accessible boarding piers 
would be required to comply with the 
same technical provisions that apply to 
accessible boat slips. For example, at a 
launch ramp, if a 20-foot long accessible 
boarding pier is provided, the entire 20 
feet must comply with the pier 
clearance requirements in section 
15.2.5. Likewise, if a 60-foot long 
accessible boarding pier is provided, the 
pier clearance requirements in section 
15.2.5 would apply to the entire 60 feet. 
An advisory note has been added to the 
appendix which provides similar 
information regarding lengths of 
boarding piers. 

Section 15.2.5 Accessible Boat Slips 

This section sets out requirements for 
accessible boat slips. Section 15.2.5.2 
specifically addresses cleats and other 
boat securement devices. 

Section 15.2.5.1 Clearances 

This section requires that accessible 
boat slips be served by clear pier space 
60 inches wide minimum and at least as 
long as the accessible boat slips. 
Additionally, every 10 feet maximum of 
linear pier edge serving the accessible 
boat slips must contain at least one 
continuous clear opening 60 inches 
minimum in width. The provision is 
unchanged from the proposed rule, 
although three exceptions have been 
added. 

Exception 1 Reduced Width 

Exception 1 allows the width of the 
clear pier space to be 36 inches 
minimum for a length of 24 inches 

maximum, provided that multiple 36 
inch wide segments are separated by 
segments that are 60 inches wide and 60 
inches long. 

Comment. Some commenters 
requested piers to be 72 to 96 inches 
wide to improve safety for persons who 
use wheelchairs. Others commenters 
were satisfied with the 60 inch 
minimum width but wanted the ability 
to reduce the width down to 36 inches 
in places to get around objects like 
supporting piles located within the clear 
pier space. One commenter requested, 
in response to the draft final rule, a 
reduced width because environmental 
agencies are making it harder to install 
finger piers wider than 4 feet. 

Response. The 60 inch minimum 
width is consistent with the width 
required at access aisles for standard 
accessible parking spaces and was 
supported in the Recreation Access 
Advisory Committee, Boating and 
Fishing Facilities subcommittee report. 
Because the final rule allows 
obstructions to be located around the 
edge of the finger piers where 60 inch 
openings are available, unlike vehicle 
access aisles, it is not necessary for the 
entire pier to have a 60 inches clear 
width. Exception 1 allows reductions in 
the width of the pier clearance. The 
exception was included in the draft 
final rule and received little comment. 
An advisory note has been added to the 
appendix which recommends that clear 
pier spaces be wider than 60 inches, 
particularly on floating piers which are 
less stable, to improve the safety for 
persons with disabilities. 

Comment. A number of commenters 
recommended that instead of the 60 
inch clear width running the length of 
the slip, only one 60 inch by 60 inch 
space be required at the accessible boat 
slip. This space could be placed either 
alongside the slip or at the head of the 
slip on the main pier. These 
commenters also recommended that 
where finger piers at the facility are 
longer than 20 feet, a second 60 inch by 
60 inch space should be provided at the 
slip. 

Response. As recreational boats vary 
in shape, size, and layout, it cannot 
easily be known where persons with 
disabilities would embark or disembark 
a boat. By requiring the clear pier space 
along the entire length of the slip, access 
options between the boat and the pier 
are improved. Although the final rule 
does not require the entire edge of the 
clear pier space to be unobstructed, by 
extending the clear pier space the length 
of the slip, the number of 60 inch 
continuous clear openings increases 
which further improves access between 
the boat and the pier.
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Exception 2 Edge Protection 

Exception 2 permits edge protection 4 
inches high maximum and 2 inches 
deep maximum at the continuous clear 
openings. 

Comment. The proposed rule required 
that every 120 inches maximum of 
linear pier edge serving the accessible 
boat slips contain at least one 
continuous clear opening 60 inches 
minimum. A few commenters noted that 
the provision would not allow edge 
protection to be placed within the 
opening. 

Response. In response to the ANPRM, 
commenters had mixed views on the 
use of edge protection. Some 
maintained that edge protection was 
necessary to protect persons who use 
wheelchairs from falling off the pier 
edges. Others maintained that edge 
protection created a tripping hazard as 
persons moved between a pier and boat. 
The proposed rule did not address edge 
protection at piers but did prohibit its 
installation at the continuous clear 
openings at the accessible slips. The 
Board has not taken a position on 
whether edge protection should be 
provided at piers, but has provided 
exception 2 so as not to prohibit its use 
at the continuous clear openings. 
Maximum dimensions are provided to 
control the size of the edge protection so 
as not to block the clear openings. 

Exception 3 Alterations to Existing 
Facilities 

Exception 3 provides that in 
alterations to existing facilities, the clear 
pier space can be located perpendicular 
to the boat slip and extend the width of 
the boat slip. This exception is available 
only if the facility has at least one boat 
slip complying with section 15.2.5 and 
where further compliance with 15.2.5 
would result in a reduction in the 
number of boat slips available or result 
in a reduction in the widths of existing 
slips. 

Comment. Some commenters 
disagreed with requiring clear pier 
spaces alongside accessible boat slips 
where finger piers are not provided 
within the facility. Others noted that at 
existing facilities, increasing finger pier 
widths, on which pier clearances would 
be provided, may reduce the number of 
slips available. 

Response. Although commenters at 
the two information meetings on the 
draft final rule indicated that more 
recreational boats are designed to be 
boarded from the stern, many 
recreational boats still provide for side 
boarding. To maximize the options for 
persons with disabilities to board, the 
requirement that the clear pier space 

extend the length of the accessible boat 
slip in newly constructed facilities has 
not been modified. However, exception 
3 has been added to the final rule to 
reduce the impact of this provision on 
existing facilities. 

Section 15.2.5.2 Cleats and Other Boat 
Securement Devices 

This section clarifies that cleats and 
other boat securement devices are not 
required to comply with ADAAG 4.27.3. 

Comment. A few commenters noted 
that at accessible boat slips, controls 
and operating mechanisms (such as 
power receptacles, and water and 
sewage connections) should comply 
with ADAAG 4.27. 

Response. Although section 15.2 
contains requirements for recreational 
boating facilities, other requirements in 
ADAAG 4.1 still apply. Therefore, 
ADAAG 4.1.3(13) would require 
controls and operating mechanisms, 
such as electrical and water 
connections, at accessible boat slips to 
comply with ADAAG 4.27. However, 
because mooring features used to secure 
a boat, when raised, exert higher load 
pressures at the point of pier 
attachment, the danger of failure 
increases, particularly on floating piers. 
For this reason, section 15.2.5.2 was 
added which states that the reach range 
requirements of ADAAG 4.27.3 do not 
apply to boat securement devices. 

Section 15.3 Fishing Piers and 
Platforms 

Section 15.3.1 General 
This section requires that newly 

designed or newly constructed and 
altered fishing piers and platforms 
comply with section 15.3. 

Comment. Commenters questioned 
how the guidelines would apply to 
places that people may fish from, but 
were not constructed for fishing (e.g., a 
breakwater jetty, a bridge, or a flood 
control dam). 

Response. Structures that have been 
designed and constructed for purposes 
other than fishing, even though persons 
may use the structure for fishing, are not 
required to comply with this section. 
However, piers and platforms that are 
newly designed or constructed and 
altered for the specific purpose of 
fishing are required to comply with this 
section. 

Section 15.3.2 Accessible Route 
This section requires that accessible 

routes, including gangways that are part 
of accessible routes serving fishing piers 
and platforms comply with ADAAG 4.3. 
Exception 1 permits the accessible 
route, serving floating fishing piers and 
platforms to use exceptions 1, 2, 5, 6, 7, 

and 8 in section 15.2.2. Exception 2 
provides that where the total length of 
the gangway or series of gangways 
serving as part of a accessible route is 
at least 30 feet, the maximum slope 
specified by ADAAG 4.8.2 does not 
apply to the gangways. 

Comment. The proposed rule required 
the accessible route connecting to 
floating fishing piers and platforms to 
comply with the provisions for 
accessible routes at boating facilities. 
This section received only a few 
comments. One commenter 
recommended that the square footage 
values in the proposed rule be reduced 
for application to floating fishing piers. 
Another commenter noted that such a 
requirement would discourage entities 
from providing fishing piers. 

Response. The final rule references 
exceptions 1, 2, 5, 6, 7 and 8 of 15.2.2 
(Boating Facilities) for floating fishing 
piers and platforms. Exception 4 in 
section 15.2.2 allows boating facilities 
with less than 25 slips to have shorter 
gangways. To provide a similar small 
facility exception for floating fishing 
piers, exception 2 was added to section 
15.3.2 and is based on a similar 
exception in section 15.2.4 which 
applies to floating boarding piers. The 
following example is included in the 
appendix.

Example. To provide access to an 
accessible floating fishing pier, a gangway is 
used. The vertical distance is 60 inches 
between the elevation that the gangway 
departs the landside connection and the 
elevation of the pier surface at the lowest 
water level. Exception 2 permits the use of 
a gangway at least 30 feet long, or a series 
of connecting gangways with a total length of 
at least 30 feet. The length of transition plates 
would not be included in determining if the 
gangway(s) meet the requirements of the 
exception.

Comment. One designer questioned 
whether the proposed rule prohibited 
gangways which comply with ADAAG 
4.8.

Response. ADAAG 4.1.2(2) requires at 
least one accessible route complying 
with ADAAG 4.3 to connect accessible 
buildings, facilities, elements, and 
spaces that are on a site. ADAAG 4.3.7 
requires an accessible route with a 
running slope greater than 1:20 to 
comply with the ramp requirements of 
ADAAG 4.8. Although the final rule 
contains exceptions which modify the 
requirements of ADAAG 4.8, the use of 
these exceptions is not mandatory. 
Designers are encouraged to provide 
greater access for gangways and exceed 
the minimums contained in the 
exceptions and the minimum 
requirements of ADAAG 4.8. 
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Section 15.3.3 Railings 

This section requires that where 
railings, guards, or handrails are 
provided, they must comply with 
15.3.3. 

Section 15.3.3.1 Edge Protection 

This provision requires edge 
protection that extends 2 inches 
minimum above the ground or deck 
surface. An exception provides that 
where the railing, guardrail, or handrail 
is 34 inches or less above the ground or 
deck surface, edge protection is not 
required if the deck surface extends 12 
inches minimum beyond the inside face 
of the railing. The toe clearance must be 
9 inches minimum above the ground or 
deck surface beyond the railing and be 
30 inches minimum wide. 

Comment. The proposed rule did not 
permit other options for edge protection 
on floating fishing piers and platforms. 
Commenters provided designs of fishing 
stations incorporating an extended deck 
past the rail or guard that enable a 
person using a wheelchair or mobility 
device the opportunity for toe clearance 
beyond the face of the railing or guard. 
They felt that this design should be 
permitted and encouraged the Board to 
incorporate into the final rule. 

Response. The proposed rule required 
edge protection where railings are 
provided and did not provide the 
flexibility designers of fishing piers and 
platform requested. An exception has 
been added to the final rule to permit 
more flexibility in providing a variety of 
designs that promote increased levels of 
accessibility to anglers with disabilities. 

Section 15.3.3.2 Height 

This section requires at least 25 
percent of the railings to be a maximum 
of 34 inches above the ground or deck 
surface. 

The Board sought comment on the 
height of lowered guards and what steps 
have been taken to ensure that their use 
was permitted under applicable 
building codes and standards. 
Additionally, in light of concerns that 
have been raised about safety issues 
related to lower guards, the Board also 
sought information on experiences 
designers or operators have had where 
guards on floating fishing piers and 
platforms have been lowered to 
accommodate individuals using 
wheelchairs and other mobility devices 
while fishing. 

Comment. Many commenters 
supported the use of lowered rails or 
guards to provide persons using 
wheelchairs or other mobility devices 
the opportunity to fish. Commenters 
gave examples of providing lowered 

rails or guards for many years, in many 
different applications, with no reported 
safety or injury problems. Commenters 
provided descriptions of unique and 
innovative designs of fishing stations 
constructed for use by persons with 
disabilities. 

Response. The final rule retains the 
requirement that, where provided, 25 
percent of the railing must be at a 
lowered height. Current designs, 
provided by commenters, supported a 
maximum height of the lowered rail or 
guard to be at 34 inches above the 
ground or deck surface. The height 
requirement for 25 percent of the rail 
has been changed in the final rule to 34 
inches maximum above the ground or 
deck surface. 

Comment. Some commenters believed 
that the Occupational Safety and Health 
Administration (OSHA) standards apply 
to recreational fishing piers and 
platforms. The OSHA standards apply 
to places where employment is 
performed and prescribe a 42 inch high 
railing along open sides of platforms 
located 4 feet or more above the floor. 
29 CFR 1910.5 and 1910.23 (c) and (e). 
Other commenters believed that 
recreational fishing piers and platforms 
are covered by State and local building 
codes, which typically prescribe 42 inch 
high guards along open sides of 
platforms located more than 30 inches 
above the floor. These commenters were 
concerned that requiring at least 25 
percent of railings to be a maximum 34 
inches high conflicts with the OSHA 
standards, and State and local building 
codes. 

Response. Recreational fishing piers 
and platforms are subject to OSHA 
safety standards only if they are places 
of work. In some cases there may be 
both workers and recreational users on 
a pier. In those cases, OSHA standards 
would apply, and the pier would be 
exempted from the height requirements 
in the final rule, as discussed below. 

The International Code Council has 
advised the Board that recreational 
fishing piers and platforms are not 
covered by model building codes unless 
they are an integral part of a building 
that is regulated by the adopting State 
or local authority. To avoid potential 
conflicts, an exception has been added 
to the final rule that permits a higher 
guard to be provided along a 
recreational fishing pier or platform 
where the guard complies with the 
International Building Code (IBC) (2000 
edition) requirements for height (not 
less than 42 inches high) and opening 
limitations (4 inch diameter sphere 
cannot pass through any opening up to 
a height of 34 inches; and 8 inch 
diameter sphere cannot pass through 

any opening from a height of 34 inches 
to 42 inches). This exception can be 
used if a recreational fishing pier or 
platform is covered by a State or local 
building code; or if a design 
professional believes that a specific 
location warrants enhanced safety 
measures; or if an employer provides a 
42 inch high railing to comply with 
OSHA standards. 

Section 15.3.3.3 Dispersion 
This section requires that lowered 

railings be dispersed throughout a 
fishing pier or platform. 

Comment. A commenter requested 
guidance on the criteria used to 
determine dispersion. 

Response. Anglers who stand can fish 
from any part of a pier or platform and 
can change location depending on the 
fishing or water conditions. Where 
railings, guards, and handrails have 
been installed on fishing piers and 
platforms, the height of the railings 
interfere with fishing and block vision 
for persons who use wheelchairs and 
other mobility devices. This provision 
requires that where railings are 
provided, the dispersion of the lowered 
railings provide similar choices to fish 
from a variety of locations. The 
distribution of lower railings could 
include locations of different water 
depths with some that provide shading 
or are close to shore, and could take into 
account the tides or water fluctuations. 

Section 15.3.4 Clear Floor or Ground 
Space

This section requires that at least one 
clear floor or ground space complying 
with ADAAG 4.2.4 be provided where 
the lowered railing height is located. 
Where no railings are provided, at least 
one clear floor or ground space 
complying with ADAAG 4.2.4 must be 
provided. No substantive comments 
were received and no changes were 
made to this provision for the final rule. 

Section 15.3.5 Maneuvering Space 
This section requires that at least one 

maneuvering space complying with 
ADAAG 4.2.3 be provided on a fishing 
pier or platform. The maneuvering 
space is permitted to overlap the 
accessible route and the clear floor 
space required by 15.3.4. No substantive 
comments were received and no 
changes were made to this provision for 
the final rule. 

Golf 

Section 3.5 Definitions 
Two terms used in this section are 

added to ADAAG 3.5 (Definitions). 
A ‘‘golf car passage’’ is defined as a 

continuous passage on which a 
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motorized golf car, also known as a golf 
cart, can operate. Designers and 
operators sometimes use the term ‘‘golf 
car path’’ to identify what the Board is 
defining as a ‘‘golf car passage.’’ Because 
the term ‘‘golf car path’’ may connote a 
prepared surface, the term was not used. 
While a golf car passage must be usable 
by golf cars, it does not necessarily need 
to have a prepared surface. 

A ‘‘teeing ground’’ is the starting 
place for a hole to be played. This 
definition is consistent with the United 
States Golf Association definition, 
which describes a teeing ground as a 
rectangular area two club-lengths in 
depth, with the front and sides defined 
by the outside limits of two tee-markers. 

Section 15.4.1 General 
This section requires newly designed 

or newly constructed and altered golf 
courses, driving ranges, practice putting 
greens, and practice teeing grounds to 
comply with 15.4. 

Section 15.4.2 Accessible Route—Golf 
Courses 

This section requires an accessible 
route to be 48 inches wide minimum, or 
60 inches minimum if handrails are 
provided, to connect accessible 
elements and spaces located within the 
boundary of a golf course. Additionally, 
an accessible route must connect the 
golf car rental area, bag drop areas, 
practice putting greens, accessible 
practice teeing grounds, course toilet 
rooms, and course weather shelters. 

Exception 1 permits the use of a golf 
car passage complying with section 
15.4.7 in lieu of all or part of an 
accessible route. This exception does 
not apply to the required accessible 
route complying with 4.3 when 
connecting elements and amenities 
outside of the boundary of the golf 
course (i.e., accessible vehicle parking 
spaces with the golf course clubhouse 
entrance). Exception 2 provides that 
handrails are not required on accessible 
routes within the boundary of a golf 
course. It is hazardous for handrails to 
be located through a green, or on teeing 
grounds, because of the danger of golf 
balls ricocheting off rails. Since course 
elements could be accessible from golf 
car passages in lieu of an accessible 
route, handrails would be of little utility 
along these routes. 

The guidelines recognize that 
providing an accessible route may be 
impractical on a golf course for several 
reasons. First, the route of play for a 
golfer is dependent on where the ball 
lands and is therefore unpredictable. 
Secondly, there is an assumption that 
on many courses, golfers use a golf car 
to move throughout the course. Finally, 

requiring an accessible route throughout 
a course could alter the slopes within 
some courses and eliminate some of the 
challenge of the game. The guidelines 
permit accessible elements and spaces 
within the boundary of the course and 
areas used for practice putting or 
driving and other course amenities 
outside the boundary of the course to be 
connected through either an accessible 
route or a golf car passage.

The 48 inch minimum width for the 
accessible route is necessary to ensure 
passage of a golf car on either the 
accessible route or the golf car passage. 
This is important where the accessible 
route is used to connect the golf car 
rental area, bag drop areas, practice 
putting greens, accessible practice 
teeing grounds, course toilet rooms, and 
course weather shelters. These are areas 
outside the boundary of the golf course, 
but are areas where an individual using 
an adapted golf car may travel. A golf 
car passage may not be substituted for 
other accessible routes, required by 
ADAAG 4.1.2, located outside the 
boundary of the course. The following 
example is included in the appendix.

Example. An accessible route connecting 
an accessible parking space to the entrance 
of a golf course clubhouse is not covered by 
this provision permitting a golf car passage 
in lieu of an accessible route required by 
4.1.2.

Comment. The proposed rule sought 
comment on the option of using a golf 
car passage in lieu of an accessible route 
for smaller courses (i.e., 3 or 6 holes). 

Response. Commenters supported the 
use of the golf car passage on smaller 
courses. The final rule provides golf 
course designers and operators the 
opportunity to choose between 
providing either a golf car passage or an 
accessible route for all courses 
regardless of size. 

Comment. Commenters questioned 
who would be responsible for providing 
single rider adaptive golf cars. 
Additionally, commenters questioned if 
a course could establish criteria for 
restricting use due to terrain conditions. 
Others wanted to know if there are 
plans to create regulations or guidelines 
for accessible golf cars. Persons with 
disabilities supported the use of 
adaptive or single rider golf cars and 
gave examples of experiences at courses 
currently permitting or providing access 
via golf cars to courses. 

Response. The Board develops and 
maintains accessibility guidelines for 
the built environment. It is outside the 
jurisdiction of the Board to address the 
operational and procedural 
requirements of a golf course. 
Operational and procedural issues are 

within the jurisdiction of the 
Department of Justice. 

Comment. The requirements for an 
accessible route or golf car passage seek 
to provide access for players with 
disabilities to either practice or play the 
game of golf. The Board requested 
comments on how access should be 
provided for spectators during golf 
tournaments and competitions. 
Commenters provided examples and 
experiences of current accessibility 
practices encountered at many levels of 
tournaments and supported allowing 
the tournament committees to select 
holes (teeing areas, fairways, and 
putting greens) to provide 
accommodations and transportation to 
the selected areas throughout the golf 
course and surrounding areas. 

Response. No additional requirements 
have been included in the final rule for 
spectators with disabilities attending 
tournaments or competitions. Facilities 
hosting tournaments or competitions 
must comply with all the other 
requirements of the ADA, including the 
general obligation to provide an equal 
opportunity to individuals with 
disabilities to enjoy the services 
provided. Additionally, ADAAG 
requires temporary facilities used 
during tournaments or competitions to 
provide access to assembly seating 
areas, portable restroom facilities, 
concessions, and all other available 
amenities. Access to these temporary 
facilities on a golf course may be 
achieved through either an accessible 
route or golf car passage. 

Section 15.4.3 Accessible Routes—
Driving Ranges 

This section provides that an 
accessible route must connect accessible 
teeing stations at driving ranges with 
accessible parking spaces and must be 
48 inches minimum in width. Where 
handrails are provided, the accessible 
route must be a minimum of 60 inches 
in width. An exception has also been 
added which permits a golf car passage 
to be used at driving ranges instead of 
an accessible route. 

Comment. The proposed rule did not 
specifically address the accessible route 
provided at driving ranges. A 
commenter stated that a person who 
plays from a golf car would need to 
practice driving a golf ball from the 
same position and stance used when 
playing the game. 

Response. The final rule requires both 
a stand alone driving range and a 
driving range located at a golf course to 
provide an accessible route that is 48 
inches wide minimum or 60 inches 
minimum where handrails are provided, 
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to connect the accessible parking spaces 
to required accessible teeing stations. 

Section 15.4.4 Teeing Grounds 
This section requires teeing grounds 

to comply with section 15.4.4. 

Section 15.4.4.1 Number Required 

This section requires that where one 
or two teeing grounds are provided for 
a hole, one teeing ground must be 
accessible. Where three or more teeing 
grounds are provided for a hole, at least 
two teeing grounds serving a hole must 
be accessible. 

Comment. The proposed rule required 
that if two teeing grounds were 
provided both must be accessible. 
Course designers and operators 
expressed concerns that if only two 
teeing grounds are provided at a hole 
requiring both to be accessible was too 
restrictive. 

Response. The final rule has been 
revised to require two teeing grounds to 
be accessible when three or more teeing 
grounds are provided for a hole. The 
Board believes that requiring two teeing 
grounds to be accessible when three or 
more are provided will provide persons 
with disabilities with an option to play 
from different tees appropriate to their 
skill level and also provide course 
operators and designers with the 
flexibility they requested. 

Section 15.4.4.2 Forward Teeing 
Ground 

This section requires the forward 
teeing ground to be accessible. The 
forward teeing ground need not be 
accessible in alterations of existing 
courses when terrain makes compliance 
infeasible. 

Comment. The proposed rule sought 
comment on the number of accessible 
teeing grounds that should be required 
for each hole and, if more than one 
accessible teeing ground is provided, 
whether it should be the forward tee. 
Commenters supported the option to 
play from different teeing grounds 
appropriate to player skill levels if 
multiple teeing grounds are provided 
per hole. Additionally, golfers with 
disabilities overwhelmingly supported 
requiring the forward teeing ground to 
be accessible regardless of the number 
of teeing grounds provided. 

Response. The final rule provides a 
choice of teeing grounds for golfers with 
disabilities when three or more teeing 
grounds are provided per hole and also 
provides flexibility to course designers 
and operators. The final rule also 
requires that the forward teeing ground 
be the accessible tee regardless of the 
number of teeing grounds provided per 
hole.

Comment. The proposed rule did not 
provide an exception for alterations of 
existing teeing grounds from making the 
forward tee accessible. Commenters 
stated that requiring access to the 
forward teeing ground in alterations to 
existing courses may be too restrictive. 

Response. Some teeing grounds on 
existing courses may be located on steep 
slopes and it may not be possible to 
provide a golf car passage to the forward 
teeing ground. The final rule exempts 
the forward teeing ground from being 
accessible in alterations where 
compliance is not feasible due to 
terrain. 

Section 15.4.4.3 Teeing Grounds 
This section requires accessible teeing 

grounds to be designed and constructed 
to allow a golf car to enter and exit the 
teeing ground. 

Comment. The proposed rule required 
teeing grounds to provide a minimum 
clear area 10 feet by 10 feet with a 
surface slope not exceeding 1:48 in all 
directions. Course designers and 
operators stated that current designs of 
teeing grounds provide a clear area of at 
least 10 feet by 10 feet. Additionally, 
they expressed concern about 
maintaining a slope no greater than 
1:48, and noted that settling of the soil 
and drainage problems occur with such 
a minimal slope. Others questioned how 
the slope of the teeing ground should be 
measured. 

Response. Current design and 
construction practices for teeing 
grounds provide the needed space for 
golf car passages. Designers currently 
limit the slope of the teeing grounds to 
provide a level surface from which 
golfers tee off. The maximum slopes and 
minimum size requirements have been 
deleted from the final rule. The final 
rule requires teeing grounds to be 
designed and constructed to allow a golf 
car to enter and exit the teeing ground. 

Section 15.4.5 Teeing Stations at 
Driving Ranges and Practice Teeing 
Grounds 

This section requires that where 
teeing stations or practice teeing 
grounds are provided, at least 5 percent, 
but not less than one, of the practice 
teeing grounds must be accessible. This 
provision applies to practice facilities 
adjacent to a golf course, in addition to 
stand-alone facilities. No substantive 
comments were received and no 
changes have been made for the final 
rule. 

Section 15.4.6 Weather Shelters 
This section requires weather shelters 

that are provided on a golf course to be 
designed and constructed to allow a golf 

car to enter and exit and have a clear 
floor or ground space 60 inches by 96 
inches. This space will allow a golf car 
to be driven directly into a weather 
shelter. No substantive comments were 
received and no changes have been 
made for the final rule. 

Section 15.4.7 Golf Car Passage 

This section requires openings at least 
60 inches wide to be provided at 
intervals, not exceeding 75 yards, where 
curbs or other man-made barriers are 
provided along a golf car passage that 
would prohibit a golf car from entering 
a fairway. 

Comment. The proposed rule required 
the 60 inch openings at intervals of 75 
yards of golf car passage. Course 
designers and operators expressed 
concern that requiring openings at a 
fixed distance of 75 yards would be too 
restrictive and would not allow enough 
flexibility for natural characteristics of 
the course, hazard placement, and 
erosion control. 

Response. The final rule requires the 
openings at intervals not to exceed 75 
yards. These openings will provide 
access to the course at reasonable 
intervals, enabling a golfer using a golf 
car to play the game without extended 
travel distances and time requirements 
and also provide the flexibility the 
course designer and course operator 
need. 

Section 15.4.7.1 Width 

This section requires a golf car 
passage to be 48 inches wide minimum. 

Comment. Commenters supported 
limited technical requirements for golf 
car passages. Currently there are no 
standards that govern the design or 
construction of golf car passages. 
Commenters felt that additional 
requirements would restrict designers 
and have the potential of altering the 
game. 

Response. The 48 inch minimum 
dimension for a golf car passage is based 
on the standard width of gasoline or 
electric powered golf cars. The golf car 
passage may at times coincide with the 
golf car path, however, it is not required 
to include a prepared surface. The golf 
car passage is a continuous passage on 
which a motorized golf car can operate. 
No additional technical provisions for 
golf car passages have been included in 
the final rule. 

Section 15.4.8 Putting Greens 

This section requires space to allow a 
golf car to enter and exit the green. 

Comment. Substantial comment was 
received on requiring putting greens and 
fairways to be accessible to golfers using 
adaptive single rider golf cars. Course 

VerDate Aug<23>2002 19:13 Aug 30, 2002 Jkt 197001 PO 00000 Frm 00024 Fmt 4701 Sfmt 4700 E:\FR\FM\03SER2.SGM 03SER2



56375Federal Register / Vol. 67, No. 170 / Tuesday, September 3, 2002 / Rules and Regulations 

operators are concerned that allowing 
golf cars access to the green will cause 
damage to the greens and potentially 
cause holes to be closed for extended 
periods of time. Golfers with 
disabilities, organizations supporting 
golfers with disabilities, and golf car 
manufacturers provided information on 
current courses that allow for golf car 
passage on putting greens which 
showed little or no damage to the 
putting green surface. 

Response. Single rider golf cars 
adapted for golfers with disabilities are 
available from about a dozen 
companies. These golf cars are generally 
designed to be ‘‘greens friendly’’ and 
have low ground pressure that is evenly 
distributed on all four tires. Some 
manufacturers report that the ground 
pressure of these golf cars is less than 
the ground pressure of a typically 
standing person and cause no turf 
damage even in wet conditions. 

Comment. Course operators also 
raised operational issues such as 
whether they are required to make 
single rider adapted golf cars available 
for rental and whether they can restrict 
the use of golf cars on fairways and 
greens for certain weather or agronomic 
conditions. 

Response. These issues go beyond the 
Board’s jurisdiction and the 
requirements in this final rule. The 
Board anticipates that the Department of 
Justice will answer these operational 
issues when it amends its ADA 
regulations to incorporate the recreation 
facilities guidelines as standards. 

Section 15.5 Miniature Golf

Section 15.5.1 General 

This section requires newly designed 
or newly constructed and altered 
miniature golf courses to comply with 
section 15.5. 

Section 15.5.2 Accessible Holes 

This section requires at least 50 
percent of all holes to be accessible and 
that the accessible holes be consecutive. 
With the reduction in the minimum 
number of accessible holes on a 
miniature golf course, the Board wants 
to provide a more socially integrated 
golfing experience for people using 
wheelchairs or other mobility devices. 
An exception also permits one break in 
the sequence of consecutive accessible 
holes, provided that the last hole on the 
miniature golf course is the last hole in 
the sequence. This exception is 
provided to allow some flexibility in the 
layout and design of a miniature golf 
course. 

Comment. Significant comment was 
received from miniature golf course 

owners and operators regarding the 
number of holes required to be 
accessible. The proposed rule required 
each hole on a miniature golf course to 
be accessible, with an exception for 50 
percent of elevated holes. Commenters 
were asked to give the Board guidance 
on differentiating between level and 
elevated holes. Few comments were 
received on definition alternatives. 
Some owners and operators believed 
that the requirement for all holes to be 
accessible would significantly impact 
course design to the extent that the 
experience may be ‘‘fundamentally 
altered.’’ Others cited space limitations, 
concerns about slowing the game down, 
and having the effect of ‘‘compromising 
the challenge of the game.’’ 

Response. The Board has significantly 
reduced the number of holes required to 
be accessible in newly constructed 
miniature golf courses to 50 percent of 
all holes. 

Comment. During the comment 
period following the draft final rule, the 
Miniature Golf Association 
recommended that instead of making 50 
percent of the holes accessible, 
miniature golf facilities should have the 
option of providing tools, equipment, or 
assistive devices to provide access. They 
specifically requested that assistive 
devices such as electric carts be 
permitted as an alternative to an 
accessible route. Several other 
commenters opposed the reduction in 
the number of accessible holes, 
expressing concerns about limiting the 
game for persons with disabilities to 
only half of the holes. 

Response. The Board has maintained 
the requirement that a minimum of 50 
percent of all holes in new construction 
be accessible. The final rule does not 
recognize the alternative use of assistive 
devices for providing access in new 
construction. Designing miniature golf 
course holes so electric carts can safely 
maneuver through the holes is likely to 
have as great or greater impacts than 
designing an accessible route. Requiring 
individuals with disabilities to use 
electric carts on miniature golf courses 
is also inconsistent with other 
provisions of the ADA which require 
goods, services, and facilities to be 
afforded in the most integrated setting 
appropriate. 

Given the diversity of layouts and 
designs of miniature golf courses, the 
final rule does not distinguish between 
courses with elevated holes or those 
with largely level holes. The 50 percent 
reduction represents a compromise 
given the concerns presented. Other 
considerations relate to the accessible 
route connecting accessible holes. The 
Board has established this reduction to 

give relief where courses are designed 
on small parcels of land with existing 
terrain limitations. It is recommended 
that all holes on a miniature golf course 
be made accessible where space 
limitations and existing steep terrain are 
not present. 

Section 15.5.3 Accessible Route 
This section requires that the 

accessible route must connect the 
course entrance with the first accessible 
hole and the start of play area on each 
accessible hole. Since accessible holes 
must be consecutive, this section also 
requires the course to be configured to 
allow exit from the last accessible hole 
to the course exit or entrance. The 
course must be designed so as not to 
require an individual to back track 
through other holes to exit or move 
around the course. Where the accessible 
route is located on the playing surface 
of the accessible hole, five exceptions 
are permitted and are discussed below.

Comment. Miniature golf course 
operators were concerned that the 
surface commonly used on miniature 
golf course holes would not meet the 
requirements for accessible carpet. Their 
concerns were centered around the 
thickness of the surface. ADAAG 4.5.3 
includes a requirement that the 
maximum pile thickness must be no 
more than 1⁄2 inch and be securely 
attached with a firm cushion, pad, or 
backing. Exposed edges must be 
fastened to floor surfaces and must have 
trim along the entire length of the 
exposed edge. 

Response. The Board has added 
Exception 1 which exempts carpet used 
on miniature golf course holes from the 
provisions of ADAAG 4.5.3. Surfaces 
provided as a part of an accessible route, 
whether on or off the playing surface, 
must comply with ADAAG 4.5.2. 
ADAAG 4.5.2 requires the surface to be 
‘‘stable, firm, and slip resistant.’’ 

Comment. Commenters raised 
concern about the use of readily 
removable curbs permitted in the 
proposed rule. Operators were 
concerned that their removable qualities 
would tempt younger players to use 
them inappropriately. Persons with 
disabilities questioned who would 
actually move the curbs and how 
problems related to their use would be 
addressed. 

Response. The final rule does not 
allow the use of ‘‘readily removable 
curbs’’. This option was included to 
allow for passage on and off the course 
while containing the ball while in play. 
As an alternative, Exception 2 has been 
added which permits a 1 inch curb for 
an opening distance of 32 inches where 
the accessible route intersects the 
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playing surface of a hole. This permits 
passage of wheelchairs while containing 
the ball within the hole. 

Comment. The proposed rule 
permitted a maximum slope of 1:4 for a 
4 inch rise where the accessible route is 
located on the playing surface. A few 
commenters questioned how close 
together a designer could locate these 
steeply sloped surfaces. They were 
concerned about the appropriateness 
where these steep slopes existed for 
long distances without areas to rest. 

Response. Exception 3 permits a slope 
of 1:4 maximum for a 4 inch rise where 
the accessible route is located on the 
playing surface of a hole. Exception 4 
specifically addresses the issue of 
landings where sloped surfaces are 
provided. This exception permits the 
landings to be 48 inches long with 
slopes no greater than 1:20. ADAAG 
4.8.4(3) requires landings to be 48 
inches by 60 inches minimum, where 
ramps change direction. Providing a 
separation or break from the steeper 
slopes is necessary for individuals with 
disabilities to safely maneuver on the 
hole. 

Exception 5 states that where the 
accessible route is located on the 
playing surface of a hole, handrails are 
not required. 

Section 15.5.3.2 Accessible Route—
Adjacent to the Playing Surface 

Where the accessible route is located 
adjacent to the playing surface, the 
equirements of 4.3 apply. This provision 
clarifies that the accessible route may be 
located on the playing surface of the 
accessible hole or adjacent to the hole. 

Section 15.5.4 Start of Play Areas 
This section requires start of play 

areas required to comply with 15.5.2 to 
have a slope not steeper than 1:48 and 
to be 48 inches minimum by 60 inches 
minimum. 

Comment. The proposed rule required 
the minimum space for the start of play 
area to be 60 inches by 60 inches. 
Commenters questioned the need for 
this space and recommended a 
reduction where possible especially 
where space limitations exist. Questions 
were also raised regarding the 
appropriateness of overlapping the 
accessible route with the start of play 
area. 

Response. The final rule reduces the 
space required since the start of play 
area will usually not require a person 
using a wheelchair or mobility aid to 
make a complete turn. Rather, space is 
necessary for positioning to take the first 
shot of the hole. Consistent with 
ADAAG, unless otherwise specified, the 
accessible route and the clear space 

required at the start of play area are 
permitted to overlap. 

Section 15.5.5 Golf Club Reach Range 
This section requires all areas within 

accessible holes where golf balls rest to 
be within 36 inches maximum of an 
accessible route having a maximum 
slope of 1:20. 

Comment. The proposed rule required 
that all level areas within accessible 
holes where golf balls rest be within 27 
inches maximum of an accessible route. 
A few commenters questioned the 
appropriateness of the 27 inch 
dimension. They recommended an 
increase to include a broader range of 
skill levels and golf club lengths. 

Response. The distance from the level 
areas has been increased to 36 inches to 
balance the impact on course design and 
incorporate the reach of a typical adult 
size golf club. This is a maximum 
distance from the accessible route 
which may be located either on the hole 
or adjacent to the hole. Where possible, 
designers should locate the accessible 
route as close as possible to the level 
areas on the course. This will improve 
the ability to reach the golf ball for a 
variety of users. 

Section 15.7 Exercise Equipment and 
Machines, Bowling Lanes, and Shooting 
Facilities 

Section 15.7.1 General 
This section requires all newly 

designed or newly constructed and 
altered exercise equipment and 
machines, bowling lanes, and shooting 
facilities to comply with section 15.7.

Section 15.7.2 Exercise Equipment and 
Machines 

This section requires at least one of 
each type of exercise equipment and 
machines to be provided with clear floor 
space complying with ADAAG 4.2.4 and 
be served by an accessible route. Clear 
floor space must be positioned for 
transfer or for use by an individual 
seated in a wheelchair. Clear floor 
spaces for more than one piece of 
equipment are permitted to overlap. 
Permitting clear spaces to overlap 
should reduce the space requirements 
within an exercise or health club 
facility. 

Comment. The American Hotel and 
Lodging Association commented that 
the requirement for clear space at 
exercise equipment and machines 
created a burden for the lodging 
industry. Similar comments were also 
received from the International Health, 
Racquet, and Sport Club Association, 
who indicated that space limitations 
present in existing facilities will 
prohibit compliance with this provision. 

Response. These guidelines apply 
only to newly constructed and altered 
buildings and facilities. Where exercise 
equipment and machines are altered or 
added to a facility, the provisions of 
15.7.1 apply to those pieces that are 
altered or added. In the case of altered 
exercise equipment or machines, the 
provisions of ADAAG 4.1.6(1)(j) related 
to ‘‘technical infeasibility’’ will also 
apply. ADAAG 4.1.6(1)(j) permits 
departure from the technical provisions 
where existing physical or site 
constraints prohibit full compliance. 
Space limitations may prohibit full 
compliance with 15.7.2. In this case, 
designers and operators must comply to 
the ‘‘maximum extent feasible’’. 

Requirements for existing buildings 
and facilities are addressed in the 
Department of Justice regulations and 
are subject to the requirements for 
‘‘readily achievable barrier removal’’ 
where the facility is covered by title III 
of the ADA. Facilities covered by title II 
of the ADA are subject to the 
requirements for ‘‘program 
accessibility’’. See discussion in the 
background section of this preamble. 

An appendix note is added to provide 
guidance on exercise equipment and 
machine layout to maximize space. 

Comment. A few commenters 
requested guidance on what is intended 
with respect to ‘‘types’’ of exercise 
equipment and machines. Others 
suggested that the Board should not 
require access to exercise machines or 
equipment that require the user to stand 
such as tread mills or stair climbers. 

Response. The final rule is not limited 
to exercise equipment or machines that 
do not require standing. Access to the 
various pieces of exercise equipment 
serves individuals who use mobility 
aids such as scooters and wheelchairs. 
Individuals with ambulatory disabilities 
including those using walkers, canes, 
and crutches will also benefit from an 
accessible route and clear floor space 
next to a treadmill or stationary bike or 
other exercise equipment. An appendix 
note provides guidance on the different 
types of exercise equipment and 
machines. It also suggests that owners 
and operators consider including 
exercise equipment and machines 
within their facilities that provide for 
upper body cardiovascular exercise. 
This will add to the diversity of exercise 
options for everyone. 

With respect to the issue of ‘‘type’’, a 
stationary bicycle would be considered 
one type. A rowing machine would also 
be considered a type. While both 
provide a cardiovascular exercise, they 
are considered two different types for 
purposes of these guidelines. In terms of 
strength training machines, a bench 
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press machine is considered a different 
type than a biceps curl machine. The 
requirement for providing access to each 
type is intended to cover the variety of 
strength training machines. Where 
operators provide a biceps curl machine 
and free weights, both are required to 
meet the provisions in this section, even 
though an individual may be able to 
work on their biceps through both types 
of equipment. Where the exercise 
equipment and machines are only 
different in that different manufacturers 
provide them, only one of each type of 
machine is required to meet these 
guidelines. For example, where two 
bench press machines are provided and 
each is manufactured by a different 
company, only one is required to 
comply. 

Section 15.7.3 Bowling Lanes 
This section requires that where 

bowling lanes are provided, at least 5 
percent, but not less than one lane of 
each type must be accessible.

Comment. The Bowlers Proprietors 
Association expressed concern about 
requiring 5 percent of bowling lanes to 
be accessible. Their comments focused 
on the difficulty of providing ramps to 
gain access to bowling lanes within 
existing facilities. They also questioned 
how to apply the 5 percent minimum 
requirement where a bowling facility 
has multiple lanes. 

Response. As previously indicated, 
these guidelines apply to newly 
constructed and altered facilities. When 
a bowling facility is altered, the 
provisions of 15.7.2 will apply to the 
lane that is undergoing an alteration and 
does not require all other lanes to be 
modified unless required by ADAAG 
4.1.6 (Path of Travel). Other obligations 
related to existing facilities covered by 
titles II and III of the ADA are addressed 
in the Department of Justice regulations. 

Where the required number of 
accessible elements to be provided is 
determined by calculations of ratios or 
percentages and remainders or fractions 
result, the next greater whole number of 
such elements should be provided. For 
example, if 18 lanes of one type are 
provided, one lane would be required to 
be accessible in new construction. If 24 
bowling lanes of one type are provided 
in new construction, a minimum of two 
accessible bowling lanes would be 
required in new construction. 

Comment. The Bowlers Proprietors 
Association also expressed concern 
about the number of accessible bowling 
lanes required in those facilities where 
different types of bowling is provided. 
They were also concerned about 
facilities that provide both ten pin and 
duck pin bowling. They believed that a 

5 percent requirement for both types 
was excessive and recommended that 
the requirement be limited to the type 
that is dominant within a given facility. 
Further, the Bowlers Proprietors 
Association questioned what made a 
bowling lane accessible. 

Response. In facilities where both ten 
pin and duck pin bowling are provided, 
the 5 percent requirement for each type 
will typically result in one of each type 
of lane being accessible. 

The final rule does not include any 
further technical provisions for bowling 
lanes required to be accessible. Like 
other areas of sport activity, the 
requirement is for an accessible route to 
connect to the area of sport activity, in 
this case, the bowling lane. Specific 
exemptions to ADAAG 4.4 (protruding 
objects) and 4.5 (surfacing requirements) 
are applied within the area of sport 
activity. Therefore, bowling lanes which 
are necessarily waxed to allow the ball 
to travel, are not required to be slip 
resistant. 

Section 15.7.4 Shooting Facilities 
This section requires that where fixed 

firing positions are provided at a site, at 
least 5 percent, but not less than one, of 
each type of firing position must be 
accessible. 

Comment. A few commenters 
questioned why the Board did not 
require an accessible route to the target 
areas as well as the fixed firing 
positions. Commenters also questioned 
the application of this section to trap 
and skeet facilities where the facilities 
are not entirely fixed. Others questioned 
what factors should be considered in 
determining the different types of firing 
positions. 

Response. The Board has not included 
a requirement for an accessible route to 
the target areas since targets are often 
moveable, making it difficult to locate 
the accessible route effectively. There is 
also difficulty in defining what is 
considered the ‘‘target’’ area. Where 
facilities contain a combination of fixed 
and non-fixed elements, operators 
should consider the general 
nondiscrimination requirements of the 
ADA. Direction on these and other 
issues related to the use of shooting 
facilities should be obtained from the 
Department of Justice. Factors to be 
considered in determining the types of 
fixed firing positions include whether 
covering and lighting is provided, and 
which shooting events the fixed firing 
position is intended to support. 

Section 15.7.4.1 Fixed Firing Positions 
This section requires that accessible 

fixed firing positions contain a 60 inch 
diameter space and have a slope not 

steeper than 1:48. No substantive 
comments were received and no 
changes have been made to this 
provision in the final rule. 

Section 15.8 Swimming Pools, Wading 
Pools, and Spas 

Section 3.5 Definitions 
The final rule provides a definition 

for a catch pool which is defined as a 
pool used as a terminus for water slide 
flumes. 

Comment. The proposed rule did not 
define the term catch pool. Commenters 
requested that catch pools be exempt 
since access is not required for water 
slides. 

Response. The term ‘‘catch pool’’ is 
added to the final rule since it is used 
in an exception in the final rule. 
Exception 3 to section 15.8.1 exempts 
catch pools from complying with the 
requirements of this section, provided 
that an accessible route connects to the 
catch pool edge. 

Section 15.8.1 General 
This section requires newly designed 

or newly constructed and altered 
swimming pools, wading pools, and 
spas to comply with 15.8. An exception 
has been added to the final rule that 
provides that an accessible route is not 
required to serve raised diving boards or 
diving platforms provided that an 
accessible route is provided to the base 
of the raised diving board or platform.

Section 15.8.2 Swimming Pools 
This section requires that at least two 

means of entry be provided for each 
public or common use swimming pool. 
A sloped entry or lift must be one of the 
primary means of access. The secondary 
means of access could include a pool 
lift, sloped entry, transfer wall, transfer 
system, or pool stairs. 

Comment. The proposed rule 
permitted a moveable floor as a 
secondary means of entry. Commenters 
stated that even though moveable floors 
may have some practical applications 
they do not provide independent access 
and often place a person with a 
disability on display while the pool is 
evacuated and the floor raised to 
provide access. Additionally, 
commenters raised concerns regarding 
the removal of handrails and other 
means of egress prior to lifting the pool 
floor. 

Response. The option of using a 
moveable floor as a secondary means of 
accessible entry in public or common 
use swimming pools has been deleted 
from the final rule. 

The Board has also deleted the 
requirement that the second means of 
access not duplicate the first means of 
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access in larger pools in the final rule. 
This should give designers additional 
flexibility in choosing between the 
various means of access. An appendix 
note recommends that where two means 
of access into the water are provided, 
different means are recommended. 

Exception 1 Small Pools With Less 
Than 300 Linear Feet of Pool Wall 

Exception 1 permits public or 
common use swimming pools with less 
than 300 linear feet of pool wall to only 
provide one accessible means of entry 
by either a swimming pool lift or a 
sloped entry. 

Comment. A commenter suggested 
that Exception 1 should be modified to 
refer to pool wall that is available for 
entry into the pool. They explained that 
pool walls at diving areas and pool 
decks where there is no available pool 
entry because of landscaping or adjacent 
structures should not be counted when 
determining the number of accessible 
means of entry required. 

Response. Exception 1 is intended to 
provide small pools with relief from 
providing more than one accessible 
means of entry. It was not intended for 
large pools that could limit the locations 
of entry with landscaping or other 
structures from requiring additional 
accessible means of entry. 

Exception 2 Pools Where Access Is 
Limited to One Area 

Exception 2 has been added to the 
final rule and permits wave action 
pools, leisure rivers, sand bottom pools, 
and other pools where user access is 
limited to only one area, to provide one 
accessible means of entry by either a 
swimming pool lift, sloped entry, or a 
transfer system. 

Comment. Commenters from 
speciality pool operators and leisure 
river designers expressed concerns for 
safety, where there is wave action or 
moving water, when providing 
additional accessible means of entry in 
these unique water environments. Wave 
action pools typically provide a large 
area of zero grade entry, where everyone 
enters the water. Providing an accessible 
means of entry along the high walls 
could be very dangerous. Leisure rivers 
are constructed to provide a safe area 
where staff can assist individuals into 
the current at one location to control 
access to and from the moving water. 

Response. In response to the safety 
concerns provided by designers and 
operators of these moving water 
experiences, only one accessible means 
of entry is required in the final rule, 
when user access is limited to one area. 

Exception 3 Catch Pools 
Exception 3 exempts catch pools from 

these requirements, provided that an 
accessible route connects to the catch 
pool edge. 

Comment. The proposed rule did not 
include any specific requirements for 
access to water slides. Comments on the 
proposed rule and the draft final rule 
supported not requiring access to the 
top of water slides. 

Response. An exception has been 
added to the final rule exempting water 
slides from accessibility. See ADAAG 
4.1.1 (5) (b) (v). To be consistent with 
the water slide exception, the final rule 
also exempts the catch pool at the 
discharge area of a water slide from 
providing an accessible means of entry 
or exit from the catch pool, provided 
that an accessible route connects to the 
catch pool edge. 

Section 15.8.3 Wading Pools 
This section requires at least one 

accessible means of entry into each 
wading pool. The means of entry must 
be a sloped entry. 

Comment. The proposed rule required 
the means of entry into wading pools to 
be either a sloped entry, transfer wall, 
or a transfer system. The proposed rule 
also sought comment on the 
appropriateness of providing a transfer 
wall or other transfer system as a means 
of access into a wading pool. Several 
commenters expressed concern about 
the potential dangers to children that 
may use the transfer walls or systems 
inappropriately for play or diving. 

Response. The final rule limits the 
accessible means of entry into a wading 
pool to a sloped entry only. 
Examination of the different means of 
access into wading pools found zero 
grade entry to be the most appropriate 
and currently most provided means of 
entry. 

Section 15.8.4 Spas 
This section requires at least one 

accessible means of entry into spas. The 
means of entry must be a pool lift, 
transfer wall, or transfer system. An 
exception allows for five percent, but 
not less than one spa, where spas are 
provided in a cluster, to be accessible. 
No substantive comment was received 
and no changes have been made to this 
section in the final rule. 

Section 15.8.5 Pool Lifts 
This section provides the technical 

requirements for pool lifts. 

Section 15.8.5.1 Pool Lift Location 
This provision requires pool lifts to be 

located where the water level does not 
exceed 48 inches.

Comment. The proposed rule did not 
specify the location of a pool lift. 
Commenters with disabilities and 
individuals who work in environments 
where people with disabilities use pool 
lifts expressed concern that pool lifts 
may be placed in areas where the water 
depth would not permit assistance in 
the water if needed. Comments on the 
draft final rule supported the 
requirement for a pool lift to be located 
in a water depth of 48 inches or less 
whenever possible. Commenters also 
gave examples of when the location of 
a pool lift should be allowed in an area 
where the water depth is greater than 48 
inches. 

Response. The final rule requires a 
pool lift to be located where the water 
level does not exceed 48 inches. Two 
exceptions have been added to the final 
rule in response to comments received. 
Exception 1 permits the use of pool lifts 
at any location where the entire pool 
has a depth greater than 48 inches. 
Exception 2 permits pools with multiple 
pool lift locations to provide at least one 
where the water depth does not exceed 
48 inches. 

Section 15.8.5.2 Seat Location 

This section requires the centerline of 
the seat, when in the raised position, to 
be located over the deck and 16 inches 
minimum from the edge of the pool. 
Additionally, the deck surface between 
the centerline of the seat and the pool 
edge must not have a slope greater than 
1:48. 

Comment. The proposed rule required 
the centerline of the seat, when in the 
raised position, to be located over the 
deck and 20 inches minimum from the 
pool edge. Comments from lift 
manufacturers expressed concern about 
the 20 inch minimum distance. They 
elaborated on the difficulties associated 
with providing a lift that places the user 
away from the pivot point of the lift a 
distance of 20 inches. Additionally, they 
commented that aquatic lifts with the 
centerline of the seat at least 20 inches 
away from the pool edge may not clear 
the footrest over the curbing or pool 
edge provided on some pools. 

Response. Based on the concerns of 
commenters, the distance measured 
from the centerline of the lift seat to the 
edge of the pool has been reduced from 
20 inches to 16 inches minimum. The 
location of the seat in relation to the 
edge of the pool is especially important 
to facilitate safe transfers. The Board is 
concerned about locating the seat either 
over the water or too close to the deck 
edge for safety reasons. This provision 
has been modified to address design 
limitations and incorporate the 
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maximum distance from the pool edge 
to ensure safety. 

Section 15.8.5.3 Clear Deck Space 
This section requires a clear deck 

space on the side of the seat opposite 
the water and parallel with the seat. The 
space is required to be 36 inches wide 
minimum and to extend forward 48 
inches minimum from a line located 12 
inches behind the rear edge of the seat. 
The clear space is specified in 
relationship to the seat to allow 
unobstructed space for either side or 
diagonal transfer. Additionally, the clear 
deck space must have a slope not greater 
than 1:48. 

Comment. The proposed rule required 
the clear deck space to be a minimum 
of 30 inches wide. Commenters 
requested additional space to permit 
greater flexibility for transfer position 
preferences and the varied abilities of 
persons requiring the use of a pool lift. 
Commenters expressed a preference that 
the clear deck space should be required 
to provide a level surface from which to 
transfer from a mobility device to the lift 
seat. 

Response. The final rule increases the 
clear deck space required on the side of 
the seat opposite the water to be a width 
of 36 inches minimum and that the clear 
deck space provide a surface with a 
slope not greater than 1:48. The 
additional space will facilitate the 
maneuvering that may be needed by a 
person using a mobility device 
preparing for a transfer to the seat of a 
pool lift. 

Section 15.8.5.4 Seat Height 
This section requires the height of a 

lift seat to be designed to allow a stop 
at 16 inches minimum to 19 inches 
maximum measured from the deck to 
the top of the seat surface when the seat 
is in the raised (load) position. 

Comment. The proposed rule required 
the height of the lift seat to be 16 inches 
minimum to 18 inches maximum. 
Commenters requested a greater range of 
seat heights to transfer to or from when 
the lift is in the up position. They 
suggested a seat height that could 
accommodate the needs of users of all 
ages and abilities would be more 
beneficial. 

Response. Information obtained from 
the Board sponsored research project 
supported the height requirement of a 
lift seat while in the upper load position 
to be at a height between 16 and 18 
inches from the deck surface. In 
response to the comments received, the 
final rule departs slightly from the 
proposed rule, by permitting the lift seat 
to make a stop at the 16 to 19 inch 
height above the deck surface. The lift 

could provide additional stops at 
various heights provided that a stop is 
provided between 16 and 19 inches 
above the surface of the deck. 

Section 15.8.5.5 Seat Width 
This section requires a lift seat to be 

16 inches wide minimum. No 
substantive comment was received and 
no changes have been made to this 
section in the final rule. 

Comment. The proposed rule sought 
information on the different types of 
seats that are available on pool lifts and 
whether a specific type should be 
required in the final rule. Commenters 
did not provide a consensus on either 
the type of pool lift seat or the type of 
materials preferred by pool lift users.

Response. The final rule does not 
specify the type of material or the type 
of seat to be provided by a pool lift. 
Persons with disabilities involved in the 
Board sponsored research project 
expressed interest in all types of seats. 
An appendix note provides additional 
information on pool lift seats. 

Section 15.8.5.6 Footrests and 
Armrests 

This section requires footrests to be 
provided and that they move in 
conjunction with the seat. Additionally, 
this provision requires that, if provided, 
the armrest opposite the water be 
removable or fold clear of the seat when 
the seat is in the raised (load) position. 

Comment. The proposed rule 
requested information on the 
appropriateness of requiring armrests on 
pool lifts and on their size and location. 
Commenters supported requirements 
based on their own personal needs with 
no consistent guidance on the location 
or size of armrests on a pool lift. One 
commenter questioned the 
appropriateness of providing a footrest 
on a lift for entry into a spa due to the 
water depth in some smaller spas. 

Response. An exception has been 
added that provides that footrests are 
not required on pool lifts that provide 
an accessible means of entry into a spa. 
An appendix note encourages the use of 
a footrest in larger spas where possible 
and some type of retractable leg support 
is recommended for pool lifts used in all 
spas. 

Section 15.8.5.7 Operation 

This section requires that a pool lift 
be capable of unassisted operation from 
both the deck and water levels. This 
section also requires that controls and 
operating mechanisms be unobstructed 
when a lift is in use and comply with 
ADAAG 4.27.4. That section requires 
that operating controls not require tight 
grasping, pinching, or twisting of the 

wrist or more than 5 pounds of pressure 
to operate. 

Comment. The proposed rule required 
that the lift controls and operating 
mechanisms may not require 
continuous manual pressure for 
operation. Commenters with disabilities 
supported the requirement of unassisted 
operation from both the deck and water 
levels. They reported the difficulty in 
finding the responsible person when 
lifts require assistance, especially in 
environments where pools are not 
routinely staffed. Commenters 
expressed concerns about getting out of 
the water, if assistance is required, 
especially where the pool is not staffed. 
Someone could be stranded in the water 
for extended periods of time awaiting 
assistance. Commenters suggested that 
pool lifts that require continuous 
manual pressure give the user greater 
control of their descent into the water 
and ascent back to the deck. Concern 
was expressed by a manufacturer of 
pool lifts that providing unassisted 
operation encourages individuals to 
swim alone and the potential dangers of 
causing injury are greatly increased 
when using an automatic lift without 
assistance. 

Response. A large percentage of the 
respondents in the Board sponsored 
research project noted the importance of 
using a lift without assistance. Pool 
facility staff also indicated the 
importance of a device or design that 
could be used without pool staff 
assistance. While this provision requires 
the lift to be independently operable it 
does not preclude assistance from being 
provided. The final rule removes the 
requirement that pool lifts may not 
require continuous manual pressure for 
operation. 

Comment. A few commenters 
expressed safety concerns where pool 
lifts are provided in pools that are 
unattended. 

Response. Pool lifts have been 
commercially available for over 20 
years. While the Board recognizes that 
inappropriate use of pool lifts may 
result in accident or injury, the Board is 
not aware of any incidents of injury or 
accidents involving pool lifts. The 
Board is also not aware of any evidence 
that shows that pool lifts are any less 
safe than other components of a pool 
facility, such as other means of pool 
entry, when they are used 
inappropriately. Manufacturers are also 
incorporating features which are 
intended to discourage inappropriate 
use, such as fold-up seats and covers. 

Section 15.8.5.8 Submerged Depth 
This section requires that a pool lift 

be designed so that the seat will 
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submerge to a water depth of 18 inches 
minimum. This depth is necessary to 
ensure buoyancy for the person on the 
lift seat once in the water. No 
substantive comment was received and 
no changes have been made to this 
section for the final rule. 

Section 15.8.5.9 Lifting Capacity 

This section requires that single 
person pool lifts provide a minimum 
weight capacity of 300 pounds. Lifts 
also must be capable of sustaining a 
static load of at least one and a half 
times the rated load. 

Comment. The proposed rule required 
pool lifts to provide a minimum weight 
capacity of 300 pounds and be capable 
of sustaining a static load of at least 
three times the rated load. Several pool 
lift manufacturers supported the 
minimum weight requirement of 300 
pounds. They questioned requiring a 
static load of three times the weight 
limit. They believed it was too excessive 
and would eliminate viable lifts from 
being provided. A commenter suggested 
that the static load requirement 
reference an international standard for 
lifts that require a static load of 1.6 
times the weight capacity. 

Response. The static load requirement 
has been reduced to one and a half 
times the weight capacity requirement.

Section 15.8.6 Sloped Entries 

This section provides technical 
requirements for sloped entries 
designed to provide access into the 
water. Due to the similarities of this 
type of entry with ramps used in other 
buildings and facilities, existing 
ADAAG requirements have been 
referenced accordingly. 

Section 15.8.6.1 Sloped Entries 

This section requires sloped entries to 
comply with ADAAG 4.3 (Accessible 
Route), except for slip resistance. 

Comment. Commenters questioned 
the ability of providing a slip resistant 
surface on a sloped entry that is under 
water. 

Response. The final rule provides an 
exception for sloped entries from being 
slip resistant. 

Section 15.8.6.2 Submerged Depth 

This section requires sloped entries to 
extend to a depth of 24 to 30 inches 
below the stationary water level. This 
section also requires that where 
landings are required by ADAAG 4.8, at 
least one landing must be located 
between 24 and 30 inches below the 
stationary water level. Since wading 
pools are typically less than 24 to 30 
inches deep, an exception provides that 
sloped entries are only required to 

extend to the deepest part of a wading 
pool. No substantive comment was 
received and no changes have been 
made to this section in the final rule. 

Section 15.8.6.3 Handrails 

This section requires handrails that 
comply with ADAAG 4.8.5 on both 
sides of all sloped entries. The clear 
width between handrails must be 
between 33 and 38 inches. Exception 1 
does not require handrail extensions to 
be provided at the bottom of a landing 
serving a sloped entry. Exception 2 does 
not require the clear width between 
handrails where a sloped entry is 
provided for wave action pools, leisure 
rivers, sand bottom pools, and other 
pools where user access is limited to 
one area. Exception 3 exempts sloped 
entries in wading pools from providing 
handrails. 

Comment. The proposed rule did not 
specifically address handrails in wading 
pools. Commenters expressed great 
concern about the potential dangers 
from children using handrails to play on 
or jump into the shallow water or the 
risk to other children in the wading 
pool. 

Response. The Board is concerned 
about the potential dangers to children 
using handrails inappropriately. 
Exception 3 has been added to the final 
rule exempting wading pools from 
providing handrails. 

Section 15.8.7 Transfer Walls 

This section provides technical 
requirements for transfer walls. 

Section 15.8.7.1 Clear Deck Space 

This section requires clear deck space 
of 60 inches by 60 inches minimum 
with a slope not steeper than 1:48 to be 
provided at the base of a transfer wall. 
Where one grab bar is provided on a 
transfer wall, the clear deck space must 
be centered on the grab bar. This allows 
sufficient space for a transfer on either 
side of the grab bar. Where two grab bars 
are provided, the clear deck space must 
be centered on the clearance between 
the grab bars. No substantive comment 
was received and no changes have been 
made to this section for the final rule. 

Section 15.8.7.2 Height 

This section requires the height of 
transfer walls to be 16 to 19 inches 
measured from the deck below. The 
height requirement is consistent with 
pool lift seat heights and similarly 
addresses the needs of some children. 
The maximum height above the deck 
has been changed to 19 inches to be 
consistent with other transfer heights in 
ADAAG. 

Section 15.8.7.3 Wall Depth and 
Length 

This section requires the depth of a 
transfer wall to be 12 to 16 inches. As 
a minimum, the 12 inch depth of the 
transfer wall provides adequate space 
for a person to comfortably sit on the 
surface of the wall. The wall depth is 
limited to 16 inches maximum so that 
users are not required to traverse the 
wall to transfer to the water. The length 
of the transfer wall must be 60 inches 
minimum and must be centered on the 
clear deck space. 

Section 15.8.7.4 Surface 

This section requires that the surface 
of a transfer wall must not be sharp and 
must have rounded edges. Commenters 
overwhelmingly supported this section 
and no changes have been made to this 
section for the final rule. 

Section 15.8.7.5 Grab Bars 

This section requires at least one grab 
bar to be provided on a transfer wall. 
Grab bars are required to be 
perpendicular to the pool wall and 
extend the full depth of the wall. The 
top of the gripping surface must be 4 to 
6 inches above the wall. Where two grab 
bars are provided, clearance between 
grab bars must be 24 inches minimum. 
Where one grab bar is provided, 
clearance must be 24 inches minimum 
on both sides of the grab bar. Grab bars 
must comply with ADAAG 4.26. 

Comment. The proposed rule required 
the top of the gripping surface to be a 
maximum of 4 inches above the wall. 
Commenters expressed concern that 4 
inches maximum above the wall 
surface, after factoring in the diameter of 
the grab bar, would not provide 
sufficient gripping space for persons 
transferring. 

Response. The final rule provides a 
range from 4 to 6 inches above the wall 
to the top of the gripping surface. The 
range will provide greater flexibility and 
incorporate the diameter of the grab bar 
in providing users of all ages and 
abilities with an appropriate gripping 
surface. 

Section 15.8.8 Transfer Systems 

This section provides technical 
requirements for transfer systems used 
as a means of access into the water. A 
transfer system consists of a transfer 
platform, combined with a series of 
transfer steps that descend into the 
water. Users must transfer from their 
wheelchair or mobility device to the 
transfer platform and continue 
transferring from step to step.
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Section 15.8.8.1 Transfer Platform 
This section requires a transfer 

platform to be 19 inches deep by 24 
inches wide. Transfer platforms must be 
provided at the head of each transfer 
system. No substantive comment was 
received and no changes have been 
made to this section for the final rule. 

Section 15.8.8.2 Clear Deck Space 
This section requires a clear deck 

space of 60 by 60 inches minimum with 
a slope not steeper than 1:48 at the base 
of the transfer platform. A level 
unobstructed space at the base of the 
transfer platform, centered along the 24 
inch side, is necessary to facilitate a 
transfer from a wheelchair or mobility 
device. No substantive comment was 
received and no changes have been 
made to this section for the final rule. 

Section 15.8.8.3 Height 
This section requires the height of 

transfer platforms to be 16 to 19 inches 
measured from the deck. No substantive 
comment was received and no changes 
have been made to this section for the 
final rule. 

Section 15.8.8.4 Transfer Steps 
This section requires transfer steps to 

be 8 inches maximum in height. It also 
requires that transfer steps extend to a 
water depth of 18 inches minimum. 

Comment. The proposed rule required 
transfer steps to be 7 inches maximum 
in height. Commenters questioned the 
inconsistences between the transfer step 
height of 8 inches required on a play 
area transfer step (15.6.5.2.2) to that 
provided in an aquatic setting. 

Response. The final rule has been 
changed to require an 8 inch maximum 
step height in aquatic settings to be 
consistent with the play areas transfer 
step (15.6.5.2.2). An appendix note has 
been included recommending the height 
of the transfer step be minimized 
whenever possible. 

Section 15.8.8.5 Surface 
This section requires that the surface 

of a transfer system must not be sharp 
and provide rounded edges. Similar to 
other transfer surfaces, this is necessary 
to reduce the potential for injury. No 
substantive comment was received and 
no changes have been made to this 
section in the final rule. 

Section 15.8.8.6 Size 

This section requires each transfer 
step to have a tread depth of 14 to 17 
inches and a minimum tread width of 
24 inches. 

Comment. The proposed rule required 
a range for the transfer step depth from 
12 to 17 inches and a tread width of 22 

inches minimum. Commenters pointed 
out the inconsistencies between the size 
of the transfer step in the play areas 
final rule (15.6.5.2.1) and for swimming 
pools. 

Response. In an effort to provide 
uniformity between the play areas 
transfer steps and those located at 
swimming pools, the final rule modifies 
the transfer step to incorporate a range 
of 14 to 17 inches in depth and a 
minimum width of 24 inches. 

Section 15.8.8.7 Grab Bars 

This section requires one grab bar to 
be provided on each step and the 
transfer platform, or a continuous grab 
bar serving each transfer step and the 
transfer platform. Where provided on 
each step, the top of the gripping surface 
must be 4 to 6 inches above each step. 
Where a continuous grab bar is 
provided, the top of the gripping surface 
must be 4 to 6 inches above the step 
nosing. Grab bars must comply with 
ADAAG 4.26 and be located on at least 
one side of the transfer system. The grab 
bar located at the transfer platform must 
not obstruct transfer. 

Comment. As previously discussed in 
section 15.8.7.5, the proposed rule 
required the top of the gripping surface 
to be 4 inches above the wall. 
Commenters expressed concern that 4 
inches above the wall surface, after 
factoring in the diameter of the grab bar, 
would not provide sufficient space for 
persons transferring. 

Response. The final rule requires the 
top of the gripping surface to be 4 to 6 
inches above the wall. It is believed that 
the range will provide greater flexibility 
to users of all ages and abilities with an 
appropriate gripping surface. 

Section 15.8.9 Pool Stairs 

This section provides technical 
requirements for pool stairs used as a 
means of entry and exit to the water. 

Section 15.8.9.1 Pool Stairs 

This section requires pool stairs to 
comply with ADAAG 4.9 (Stairs), except 
as modified. ADAAG 4.9 has been 
referenced since stairs in pools are used 
in a similar manner as stairs elsewhere. 
No substantive comment was received 
and no changes have been made to this 
section in the final rule. 

Section 15.8.9.2 Handrails

This section requires the width 
between handrails to be 20 to 24 inches. 
To reduce the potential for underwater 
protrusions, handrail extensions are not 
required at the bottom landing serving 
a pool stair. 

Comment. The proposed rule required 
a 22 inch maximum width between 

handrails on pool stairs. Commenters 
expressed concern that a maximum 
distance of 22 inches may be too close 
for people that are large in size. 
Commenters with mobility impairments 
supported the handrail distance of 22 
inches for providing the needed support 
while entering a pool by stairs. 

Response. The final rule increases the 
maximum width between handrails to 
24 inches. Separating the handrails 
more than 24 inches apart would make 
them too far apart for a larger class of 
people that require the support on pool 
stairs. 

Section 15.8.10 Water Play 
Components 

This section requires that where water 
play components are provided, the 
provisions of 15.6 (Play Areas) and 
ADAAG 4.3 apply, except where 
modified by this section. 

Comment. The proposed rule sought 
comment on specific features within 
aquatic recreation facilities where it 
may be technically infeasible in new 
construction to comply with the 
proposed requirements in 15.8. 
Manufacturers and designers of water 
play components expressed concerns 
about having to provide ramp access to 
elevated play structures in standing 
water. Many of these components are at 
considerable distances from the top of 
the water surface and ramping would be 
very challenging and costly. 
Commenters with disabilities or 
individuals representing individuals 
with disabilities expressed a great desire 
to have access to these unique water 
experiences. 

Response. The final rule requires that 
where water play components are 
provided, they must comply with 15.6 
(Play Areas) and ADAAG 4.3, except as 
modified or otherwise provided in this 
section. The final rule is responsive to 
manufacturers and designers by 
providing an exception to providing 
ramp access, while providing persons 
with disabilities the opportunity to 
enjoy this unique family oriented water 
experience with their family and 
friends. Exception 1 exempts accessible 
routes, clear floor spaces, and 
maneuvering spaces that are submerged 
from the requirements for cross slope, 
running slope, and surface. Exception 2 
permits transfer systems to be used in 
lieu of ramps to connect elevated play 
components. 

Regulatory Process Matters 

Executive Order 12866: Regulatory 
Planning and Review 

This final rule is a significant 
regulatory action under Executive Order 
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12866 and has been reviewed by the 
Office of Management and Budget. The 
Board has assessed the benefits and 
costs of the rule. The assessment has 
been placed in the public docket and is 
available for inspection. The assessment 
is also available on the Board’s Internet 
site (http://www.access-board.gov). The 
assessment is summarized below: 

Benefits 

The benefits of the final rule are not 
quantifiable, but are significant and are 
consistent with the President’s New 
Freedom Initiative. The primary benefit 
is the fulfillment of civil rights realized 
by individuals with disabilities. There 
are 52.5 million Americans with 
disabilities. Almost one in five adults 
has some type of disability. Among 
individuals 15 years old and over, 25 
million have difficulty walking or using 
stairs. The final guidelines will result in 
newly constructed and altered 
recreation facilities that are accessible to 
individuals with disabilities and will 
enable them to participate in a wide 
range of recreational opportunities. 
Individuals with disabilities can also 
realize significant health benefits by 
participating in the range of recreational 
opportunities made accessible as a 
result of the final guidelines. 

Costs 

For each type of facility addressed by 
the final rule, the assessment estimates 
the number of existing facilities and 
new facilities constructed annually, 
identifies the requirements that have 
cost impacts for new construction and 
alterations, estimates the unit costs per 
facility, and calculates the total annual 
compliance costs. The number of small 
entities is reported as a percentage of 
the facilities. To estimate cost impacts, 
the assessment relies on assumptions 
where sufficient data is not available. 
The assumptions are based on 
interviews with professionals in the 
affected industries and are disclosed in 
the assessment. The assumptions cannot 
be validated and may not reflect the real 
world. The assumptions may result in 
under or overestimating the impacts of 
the final rule. The relevant data for each 
facility type is presented below. 

Amusement Rides 

Existing Facilities: 377 amusement 
parks. 

New Construction: 4 new amusement 
parks per year. 

Small Entities: 81 percent of 
amusement parks. 

New Amusement Rides: 343 new rides 
per year; 68 will be platform type rides 
with stepped entrances. 

New Construction Impacts: New 
platform type rides with stepped 
entrances will need a ramp ($4,000 to 
$6,700 unit cost) or a platform lift 
($12,000 to $15,000 unit cost) to provide 
an accessible route to the load and 
unload area; and additional space 
($1,175 unit cost) in the load and 
unload area to provide wheelchair 
turning space and wheelchair storage 
space if a ride seat designed for transfer 
or transfer device is provided. For 
purposes of estimating the costs of 
providing access to new rides, the 
assessment assumes that a transfer 
device ($5,000 unit cost) would be 
provided for all new rides. New rides 
will need a sign ($100 unit cost) at the 
entrance of the queue or waiting line 
indicating the type of access provided 
(e.g., wheelchair access or transfer 
access). 

Alterations Impacts: Minimal. 
Total Annual Compliance Costs: $2.5 

million.

Boating Facilities 

Existing Facilities: 12,000 marinas; no 
data on boat launch ramps. 

New Construction: 240 new marinas 
per year. 

Alterations: 600 existing marinas per 
year. 

Small Entities: 99 percent of marinas. 
New Construction Impacts: Gangways 

that are part of an accessible route will 
need to provide a 1:12 maximum slope 
or a gangway at least 80 feet long. The 
unit cost will be site specific. The 
assessment assumes unit costs will 
range from $15,000 to $35,000 where 
the maximum vertical level change is 
more than 2.5 feet, but less than 10 feet; 
and $33,000 to $45,000 where the 
maximum vertical level change is more 
than 10 feet. The impacts on new 
accessible boat slips and new accessible 
boarding piers at new boat launch 
ramps will be minimal. 

Alterations Impacts: Alterations to 
existing boat slips are a primary 
function area and may trigger provision 
of an accessible route, unless the 
additional cost is disproportionate to 
the overall costs of the alterations or 
compliance is technically infeasible. 
The impacts on altered boat slips will be 
minimal. 

Total Annual Compliance Costs: 
$10.8 million to $18.0 million. 

Fishing Piers and Platforms 

Existing Facilities: No data. 
New Construction: No data. 
Small Entities: No data. 
New Construction Impacts: Minimal. 
Alterations Impacts: Minimal. 
Total Annual Compliance Costs: 

Minimal 

Golf Courses 

Existing Facilities: 17,108 golf 
courses. 

New Construction: 377 to 524 new 
golf courses per year. 

Small Entities: 99 percent of golf 
courses. 

New Construction Impacts: Minimal. 
Alterations Impacts: Minimal. 
Total Annual Compliance Costs: 

Minimal. 

Miniature Golf Courses 

Existing Facilities: 7,500 to 10,000 
miniature golf courses. 

New Construction: 150 new custom 
design and 170 new modular miniature 
golf courses per year. 

Small Entities: 100 percent of 
miniature golf courses. 

New Construction Impacts: The 
assessment discusses potential impacts 
on new custom design courses (low 
profile courses, challenge courses, and 
adventure style courses) and new 
modular courses (indoor courses and 
outdoor courses). The impacts on new 
custom design low profile courses will 
be minimal. For purposes of estimating 
the costs for making at least 50 percent 
of the holes on the other custom design 
courses accessible, the assessment 
assumes a 10 percent increase in 
construction costs for new challenge 
type courses, and a 25 percent increase 
for new adventure style courses. New 
indoor modular courses may need to 
lease additional space to provide an 
accessible route for at least 50 percent 
of the holes, and new outdoor modular 
courses that are not recessed in the 
ground will have to provide an 
accessible route for at least 50 percent 
of the holes. The assessment assumes 
the additional cost for new modular 
courses will $5,000 per course. 

Alterations Impacts: Minimal. 
Total Annual Compliance Costs: $5.4 

million. 

Exercise Equipment, Bowling Lanes, 
and Shooting Facilities 

Existing Facilities: 17,531 physical 
fitness facilities; 5,500 bowling centers; 
and 10,000 shooting facilities. No data 
on other facilities that provide exercise 
equipment. 

New Construction: 800 to 1,000 new 
physical fitness facilities; 25 new 
bowling centers; and 100 new shooting 
facilities per year. 

Small Entities: 99 percent of physical 
fitness facilities; and 100 percent of 
bowling centers and shooting facilities. 

New Construction Impacts: Minimal. 
Alterations Impacts: Minimal. 
Total Annual Compliance Costs: 

Minimal. 
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Swimming Pools, Wading Pools, and 
Spas 

Existing Facilities: 124,577 pools; no 
data on spas. 

New Construction: 1,245 new pools 
per year; 565 new spas per year. The 
assessment assumes 715 new pools per 
year have less than 300 linear feet of 
pool wall and will need at least one 
means of accessible entry into the pool. 

Small Entities: Ranges from 15 
percent for private hospitals to 100 
percent for camps and recreational 
vehicle parks. 

New Construction Impacts: For new 
pools with less than 300 linear feet of 
pool wall, the assessment assumes that 
a pool lift will be provided ($4,000 unit 
cost). For pools with 300 linear feet or 
more of pool wall, the assessment 
assumes 250 of these new pools per year 
will provide an accessible means of 
entry in the absence of the final rule and 
will add a pool lift ($4,000 unit cost). 
The assessment assumes the other new 
pools with 300 linear feet or more of 
pool wall will provide a pool lift ($4,000 
unit cost) and pool stairs ($2,500 unit 
cost). The impacts on wading pools will 
be minimal. The assessment assumes 
new spas will provide a pool lift ($4,000 
unit cost). 

Alterations Impacts: Minimal. 
Total Annual Compliance Costs: $8.0 

million. 

Regulatory Flexibility Act 
The final regulatory flexibility 

analysis has been performed in 
conjunction with the assessment of the 
benefits and costs of the final rule 
required by Executive Order 12866 and 
the preparation of the preamble for the 
final rule. The analysis is summarized 
below. 

Need for and Objectives of Guidelines 
The Access Board is required to issue 

accessibility guidelines under the 
Americans with Disabilities Act (ADA) 
to ensure that new construction and 
alterations of facilities covered by the 
law are readily accessible to and usable 
by individuals with disabilities. 
Recreation facilities are among the 
facilities covered by the ADA. 
Recreation facilities have unique 
features that are not adequately 
addressed by the Americans with 
Disabilities Act Accessibility Guidelines 
(ADAAG). The final rule will amend 
ADAAG to provide supplemental 
guidelines for making recreation 
facilities accessible.

Significant Issues Raised During Public 
Comment Period 

The significant comments raised 
during the public comment period are 

summarized in the preamble to the final 
rule, along with the Access Board’s 
assessment of the comments and the 
reason for selecting the alternative 
adopted in the final rule. The 
alternatives considered in the proposed 
rule and the final rule, and changes 
made from the proposed rule for each 
type of recreation facility are presented 
in the assessment of the benefits and 
costs of the final rule required by 
Executive Order 12866. 

Numbers of Small Entities Affected by 
Final Rule 

The numbers of small entities affected 
by the final rule are reported under the 
summary of the assessment of the 
benefits and costs of the final rule 
required by Executive Order 12866. 

Reporting and Recordkeeping 
Requirements 

There are no reporting and 
recordkeeping requirements. 

Steps Taken To Minimize Significant 
Economic Impact on Small Entities 

The Access Board has taken steps to 
minimize the significant economic 
impact on small entities for each of the 
different types of recreation facilities 
addressed in the final rule. These steps 
are listed below. 

• Amusement Rides—The final rule 
allows designers and operators of new 
amusement rides the choice of 
providing at least one wheelchair space, 
or an amusement ride seat designed for 
transfer, or a transfer device. The final 
rule limits application of the guidelines 
to existing rides that are altered. The 
final rule also allows designers and 
operators greater flexibility in applying 
ADAAG to amusement rides. 

• Boating Facilities—The final rule 
permits gangways that are part of an 
accessible route to exceed the 1:12 
maximum slope requirement for ramps 
where the total length of the gangways 
is at least 80 feet (30 feet for smaller 
facilities with fewer than 25 boat slips). 
The final rule reduces the number of 
boat slips required to be accessible in 
new construction, and modifies the 
requirements for accessible boat slips in 
alterations so no more than one boat slip 
is lost. The final rule also allows 
designers and operators greater 
flexibility in applying ADAAG to 
boating facilities. 

• Fishing Piers and Platforms—The 
final rule permits gangways that are part 
of an accessible route to exceed the 
maximum 1:12 requirement for ramps 
where the total length of the gangways 
is at least 30 feet. The final rule also 
exempts guards that comply with 
certain sections of the International 

Building Code from the maximum 34 
inch height requirement. 

• Golf Courses—The final rule 
permits a golf car passage to be provided 
on golf courses and driving ranges, 
instead of an accessible route. 

• Miniature Golf Courses—The final 
rule requires at least 50 percent of holes 
on miniature golf courses to be 
accessible, and permits one break in the 
sequence of accessible holes provided 
the last hole in the sequence is the last 
hole on the course. The final rule also 
allows designers and operators greater 
flexibility in applying ADAAG to 
miniature golf courses. 

• Swimming Pools, Wading Pools, 
and Spas—The final rule permits small 
pools with less than 300 linear feet of 
pool wall to provide at least one means 
of access into the water, and permits 
water play components to use transfer 
systems to connect elevated water play 
components. 

Technical Assistance 

The Access Board will provide 
technical assistance materials to help 
small entities understand the 
accessibility guidelines for recreation 
facilities. The Access Board also 
operates a toll-free technical assistance 
service to answer questions from the 
public about the guidelines. 

Executive Order 13132: Federalism

The final rule adheres to the 
fundamental federalism principles and 
policy making criteria in Executive 
Order 13132. The final rule implements 
Federal civil rights legislation that was 
enacted pursuant to the Congress’ 
authority to enforce the fourteenth 
amendment and to regulate commerce. 
Ensuring the civil rights of groups who 
have experienced irrational 
discrimination has long been recognized 
as a national issue and a proper function 
of the Federal government. The ADA 
was enacted ‘‘to provide a clear and 
comprehensive national mandate for the 
elimination of discrimination against 
individuals with disabilities * * * and 
to ensure that the Federal government 
plays a central role in enforcing the 
standards established in this chapter on 
behalf of individuals with disabilities.’’ 
42 U.S.C. 12101(b)(1) and (3). The ADA 
recognizes the authority of State and 
local governments to enact and enforce 
laws that ‘‘provide greater or equal 
protection for the rights of individuals 
with disabilities than are afforded by 
this chapter.’’ 42 U.S.C. 12201(b). The 
final rule establishes minimum 
guidelines. States and local 
governments can adopt accessibility 
standards that provide individuals with 
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disabilities equal or greater access to 
recreation facilities. 

The Access Board has consulted with 
State and local governments throughout 
the rulemaking process. The National 
Recreation and Park Association, States 
Organization for Boating Access, New 
Jersey Department of Community 
Affairs, San Francisco Department of 
Public Works, and the Hawaii Disability 
and Communication Access Board 
represented the interests of State and 
local governments on the Recreation 
Access Advisory Committee. State and 
local governments participated in the 
public hearings and information 
meetings held on the NPRM and the 
draft final rule, and submitted more 
than 70 comments. Most of the 
comments were centered on boating 
facilities. The California Department of 
Boating and Waterways, Oregon State 
Marine Board, and Michigan 
Department of Natural Resources were 
actively involved in providing 
information and alternative proposals 
for consideration during the rulemaking. 
Approximately 30 other State and local 
governments joined in supporting the 

various proposals submitted by those 
States. 

Unfunded Mandates Reform Act 

The Unfunded Mandates Reform Act 
does not apply to proposed or final rules 
that enforce constitutional rights of 
individuals or enforce any statutory 
rights that prohibit discrimination on 
the basis of race, color, sex, national 
origin, age, handicap, or disability. 
Since the final rule is issued under the 
authority of the Americans with 
Disabilities Act, an assessment of the 
rule’s effects on State, local, and tribal 
governments, and the private sector is 
not required by the Unfunded Mandates 
Reform Act.

List of Subjects in 36 CFR Part 1191 

Buildings and facilities, Civil rights, 
Incorporation by reference, Individuals 
with disabilities, Transportation.

Thurman M. Davis, Sr., 
Chair, Architectural and Transportation 
Barriers Compliance Board.

For the reasons stated in the 
preamble, part 1191 of title 36 of the 
Code of Federal Regulations is amended 
as follows:

PART 1191—AMERICANS WITH 
DISABILITIES ACT (ADA) 
ACCESSIBILITY GUIDELINES FOR 
BUILDINGS AND FACILITIES 

1. The authority citation for 36 CFR 
Part 1191 continues to read as follows:

Authority: 42 U.S.C. 12204.

2. Appendix A to Part 1191 is 
amended as follows: 

a. By revising the title page and pages 
i, ii, 1A, 2, 3, 4, 4A, 5 through 11, 58A, 
and 76 through 81 as set forth below. 

b. By removing the blank page 
following the title page. 

c. By adding pages 4B, 11A, 58B, and 
82 through 96 as set forth below. 

d. In the appendix to Appendix A by 
revising pages A1, A1A, A16, and A22 
through A25 and adding pages A1B, 
A16A, and A26 through A32 as set forth 
below. 

The additions and revisions read as 
follows: 

Appendix A to Part 1191—Americans 
With Disabilities Act (ADA) 
Accessibility Guidelines for Buildings 
and Facilities 

BILLING CODE 8150–01–P
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2.3 Incorporation by Reference. 

2.3.1 General.  The publications listed in 2.3.2 
are incorporated by reference in this document.  
The Director of the Federal Register has approved 
these materials for incorporation by reference in 
accordance with 5 U.S.C. 552(a) and 1 CFR part 
51.  Copies of the referenced publications may be 
inspected at the Architectural and Transportation 
Barriers Compliance Board, 1331 F Street, NW., 
Suite 1000, Washington, DC; at the Department of 
Justice, Civil Rights Division, Disability Rights 
Section,1425 New York Avenue, NW., Washington, 
DC; or at the Office of the Federal Register, 800 
North Capitol Street, NW., Suite 700, Washington, 
DC.  

2.3.2 Referenced Publications.  The specific 
edition of the publications listed below are 
referenced in this document.  Where differences 
occur between this document and the referenced 
publications, this document applies.

2.3.2.1 American Society for Testing and 
Materials (ASTM) Standards.  Copies of the 
referenced publications may be obtained from the 
American Society for Testing and Materials, 100 
Bar Harbor Drive, West Conshohocken, 
Pennsylvania 19428 (http://www.astm.org).  

ASTM F 1292-99 Standard Specification for 
Impact Attenuation of Surface Systems Under and 
Around Playground Equipment (see 15.6.7.2 
Ground Surfaces, Use Zones).  

ASTM F 1487-98 Standard Consumer Safety 
Performance Specification for Playground 
Equipment for Public Use (see 3.5 Definitions, 
Use Zone).  

ASTM F 1951-99 Standard Specification for 
Determination of Accessibility of Surface Systems 
Under and Around Playground Equipment (see 
15.6.7.1 Ground Surfaces, Accessibility).  

2.3.2.2 International Code Council (ICC) 
Codes.  Copies of the referenced publications may 
be obtained from the International Code Council, 
5203 Leesburg Pike, Suite 600, Falls Church, VA 
22041-3401 (http://www.intlcode.org).  

International Building Code 2000 (see 15.3.3.2 
Height).
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  3.0 Miscellaneous Instructions and Definitions

3.1 Graphic Conventions.  Graphic conventions 
are shown in Table 1.  Dimensions that are not 
marked minimum or maximum are absolute, 
unless otherwise indicated in the text or captions.  

3.2 Dimensional Tolerances.  All dimensions are 
subject to conventional building industry 
tolerances for field conditions.  

3.3 Notes.  The text of these guidelines does not 
contain notes or footnotes.  Additional 
information, explanations, and advisory materials 
are located in the Appendix.  

3.4 General Terminology. 

comply with.  Meet one or more specifications of 
these guidelines.  

if, if ... then.  Denotes a specification that applies 
only when the conditions described are present.  

may.  Denotes an option or alternitive.  

shall.  Denotes a mandatory specification or 
requirement.  

should.  Denotes an advisory specification or 
recommendation.  

3.5 Definitions.

Access Aisle.  An accessible pedestrian space 
between elements, such as parking spaces, 
seating, and desks, that provides clearances 
appropriate for use of the elements.  

Accessible.  Describes a site, building, facility, or 
portion thereof that complies with these 
guidelines.  

Accessible Element.  An element specified by 
these guidelines (for example, telephone, controls, 
and the like).  

Accessible Route.  A continuous unobstructed 
path connecting all accessible elements and 
spaces of a building or facility.  Interior accessible 
routes may include corridors, floors, ramps, 
elevators, lifts, and clear floor space at fixtures.  
Exterior accessible routes may include parking 
access aisles, curb ramps, crosswalks at vehicular 
ways, walks, ramps, and lifts.  

Accessible Space.  Space that complies with 
these guidelines.  

Adaptability.  The ability of certain building 
spaces and elements, such as kitchen counters, 
sinks, and grab bars, to be added or altered so as 
to accommodate the needs of individuals with or 
without disabilities or to accommodate the needs 
of persons with different types or degrees of 
disability.  

Addition.  An expansion, extension, or increase in 
the gross floor area of a building or facility.  

Administrative Authority.  A governmental 
agency that adopts or enforces regulations and 
guidelines for the design, construction, or 
alteration of buildings and facilities.  

Alteration.  An alteration is a change to a building 
or facility that affects or could affect the usability 
of the building or facility or part thereof.  
Alterations include, but are not limited to, 
remodeling, renovation, rehabilitation, 
reconstruction, historic restoration, resurfacing of 
circulation paths or vehicular ways, changes or 
rearrangement of the structural parts or elements, 
and changes or rearrangement in the plan 
configuration of walls and full-height partitions.  
Normal maintenance, reroofing, painting or 
wallpapering, or changes to mechanical and 
electrical systems are not alterations unless they 
affect the usability of the building or facility.  

Amusement Attraction.  Any facility, or portion 
of a facility, located within an amusement park or 
theme park which provides amusement without 

3. MISCELLANEOUS 
INSTRUCTIONS AND 
DEFINITIONS. 
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the use of an amusement device. Examples 
include, but are not limited to, fun houses, 
barrels, and other attractions without seats.

Amusement Ride.  A system that moves persons 
through a fixed course within a defined area for 
the purpose of amusement.

Amusement Ride Seat.  A seat that is built-in or 
mechanically fastened to an amusement ride 
intended to be occupied by one or more 
passengers.

Area of Rescue Assistance.  An area, which has 
direct access to an exit, where people who are 
unable to use stairs may remain temporarily in 
safety to await further instructions or assistance 
during emergency evacuation.  

Area of Sport Activity.  That portion of a room or 
space where the play or practice of a sport occurs.

Assembly Area.  A room or space accommodating 
a group of individuals for recreational, 
educational, political, social, civic, or amusement 
purposes, or for the consumption of food and 
drink.  

Automatic Door.  A door equipped with a power-
operated mechanism and controls that open and 
close the door automatically upon receipt of a 
momentary actuating signal.  The switch that 
begins the automatic cycle may be a photoelectric 
device, floor mat, or manual switch (see power-
assisted door).  

Boarding Pier.  A portion of a pier where a boat is 
temporarily secured for the purpose of embarking 
or disembarking.

Boat Launch Ramp.  A sloped surface designed 
for launching and retrieving trailered boats and 
other water craft to and from a body of water.

Boat Slip.  That portion of a pier, main pier, finger 
pier, or float where a boat is moored for the 
purpose of berthing, embarking, or disembarking.

Building.  Any structure used and intended for 
supporting or sheltering any use or occupancy.  

Catch Pool.  A pool or designated section of a 
pool used as a terminus for water slide flumes.

Circulation Path.  An exterior or interior way of 
passage from one place to another for 
pedestrians, including, but not limited to, walks, 
hallways, courtyards, stairways, and stair 
landings.  

Clear.  Unobstructed.  

Clear Floor Space.  The minimum unobstructed 
floor or ground space required to accommodate a 
single, stationary wheelchair and occupant.  

Closed Circuit Telephone.  A telephone with 
dedicated line(s) such as a house phone, courtesy 
phone or phone that must be used to gain 
entrance to a facility.  

Common Use.  Refers to those interior and 
exterior rooms, spaces, or elements that are made 
available for the use of a restricted group of 
people (for example, occupants of a homeless 
shelter, the occupants of an office building, or the 
guests of such occupants).  

Cross Slope.  The slope that is perpendicular to 
the direction of travel (see running slope).  

Curb Ramp.  A short ramp cutting through a curb 
or built up to it.  

Detectable Warning.  A standardized surface 
feature built in or applied to walking surfaces or 
other elements to warn visually impaired people 
of hazards on a circulation path.  

Egress, Means of.  A continous and unobstructed 
way of exit travel from any point in a building or 
facility to a public way.  A means of egress 
comprises vertical and horizontal travel and may 
include intervening room spaces, doorways, 
hallways, corridors, passageways, balconies, 
ramps, stairs, enclosures, lobbies, horizontal 
exits, courts and yards.  An accessible means of 
egress is one that complies with these guidelines 
and does not include stairs, steps, or escalators.  
Areas of rescue assistance or evacuation elevators 
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may be included as part of accessible means of 
egress.  

Element.  An architectural or mechanical 
component of a building, facility, space, or site, 
e.g., telephone, curb ramp, door, drinking 
fountain, seating, or water closet.  

Elevated Play Component.  A play component 
that is approached above or below grade and that 
is part of a composite play structure consisting of 
two or more play components attached or 
functionally linked to create an integrated unit 
providing more than one play activity.

Entrance.  Any access point to a building or 
portion of a building or facility used for the 
purpose of entering.  An entrance includes the 
approach walk, the vertical access leading to the 
entrance platform, the entrance platform itself, 
vestibules if provided, the entry door(s) or gate(s) 
and the hardware of the entry door(s) or gate(s).  

Facility.  All or any portion of buildings, 
structures, site improvements, complexes, 
equipment, roads, walks, passageways, parking 
lots, or other real or personal property located on 
a site.  

Gangway.  A variable-sloped pedestrian walkway 
that links a fixed structure or land with a floating 
structure. Gangways which connect to vessels are 
not included.  

Golf Car Passage.  A continuous passage on 
which a motorized golf car can operate.

Ground Floor.  Any occupiable floor less than one 
story above or below grade with direct access to 
grade.  A building or facility always has at least 
one ground floor and may have more than one 
ground floor as where a split level entrance has 
been provided or where a building is built into a 
hillside.  

Ground Level Play Component.  A play 
component that is approached and exited at the 
ground level.

Mezzanine or Mezzanine Floor.  That portion of 
a story which is an intermediate floor level placed 
within the story and having occupiable space 
above and below its floor.  

Marked Crossing.  A crosswalk or other identified 
path intended for pedestrian use in crossing a 
vehicular way.  

Multifamily Dwelling. Any building containing 
more than two dwelling units.  

Occupiable.  A room or enclosed space designed 
for human occupancy in which individuals 
congregate for amusement, educational or similar 
purposes, or in which occupants are engaged at 
labor, and which is equipped with means of 
egress, light, and ventilation.  

Operable Part.  A part of a piece of equipment or 
appliance used to insert or withdraw objects, or to 
activate, deactivate, or adjust the equipment or 
appliance (for example, coin slot, push button, 
handle).  

Path of Travel.  (Reserved).  

Play Area.  A portion of a site containing play 
components designed and constructed for 
children.

Play Component.  An element intended to 
generate specific opportunities for play, 
socialization, or learning.  Play components may 
be manufactured or natural, and may be stand 
alone or part of a composite play structure.

Power-assisted Door.  A door used for human 
passage with a mechanism that helps to open the 
door, or relieves the opening resistance of a door, 
upon the activation of a switch or a continued 
force applied to the door itself.  

Private Facility.  A place of public 
accommodation or a commercial facility subject 
to title III of the ADA and 28 CFR part 36 or a 
transportation facility subject to title III of the ADA 
and 49 CFR 37.45.  
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Public Facility.  A facility or portion of a facility 
constructed by, on behalf of, or for the use of a 
public entity subject to title II of the ADA and 28 
CFR part 35 or to title II of the ADA and 49 CFR 
37.41 or 37.43.  

Public Use.  Describes interior or exterior rooms 
or spaces that are made available to the general 
public.  Public use may be provided at a building 
or facility that is privately or publicly owned.  

Ramp.  A walking surface which has a running 
slope greater than 1:20.  

Running Slope.  The slope that is parallel to the 
direction of travel (see cross slope).  

Service Entrance.  An entrance intended 
primarily for delivery of goods or services.  

Signage.  Displayed verbal, symbolic, tactile, and 
pictorial information.  

Site.  A parcel of land bounded by a property line 
or a designated portion of a public right-of-way.  

Site Improvement.  Landscaping, paving for 
pedestrian and vehicular ways, outdoor lighting, 
recreational facilities, and the like, added to a site.  

Sleeping Accommodations.  Rooms in which 
people sleep; for example, dormitory and hotel or 
motel guest rooms or suites.  

Soft Contained Play Structure.  A play structure 
made up of one or more components where the 
user enters a fully enclosed play environment that 
utilizes pliable materials (e.g., plastic, netting, 
fabric).

Space.  A definable area, e.g., room, toilet room, 
hall, assembly area, entrance, storage room, 
alcove, courtyard, or lobby.  

Story.  That portion of a building included 
between the upper surface of a floor and upper 
surface of the floor or roof next above.  If such 
portion of a building does not include occupiable 
space, it is not considered a story for purposes of 
these guidelines.  There may be more than one 

floor level within a story as in the case of a 
mezzanine or mezzanines.  

Structural Frame.  The structural frame shall be 
considered to be the columns and the girders, 
beams, trusses and spandrels having direct 
connections to the columns and all other 
members which are essential to the stability of the 
building as a whole.  

TDD.  (Telecommunication Devices for the Deaf).  
See text telephone.  

TTY (Tele-Typewriter).  See text telephone.  

Tactile.  Describes an object that can be perceived 
using the sense of touch.  

Technically Infeasible.  See 4.1.6(1)(j) 
EXCEPTION.  

Teeing Ground.  In golf, the starting place for the 
hole to be played.

Text Telephone (TTY).  Machinery or equipment 
that employs interactive text based 
communications through the transmission of 
coded signals accross the standard telephone 
network.  Text telephones can include, for 
example, devices known as TDDs 
(telecommunication display devices or 
telecommunication devices for deaf persons) or 
computers with special modems.  Text telephones 
are also called TTYs, an abbreviation for tele-
typewriter.  

Transient Lodging.*  A building, facility, or 
portion thereof, excluding inpatient medical care 
facilities and residential facilities, that contains 
sleeping accommodations.  Transient lodging may 
include, but is not limited to, resorts, group 
homes, hotels, motels, and dormitories.

Transfer Device.  Equipment designed to 
facilitate the transfer of a person from a 
wheelchair or other  mobility device to and from 
an amusement ride seat.

Transition Plate.  A sloping pedestrian walking 
surface located at the end(s) of a gangway.
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Use Zone.  The ground level area beneath and 
immediately adjacent to a play structure or 
equipment that is designated by ASTM F 1487 
Standard Consumer Safety Performance 
Specification for Playground Equipment for Public 
Use (incorporated by reference, see 2.3.2) for 
unrestricted circulation around the equipment 
and on whose surface it is predicted that a user 
would land when falling from or exiting the 
equipment.  

Vehicular Way.  A route intended for vehicular 
traffic, such as a street, driveway, or parking lot.  

Walk.  An exterior pathway with a prepared 
surface intended for pedestrian use, including 
general pedestrian areas such as plazas and 
courts.  



                                        4.0 Accessible Elements and Spaces: Scope and Technical Requirements

5

Note: Sections 4.1.1 through 4.1.7 are different 
from ANSI A117.1 in their entirety and are 
printed in standard type (ANSI A117.1 does not 
include scoping provisions). 

4.1 Minimum Requirements 

4.1.1* Application. 

     (1) General. All areas of newly designed or 
newly constructed buildings and facilities and 
altered portions of existing buildings and facilities 
shall comply with section 4, unless otherwise 
provided in this section or as modified in a special  
application section. 

     (2) Application Based on Building Use. Special 
application sections provide additional 
requirements based on building use. When a 
building or facility contains more than one use 
covered by a special application section, each 
portion shall comply with the requirements for 
that use.

     (3)* Areas Used Only by Employees as Work 
Areas. Areas that are used only as work areas 
shall be designed and constructed so that 
individuals with disabilities can approach, enter, 
and exit the areas. These guidelines do not 
require that any areas used only as work areas be 
constructed to permit maneuvering within the 
work area or be constructed or equipped (i.e., 
with racks or shelves) to be accessible. 

     (4) Temporary Structures. These guidelines 
cover temporary buildings or facilities as well as 
permanent facilities. Temporary buildings and 
facilities are not of permanent construction but 
are extensively used or are essential for public use 
for a period of time. Examples of temporary 
buildings or facilities covered by these guidelines 
include, but are not limited to: reviewing stands, 
temporary classrooms, bleacher areas, exhibit 

areas, temporary banking facilities, temporary 
health screening services, or temporary safe 
pedestrian passageways around a construction 
site. Structures, sites and equipment directly 
associated with the actual processes of 
construction, such as scaffolding, bridging, 
materials hoists, or construction trailers are not 
included. 

     (5) General Exceptions. 

          (a) In new construction, a person or entity is 
not required to meet fully the requirements of 
these guidelines where that person or entity can 
demonstrate that it is structurally impracticable 
to do so. Full compliance will be considered 
structurally impracticable only in those rare 
circumstances when the unique           
characteristics of terrain prevent the 
incorporation of accessibility features. If full 
compliance with the requirements of these 
guidelines is structurally impracticable, a person 
or entity shall comply with the requirements to 
the extent it is not structurally impracticable. Any 
portion of the building or facility which can be 
made accessible shall comply to the extent that it 
is not structurally impracticable. 

          (b) Accessibility is not required to or in:

               (i) raised areas used primarily for 
purposes of security or life or fire safety, 
including, but not limited to, observation or 
lookout galleries, prison guard towers, fire 
towers, or fixed life guard stands; 

               (ii) non-occupiable spaces accessed only 
by ladders, catwalks, crawl spaces, very narrow 
passageways, tunnels, or freight (non-passenger) 
elevators, and frequented only by service 
personnel for maintenance, repair, or occasional 
monitoring of equipment; such spaces may 
include, but are not limited to, elevator pits, 
elevator penthouses, piping or equipment 
catwalks, water or sewage treatment pump rooms 
and stations, electric substations and transformer               
vaults, and highway and tunnel utility facilities;

               (iii) single occupant structures accessed 
only by a passageway that is below grade or that is 

4. ACCESSIBLE ELEMENTS 
AND SPACES: SCOPE AND 
TECHNICAL 
REQUIREMENTS. 
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elevated above standard curb height, including, 
but not limited to, toll booths accessed from 
underground tunnels;

               (iv) raised structures used solely for 
refereeing, judging, or scoring a sport;

               (v) water slides;

               (vi) animal containment areas that are 
not for public use; or

               (vii) raised boxing or wrestling rings.

4.1.2 Accessible Sites and Exterior Facilities: 
New Construction. An accessible site shall meet 
the following minimum requirements: 

     (1) At least one accessible route complying with 
4.3 shall be provided within the boundary of the 
site from public transportation stops, accessible 
parking spaces, passenger loading zones if 
provided, and public streets or sidewalks, to an 
accessible building entrance. 

     (2) (a) At least one accessible route complying 
with 4.3 shall connect accessible buildings, 
accessible facilities, accessible elements, and 
accessible spaces that are on the same site. 

          (b)* Court Sports: An accessible route 
complying with 4.3 shall directly connect both 
sides of the court in court sports.

     (3) All objects that protrude from surfaces or 
posts into circulation paths shall comply with 4.4. 

EXCEPTION:  The requirements of 4.4 shall not 
apply within an area of sport activity.

     (4) Ground surfaces along accessible routes 
and in accessible spaces shall comply with 4.5. 

EXCEPTION 1*: The requirements of 4.5 shall not 
apply within an area of sport activity.  

EXCEPTION 2*: Animal containment areas 
designed and constructed for public use shall not 
be required to provide stable, firm, and slip 
resistant ground and floor surfaces and shall not 
be required to comply with 4.5.2.

     (5) (a) If parking spaces are provided for self-
parking by employees or visitors, or both, then 
accessible spaces complying with 4.6 shall be 
provided in each such parking area in 
conformance with the table below. Spaces 
required by the table need not be provided in the 
particular lot. They may be provided in a different 
location if equivalent or greater accessibility, in 
terms of distance from an accessible entrance, 
cost and convenience is ensured. 

     Except as provided in (b), access aisles 
adjacent to accessible spaces shall be 60 in (1525 
mm) wide minimum. 

          (b) One in every eight accessible spaces, but 
not less than one, shall be served by an access 
aisle 96 in (2440 mm) wide minimum and shall 
be designated "van accessible" as required by 
4.6.4. The vertical clearance at such spaces shall 
comply with 4.6.5. All such spaces may be 
grouped on one level of a parking structure. 

EXCEPTION: Provision of all required parking 
spaces in conformance with "Universal Parking 
Design" (see appendix A4.6.3) is permitted. 

          (c) If passenger loading zones are provided, 
then at least one passenger loading zone shall 
comply with 4.6.6. 

          (d) At facilities providing medical care and 
other services for persons with mobility 

TOTAL PARKING 
IN LOT

REQUIRED MINIMUM 
NUMBER OF 

ACCESSIBLE SPACES

1 to 25
26 to 50
51 to 75

76 to 100
101 to 150
151 to 200
201 to 300
301 to 400
401 to 500

501 to 1000
1001 and over

1
2
3
4
5
6
7
8
9

2 percent of total
20 plus 1 for each 100 over 

1000
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impairments, parking spaces complying with 4.6 
shall be provided in accordance with 4.1.2(5)(a) 
except as follows: 

               (i) Outpatient units and facilities: 10 
percent of the total number of parking spaces 
provided serving each such outpatient unit or 
facility; 

               (ii) Units and facilities that specialize in 
treatment or services for persons with mobility 
impairments: 20 percent of the total number of 
parking spaces provided serving each such unit or 
facility. 

          (e)* Valet parking: Valet parking facilities 
shall provide a passenger loading zone complying 
with 4.6.6 located on an accessible route to the 
entrance of the facility. Paragraphs 5(a), 5(b), and 
5(d) of this section do not apply to valet parking 
facilities. 

     (6) If toilet facilities are provided on a site, then 
each such public or common use toilet facility 
shall comply with 4.22. If bathing facilities are 
provided on a site, then each such public or 
common use bathing facility shall comply with 
4.23.

For single user portable toilet or bathing units 
clustered at a single location, at least five percent 
but no less than one toilet unit or bathing unit 
complying with 4.22 or 4.23 shall be installed at 
each cluster whenever typical inaccessible units 
are provided. Accessible units shall be identified 
by the International Symbol of Accessibility. 

EXCEPTION: Portable toilet units at construction 
sites used exclusively by construction personnel 
are not required to comply with 4.1.2(6). 

     (7) Building Signage. Signs which designate 
permanent rooms and spaces shall comply with 
4.30.1, 4.30.4, 4.30.5 and 4.30.6. Other signs 
which provide direction to, or information about, 
functional spaces of the building shall comply 
with 4.30.1, 4.30.2, 4.30.3, and 4.30.5. Elements 
and spaces of accessible facilities which shall be 
identified by the International Symbol of 

Accessibility and which shall comply with 4.30.7 
are: 

          (a) Parking spaces designated as reserved 
for individuals with disabilities; 

          (b) Accessible passenger loading zones; 

          (c) Accessible entrances when not all are 
accessible (inaccessible entrances shall have 
directional signage to indicate the route to the 
nearest accessible entrance); 

          (d) Accessible toilet and bathing facilities 
when not all are accessible. 

4.1.3 Accessible Buildings: New Construction. 
Accessible buildings and facilities shall meet the 
following minimum requirements: 

     (1) (a) At least one accessible route complying 
with 4.3 shall connect accessible building or 
facility entrances with all accessible spaces and 
elements within the building or facility. 

       (b)* Court Sports: An accessible route 
complying with 4.3 shall directly connect both 
sides of the court in court sports.

     (2) All objects that overhang or protrude into 
circulation paths shall comply with 4.4. 

EXCEPTION:  The requirements of 4.4 shall not 
apply within an area of sport activity.

     (3) Ground and floor surfaces along accessible 
routes and in accessible rooms and spaces shall 
comply with 4.5. 

EXCEPTION 1*: The requirements of 4.5 shall not 
apply within an area of sport activity.  

EXCEPTION 2*: Animal containment areas 
designed and constructed for public use shall not 
be required to provide stable, firm, and slip 
resistant ground and floor surfaces and shall not 
be required to comply with 4.5.2.

     (4) Interior and exterior stairs connecting levels 
that are not connected by an elevator, ramp, or 
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other accessible means of vertical access shall 
comply with 4.9. 

     (5)* One passenger elevator complying with 
4.10 shall serve each level, including mezzanines, 
in all multi-story buildings and facilities unless 
exempted below. If more than one elevator is 
provided, each passenger elevator shall comply 
with 4.10. 

EXCEPTION 1: Elevators are not required in: 

               (a) private facilities that are less than 
three stories or that have less than 3000 square 
feet per story unless the building is a shopping 
center, a shopping mall, or the professional office 
of a health care provider, or another type of facility 
as determined by the Attorney General; or

               (b) public facilities that are less than 
three stories and that are not open to the general 
public if the story above or below the accessible 
ground floor houses no more than five persons 
and is less than 500 square feet. Examples may 
include, but are not limited to, drawbridge towers 
and boat traffic towers, lock and dam control 
stations, and train dispatching towers.

The elevator exemptions set forth in paragraphs 
(a) and (b) do not obviate or limit in any way the 
obligation to comply with the other accessibility 
requirements established in section 4.1.3. For 
example, floors above or below the accessible 
ground floor must meet the requirements of this 
section except for elevator service. If toilet or 
bathing facilities are provided on a level not 
served by an elevator, then toilet or bathing 
facilities must be provided on the accessible 
ground floor. In new construction, if a building or 
facility is eligible for exemption but a passenger 
elevator is nonetheless planned, that elevator shall 
meet the requirements of 4.10 and shall serve 
each level in the building. A passenger elevator 
that provides service from a garage to only one 
level of a building or facility is not required to 
serve other levels. 

EXCEPTION 2: Elevator pits, elevator penthouses, 
mechanical rooms, piping or equipment catwalks 
are exempted from this requirement. 

EXCEPTION 3: Accessible ramps complying with 
4.8 may be used in lieu of an elevator. 

EXCEPTION 4: Platform lifts (wheelchair lifts) 
complying with 4.11 of this guideline and 
applicable State or local codes may be used in lieu 
of an elevator only under the following conditions: 

          (a) To provide an accessible route to a 
performing area in an assembly occupancy. 

          (b) To comply with the wheelchair viewing 
position line-of- sight and dispersion 
requirements of 4.33.3. 

          (c) To provide access to incidental 
occupiable spaces and rooms which are not open 
to the general public and which house no more 
than five persons, including but not limited to 
equipment control rooms and projection booths. 

          (d) To provide access where existing site 
constraints or other constraints make use of a 
ramp or an elevator infeasible. 

          (e) To provide access to raised judges' 
benches, clerks' stations, speakers' platforms, 
jury boxes and witness stands or to depressed 
areas such as the well of a court.

           (f)* To provide access to player seating 
areas serving an area of sport activity.

EXCEPTION 5: Elevators located in air traffic 
control towers are not required to serve the cab 
and the floor immediately below the cab.

     (6) Windows: (Reserved). 

     (7) Doors: 

          (a) At each accessible entrance to a building 
or facility, at least one door shall comply with 
4.13. 

          (b) Within a building or facility, at least one 
door at each accessible space shall comply with 
4.13. 

          (c) Each door that is an element of an 
accessible route shall comply with 4.13. 
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          (d) Each door required by 4.3.10, Egress, 
shall comply with 4.13. 

     (8)* The requirements in (a) and (b) below 
shall be satisfied independently: 

          (a)(i) At least 50 percent of all public 
entrances (excluding those in (b) below) shall 
comply with 4.14. At least one must be a ground 
floor entrance. Public entrances are any entrances 
that are not loading or service entrances.

               (ii) Accessible public entrances must be 
provided in a number at least equivalent to the 
number of exits required by the applicable 
building or fire codes. (This paragraph does not 
require an increase in the total number of public 
entrances planned for a facility.)

              (iii) An accessible public entrance must be 
provided to each tenancy in a facility (for example, 
individual stores in a strip shopping center).

              (iv) In detention and correctional facilities 
subject to section 12, public entrances that are 
secured shall be accessible as required by 12.2.1.

One entrance may be considered as meeting more 
than one of the requirements in (a). Where 
feasible, accessible public entrances shall be the 
entrances used by the majority of people visiting 
or working in the building.

          (b)(i) In addition, if direct access is provided 
for pedestrians from an enclosed parking garage 
to the building, at least one direct entrance from 
the garage to the building must be accessible.

                (ii) If access is provided for pedestrians 
from a pedestrian tunnel or elevated walkway, one 
entrance to the building from each tunnel or 
walkway must be accessible.

               (iii) In judicial, legislative, and regulatory 
facilities subject to section 11, restricted and 
secured entrances shall be accessible in the 
number required by 11.1.1. 

One entrance may be considered as meeting more 
than one of the requirements in (b).

Because entrances also serve as emergency exits 
whose proximity to all parts of buildings and 
facilities is essential, it is preferable that all 
entrances be accessible. 

          (c) If the only entrance to a building, or 
tenancy in a facility, is a service entrance, that 
entrance shall be accessible.

          (d) Entrances which are not accessible shall 
have directional signage complying with 4.30.1, 
4.30.2, 4.30.3, and 4.30.5, which indicates the 
location of the nearest accessible entrance.

     (9)* In buildings or facilities, or portions of 
buildings or facilities, required to be accessible, 
accessible means of egress shall be provided in 
the same number as required for exits by local 
building/life safety regulations. Where a required 
exit from an occupiable level above or below a 
level of accessible exit discharge is not accessible, 
an area of rescue assistance shall be provided on 
each such level (in a number equal to that of 
inaccessible required exits). Areas of rescue 
assistance shall comply with 4.3.11. A horizontal 
exit, meeting the requirements of local building/
life safety regulations, shall satisfy the 
requirement for an area of rescue assistance. 

EXCEPTION: Areas of rescue assistance are not 
required in buildings or facilities having a 
supervised automatic sprinkler system. 

     (10)* Drinking Fountains: 

          (a) Where only one drinking fountain is 
provided on a floor there shall be a drinking 
fountain which is accessible to individuals who 
use wheelchairs in accordance with 4.15 and one 
accessible to those who have difficulty bending or 
stooping. (This can be accommodated by the use 
of a "hi-lo" fountain; by providing one fountain 
accessible to those who use wheelchairs and one 
fountain at a standard height convenient for those 
who have difficulty bending; by providing a 
fountain accessible under 4.15 and a water 
cooler; or by such other means as would achieve 
the required accessibility for each group on each 
floor.) 
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          (b) Where more than one drinking fountain 
or water cooler is provided on a floor, 50% of 
those provided shall comply with 4.15 and shall 
be on an accessible route. 

     (11) Toilet Facilities: If toilet rooms are 
provided, then each public and common use toilet 
room shall comply with 4.22. Other toilet rooms 
provided for the use of occupants of specific 
spaces (i.e., a private toilet room for the occupant 
of a private office) shall be adaptable. If bathing 
rooms are provided, then each public and 
common use bathroom shall comply with 4.23. 
Accessible toilet rooms and bathing facilities shall 
be on an accessible route. 

     (12) Storage, Shelving and Display Units: 

         (a) If fixed or built-in storage facilities such 
as cabinets, shelves, closets, and drawers are 
provided in accessible spaces, at least one of each 
type provided shall contain storage space 
complying with 4.25. Additional storage may be 
provided outside of the dimensions required by 
4.25. 

         (b) Shelves or display units allowing self-
service by customers in mercantile occupancies 
shall be located on an accessible route complying 
with 4.3. Requirements for accessible reach range 
do not apply. 

         (c)* Where lockers are provided in accessible 
spaces, at least 5 percent, but not less than one, of 
each type of locker shall comply with 4.25.

     (13) Controls and operating mechanisms in 
accessible spaces, along accessible routes, or as 
parts of accessible elements (for example, light 
switches and dispenser controls) shall comply 
with 4.27. 

EXCEPTION:  The requirements of 4.27 shall not 
apply to exercise machines.

     (14) If emergency warning systems are 
provided, then they shall include both audible 
alarms and visual alarms complying with 4.28. 
Sleeping accommodations required to comply 
with 9.3 shall have an alarm system complying 

with 4.28. Emergency warning systems in medical 
care facilities may be modified to suit standard 
health care alarm design practice. 

     (15) Detectable warnings shall be provided at 
locations as specified in 4.29. 

     (16) Building Signage:

          (a) Signs which designate permanent rooms 
and spaces shall comply with 4.30.1, 4.30.4, 
4.30.5 and 4.30.6. 

          (b) Other signs which provide direction to or 
information about functional spaces of the 
building shall comply with 4.30.1, 4.30.2, 4.30.3, 
and 4.30.5. 

EXCEPTION: Building directories, menus, and all 
other signs which are temporary are not required   
to comply. 

     (17) Public Telephones:

          (a) If public pay telephones, public closed 
circuit telephones, or other public telephones are 
provided, then they shall comply with 4.31.2 
through 4.31.8 to the extent required by the 
following table:  

¹ Additional public telephones may be installed at 
any height. Unless otherwise specified, accessible 

Number of each 
type  of  telephone 
provided on each 
floor

Number of telephones 
required to comply with 
4.31.2 through 4.31.8¹

1 or more single unit
1 bank²
2 or more banks²

1 per floor
1 per floor
1 per bank. Accessible unit 
may be installed as a single 
unit in proximity (either 
visible or with signage) to 
the bank. At least one 
public telephone per floor 
shall meet the 
requirements for a forward 
reach telephone³
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telephones may be either forward or side reach 
telephones. 

² A bank consists of two or more adjacent public 
telephones, often installed as a unit. 

³ EXCEPTION: For exterior installations only, if 
dial tone first service is available, then a side 
reach telephone may be installed instead of the 
required forward reach telephone. 

          (b)* All telephones required to be accessible 
and complying with 4.31.2 through 4.31.8 shall 
be equipped with a volume control. In addition, 
25 percent, but never less than one, of all other 
public telephones provided shall be equipped with 
a volume control and shall be dispersed among all 
types of public telephones, including closed 
circuit telephones, throughout the building or 
facility. Signage complying with applicable 
provisions of 4.30.7 shall be provided. 

          (c) The following shall be provided in 
accordance with 4.31.9: 

               (i) If four or more public pay telephones 
(including both interior and exterior telephones) 
are provided at a site of a private facility, and at 
least one is in an interior location, then at least 
one interior public text telephone (TTY) shall be 
provided. If an interior public pay telephone is                
provided in a public use area in a building of a 
public facility, at least one interior public text               
telephone (TTY) shall be provided in the building 
in a public use area.

               (ii) If an interior public pay telephone is 
provided in a private facility that is a stadium or 
arena, a convention center, a hotel with a 
convention center, or a covered mall, at least one 
interior public text telephone (TTY) shall be 
provided in the facility. In stadiums, arenas and 
convention centers which are public facilities, at 
least one public text telephone (TTY) shall be 
provided on each floor level having at least one 
interior public pay telephone. 

               (iii) If a public pay telephone is located in 
or adjacent to a hospital emergency room, 
hospital recovery room, or hospital waiting room, 

one public text telephone (TTY) shall be provided 
at each such location. 

               (iv) If an interior public pay telephone is 
provided in the secured area of a detention or 
correctional facility subject to section 12, then at 
least one public text telephone (TTY) shall also be 
provided in at least one secured area. Secured 
areas are those areas used only by detainees or 
inmates and security personnel.

          (d) Where a bank of telephones in the 
interior of a building consists of three or more 
public pay telephones, at least one public pay 
telephone in each such bank shall be equipped 
with a shelf and outlet in compliance with 
4.31.9(2). 

EXCEPTION: This requirement does not apply to 
the secured areas of detention or correctional 
facilities where shelves and outlets are prohibited 
for purposes of security or safety. 

     (18) If fixed or built-in seating or tables 
(including, but not limited to, study carrels and 
student laboratory stations), are provided in 
accessible public or common use areas, at least 
five percent (5%), but not less than one, of the 
fixed or built-in seating areas or tables shall 
comply with 4.32. An accessible route shall lead 
to and through such fixed or built-in seating 
areas, or tables. 

     (19)* Assembly Areas: 

          (a) In places of assembly with fixed seating 
accessible wheelchair locations shall comply with 
4.33.2, 4.33.3, and 4.33.4 and shall be provided 
consistent with the following table: 

Capacity of Seating 
in Assembly Areas

Number of Required 
Wheelchair Locations

4 to 25
26 to 50

51 to 300
301 to 500
over 500

1
2
4
6

6 plus 1 additional space 
for each total seating 

capacity increase of 100
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In addition, one percent, but not less than one, of 
all fixed seats shall be aisle seats with no armrests 
on the aisle side, or removable or folding armrests 
on the aisle side. Each such seat shall be 
identified by a sign or marker. Signage notifying 
patrons of the availability of such seats shall be 
posted at the ticket office. Aisle seats are not 
required to comply with 4.33.4. 

          (b) This paragraph applies to assembly 
areas where audible communications are integral 
to the use of the space (e.g., concert and lecture 
halls, playhouses and movie theaters, meeting 
rooms, etc.). Such assembly areas, if (1) they 
accommodate at least 50 persons, or if they have 
audio-amplification systems, and (2) they have 
fixed seating, shall have a permanently installed 
assistive listening system complying with 4.33. 
For other assembly areas, a permanently installed 
assistive listening system, or an adequate number 
of electrical outlets or other supplementary wiring 
necessary to support a portable assistive listening 
system shall be provided. The minimum number 
of receivers to be provided shall be equal to 4 
percent of the total number of seats, but in no 
case less than two. Signage complying with 
applicable provisions of 4.30 shall be installed to 
notify patrons of the availability of a listening 
system. 

          (c) Where a team or player seating area 
contains fixed seats and serves an area of sport 
activity, the seating area shall contain the number 
of wheelchair spaces required by 4.1.3(19)(a), but 
not less than one wheelchair space.  Wheelchair 
spaces shall comply with 4.33.2, 4.33.3, 4.33.4, 
and 4.33.5.

EXCEPTION 1: Wheelchair spaces in team or 
player seating areas shall not be required to 
provide a choice of admission price or lines of 
sight comparable to those for members of the 
general public.

EXCEPTION 2: This provision shall not apply to 
team or player seating areas serving bowling lanes 
not required to be accessible by 15.7.2.

     (20) Where automated teller machines (ATMs) 
are provided, each ATM shall comply with the 

requirements of 4.34 except where two or more 
are provided at a location, then only one must 
comply. 

EXCEPTION: Drive-up-only automated teller 
machines are not required to comply with 4.27.2, 
4.27.3 and 4.34.3. 

     (21) Where dressing, fitting, or locker rooms 
are provided, the rooms shall comply with 4.35.

EXCEPTION:  Where dressing, fitting, or locker 
rooms are provided in a cluster, at least 5 percent, 
but not less than one, of the rooms for each type 
of use in each cluster shall comply with 4.35.

     (22) Where saunas or steam rooms are 
provided, the rooms shall comply with 4.36.

EXCEPTION:  Where saunas or steam rooms are 
provided in a cluster, at least 5 percent, but not 
less than one, of the rooms for each type of use in 
each cluster shall comply with 4.36.

4.1.4 (Reserved)

4.1.5 Accessible Buildings: Additions. Each 
addition to an existing building or facility shall be 
regarded as an alteration. Each space or element 
added to the existing building or facility shall 
comply with the applicable provisions of 4.1.1 to 
4.1.3, Minimum Requirements (for New 
Construction) and the applicable technical 
specifications of section 4 and the special 
application sections. Each addition that affects or 
could affect the usability of an area containing a 
primary function shall comply with 4.1.6(2). 
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4.34.5 Equipment for Persons with Vision 
Impairments. Instructions and all information for 
use shall be made accessible to and independently 
usable by persons with vision impairments. 

4.35 Dressing, Fitting, and Locker Rooms.

4.35.1 General.  Dressing, fitting, and locker 
rooms required to be accessible by 4.1 shall 
comply with 4.35 and shall be on an accessible 
route.

4.35.2 Clear Floor Space. A clear floor space 
allowing a person using a wheelchair to make a 
180-degree turn shall be provided in every 
accessible dressing room entered through a 
swinging or sliding door. No door shall swing into 
any part of the turning space.  Turning space shall 
not be required in a private dressing room 
entered through a curtained opening at least 32 in 
(815 mm) wide if clear floor space complying with 
section 4.2 renders the dressing room usable by a 
person using a wheelchair. 

4.35.3 Doors. All doors to accessible dressing 
rooms shall be in compliance with section 4.13. 

4.35.4 Bench.  A bench complying with 4.37 
shall be provided within the room.

4.35.5 Mirror. Where mirrors are provided in 
dressing rooms of the same use, then in an 
accessible dressing room, a full-length mirror, 
measuring at least 18 in wide by 54 in high (460 
mm by 1370 mm), shall be mounted in a position 
affording a view to a person on the bench as well 
as to a person in a standing position. 

4.36 Saunas and Steam Rooms.

4.36.1 General.  Saunas and steam rooms 
required to be accessible by 4.1 shall comply with 
4.36.

4.36.2* Wheelchair Turning Space.  A 
wheelchair turning space complying with 4.2.3 
shall be provided within the room.

EXCEPTION: Wheelchair turning space shall be 
permitted to be obstructed by readily removable 
seats.

4.36.3 Sauna and Steam Room Bench.  Where 
seating is provided, at least one bench shall be 
provided and shall comply with 4.37.

4.36.4 Door Swing.  Doors shall not swing into 
any part of the clear floor or ground space 
required at a bench complying with 4.37.

4.37 Benches.  

4.37.1 General.  Benches required to be 
accessible by 4.1 shall comply with 4.37.

4.37.2 Clear Floor or Ground Space.  Clear floor 
or ground space complying with 4.2.4 shall be 
provided and shall be positioned for parallel 
approach to a short end of a bench seat.

EXCEPTION:  Clear floor or ground space 
required by 4.37.2 shall be permitted to be 
obstructed by readily removable seats in saunas 
and steam rooms.

4.37.3* Size.  Benches shall be fixed and shall 
have seats that are 20 inches (510 mm) minimum 
to 24 inches (610 mm) maximum in depth and 42 
inches (1065 mm) minimum in length (see Fig. 
47).     
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4.37.4 Back Support.  Benches shall have back 
support that is 42 inches (1065 mm) minimum in 
length and that extends from a point 2 inches (51 
mm) maximum above the seat to a point 18 
inches (455 mm) minimum above the seat (see 
Fig. 48).    

4.37.5 Seat Height.  Bench seats shall be 17 
inches (430 mm) minimum to 19 inches (485 
mm) maximum above the floor or ground.

4.37.6 Structural Strength.  Allowable stresses 
shall not be exceeded for materials used when a 
vertical or horizontal force of 250 lbs. (1112 N) is 
applied at any point on the seat, fastener, 
mounting device, or supporting structure.

4.37.7 Wet Locations. The surface of benches 
installed in wet locations shall be slip-resistant 
and shall not accumulate water.
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back support (e.g., attachment to wall).  The 
structural strength of the bench attachments shall 
comply with 4.26.3.  

(7) Storage.  Fixed or built-in storage facilities, 
such as cabinets, shelves, closets, and drawers, 
shall contain storage space complying with 4.25.  

(8) Controls.  All controls intended for 
operation by inmates shall comply with 4.27.  

(9) Accommodations for persons with hearing 
impairments required by 12.4.3 and complying 
with 12.6 shall be provided in accessible cells or 
rooms.  

12.6 Visible Alarms and Telephones.  Where 
audible emergency warning systems are provided 
to serve the occupants of holding or housing cells 
or rooms, visual alarms complying with 4.28.4 
shall be provided.  Where permanently installed 
telephones are provided within holding or housing 
cells or rooms, they shall have volume controls 
complying with 4.31.5.  

EXCEPTION: Visual alarms are not required 
where inmates or detainees are not allowed 
independent means of egress.  
     13 RESIDENTIAL HOUSING (Reserved)

Newly designed or newly constructed and altered 
recreation facilities shall comply with the 
applicable requirements of section 4 and the 
special application sections, except as modified or 
otherwise provided in this section.

15.1* Amusement Rides.

15.1.1 General.  Newly designed or newly 
constructed and altered amusement rides shall 
comply with 15.1.

EXCEPTION 1*: Mobile or portable amusement 
rides shall not be required to comply with 15.1.

EXCEPTION 2*: Amusement rides which are 
controlled or operated by the rider shall be 
required to comply only with 15.1.4 and 15.1.5.

EXCEPTION 3*: Amusement rides designed 
primarily for children, where children are 
assisted on and off the ride by an adult, shall be 
required to comply only with 15.1.4 and 15.1.5.

EXCEPTION 4: Amusement rides without 
amusement ride seats shall be required to comply 
only with 15.1.4 and 15.1.5.

15.1.2* Alterations to Amusement Rides.  A 
modification to an existing amusement ride is an 
alteration subject to 15.1 if one or more of the 
following conditions apply:

     (1) The amusement ride’s structural or 
operational characteristics are changed to the 
extent that the ride’s performance differs from 
that specified by the manufacturer or the original 
design criteria; or

     (2) The load and unload area of the amusement 
ride is newly designed and constructed.   

15.1.3 Number Required.  Each amusement ride 
shall provide at least one wheelchair space 
complying with 15.1.7, or at least one amusement 
ride seat designed for transfer complying with 
15.1.8, or at least one transfer device complying 
with 15.1.9.

15.1.4*  Accessible Route.  When in the load and 
unload position, amusement rides required to 
comply with 15.1 shall be served by an accessible 
route complying with 4.3.  Any part of an 
accessible route serving amusement rides with a 
slope greater than 1:20 shall be considered a 
ramp and shall comply with 4.8.  

13. RESIDENTIAL HOUSING. 
(Reserved).  

14. PUBLIC RIGHTS-OF-WAY. 
(Reserved).  

15. RECREATION 
FACILITIES.  
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EXCEPTION 1:  The maximum slope specified in 
4.8.2 shall not apply in the load and unload areas 
or on the amusement ride where compliance is 
structurally or operationally infeasible, provided 
that the slope of the ramp shall not exceed 1:8.

EXCEPTION 2:  Handrails shall not be required in 
the load and unload areas or on the amusement 
ride where compliance is structurally or 
operationally infeasible.

EXCEPTION 3:  Limited-use/limited-application 
elevators and platform lifts complying with 4.11 
shall be permitted to be part of an accessible 
route serving the load and unload area.

15.1.5 Load and Unload Areas. Load and unload 
areas serving amusement rides required to 
comply with 15.1 shall provide a maneuvering 
space complying with 4.2.3.  The maneuvering 
space shall have a slope not steeper than 1:48.

15.1.6 Signage.  Signage shall be provided at the 
entrance of the queue or waiting line for each 
amusement ride to identify the type of access 
provided.  Where an accessible unload area also 
serves as the accessible load area, signage shall be 
provided at the entrance to the queue or waiting 
line indicating the location of the accessible load 
and unload area.

15.1.7 Amusement Rides with Wheelchair 
Spaces.  Amusement rides with wheelchair 
spaces shall comply with 15.1.7.

15.1.7.1 Floor or Ground Surface.  The floor or 
ground surface of wheelchair spaces shall comply 
with 15.1.7.1.

15.1.7.1.1 Slope.  The floor or ground surface of 
wheelchair spaces shall have a slope not steeper 
than 1:48 when in the load and unload position 
and shall be stable and firm.

15.1.7.1.2* Gaps.  Floors of amusement rides 
with wheelchair spaces and floors of load and 
unload areas shall be coordinated so that, when 
the amusement rides are at rest in the load and 
unload position, the vertical difference between 
the floors shall be within plus or minus 5/8 inches 

(16 mm) and the horizontal gap shall be no 
greater than 3 inches (75 mm) under normal 
passenger load conditions.

EXCEPTION: Where compliance is not 
operationally or structurally feasible, ramps, 
bridge plates, or similar devices complying with 
the applicable requirements of 36 CFR 1192.83(c) 
shall be provided.

15.1.7.2 Clearances.  Clearances for wheelchair 
spaces shall comply with 15.1.7.2.

EXCEPTION 1: Where provided, securement 
devices shall be permitted to overlap required 
clearances.

EXCEPTION 2: Wheelchair spaces shall be 
permitted to be mechanically or manually 
repositioned.

EXCEPTION 3*: Wheelchair spaces shall not be 
required to comply with 4.4.2.  

15.1.7.2.1 Width and Length.  Wheelchair 
spaces shall provide a clear width of 30 inches 
(760 mm) minimum and a clear length of 48 
inches (1220 mm) minimum measured to 9 
inches (230 mm) minimum above the floor 
surface.

15.1.7.2.2* Wheelchair Spaces - Side Entry.  
Where the wheelchair space can be entered only 
from the side, the ride shall be designed to permit 
sufficient maneuvering space for individuals using 
a wheelchair or mobility device to enter and exit 
the ride.

15.1.7.2.3 Protrusions in Wheelchair Spaces.  
Objects are permitted to protrude a distance of 6 
inches (150 mm) maximum along the front of the 
wheelchair space where located 9 inches (230 
mm) minimum and 27 inches (685 mm) 
maximum above the floor or ground surface of the 
wheelchair space. Objects are permitted to 
protrude a distance of 25 inches (635 mm) 
maximum along the front of the wheelchair space, 
where located more than 27 inches (685 mm) 
above the floor or ground surface of the 
wheelchair space (see Fig. 58).  
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15.1.7.3 Openings.  Where openings are 
provided to access wheelchair spaces on 
amusement  rides, the entry shall provide a 32 
inch (815 mm) minimum clear opening.

15.1.7.4 Approach.  One side of the wheelchair 
space shall adjoin an accessible route.

15.1.7.5 Companion Seats.  Where the interior 
width of the amusement ride is greater than 53 
inches (1346 mm), seating is provided for more 
than one rider, and the wheelchair is not required 
to be centered within the amusement ride, a 
companion seat shall be provided for each 
wheelchair space.

15.1.7.5.1 Shoulder-to-Shoulder Seating.  
Where an amusement ride provides shoulder-to-
shoulder seating, companion seats shall be 
shoulder-to-shoulder with the adjacent wheelchair 
space.

EXCEPTION: Where shoulder-to-shoulder 
companion seating is not operationally or 
structurally feasible, compliance with this 
provision shall be required to the maximum 
extent feasible.

15.1.8* Amusement Ride Seats Designed for 
Transfer.  Amusement ride seats designed for 
transfer shall comply with 15.1.8 when positioned 
for loading and unloading.

15.1.8.1 Clear Floor or Ground Space.  Clear 
floor or ground space complying with 4.2.4 shall 
be provided in the load and unload area adjacent 
to the amusement ride seats designed for transfer.

15.1.8.2 Transfer Height.  The height of the 
amusement ride seats shall be 14 inches (355 
mm) minimum to 24 inches (610mm) maximum 
measured above the load and unload surface.

15.1.8.3 Transfer Entry.  Where openings are 
provided to transfer to amusement ride seats, the 
space shall be designed to provide clearance for 
transfer from a wheelchair or mobility device to 
the amusement ride seat.

15.1.8.4 Wheelchair Storage Space.  Wheelchair 
storage spaces complying with 4.2.4 shall be 
provided in or adjacent to unload areas for each 
required amusement ride seat designed for 
transfer and shall not overlap any required means 
of egress or accessible route.

15.1.9* Transfer Devices for Use with 
Amusement Rides.  Transfer devices for use with 
amusement rides shall comply with 15.1.9 when 
positioned for loading and unloading.  

15.1.9.1 Clear Floor or Ground Space.  Clear 
floor or ground space complying with 4.2.4 shall 
be provided in the load and unload area adjacent 
to the transfer devices.

15.1.9.2 Transfer Height.  The height of the 
transfer device seats shall be 14 inches (355 mm) 
minimum to 24 inches (610 mm) maximum 
measured above the load and unload surface.

15.1.9.3 Wheelchair Storage Space.  Wheelchair 
storage spaces complying with 4.2.4 shall be 
provided in or adjacent to unload areas for each 
required transfer device and shall not overlap any 
required means of egress or accessible route.

Fig. 58
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15.2 Boating Facilities.

15.2.1 General.  Newly designed or newly 
constructed and altered boating facilities shall 
comply with 15.2.

15.2.2* Accessible Route.  Accessible routes, 
including gangways that are part of accessible 
routes, shall comply with 4.3.

EXCEPTION 1: Where an existing gangway or 
series of gangways is replaced or altered, an 
increase in the length of the gangway is not 
required to comply with 15.2.2, unless required 
by 4.1.6(2).

EXCEPTION 2: The maximum rise specified in 
4.8.2 shall not apply to gangways.

EXCEPTION 3: Where the total length of the 
gangway or series of gangways serving as part of a 
required accessible route is at least 80 feet (24 m), 
the maximum slope specified in 4.8.2 shall not 
apply to the gangways.

EXCEPTION 4: In facilities containing fewer than 
25 boat slips and where the total length of the 
gangways or series of gangways serving as part of 
a required accessible route is at least 30 feet 
(9140 mm), the maximum slope specified in 4.8.2 
shall not apply to the gangways.

EXCEPTION 5: Where gangways connect to 
transition plates, landings specified by 4.8.4 shall 
not be required.

EXCEPTION 6: Where gangways and transition 
plates connect and are required to have handrails, 
handrail extensions specified by 4.8.5 shall not be 
required. Where handrail extensions are provided 
on gangways or transition plates, such extensions 
are not required to be parallel with the ground or 
floor surface.

EXCEPTION 7: The cross slope of gangways, 
transition plates, and floating piers that are part 
of an accessible route shall be 1:50 maximum 
measured in the static position.

EXCEPTION 8: Limited-use/limited-application 
elevators or platform lifts complying with 4.11 
shall be permitted in lieu of gangways complying 
with 4.3.

15.2.3* Boat Slips:  Minimum Number.  Where 
boat slips are provided, boat slips complying with 
15.2.5 shall be provided in accordance with Table 
15.2.3.  Where the number of boat slips is not 
identified, each 40 feet (12 m) of boat slip edge 
provided along the perimeter of the pier shall be 
counted as one boat slip for the purpose of this 
section.   

                       Table 15.2.3     

15.2.3.1* Dispersion.  Accessible boat slips shall 
be dispersed throughout the various types of slips 
provided.  This provision does not require an 
increase in the minimum number of boat slips 
required to be accessible.

15.2.4* Boarding Piers at Boat Launch Ramps.  
Where boarding piers are provided at boat launch 
ramps, at least 5 percent, but not less than one of 
the boarding piers shall comply with 15.2.4 and 
shall be served by an accessible route complying 
with 4.3.

Total Boat Slips in 
Facility

Minimum Number of 
Required Accessible 

Boat Slips

1 to 25
26 to 50

51 to 100
101 to 150
151 to 300
301 to 400
401 to 500
501 to 600
601 to 700
701 to 800
801 to 900

901 to 1000
1001 and over

1
2
3
4
5
6
7
8
9

10
11
12

12 plus 1 for each 100 
or fraction thereof over 

1000
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EXCEPTION 1: Accessible routes serving floating 
boarding piers shall be permitted to use 
exceptions 1, 2, 5, 6, 7, and 8 in 15.2.2.

EXCEPTION 2: Where the total length of the 
gangway or series of gangways serving as part of a 
required accessible route is at least 30 feet (9140 
mm), the maximum slope specified by 4.8.2 shall 
not apply to the gangways.

EXCEPTION 3: Where the accessible route serving 
a floating boarding pier or skid pier is located 
within a boat launch ramp, the portion of the 
accessible route located within the boat launch 
ramp shall not be required to comply with 4.8.

15.2.4.1*  Boarding Pier Clearances.  The entire 
length of the piers shall comply with 15.2.5.

15.2.5* Accessible Boat Slips.  Accessible boat 
slips shall comply with 15.2.5.

15.2.5.1 Clearances.  Accessible boat slips shall 
be served by clear pier space 60 inches (1525 
mm) wide minimum and at least as long as the 
accessible boat slips. Every 10 feet (3050 mm) 
maximum of linear pier edge serving the 
accessible boat slips shall contain at least one 
continuous clear opening 60 inches (1525 mm) 
minimum in width (see Fig. 59).     

EXCEPTION 1: The width of the clear pier space 
shall be permitted to be 36 inches (915 mm) 
minimum for a length of 24 inches (610 mm) 
maximum, provided that multiple 36 inch 
(915 mm) wide segments are separated by 
segments that are 60 inches (1525 mm) minimum 
clear in width and 60 inches (1525 mm) 
minimum clear in length (see Fig. 60).  

EXCEPTION 2: Edge protection 4 inches (100 
mm) high maximum and 2 inches (51 mm) deep 
maximum shall be permitted at the continuous 
clear openings (see Fig. 61).       
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EXCEPTION 3*: In alterations to existing 
facilities, clear pier space shall be permitted to be 
located perpendicular to the boat slip and shall 
extend the width of the boat slip, where the facility 
has at least one boat slip complying with 15.2.5, 
and further compliance with 15.2.5 would result 
in a reduction in the number of boat slips 
available or result in a reduction of the widths of 
existing slips.       

15.2.5.2 Cleats and Other Boat Securement 
Devices.  Cleats and other boat securement 
devices shall not be required to comply with 
4.27.3.   

15.3 Fishing Piers and Platforms.

15.3.1 General.  Newly designed or newly 
constructed and altered fishing piers and 
platforms shall comply with 15.3.

15.3.2 Accessible Route.  Accessible routes, 
including gangways that are part of accessible 
routes, serving fishing piers and platforms shall 
comply with 4.3.

EXCEPTION 1: Accessible routes serving floating 
fishing piers and platforms shall be permitted to 
use exceptions 1, 2, 5, 6, 7,and 8 in 15.2.2. 

EXCEPTION 2*: Where the total length of the 
gangway or series of gangways serving as part of a 
required accessible route is at least 30 feet (9140 
mm), the maximum slope specified by 4.8.2 shall 
not apply to the gangways.

15.3.3 Railings.  Where railings, guards, or 
handrails are provided, they shall comply with 
15.3.3.

15.3.3.1* Edge Protection.  Edge protection 
shall be provided and shall extend 2 inches 
(51 mm) minimum above the ground or deck 
surface.

EXCEPTION: Where the railing, guard, or 
handrail is 34 inches (865 mm) or less above the 
ground or deck surface, edge protection shall not 
be required if the deck surface extends 12 inches 
(305 mm) minimum beyond the inside face of the 
railing.  Toe clearance shall be 9 inches (230 mm) 
minimum above the ground or deck surface 
beyond the railing.  Toe clearance shall be 30 
inches (760 mm) minimum wide (see Fig. 62).  

15.3.3.2  Height.  At least 25 percent of the 
railings, guards, or handrails shall be 34 inches 
(865 mm) maximum above the ground or deck 
surface.

EXCEPTION: This provision shall not apply to 
that portion of a fishing pier or platform where a 
guard which complies with sections 1003.2.12.1 
(Height) and 1003.2.12.2 (Opening limitations) of 
the International Building Code (incorporated by 
reference, see 2.3.2) is provided.

Fig. 61
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15.3.3.3* Dispersion.  Railings required to 
comply with 15.3.3.2 shall be dispersed 
throughout a fishing pier or platform.

15.3.4 Clear Floor or Ground Space.  At least 
one clear floor or ground space complying with 
4.2.4 shall be provided where the railing height 
required by 15.3.3.2 is located.  Where no railings 
are provided, at least one clear floor or ground 
space complying with 4.2.4 shall be provided.

15.3.5  Maneuvering Space.  At least one 
maneuvering space complying with 4.2.3 shall be 
provided on the fishing pier or platform.

15.4 Golf.

15.4.1 General.  Newly designed or newly 
constructed and altered golf courses, driving 
ranges, practice putting greens, and practice 
teeing grounds shall comply with 15.4.

15.4.2* Accessible Route - Golf Course.   An 
accessible route shall connect accessible elements 
and spaces within the boundary of the golf course.  

In addition, an accessible route shall connect the 
golf car rental area, bag drop areas, practice 
putting greens, accessible practice teeing grounds, 
course toilet rooms, and course weather shelters.  
The accessible route required by this section shall 
be 48 inches (1220 mm) minimum wide.  Where 
handrails are provided, the accessible route shall 
be 60 inches (1525 mm) minimum wide.

EXCEPTION 1: A golf car passage complying with 
15.4.7 shall be permitted in lieu of all or part of 
an accessible route required by 15.4.2.

EXCEPTION 2: The handrail requirements of 
4.8.5 shall not apply to an accessible route located 
within the boundary of a golf course.

15.4.3* Accessible Route - Driving Ranges.  An 
accessible route shall connect accessible teeing 
stations at driving ranges with accessible parking 
spaces and shall be 48 inches (1220 mm) wide 
minimum.  Where handrails are provided, the 
accessible route shall be 60 inches (1525 mm) 
wide minimum.
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EXCEPTION:  A golf car passage complying with 
15.4.7 shall be permitted in lieu of all or part of 
an accessible route required by 15.4.3.

15.4.4 Teeing Grounds.  Teeing grounds shall 
comply with 15.4.4.  

15.4.4.1 Number Required.  Where one or two 
teeing grounds are provided for a hole, at least 
one teeing ground serving the hole shall comply 
with 15.4.4.3.  Where three or more teeing 
grounds are provided for a hole, at least two 
teeing grounds shall comply with 15.4.4.3.

15.4.4.2 Forward Teeing Ground.  The forward 
teeing ground shall be accessible.

EXCEPTION: In alterations, the forward teeing 
ground shall not be required to be accessible 
where compliance is not feasible due to terrain.

15.4.4.3 Teeing Grounds.  Teeing grounds 
required by 15.4.4.1 and 15.4.4.2 shall be 
designed and constructed so that a golf car can 
enter and exit the teeing ground.

15.4.5 Teeing Stations at Driving Ranges and 
Practice Teeing Grounds.  Where teeing stations 
or practice teeing grounds are provided, at least 5 
percent of the practice teeing stations or practice 
teeing grounds, but not less than one, shall 
comply with 15.4.4.3.

15.4.6 Weather Shelters.  Where weather 
shelters are provided on a golf course, each 
weather shelter shall have a clear floor or ground 
space 60 inches (1525 mm) minimum by 96 
inches (2440 mm) minimum and shall be 
designed and constructed so that a golf car can 
enter and exit.

15.4.7 Golf Car Passage.  Where curbs or other 
constructed barriers are provided along a golf car 
passage to prohibit golf cars from entering a 
fairway, openings at least 60 inches (1525 mm) 
wide shall be provided at intervals not to exceed 
75 yds (69 m).

15.4.7.1 Width.  The golf car passage shall be 48 
inches (1220 mm) minimum wide.

15.4.8  Putting Greens.  Each putting green shall 
be designed and constructed so that a golf car can 
enter and exit the putting green.

15.5* Miniature Golf.

15.5.1 General.  Newly designed or newly 
constructed and altered miniature golf courses 
shall comply with 15.5.

15.5.2 Accessible Holes.  At least fifty percent of 
holes on a miniature golf course shall comply with 
15.5.3 through 15.5.5 and shall be consecutive.

EXCEPTION: One break in the sequence of 
consecutive accessible holes shall be permitted, 
provided that the last hole on a miniature golf 
course is the last hole in the sequence.

15.5.3* Accessible Route.  An accessible route 
complying with 4.3 shall connect the course 
entrance with the first accessible hole and the 
start of play area on each accessible hole. The 
course shall be configured to allow exit from the 
last accessible hole to the course exit or entrance 
and shall not require travel back through other 
holes.

15.5.3.1 Accessible Route - Located On the 
Playing Surface.  Where the accessible route is 
located on the playing surface of the accessible 
hole, exceptions 1-5 shall be permitted.  

EXCEPTION 1: Where carpet is provided, the 
requirements of 4.5.3 shall not apply.

EXCEPTION 2: Where the accessible route 
intersects the playing surface of a hole, a 1 inch 
(26 mm) maximum curb shall be permitted for a 
width of 32 inches (815 mm) minimum.

EXCEPTION 3: A slope of 1:4 maximum for a 4 
inch (100 mm) maximum rise shall be permitted.

EXCEPTION 4: Landings required by 4.8.4 shall 
be permitted to be 48 inches (1220 mm) in length 
minimum.  Landing size required by 4.8.4(3) shall 
be permitted to be 48 inches (1220 mm) 
minimum by 60 inches (1525 mm) minimum.  
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Landing slopes shall be permitted to be 1:20 
maximum.

EXCEPTION 5: Handrail  requirements of 4.8.5 
shall not apply.

15.5.3.2 Accessible Route - Adjacent to the 
Playing Surface.  Where the accessible route is 
located adjacent to the playing surface, the 
requirements of 4.3 shall apply.

15.5.4 Start of Play Areas.  Start of play areas at 
holes required to comply with 15.5.2 shall have a 
slope not steeper than 1:48 and shall be 48 inches 
(1220 mm) minimum by 60 inches (1525 mm) 
minimum.  

15.5.5* Golf Club Reach Range.  All areas within 
accessible holes where golf balls rest shall be 
within 36 inches (915 mm) maximum of an 
accessible route having a maximum slope of 1:20 
for 48 inches (1220 mm) in length (see Fig. 63).     

15.6 Play Areas.

15.6.1* General.  Newly designed and newly 
constructed play areas for children ages 2 and 
over and altered portions of existing play areas 
shall comply with the applicable provisions of 
section 4, except as modified or otherwise 
provided by this section.  Where separate play 

areas are provided within a site for specified age 
groups, each play area shall comply with this 
section.  Where play areas are designed or 
constructed in phases, this section shall be 
applied so that when each successive addition is 
completed, the entire play area complies with all 
the applicable provisions of this section.

EXCEPTION 1: Play areas located in family child 
care facilities where the proprietor actually 
resides shall not be required to comply with 15.6.

EXCEPTION 2: Where play components are 
relocated in existing play areas for the purpose of 
creating safe use zones, 15.6 shall not apply, 
provided that the ground surface is not changed 
or extended for more than one use zone.

EXCEPTION 3: Where play components are 
altered and the ground surface is not altered, the 
ground surface shall not be required to comply 
with 15.6.7, unless required by 4.1.6(2).

EXCEPTION 4: The provisions of 15.6.1 through 
15.6.7 shall not apply to amusement attractions.

EXCEPTION 5: Compliance with 4.4 shall not be 
required within the boundary of the play area.

EXCEPTION 6: Stairs shall not be required to 
comply with 4.9.

15.6.2* Ground Level Play Components.  
Ground level play components shall be provided 
in the number and types required by 15.6.2.1 and 
15.6.2.2.  Ground level play components that are 
provided to comply with 15.6.2.1 shall be 
permitted to satisfy the number required by 
15.6.2.2, provided that the minimum required 
types of play components are provided.  Where 
more than one ground level play component 
required by 15.6.2.1 and 15.6.2.2 is provided, the 
play components shall be integrated in the play 
area.

15.6.2.1 General.  Where ground level play 
components are provided, at least one of each 
type provided shall be located on an accessible 
route complying with 15.6.4 and shall comply 
with 15.6.6.
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15.6.2.2 Additional Number and Types.  Where 
elevated play components are provided, ground 
level play components shall be provided in 
accordance with Table 15.6.2.2.  Ground level 
play components required by 15.6.2.2 shall be 
located on an accessible route complying with 
15.6.4 and shall comply with 15.6.6.

EXCEPTION:  If at least 50 percent of the elevated 
play components are connected by a ramp, and if 
at least 3 of the elevated play components 
connected by the ramp are different types of play 
components, 15.6.2.2 shall not apply.  

15.6.3* Elevated Play Components.  Where 
elevated play components are provided, at least 
50 percent shall be located on an accessible route 
complying with 15.6.4.  Elevated play components 
connected by a ramp shall comply with 15.6.6.

15.6.4* Accessible Routes.  At least one 
accessible route complying with 4.3, as modified 
by 15.6.4, shall be provided.

EXCEPTION 1: Transfer systems complying with 
15.6.5 shall be permitted to connect elevated play 
components, except where 20 or more elevated 
play components are provided, no more than 25 
percent of the elevated play components shall be 
permitted to be connected by transfer systems. 

EXCEPTION 2: Where transfer systems are 
provided, an elevated play component shall be 
permitted to connect to another elevated play 
component in lieu of an accessible route.

EXCEPTION 3: Platform lifts (wheelchair lifts) 
complying with 4.11 and applicable State or local 
codes shall be permitted to be used as part of an 
accessible route.      

Table 15.6.2.2 Number and Types of Ground Level Play Components Required to be on 
Accessible Route

Number of Elevated Play 
Components Provided

Minimum Number of 
Ground Level Play 

Components Required to be 
on Accessible Route

Minimum Number of 
Different Types of Ground 

Level Play Components 
Required to be on 
Accessible Route

1 Not applicable Not applicable

2 to 4 1 1

5 to 7 2 2

8 to 10 3 3

11 to 13 4 3

14 to 16 5 3

17 to 19 6 3

20 to 22 7 4

23 to 25 8 4

More than 25 8 plus 1 for each additional 3 
over 25, or fraction thereof

5
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15.6.4.1 Location.  Accessible routes shall be 
located within the boundary of the play area and 
shall connect ground level play components as 
required by 15.6.2.1 and 15.6.2.2 and elevated 
play components as required by 15.6.3, including 
entry and exit points of the play components.

15.6.4.2 Protrusions.  Objects shall not protrude 
into ground level accessible routes at or below 80 
in (2030 mm) above the ground or floor surface.

15.6.4.3 Clear Width.  The clear width of 
accessible routes within play areas shall comply 
with 15.6.4.3.

15.6.4.3.1 Ground Level.  The clear width of 
accessible routes at ground level shall be 60 in 
(1525 mm) minimum.

EXCEPTION 1: In play areas less than 1,000 
square feet, the clear width of accessible routes 
shall be permitted to be 44 in (1120 mm) 
minimum, provided that at least one turning 
space complying with 4.2.3 is provided where the 
restricted accessible route exceeds 30 feet (9.14 
m) in length.

EXCEPTION 2: The clear width of accessible 
routes shall be permitted to be 36 in (915 mm) 
minimum for a distance of 60 in (1525 mm) 
maximum, provided that multiple reduced width 
segments are separated by segments that are 60 
in (1525 mm) minimum in width and 60 in (1525 
mm) minimum in length.

15.6.4.3.2 Elevated.  The clear width of 
accessible routes connecting elevated play 
components shall be 36 in (915 mm).

EXCEPTION 1: The clear width of accessible 
routes connecting elevated play components shall 
be permitted to be reduced to 32 in (815 mm) 
minimum for a distance of 24 in (610 mm) 
maximum provided that reduced width segments 
are separated by segments that are 48 in (1220 
mm) minimum in length and 36 in (915 mm) 
minimum in width.

EXCEPTION 2: The clear width of transfer 
systems connecting elevated play components 

shall be permitted to be 24 in (610 mm) 
minimum.

15.6.4.4 Ramp Slope and Rise.  Any part of an 
accessible route with a slope greater than 1:20 
shall be considered a ramp and shall comply with 
4.8, as modified by 15.6.4.4.

15.6.4.4.1 Ground Level.  The maximum slope 
for ramps connecting ground level play 
components within the boundary of a play area 
shall be 1:16.

15.6.4.4.2 Elevated.  Where a ramp connects 
elevated play components, the maximum rise of 
any ramp run shall be 12 in (305 mm).

15.6.4.5 Handrails.  Where required on ramps, 
handrails shall comply with 4.8.5, as modified by 
15.6.4.5.

EXCEPTION 1: Handrails shall not be required at 
ramps located within ground level use zones. 

EXCEPTION 2: Handrail extensions shall not be 
required.

15.6.4.5.1 Handrail Gripping Surface.  
Handrails shall have a diameter or width of 0.95 
in (24.1 mm) minimum to 1.55 in (39.4 mm) 
maximum, or the shape shall provide an 
equivalent gripping surface.

15.6.4.5.2 Handrail Height.  The top of handrail 
gripping surfaces shall be 20 in (510 mm) 
minimum to 28 in (710 mm) maximum above the 
ramp surface.

15.6.5* Transfer Systems.  Where transfer 
systems are provided to connect elevated play 
components, the transfer systems shall comply 
with 15.6.5.

15.6.5.1 Transfer Platforms.  Transfer platforms 
complying with 15.6.5.1 shall be provided where 
transfer is intended to be from a wheelchair or 
other mobility device (see Fig. 64).   
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15.6.5.1.1 Size.  Platforms shall have a level 
surface 14 in (355 mm) minimum in depth and 
24 in (610 mm) minimum in width.

15.6.5.1.2 Height.  Platform surfaces shall be 11 
in (280 mm) minimum to 18 in (455 mm) 
maximum above the ground or floor surface.

15.6.5.1.3 Transfer Space.  A level space 
complying with 4.2.4 shall be centered on the 48 
in (1220 mm) long dimension parallel to the 24 in 
(610 mm) minimum long unobstructed side of the 
transfer platform.

15.6.5.1.4 Transfer Supports.  A means of 
support for transferring shall be provided.

15.6.5.2 Transfer Steps.  Transfer steps 
complying with 15.6.5.2 shall be provided where 
movement is intended from a transfer platform to 
a level with elevated play components required to 
be located on an accessible route (see Fig. 65).  

15.6.5.2.1 Size.  Transfer steps shall have a level 
surface 14 in (355 mm) minimum in depth and 
24 in (610 mm) minimum in width.

15.6.5.2.2 Height.  Each transfer step shall be 8 
in (205 mm) maximum high.

15.6.5.2.3 Transfer Supports.  A means of 
support for transferring shall be provided.

15.6.6* Play Components.  Ground level play 
components located on accessible routes and 
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elevated play components connected by ramps 
shall comply with 15.6.6.

15.6.6.1 Maneuvering Space.  Maneuvering 
space complying with 4.2.3 shall be provided on 
the same level as the play components.  
Maneuvering space shall have a slope not steeper 
than 1:48 in all directions.  The maneuvering 
space required for a swing shall be located 
immediately adjacent to the swing. 

15.6.6.2 Clear Floor or Ground Space.  Clear 
floor or ground space shall be provided at the play 
components and shall be 30 in (760 mm) by 48 in 
(1220 mm) minimum.  Clear floor or ground 
space shall have a slope not steeper than 1:48 in 
all directions.

15.6.6.3 Play Tables:  Height and Clearances.  
Where play tables are provided, knee clearance 24 
in (610 mm) high minimum, 17 in deep (430 mm) 
minimum, and 30 in (760 mm) wide minimum 
shall be provided.  The tops of rims, curbs, or 
other obstructions shall be 31 in (785 mm) high 
maximum.  

EXCEPTION:  Play tables designed or constructed 
primarily for children ages 5 and under shall not 
be required to provide knee clearance if the clear 
floor or ground space required by 15.6.6.2 is 
arranged for a parallel approach and if the rim 
surface is 31 in (785 mm) high maximum.

15.6.6.4 Entry Points and Seats:  Height.  
Where a play component requires transfer to the 
entry point or seat, the entry point or seat shall be 
11 in (280 mm) minimum and 24 in (610 mm) 
maximum above the clear floor or ground space.

EXCEPTION:  The entry point of a slide shall not 
be required to comply with 15.6.6.4.

15.6.6.5 Transfer Supports.  Where a play 
component requires transfer to the entry point or 
seat, a means of support for transferring shall be 
provided.

15.6.7* Ground Surfaces.  Ground surfaces 
along accessible routes, clear floor or ground 

spaces, and maneuvering spaces within play areas 
shall comply with 4.5.1 and 15.6.7.

15.6.7.1 Accessibility.  Ground surfaces shall 
comply with ASTM F 1951 Standard Specification 
for Determination of Accessibility of Surface 
Systems Under and Around Playground 
Equipment (incorporated by reference, see 2.3.2).  
Ground surfaces shall be inspected and 
maintained regularly and frequently to ensure 
continued compliance with ASTM F 1951.

15.6.7.2 Use Zones.  If located within use zones, 
ground surfaces shall comply with ASTM F 1292 
Standard Specification for Impact Attenuation of 
Surface Systems Under and Around Playground 
Equipment (incorporated by reference, see 2.3.2).  

15.6.8 Soft Contained Play Structures.  Soft 
contained play structures shall comply with 
15.6.8.

15.6.8.1 Accessible Routes to Entry Points.  
Where three or fewer entry points are provided, at 
least one entry point shall be located on an 
accessible route.  Where four or more entry points 
are provided, at least two entry points shall be 
located on an accessible route.  Accessible routes 
shall comply with 4.3.

EXCEPTION:  Transfer systems complying with 
15.6.5 or platform lifts (wheelchair lifts) 
complying with 4.11 and applicable State or local 
codes shall be permitted to be used as part of an 
accessible route.

15.7 Exercise Equipment and Machines, 
Bowling Lanes, and Shooting Facilities.

15.7.1 General.  Newly designed or newly 
constructed and altered exercise equipment and 
machines, bowling lanes, and shooting facilities 
shall comply with 15.7.

15.7.2* Exercise Equipment and Machines.  At 
least one of each type of exercise equipment and 
machines shall be provided with clear floor or 
ground space complying with 4.2.4 and shall be 
served by an accessible route.  Clear floor or 
ground space shall be positioned for transfer or 
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for use by an individual seated in a wheelchair.  
Clear floor or ground spaces for more than one 
piece of equipment shall be permitted to overlap . 

15.7.3 Bowling Lanes.  Where bowling lanes are 
provided, at least 5 percent, but not less than one 
of each type of lane shall be served by an 
accessible route.

15.7.4* Shooting Facilities.  Where fixed firing 
positions are provided at a site, at least 5 percent, 
but not less than one, of each type of firing 
position shall comply with 15.7.4.1. 

15.7.4.1 Fixed Firing Position.  Fixed firing 
positions shall contain a 60 inch (1525 mm) 
diameter space and shall have a slope not steeper 
than 1:48.

15.8 Swimming Pools, Wading Pools, and Spas.

15.8.1 General.  Newly designed or newly 
constructed and altered swimming pools, wading 
pools, and spas shall comply with 15.8.

EXCEPTION: An accessible route shall not be 
required to serve raised diving boards or diving 
platforms.

15.8.2* Swimming Pools.  At least two accessible 
means of entry shall be provided for each public 
use and common use swimming pool.  The 
primary means of entry shall comply with 15.8.5 
(Swimming Pool Lifts) or 15.8.6 (Sloped Entries).  
The secondary means of entry shall comply with 
one of the following: 15.8.5 (Swimming Pool Lifts), 
15.8.6 (Sloped Entries), 15.8.7 (Transfer Walls), 
15.8.8 (Transfer Systems), or 15.8.9 (Pool Stairs).

EXCEPTION 1*: Where a swimming pool has less 
than 300 linear feet (91 m) of swimming pool wall, 
at least one accessible means of entry shall be 
provided and shall comply with 15.8.5 
(Swimming Pool Lifts) or 15.8.6 (Sloped Entries).

EXCEPTION 2: Wave action pools, leisure rivers, 
sand bottom pools, and other pools where user 
access is limited to one area, shall provide at least 
one accessible means of entry that complies with 

15.8.5 (Swimming Pool Lifts), 15.8.6 (Sloped 
Entries), or 15.8.8 (Transfer Systems).

EXCEPTION 3: Catch pools shall be required only 
to be served by an accessible route that connects 
to the pool edge.

15.8.3 Wading Pools.  At least one accessible 
means of entry complying with 15.8.6 (Sloped 
Entries) shall be provided for each wading pool.

15.8.4 Spas.  At least one accessible means of 
entry complying with 15.8.5 (Swimming Pool 
Lifts), 15.8.7 (Transfer Walls), or 15.8.8 (Transfer 
Systems) shall be provided for each spa.

EXCEPTION:  Where spas are provided in a 
cluster, 5 percent, but not less than one, in each 
cluster shall be accessible.

15.8.5* Pool Lifts.  Pool lifts shall comply with 
15.8.5.

15.8.5.1 Pool Lift Location.  Pool lifts shall be 
located where the water level does not exceed 48 
inches (1220 mm).

EXCEPTION 1: Where the entire pool depth is 
greater than 48 inches (1220 mm), 15.8.5.1 shall 
not apply.

EXCEPTION 2: Where multiple pool lift locations 
are provided, no more than one shall be required 
to be located in an area where the water level does 
not exceed 48 inches (1220 mm).

15.8.5.2 Seat Location.  In the raised position, 
the centerline of the seat shall be located over the 
deck and 16 inches (405 mm) minimum from the 
edge of the pool.  The deck surface between the 
centerline of the seat and the pool edge shall have 
a slope not greater than 1:48 (see Fig. 68).  
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15.8.5.3 Clear Deck Space.  On the side of the 
seat opposite the water, a clear deck space shall 
be provided parallel with the seat.  The space 
shall be 36 inches (915 mm) wide minimum and 
shall extend forward 48 inches (1220 mm) 
minimum from a line located 12 inches (305 mm) 
behind the rear edge of the seat.  The clear deck 
space shall have a slope not greater than 1:48 (see 
Fig. 69).      

15.8.5.4 Seat Height.  The height of the lift seat 
shall be designed to allow a stop at 16 inches (405 
mm) minimum to 19 inches (485 mm) maximum 
measured from the deck to the top of the seat 

surface when in the raised (load) position (see Fig. 
70).   

15.8.5.5 Seat Width.  The seat shall be 16 inches 
(405 mm) minimum wide.

15.8.5.6* Footrests and Armrests.  Footrests 
shall be provided and shall move with the seat. If 
provided, armrests positioned opposite the water 
shall be removable or shall fold clear of the seat 
when the seat is in the raised (load) position.

EXCEPTION: Footrests shall not be required on 
pool lifts provided in spas. 

15.8.5.7* Operation.  The lift shall be capable of 
unassisted operation from both the deck and 
water levels.  Controls and operating mechanisms 
shall be unobstructed when the lift is in use and 
shall comply with 4.27.4.    

15.8.5.8 Submerged Depth.  The lift shall be 
designed so that the seat will submerge to a water 
depth of 18 inches (455 mm) minimum below the 
stationary water level (see Fig. 71).  

15.8.5.9* Lifting Capacity.  Single person pool 
lifts shall have a minimum weight capacity of 300 
lbs. (136 kg) and be capable of sustaining a static 
load of at least one and a half times the rated load.        

16-19
405-485

pool deck

Fig. 70
Pool Lift Seat Height
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15.8.6 Sloped Entries.  Sloped entries designed 
to provide access into the water shall comply with 
15.8.6.

15.8.6.1* Sloped Entries.  Sloped entries shall 
comply with 4.3, except as modified below.

EXCEPTION: Where sloped entries are provided, 
the surfaces shall not be required to be slip 
resistant.

15.8.6.2 Submerged Depth.  Sloped entries shall  
extend to a depth of 24 inches (610 mm) 

minimum to 30 inches (760 mm) maximum below 
the stationary water level.  Where landings are 
required by 4.8, at least one landing shall be 
located 24 inches (610 mm) minimum to 30 
inches (760 mm) maximum below the stationary 
water level (see Fig. 72).    

EXCEPTION: In wading pools, the sloped entry 
and landings, if provided, shall extend to the 
deepest part of the wading pool.

15.8.6.3* Handrails.  Handrails shall be 
provided on both sides of the sloped entry and 
shall comply with 4.8.5.  The clear width between 
handrails shall be 33 inches (840 mm) minimum 
and 38 inches (965 mm) maximum (see Fig. 73).

EXCEPTION 1: Handrail extensions specified by 
4.8.5 shall not be required at the bottom landing 
serving a sloped entry.

EXCEPTION 2: Where a sloped entry is provided 
for wave action pools, leisure rivers, sand bottom 
pools, and other pools where user access is 
limited to one area, the required clear width 
between handrails shall not apply.

EXCEPTION 3: The handrail requirements of 
4.8.5 and 15.8.6.3 shall not be required on sloped 
entries in wading pools. 
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15.8.7 Transfer Walls.  Transfer walls shall 
comply with 15.8.7.

15.8.7.1 Clear Deck Space.  A clear deck space 
of 60 inches (1525 mm) minimum by 60 inches 
(1525 mm) minimum with a slope not steeper 

than 1:48 shall be provided at the base of the 
transfer wall.  Where one grab bar is provided, the 
clear deck space shall be centered on the grab bar.  
Where two grab bars are provided, the clear deck 
space shall be centered on the clearance between 
the grab bars (see Fig. 74).  

15.8.7.2 Height.  The height of the transfer wall 
shall be 16 inches (405 mm) minimum to 19 
inches (485 mm) maximum measured from the 
deck (see Fig. 75).  

15.8.7.3 Wall Depth and Length.  The depth of 
the transfer wall shall be 12 inches (305 mm) 
minimum to 16 inches (405 mm) maximum.  The 
length of the transfer wall shall be 60 inches   
(1525 mm) minimum and shall be centered on 
the clear deck space (see Fig. 76).  

15.8.7.4 Surface.  Surfaces of transfer walls shall 
not be sharp and shall have rounded edges.   

33-38
840-965

Fig. 73
Sloped Entry Handrails
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15.8.7.5 Grab Bars.  At least one grab bar shall 
be provided on the transfer wall.  Grab bars shall 
be perpendicular to the pool wall and shall extend 
the full depth of the transfer wall.  The top of the 
gripping surface shall be 4 inches (100 mm) 
minimum and 6 inches (150 mm) maximum 
above walls.  Where one grab bar is provided, 
clearance shall be 24 inches (610 mm) minimum 
on both sides of the grab bar.  Where two grab 
bars are provided, clearance between grab bars 

shall be 24 inches (610 mm) minimum.  Grab 
bars shall comply with 4.26 (see Fig. 77).  

15.8.8 Transfer Systems.  Transfer systems shall 
comply with 15.8.8.

15.8.8.1 Transfer Platform.  A transfer platform 
19 inches (485 mm) minimum clear depth by 24 
inches (610 mm) minimum clear width shall be 
provided at the head of each transfer system (see 
Fig. 78).        

pool deck

16-19
405-485

Fig. 75
Transfer Wall Height
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15.8.8.2 Clear Deck Space.  A clear deck space 
of 60 inches (1525 mm) minimum by 60 inches 
(1525 mm) minimum with a slope not steeper 
than 1:48 shall be provided at the base of the 

transfer platform surface and shall be centered 
along a 24 inch (610 mm) minimum unobstructed 
side of the transfer platform (see Fig. 79).  

15.8.8.3 Height.  The height of the transfer 
platform shall comply with 15.8.7.2.

15.8.8.4* Transfer Steps. Transfer step height 
shall be 8 inches (205 mm) maximum. Transfer 
steps shall extend to a water depth of 18 inches 
(455 mm) minimum below the stationary water 
level (see Fig. 80).  

15.8.8.5 Surface.  The surface of the transfer 
system shall not be sharp and shall have rounded 
edges.

15.8.8.6 Size.  Each transfer step shall have a 
tread clear depth of 14 inches (355 mm) 
minimum and 17 inches (430 mm) maximum and 
shall have a tread clear width of 24 inches (610 
mm) minimum (see Fig. 81).       
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15.8.8.7* Grab Bars.  At least one grab bar on 
each transfer step and the transfer platform, or a 
continuous grab bar serving each transfer step 
and the transfer platform, shall be provided. 
Where provided, the top of the gripping surface 
shall be 4 inches (100 mm) minimum and 6 
inches (150 mm) maximum above each step and 
transfer platform.  Where a continuous grab bar is 

provided, the top of the gripping surface shall be 4 
inches (100 mm) minimum and 6 inches (150 
mm) maximum above the step nosing and 
transfer platform. Grab bars shall comply with 
4.26 and be located on at least one side of the 
transfer system. The grab bar located at the 
transfer platform shall not obstruct transfer (see 
Fig. 82).      

4-6
100-150

Fig. 82
Grab Bars at Transfer Systems
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Fig. 80
Transfer System Steps
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15.8.9 Pool Stairs.  Pool stairs shall comply with 
15.8.9.

15.8.9.1 Pool Stairs.  Pool stairs shall comply 
with 4.9, except as modified below.

15.8.9.2 Handrails.  The width between 
handrails shall be 20 inches (510 mm) minimum 
and 24 inches (610 mm) maximum.  Handrail 
extensions required by 4.9.4 shall not be required 
at the bottom landing serving a pool stair.

15.8.10* Water Play Components.  Where water 
play components are provided, the provisions of 
15.6  and 4.3 shall apply, except as modified or 
otherwise provided in this section.

EXCEPTION 1: Where the surface of the 
accessible route, clear floor or ground spaces and 
maneuvering spaces connecting play components 
is submerged, the provisions of 15.6 and 4.3 for 
cross slope, running slope, and surface shall not 
apply.

EXCEPTION 2: Transfer systems complying with 
15.6.5 shall be permitted to be used in lieu of 
ramps to connect elevated play components. 
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     APPENDIX

This appendix contains materials of an advisory 
nature and provides additional information that 
should help the reader to understand the 
minimum requirements of the guidelines or to 
design buildings or facilities for greater 
accessibility. The paragraph numbers correspond 
to the sections or paragraphs of the guideline to 
which the material relates and are therefore not 
consecutive (for example, A4.2.1 contains 
additional information relevant to 4.2.1). Sections 
of the guidelines for which additional material 
appears in this appendix have been indicated by 
an asterisk. Nothing in this appendix shall in any 
way obviate any obligation to comply with the 
requirements of the guidelines itself. 

A2.0 General.

A2.2 Equivalent Facilitation. Specific examples 
of equivalent facilitation are found in the following 
sections:     

A3.0 Miscellaneous Instructions and 
Definitions. 

A3.5 Definitions.

Transient Lodging. The Department of Justice's 
policy and rules further define what is covered as 
transient lodging. 

A4.0 Accessible Elements and Spaces: Scope 
and Technical Requirements.

A4.1.1 Application. 

A4.1.1(3) Areas Used Only by Employees as Work 
Areas. Where there are a series of individual work 
stations of the same type (e.g., laboratories, 
service counters, ticket booths), 5%, but not less 

than one, of each type of work station should be 
constructed so that an individual with disabilities 
can maneuver within the work stations. Rooms 
housing individual offices in a typical office 
building must meet the requirements of the 
guidelines concerning doors, accessible routes, 
etc. but do not need to allow for maneuvering 
space around individual desks. Modifications 
required to permit maneuvering within the work 
area may be accomplished as a reasonable 
accommodation to individual employees with 
disabilities under Title I of the ADA. 
Consideration should also be given to placing 
shelves in employee work areas at a convenient 
height for accessibility or installing commercially 
available shelving that is adjustable so that 
reasonable accommodations can be made in the 
future. 

If work stations are made accessible they should 
comply with the applicable provisions of 4.2 
through 4.35. 

A4.1.2 Accessible Sites and Exterior Facilities: 
New Construction. 

A4.1.2(2)(b) Court Sports: The accessible route 
must be direct and connect both sides of the court 
without requiring players on one side of the court 
to traverse through or around another court to get 
to the other side of the court.

A4.1.2(4) Exception 1.  An accessible route is 
required to connect to the boundary of the area of 
sport activity. The term “area of sport activity” 
distinguishes that portion of a room or space 
where the play or practice of a sport occurs from 
adjacent areas.  Examples of areas of sport 
activity include: basketball courts, baseball fields, 
running tracks, bowling lanes, skating rinks, and 
the area surrounding a piece of gymnastic 
equipment.  While the size of an area of sport 
activity may vary from sport to sport, each 
includes only the space needed to play.  The 
following example is provided for additional 
clarification.

Example.  Boundary lines define the field where a 
football game is played. A safety border is also 
provided around the field.  The game may 

4.1.6(3)(c)
4.31.9
7.2

9.1.4
9.2.2(6)(d)

Elevators in Alterations
Text Telephones
Sales and Service Counters, Teller 
Windows, Information Counters
Classes of Sleeping Accommodations
Requirements for Accessible Units, 
Sleeping Rooms, and Suites
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temporarily be played in the space between the 
boundary lines and the safety border when 
players are pushed out of bounds or momentum 
carries them forward while receiving a pass.  In 
the game of football, the space between the 
boundary line and the safety border is used to 
play the game. This space and the football field 
are included in the area of sport activity.

A4.1.2(4) Exception 2.  Public circulation routes 
where animals may also travel, such as in petting 
zoos and passageways alongside animal pens in 
State fairs, are not eligible for the exception.

A4.1.2(5)(e) Valet parking is not always usable by 
individuals with disabilities. For instance, an 
individual may use a type of vehicle controls that 
render the regular controls inoperable or the 
driver's seat in a van may be removed. In these 
situations, another person cannot park the 
vehicle. It is recommended that some self-parking 
spaces be provided at valet parking facilities for 
individuals whose vehicles cannot be parked by 
another person and that such spaces be located 
on an accessible route to the entrance of the 
facility. 

A4.1.3 Accessible Buildings: New Construction.

4.1.3(1)(b) Court Sports: The accessible route 
must be direct and connect both sides of the court 
without requiring players on one side of the court 
to traverse through or around another court to get 
to the other side of the court.

4.1.3(3) Exception 1.  An accessible route is 
required to connect to the boundary of the area of 
sport activity. The term “area of sport activity” 
distinguishes that portion of a room or space 
where the play or practice of a sport occurs from 
adjacent areas.  Examples of areas of sport 
activity include: basketball courts, baseball fields, 
running tracks, bowling lanes, skating rinks, and 
the area surrounding a piece of fixed gymnastic 
equipment.  While the size of an area of sport 
activity may vary from sport to sport, each 
includes only the space needed to play.  The 
following example is provided for additional 
clarification.

Example.  Boundary lines define the field where a 
football game is played. A safety border is also 
provided around the field.  The game may 
temporarily be played in the space between the 
boundary lines and the safety border when 
players are pushed out of bounds or momentum 
carries them forward while receiving a pass.  In 
the game of football, the space between the 
boundary line and the safety border is used to 
play the game. This space and the football field 
are included in the area of sport activity.

4.1.3(3) Exception 2.  Public circulation routes 
where animals may also travel, such as in petting 
zoos and passageways alongside animal pens in 
State fairs, are not eligible for the exception.

A4.1.3(5) Only passenger elevators are covered 
by the accessibility provisions of 4.10. Materials 
and equipment hoists, freight elevators not 
intended for passenger use, dumbwaiters, and 
construction elevators are not covered by these 
guidelines. If a building is exempt from the 
elevator requirement, it is not necessary to 
provide a platform lift or other means of vertical 
access in lieu of an elevator. 

Under Exception 4, platform lifts are allowed 
where existing conditions make it impractical to 
install a ramp or elevator. Such conditions 
generally occur where it is essential to provide 
access to small raised or lowered areas where 
space may not be available for a ramp. Examples 
include, but are not limited to, raised pharmacy 
platforms, commercial offices raised above a sales 
floor, or radio and news booths. 

While the use of platform lifts is allowed, ramps 
are recommended to provide access to player 
seating areas serving an area of sport activity.

A4.1.3(9) Supervised automatic sprinkler 
systems have built in signals for monitoring 
features of the system such as the opening and 
closing of water control valves, the power supplies 
for needed pumps, water tank levels, and for 
indicating conditions that will impair the 
satisfactory operation of the sprinkler system. 
Because of these monitoring features, supervised 
automatic sprinkler systems have a high level of 
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satisfactory performance and response to fire 
conditions. 

A4.1.3(10) If an odd number of drinking 
fountains is provided on a floor, the requirement 
in 4.1.3(10)(b) may be met by rounding down the 
odd number to an even number and calculating 
50% of the even number. When more than one 
drinking fountain on a floor is required to comply 
with 4.15, those fountains should be dispersed to 
allow wheelchair users convenient access. For 
example, in a large facility such as a convention 
center that has water fountains at several 
locations on a floor, the accessible water fountains 
should be located so that wheelchair users do not 
have to travel a greater distance than other people 
to use a drinking fountain. 

A4.1.3(12)(c) Different types of lockers may 
include full-size and half-size lockers, as well as 
those specifically designed for storage of various 
sports equipment.
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within the seating area are provided. This will 
allow choice in viewing and price categories. 

Building and life safety codes set minimum 
distances between rows of fixed seats with 
consideration of the number of seats in a row, the 
exit aisle width and arrangement, and the location 
of exit doors. "Continental" seating, with a greater 
number of seats per row and a commensurate 
increase in row spacing and exit doors, facilitates 
emergency egress for all people and increases ease 
of access to mid-row seats especially for people 
who walk with difficulty. Consideration of this 
positive attribute of "continental" seating should 
be included along with all other factors in the 
design of fixed seating areas. 

Removable armrests are recommended on fixed 
companion seats provided in assembly areas in 
amusement facilities.  This provides the option for 
an individual using a wheelchair or other mobility 
device to transfer into a seat where motion and 
other effects may be provided as part of the 
amusement experience.

A4.33.6 Placement of Listening Systems.  A 
distance of 50 ft (15 m) allows a person to 
distinguish performers' facial expressions.

A4.33.7 Types of Listening Systems. An 
assistive listening system appropriate for an 
assembly area for a group of persons or where the 
specific individuals are not known in advance, 
such as a playhouse, lecture hall or movie theater, 
may be different from the system appropriate for 
a particular individual provided as an auxiliary 
aid or as part of a reasonable accommodation.  
The appropriate device for an individual is the 
type that individual can use, whereas the 
appropriate system for an assembly area will 
necessarily be geared toward the "average" or 
aggregate needs of various individuals. A listening 
system that can be used from any seat in a seating 
area is the most flexible way to meet this 
specification. Earphone jacks with variable 
volume controls can benefit only people who have 
slight hearing loss and do not help people who use 
hearing aids. At the present time, magnetic 
induction loops are the most feasible type of 

listening system for people who use hearing aids 
equipped with "T- coils," but people without 
hearing aids or those with hearing aids not 
equipped with inductive pick-ups cannot use them 
without special receivers. Radio frequency 
systems can be extremely effective and 
inexpensive. People without hearing aids can use 
them, but people with hearing aids need a special 
receiver to use them as they are presently 
designed. If hearing aids had a jack to allow a by-
pass of microphones, then radio frequency 
systems would be suitable for people with and 
without hearing aids.  The Department of 
Justice’s regulations implementing titles II and III 
of the ADA require public entities and public 
accommodations to provide appropriate auxiliary 
aids and services to ensure effective 
communication.  See 28 CFR 35.160, 28CFR 
35.164, and 28 CFR 36.303.  Where assistive 
listening systems are used to provide effective 
communication, the Department of Justice 
considers it essential that a portion of receivers be 
compatible with hearing aids.  

Some listening systems may be subject to 
interference from other equipment and feedback 
from hearing aids of people who are using the 
systems. Such interference can be controlled by 
careful engineering design that anticipates 
feedback sources in the surrounding area.

Table A2, shows some of the advantages and 
disadvantages of different types of assistive 
listening systems. In addition, the Access Board 
has published a pamphlet on Assistive Listening 
Systems which lists demonstration centers across 
the country where technical assistance can be 
obtained in selecting and installing appropriate 
systems. The state of New York has also adopted a 
detailed technical specification which may be 
useful.

A4.36.2 Saunas and Steam Rooms.  A 60-inch 
turning diameter space or a T-shaped space is 
required within the sauna or steam room. 
Removable benches or seats are permitted to 
obstruct the 60-inch or T-shaped space. 
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A4.37.3 Benches.  Back support may be achieved 
through locating benches adjacent to walls or by 
other designs that will meet the minimum 
dimensions specified.

A5.0 Restaurants and Cafeterias. 

A5.1 General. Dining counters (where there is no 
service) are typically found in small carry-out 
restaurants, bakeries, or coffee shops and may 
only be a narrow eating surface attached to a wall. 
This section requires that where such a dining 
counter is provided, a portion of the counter shall 
be at the required accessible height. 

A7.0 Business, Mercantile and Civic. 

A7.2(3)(iii) Counter or Teller Windows with 
Partitions. Methods of facilitating voice 
communication may include grilles, slats, talk-
through baffles, and other devices mounted 
directly into the partition which users can speak 
directly into for effective communication. These 
methods are required to be designed or placed so 
that they are accessible to a person who is 
standing or seated. However, if the counter is only 
used by persons in a seated position, then a 
method of facilitating communication which is 
accessible to standing persons would not be 
necessary.
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A15.0  Recreation Facilities.

Unless otherwise modified in Section 4 or 
specifically addressed in section 15, all other 
ADAAG provisions apply for the design and 
construction of recreation facilities and elements.  
The provisions in this section apply wherever 
these elements are provided.  For example, office 
buildings may contain a room with exercise 
equipment and these sections therefore apply.

A15.1  Amusement Rides.

These guidelines apply to newly designed or newly 
constructed amusement rides.  A custom 
designed and constructed ride is new upon its 
“first use,” which is the first time amusement park 
patrons take the ride.  With respect to amusement 
rides purchased from other entities, “new” refers 
to the first permanent installation of the ride, 
whether it is used “off the shelf” or it is modified 
before it is installed.  Where amusement rides are 
moved after several seasons to another area of the 
park or to another park, the ride would not be 
considered newly designed or newly constructed.

Amusement rides designed primarily for children, 
amusement rides that are controlled or operated 
by the rider, and amusement rides without seats, 
are not required to provide wheelchair spaces, 
transfer seats, or transfer systems, and need not 
meet the signage requirements in 15.1.6.  The 
load and unload areas of these rides must, 
however, be on an accessible route and must 
provide maneuvering space under 15.1.4 and 
15.1.5.  

The scoping and technical provisions of the 
guidelines were developed to address common 
amusement rides.  There will be other amusement 
attractions that have unique designs and features 
which are not adequately addressed by the 
guidelines.  In those situations, the guidelines are 
to be applied to the extent possible.  

An accessible route must be provided to these 
areas.  Where an attraction or ride has unique 
features for which there are no applicable scoping 
provisions, then a reasonable number, but at least 
one, of the features must be located on an 

accessible route. Where there are appropriate 
technical provisions, they must be applied to the 
elements that are covered by the scoping 
provisions.  Where an attraction has unique 
designs for which the technical provisions are not 
appropriate, the operators of those attractions are 
still subject to all the other requirements of the 
ADA, including program accessibility, barrier 
removal and the general obligation to provide 
individuals with disabilities an equal opportunity 
to enjoy the goods and services provided by their 
facilities.  An example of an amusement ride not 
specifically addressed by the guidelines includes 
“virtual reality” rides where the device does not 
move through a fixed course within a defined area.  

A15.1 Exception 1.  Mobile or temporary rides 
are those set up for short periods of time such as 
traveling carnivals, State and county fairs, and 
festivals.  The amusement rides that are covered 
by section 15.1 are ones that are not regularly 
assembled and disassembled.

A15.1 Exception 2.  The exception does not 
apply to those rides where patrons may cause the 
ride to make incidental movements, but where the 
patron otherwise has no control over the ride.

A15.1 Exception 3.  The exception is limited to 
those rides designed “primarily” for children, 
where children are assisted on and off the ride by 
an adult.  This exception is limited to those rides 
designed for children and not for the occasional 
adult user. An accessible route to and 
maneuvering space in the load and unload area 
will provide access for adults and family members 
assisting children on and off these rides.

A15.1.2 Alterations to Amusement Rides.  
Routine maintenance, painting, and changing of 
theme boards are examples of activities that do 
not constitute an alteration subject to section 
15.1.2.  Where existing amusement rides are 
moved and not altered, section 15.1 does not 
apply unless the load and unload area of the 
amusement ride is newly designed and 
constructed.  If a load or unload area is altered, 
the alteration provisions of ADAAG 4.1.6 must be 
applied to the altered area.
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A15.1.4 Accessible Route.  Steeper slopes are 
permitted (not to exceed 1:8) where the accessible 
route connects to the amusement ride in the load 
and unload position.  This is permitted only 
where compliance with 4.8.2 (maximum slope 
1:12) is “structurally or operationally infeasible”.  
In most cases, this will be limited to areas where 
the accessible route leads directly to the 
amusement ride and where there are space 
limitations on the ride, not the queue line.  Where 
possible, the least possible slope should be used 
on the accessible route that serves the amusement 
ride.

A15.1.7.1.2 Amusement Rides with Wheelchair 
Spaces.  36 CFR 1192.83(c) ADA Accessibility 
Guidelines for Transportation Vehicles - Light Rail 
Vehicles and Systems - Mobility Aid Accessibility 
is available at www.access-board.gov/transit/html/
vguide.htm#LRVM.  It references provisions for 
bridge plates and ramps used for gaps between 
wheelchair spaces and floors of load and unload 
areas.   

A15.1.7.2 Exception 3.  This exception for 
protruding objects applies to the ride devices, not 
to circulation areas or accessible routes in the 
queue lines or the load and unload areas.

A15.1.7.2.2 Wheelchair Spaces - Side Entry.  
Under certain circumstances, a 32-inch clear 
opening will not provide sufficient width to 
accommodate a turn into an amusement ride.  
The amount of clear space needed within the ride, 
and the size and position of the opening are 
interrelated.  Additional space for maneuvering 
and a wider door will be needed where a side 
opening is centered on the ride.  For example, 
where a 42-inch opening is provided, a minimum 
clear space of 60 inches in length and 36 inches in 
depth is needed (see Fig. A9).  This is necessary to 
ensure adequate space for maneuvering.  For 
additional guidance refer to Figure 3 (Wheelchair 
Turning Space) and Figure 4 (Minimum Clear 
Floor Space for Wheelchairs) on minimum space 
requirements.  

   

A15.1.8 Amusement Ride Seats Designed for 
Transfer.  There are many different ways that 
individuals transfer to and from their wheelchairs 
or mobility devices.  The proximity of the clear 
floor or ground space next to an element and the 
height of the element one is transferring to are 
both critical for a safe and independent transfer.  
Providing additional clear floor or ground space 
both in front of and diagonally to the element will 
provide flexibility and increased usability for a 
more diverse population of individuals with 
disabilities.  Ride seats designed for transfer 
should involve only one transfer.  Where possible, 
designers are encouraged to locate the ride seat 
no higher than 17 to 19 inches above the load and 
unload surface.  Where greater distances are 
required for transfers, consideration should be 
given to providing gripping surfaces, seat padding, 
and avoiding sharp or protruding objects in the 
path of transfer to better facilitate the transfer 
process.

A15.1.9 Transfer Devices for Use with 
Amusement Rides.  Transfer devices for use with 
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amusement rides should permit individuals to 
make independent transfers to and from their 
wheelchairs or mobility devices.  There are a 
variety of transfer devices available that could be 
adapted to provide access onto an amusement 
ride.  Examples of devices that may provide for 
transfers include, but are not limited to, transfer 
systems (see 15.8.8), lifts, mechanized seats, and 
other custom designed systems.  Operators and 
designers have flexibility in developing designs 
that will facilitate individuals to transfer onto 
amusement rides.  These systems or devices 
should be designed to be reliable and sturdy.  A 
transfer board, for example, would not be 
sufficient because it will not provide enough 
support or stability and may cause injury.  

Designs which limit the number of transfers 
required from one’s wheelchair or mobility device 
to the ride seat are encouraged.  When using a 
transfer device to access an amusement ride, the 
least amount of transfers for the least amount of 
distance is desired.  Where possible, designers are 
encouraged to locate the transfer device seat no 
higher than 17 to 19 inches above the load and 
unload surface.  Where greater distances are 
required for transfers, consideration should be 
given to providing gripping surfaces, seat padding, 
and avoiding sharp or protruding objects in the 
path of transfer to better facilitate the transfer 
process.  Where a series of transfers are required 
to reach the amusement ride seat, each vertical 
transfer should not exceed 8 inches.

As discussed with amusement rides seats 
designed for transfer, there are many different 
ways that individuals transfer to and from their 
wheelchairs or mobility devices.  The proximity of 
the clear floor or ground space next to an element 
and the height of the element one is transferring to 
are both critical for a safe and independent 
transfer.  Providing additional clear floor or 
ground space both in front of and diagonally to 
the element will provide flexibility and increased 
usability for a more diverse population of 
individuals with disabilities.

A15.2 Boating Facilities.

A15.2.2 Accessible Route.  The following two 
examples apply exceptions two and three. 

Example 1.  Boat slips which are required to be 
accessible are provided at a floating pier.  The 
vertical distance an accessible route must travel to 
the pier when the water is at its lowest level is six 
feet, although the water level only fluctuates three 
feet.  To comply with exceptions 2 and 3, at least 
one design solution would provide a gangway at 
least 72.25 feet long which ensures the slope does 
not exceed 1:12.

Example 2.   A gangway is provided to a floating 
pier which is required to be on an accessible 
route. The vertical distance is 10 feet between the 
elevation where the gangway departs the landside 
connection and the elevation of the pier surface at 
the lowest water level.  Exceptions 2 and 3, which 
modify 4.8.2, permit the gangway to be at least 80 
feet long.  Another design solution would be to 
have two 40-foot continuous gangways joined 
together at a float, where the float (as the water 
level falls) will stop dropping at an elevation five 
feet below the landside connection.

A15.2.3 Boat Slips: Minimum Number.  
Accessible boat slips are not “reserved” for 
persons with disabilities in the same manner as 
accessible vehicle parking spaces.  Rather, 
accessible boat slip use is comparable to 
accessible hotel rooms.  The Department of 
Justice is responsible for addressing operational 
issues relating to the use of accessible facilities 
and elements.  The Department of Justice 
currently advises that hotels should hold 
accessible rooms for persons with disabilities 
until all other rooms are filled.  At that point, 
accessible rooms can be open for general use on a 
first come, first serve basis.  

The following two examples apply to a boating 
facility with a single non-demarcated pier.

Example 1.  A site contains a new boating facility 
which consists of a single 60-foot pier.  Boats are 
only moored parallel with the pier on both sides 
to allow occupants to embark or disembark.  
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Since the number of slips cannot be identified, 
section 15.2.3 requires each 40 feet of boat slip 
edge to be counted as one slip for purposes of 
determining the number of slips available and 
determines the number required to be accessible.  
The 120 feet of boat slip edge at the pier would 
equate with 3 boat slips.  Table 15.2.3 would 
require 1 slip to be accessible and comply with 
15.2.5.  Section 15.2.5 (excluding the exceptions 
within the section) requires a clear pier space 60 
inches wide minimum extending the length of the 
slip.  In this example, because the pier is at least 
40 feet long, the accessible slip must contain a 
clear pier space at least 40 feet long which has a 
minimum width of 60 inches.  

Example 2.  A new boating facility consisting of a 
single pier 25 feet long and 3 feet wide is being 
planned for a site.  The design intends to allow 
boats to moor and occupants to embark and 
disembark on both sides, and at one end.  As the 
number of boat slips cannot be identified, 
applying section 15.2.3 would translate to 53 feet 
of boat slip edge at the pier.  This equates with two 
slips.  Table 15.2.5 would require 1 slip to be 
accessible.  To comply with 15.2.5 (excluding the 
exceptions within the section), the width of the 
pier must be increased to 60 inches.  Neither 
15.2.3 or 15.2.5 requires the pier length to be 
increased to 40 feet.

A15.2.3.1 Dispersion.  Types of boat slips are 
based on the size of the boat slips; whether single 
berths or double berths, shallow water or deep 
water, transient or longer-term lease, covered or 
uncovered; and whether slips are equipped with 
features such as telephone, water, electricity and 
cable connections.  The term “boat slip” is 
intended to cover any pier area where recreational 
boats embark or disembark, unless classified as a 
launch ramp boarding pier.  For example, a fuel 
pier may contain boat slips, and this type of short 
term slip would be included in determining 
compliance with 15.2.3.1.  

A15.2.4 Boarding Piers at Boat Launch Ramps.  
The following two examples apply to a boat launch 
ramp boarding pier.

Example 1.  A chain of floats is provided on a 
launch ramp to be used as a boarding pier which 
is required to be accessible by 15.2.4.  At high 
water, the entire chain is floating and a transition 
plate connects the first float to the surface of the 
launch ramp.  As the water level decreases, 
segments of the chain end up resting on the 
launch ramp surface, matching the slope of the 
launch ramp.  As water levels drop, segments 
function also as gangways because one end of a 
segment is resting on the launch ramp surface 
and the other end is connecting to another floating 
segment in the chain. 

Under ADAAG 4.1.2(2), an accessible route must 
serve the last float because it would function as 
the boarding pier at the lowest water level.  Under 
exception 3 in 15.2.4, each float is not required to 
comply with ADAAG 4.8, but must meet all other 
requirements in ADAAG 4.3, unless exempted by 
exception 1 in 15.2.4.  In this example, because 
the entire chain also functions as a boarding pier, 
the entire chain must comply with the 
requirements of 15.2.5, including the 60-inch 
minimum clear pier width provision.

Example 2.   A non-floating boarding pier 
supported by piles divides a launching area into 
two launch ramps and is required to be 
accessible.  Under ADAAG 4.1.2(2), an accessible 
route must connect the boarding pier with other 
accessible buildings, facilities, elements, and 
spaces on the site.  Although the boarding pier is 
located within a launch ramp, because the pier is 
not a floating pier or a skid pier, none of the 
exceptions in 15.2.4 apply.  To comply with 
ADAAG 4.3, either the accessible route must run 
down the launch ramp or the fixed boarding pier 
could be relocated to the side of the two launch 
ramps.  The second option leaves the slope of the 
launch ramps unchanged, because the accessible 
route runs outside the launch ramps.

A15.2.4.1 Boarding Pier Clearances.  The 
guidelines do not establish a minimum length for 
accessible boarding piers at boat launch ramps. 
The accessible boarding pier would have a length 
which is at least equal to other boarding piers 
provided at the facility.  If no other boarding pier 
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is provided, the pier would have a length equal to 
what would have been provided if no access 
requirements applied.  The entire length of 
accessible boarding piers would be required to 
comply with the same technical provisions that 
apply to accessible boat slips.  For example, at a 
launch ramp, if a 20-foot long accessible boarding 
pier is provided, the entire 20 feet must comply 
with the pier clearance requirements in 15.2.5.  
Likewise, if a 60-foot long accessible boarding pier 
is provided, the pier clearance requirements in 
15.2.5 would apply to the entire 60 feet. 

A15.2.5 Accessible Boat Slips.  Although the 
minimum width of the clear pier space is 60 
inches, it is recommended that piers be wider 
than 60 inches to improve the safety for persons 
with disabilities, particularly on floating piers.

A15.2.5.1 Clearances, Exception 3.  Where the 
conditions in exception 3 are satisfied, existing 
facilities are only required to have one accessible 
boat slip with a pier clearance which runs the 
length of the slip.  All other accessible slips are 
allowed to have the required pier clearance at the 
head of the slip.  Under this exception, at piers 
with perpendicular boat slips, the width of most 
“finger piers” will remain unchanged.  However, 
where mooring systems for floating piers are 
replaced as part of pier alteration projects, an 
opportunity may exist for increasing accessibility.  
Piers may be reconfigured to allow an increase in 
the number of wider finger piers, and serve as 
accessible boat slips.

A15.3 Fishing Piers and Platforms.  

A15.3.3.1 Edge Protection.  Edge protection is 
required only where railings, guards, or handrails 
are provided on a fishing pier or platform.  Edge 
protection will prevent wheelchairs or other 
mobility devices from slipping off the fishing pier 
or platform.  Extending the deck of the fishing 
pier or platform 12 inches where the 34-inch high 
railing is provided is an alternative design, 
permitting individuals using a wheelchair or other 
mobility device to pull into a clear space and move 
beyond the face of the railing.  In such a design, 
edge protection is not required.

A15.3.2 Accessible Route, Exception 2.  For 
example, to provide access to an accessible 
floating fishing pier, a gangway is used.  The 
vertical distance is 60 inches between the 
elevation that the gangway departs the landside 
connection and the elevation of the pier surface at 
the lowest water level.  Exception 2 permits the 
use of a gangway at least 30 feet long, or a series 
of connecting gangways with a total length of at 
least 30 feet.  The length of transition plates would 
not be included in determining if the gangway(s) 
meet the requirements of the exception.  

A15.3.3.3 Dispersion.  Portions of the railings 
that are lowered to provide fishing opportunities 
for persons with disabilities must be located in a 
variety of locations on the fishing pier or platform 
to give people a variety of  locations to fish.  
Different fishing locations may provide varying 
water depths, shade (at certain times of the day), 
vegetation, and proximity to the shoreline or 
bank.

A15.4 Golf.  

A15.4.2 Accessible Routes.  The accessible 
route or golf car passage must serve accessible 
elements and spaces located within the boundary 
of a golf course.  The 48-inch minimum width for 
the accessible route is necessary to ensure 
passage of a golf car on either the accessible route 
or the golf car passage.  This is important where 
the accessible route is used to connect the golf car 
rental area, bag drop areas, practice putting 
greens, accessible practice teeing grounds, course 
toilet rooms, and course weather shelters. These 
are areas outside the boundary of the golf course, 
but are areas where an individual using an 
adapted golf car may travel.  A golf car passage 
may not be substituted for other accessible 
routes, required by ADAAG 4.1.2, located outside 
the boundary of the course.  For example, an 
accessible route connecting an accessible parking 
space to the entrance of a golf course clubhouse is 
not covered by this provision.

A15.4.3 Accessible Route - Driving Ranges.  
Both a stand alone driving range or a driving 
range next to a golf course must provide an 
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accessible route or golf car passage that connects 
accessible teeing stations with accessible parking 
spaces.  The accessible route must be a minimum 
width of 48 inches; 60 inches if handrails are 
provided.  The additional width permits the use of 
a golf car on the accessible route.  Providing a golf 
car passage will permit a person that uses a golf 
car to practice driving a golf ball from the same 
position and stance used when playing the game.  
Additionally, the space required for a person using 
a golf car to enter and exit the teeing stations 
required to be accessible should be considered.

A15.5 Miniature Golf.  

Where possible, providing access to all holes on a 
miniature golf course is recommended.  If a 
course is designed with the minimum 50 percent 
accessible holes, designers or operators are 
encouraged to select holes which provide for an 
equivalent experience to the maximum extent 
possible.  Accessible holes are required to be 
consecutive with one break permitted, if the last 
hole on the course is in the sequence.  

A15.5.3 Accessible Route.  Where only the 
minimum 50 percent of the holes are accessible, 
an accessible route from the last accessible hole to 
the course exit or entrance must not require travel 
back through other holes.  In some cases, this 
may require an additional route.  Other options 
include increasing the number of accessible holes 
in a way that limits the distance needed to connect 
the last accessible hole with the course exit or 
entrance. In any case, careful consideration to the 
layout of the course will be important to minimize 
space impacts. 

The 1-inch curb for a 32-inch minimum opening 
can be located in an area where the ball is less 
likely to ricochet.  Where the accessible route on 
the hole is provided, steeper slopes are permitted 
for a limited distance.  A landing or level area 
must separate each of these steeper sloping 
segments.  This will provide a resting area 
between the steeper segments.

A15.5.5 Golf Club Reach Range.  Accessible 
holes on a miniature golf course may be provided 
with an accessible route leading through the hole 

or with the accessible route next to the hole.  
Where the accessible route is provided adjacent to 
the hole, the route must be located within the golf 
club reach range.  This allows individuals 
sufficient space and reach to play the game 
outside of the hole.  Where possible, the distance 
between the level areas and the accessible route 
should be as close as possible, affording more 
opportunities for play.  

A15.6 Play Areas.  

A15.6.1 General.  This section is to be applied 
during the design, construction, and alteration of 
play areas for children ages 2 and over.  Play areas 
are the portion of a site where play components 
are provided.  This section does not apply to other 
portions of a site where elements such as sports 
fields, picnic areas, or other gathering areas are 
provided.  Those areas are addressed by other 
sections of ADAAG.  Play areas may be located on 
exterior sites or within a building.  Where separate 
play areas are provided within a site for children 
in specified age groups (e.g., preschool (ages 2 to 
5) and school age (ages 5 to 12)), each play area 
must comply with this section.  Where play areas 
are provided for the same age group on a site but 
are geographically separated (e.g., one is located 
next to a picnic area and another is located next to 
a softball field), they are considered separate play 
areas and each play area must comply with this 
section.

A15.6.2 Ground Level Play Components.  A 
ground level play component is a play component 
approached and exited at the ground level.  
Examples of ground level play components 
include spring rockers, swings, diggers, and stand 
alone slides.  When distinguishing between the 
different types of ground level play components, 
consider the general experience provided by the 
play component.  Examples of different types of 
experiences include, but are not limited to, 
rocking, swinging, climbing, spinning, and sliding.  
A spiral slide may provide a slightly different 
experience from a straight slide, but sliding is the 
general experience and therefore a spiral slide is 
not considered a different type of play component 
than a straight slide.  
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The number of ground level play components is 
not dependent on the number of children who can 
play on the play component.  A large seesaw 
designed to accommodate ten children at once is 
considered one ground level play component.  

Where a large play area includes two or more 
composite play structures designed for the same 
age group, the total number of elevated play 
components on all the composite play structures 
must be added to determine the additional 
number and types of ground level play 
components that must be provided on an 
accessible route, and the type of accessible route 
(e.g., ramps or transfer systems) that must be 
provided to the elevated play components.

Ground level play components accessed by 
children with disabilities must be integrated in the 
play area.  Designers should consider the optimal 
layout of ground level play components accessed 
by children with disabilities to foster interaction 
and socialization among all children. Grouping all 
ground level play components accessed by 
children with disabilities in one location is not 
considered integrated.  

A15.6.3 Elevated Play Components.  Elevated 
play components are approached above or below 
grade and are part of a composite play structure.  
A double or triple slide that is part of a composite 
play structure is one elevated play component.  
For purposes of this section, ramps, transfer 
systems, steps, decks, and roofs are not 
considered elevated play components.  These 
elements are generally used to link other elements 
on a composite play structure.  Although 
socialization and pretend play can occur on these 
elements, they are not primarily intended for play.  
Some play components that are attached to a 
composite play structure can be approached or 
exited at the ground level or above grade from a 
platform or deck.  For example, a climber 
attached to a composite play structure can be 
approached or exited at the ground level or above 
grade from a platform or deck on a composite 
play structure.  Play components that are attached 
to a composite play structure and can be 
approached from a platform or deck (e.g., 

climbers and overhead play components), are 
considered elevated play components.  These play 
components are not considered ground level play 
components also, and do not count toward the 
requirements in 15.6.2 regarding the number of 
ground level play components that must be 
located on an accessible route.  

A15.6.4 Accessible Routes.  Accessible routes 
within the boundary of the play area must comply 
with 15.6.4.  Accessible routes connecting the play 
area to parking, drinking fountains, and other 
elements on a site must comply with 4.3.  
Accessible routes provide children who use 
wheelchairs or other mobility devices the 
opportunity to access play components.  
Accessible routes should coincide with the general 
circulation path used within the play area.  
Careful placement and consideration of the layout 
of accessible routes will enhance the ability of 
children with disabilities to socialize and interact 
with other children.

Where possible, designers and operators are 
encouraged to provide wider ground level 
accessible routes within the play area or consider 
designing the entire ground surface to be 
accessible.  Providing more accessible spaces will 
enhance the integration of all children within the 
play area and provide access to more play 
components.  A maximum slope of 1:16 is 
required for ground level ramps; however, a lesser 
slope will enhance access for those children who 
have difficulty negotiating the 1:16 maximum 
slope.  Handrails are not required on ramps 
located within ground level use zones.

Where a stand alone slide is provided, an 
accessible route must connect the base of the 
stairs at the entry point, and the exit point of the 
slide.  A ramp or transfer system to the top of the 
slide is not required.  Where a sand box is 
provided, an accessible route must connect to the 
border of the sand box.  Accessibility to the sand 
box would be enhanced by providing a transfer 
system into the sand or by providing a raised 
sand table with knee clearance complying with 
15.6.6.3. 
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Elevated accessible routes must connect the entry 
and exit points of at least 50 percent of elevated 
play components.  Ramps are preferred over 
transfer systems since not all children who use 
wheelchairs or other mobility devices may be able 
to use or may choose not to use transfer systems.  
Where ramps connect elevated play components, 
the maximum rise of any ramp run is limited to12 
inches.  Where possible, designers and operators 
are encouraged to provide ramps with a lesser 
slope than the 1:12 maximum.  Berms or sculpted 
dirt may be used to provide elevation and may be 
part of an accessible route to composite play 
structures.  

Platform lifts complying with 4.11 and applicable 
State and local codes are permitted as a part of an 
accessible route.  Because lifts must be 
independently operable, operators should 
carefully consider the appropriateness of their use 
in unsupervised settings.

A15.6.5 Transfer Systems.  Transfer systems are 
a means of accessing composite play structures.    
Transfer systems generally include a transfer 
platform and a series of transfer steps.  Children 
who use wheelchairs or other mobility devices 
transfer from their wheelchair or mobility devices 
onto the transfer platform and lift themselves up 
or down the transfer steps and scoot along the 
decks or platforms to access elevated play 
components.  Some children may be unable or 
may choose not to use transfer systems.  Where 
transfer systems are provided, consideration 
should be given to the distance between the 
transfer system and the elevated play 
components.  Moving between a transfer platform 
and a series of transfer steps requires extensive 
exertion for some children.  Designers should 
minimize the distance between the points where a 

child transfers from a wheelchair or mobility 
device and where the elevated play components 
are located.  Where elevated play components are 
used to connect to another elevated play 
component in lieu of an accessible route, careful 
consideration should be used in the selection of 
the play components used for this purpose.  
Transfer supports are required on transfer 
platforms and transfer steps to assist children 
when transferring.  Some examples of supports 
include a rope loop, a loop type handle, a slot in 
the edge of a flat horizontal or vertical member, 
poles or bars, or D rings on the corner posts.

A15.6.6 Play Components.  Clear floor or 
ground spaces, maneuvering spaces, and 
accessible routes may overlap within play areas.  
A specific location has not been designated for the 
clear floor or ground spaces or maneuvering 
spaces, except swings, because each play 
component may require that the spaces be placed 
in a unique location.  Where play components 
include a seat or entry point, designs that provide 
for an unobstructed transfer from a wheelchair or 
other mobility device are recommended. This will 
enhance the ability of children with disabilities to 
independently use the play component.

When designing play components with 
manipulative or interactive features, consider 
appropriate reach ranges for children seated in 
wheelchairs.  The following table provides 
guidance on reach ranges for children seated in 
wheelchairs.  These dimensions apply to either 
forward or side reaches.  The reach ranges are 
appropriate for use with those play components 
that children seated in wheelchairs may access 
and reach.  Where transfer systems provide 
access to elevated play components, the reach 
ranges are not appropriate.   

Children's Reach Ranges

Forward or Side Reach Ages 3 and 4 Ages 5 through 8 Ages 9 through 12

High (maximum) 36 in (915 mm) 40 in (1015 mm) 44 in (1120 mm)

Low (minimum) 20 in (510 mm) 18 in (455 mm) 16 in (405 mm)
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Where a climber is located on a ground level 
accessible route, some of the climbing rings 
should be within the reach ranges.  A careful 
balance of providing access to play components 
but not eliminating the challenge and nature of the 
activity is encouraged.   

A15.6.7 Ground Surfaces.  Ground surfaces 
along clear floor or ground spaces, maneuvering 
spaces, and accessible routes must comply with 
the ASTM F 1951 Standard Specification for 
Determination of Accessibility to Surface Systems 
Under and Around Playground Equipment.  The 
ASTM F 1951 standard is available from the 
American Society for Testing and Materials 
(ASTM), 100 Barr Harbor Drive, West 
Conshohocken, PA 19428-2959, telephone (610) 
832-9585.  The ASTM F 1951 standard may be 
ordered online from ASTM (http://www.astm.org).    
The ASTM F 1951 standard determines the 
accessibility of a surface by measuring the work 
required to propel a wheelchair across the 
surface.  The standard includes tests of effort for 
both straight ahead and turning movement, using 
a force wheel on a rehabilitation wheelchair as the 
measuring device.  To meet the standard, the force 
required must be less than that required to propel 
the wheelchair up a ramp with a 1:14 slope. When 
evaluating ground surfaces, operators should 
request information about compliance with the 
ASTM F 1951 standard.   

Ground surfaces must be inspected and 
maintained regularly and frequently to ensure 
continued compliance with the ASTM F 1951 
standard.  The type of surface material selected 
and play area use levels will determine the 
frequency of inspection and maintenance 
activities.  

When using a combination of surface materials, 
careful design is necessary to provide appropriate 
transitions between the surfaces.  Where a rubber 
surface is installed on top of asphalt to provide 
impact attenuation, the edges of the rubber 
surface may create a change in level between the 
adjoining ground surfaces.  Where the change in 
level is greater than ½ inch, a sloped surface with 
a maximum slope of 1:12 must be provided.  

Products are commercially available that provide 
a 1:12 slope at transitions.  Transitions are also 
necessary where the combination of surface 
materials include loose fill products.  Where 
edging is used to prevent the loose surface from 
moving onto the firmer surface, the edging may 
create a tripping hazard. Where possible, the 
transition should be designed to allow for a 
smooth and gradual transition between the two 
surfaces.    

A15.7 Exercise Equipment and Machines, 
Bowling Lanes, and Shooting Facilities.  

A15.7.2 Exercise Equipment and Machines.  
Fitness facilities often provide a range of choices 
of exercise equipment.  At least one of each type of 
exercise equipment and machine must be served 
by an accessible route.  Most strength training 
equipment and machines are considered different 
types.  For example, a bench press machine is 
considered a different type than a biceps curl 
machine. The requirement for providing access to 
each type is intended to cover the variety of 
strength training machines.  Where operators 
provide a biceps curl machine and free weights, 
both are required to meet the provisions in this 
section, even though an individual may be able to 
work on their biceps through both types of 
equipment.  Where the exercise equipment and 
machines provided are only different in that 
different manufacturers provide them, only one of 
each type of machine is required to meet these 
guidelines.  For example, where two bench press 
machines are provided and each is manufactured 
by a different company, only one is required to 
comply.

Similarly, there are many types of cardiovascular 
exercise machines, such as stationary bicycles, 
rowing machines, stair climbers, and treadmills.  
Each machine provides a cardiovascular exercise 
and is considered a different type for purposes of 
these guidelines.  

One clear floor or ground space is permitted to be 
shared between two pieces of exercise equipment. 
Designers should carefully consider layout 
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options to maximize space such as connecting 
ends of the row and center aisle spaces.  

The position of the clear floor space may vary 
greatly depending on the use of the equipment or 
machine.  For example, to make a shoulder press 
accessible, clear floor space next to the seat would 
be appropriate to allow for transfer.  Clear floor 
space for a bench press machine designed for use 
by an individual seated in a wheelchair, however, 
will most likely be centered on the operating 
mechanisms. 

Designers and operators are encouraged to select 
exercise equipment and machines that provide 
fitness opportunities for persons with lower body 
extremity disabilities.  Upper body exercise 
equipment and machines that offer either 
cardiovascular or strength training will enhance 
fitness opportunities for persons with disabilities 
from a wheelchair or mobility device.  Examples 
include: equipment or machines that provide arm 
ergometry, free weights, and weighted pulley 
systems that are usable from a wheelchair or 
mobility device.

A15.7.4. Shooting Facilities.  Examples of 
different types of firing positions include, but are 
not limited to: positions having different 
admission prices, positions with or without 
weather covering or lighting, and positions 
supporting different shooting events such as 
argon, muzzle loading rifle, small bore rifle, high 
power rifle, bull’s eye pistol, action pistol, 
silhouette, trap, skeet, and archery (bow and 
crossbow).

A15.8 Swimming Pools, Wading Pools, and 
Spas.  

A15.8.2  Swimming Pools.  Where more than 
one means of access is provided into the water, it 
is recommended that the means be different.  
Providing different means of access will better 
serve the varying needs of people with disabilities 
in getting into and out of a swimming pool.  It is 
also recommended that where two or more means 
of access are provided, they not be provided in the 
same location in the pool.  Different locations will 

provide increased options for entry and exit, 
especially in larger pools.  

A15.8.2 Swimming Pools, Exception 1.  Pool 
walls at diving areas and areas along pool walls 
where there is no pool entry because of 
landscaping or adjacent structures should be 
counted when determining the number of 
accessible means of entry required.

A15.8.5 Pool Lifts.  There are a variety of seats 
available on pool lifts ranging from sling seats to 
those that are preformed or molded.  Pool lift 
seats with backs will enable a larger population of 
persons with disabilities to use the lift.  Pool lift 
seats that consist of materials that resist 
corrosion and provide a firm base to transfer will 
be usable by a wider range of people with 
disabilities. Additional options such as armrests, 
head rests, seat belts, and leg support will 
enhance accessibility and better accommodate 
people with a wide range of disabilities. 

A15.8.5.6 Footrests and Armrests.  Footrests 
are encouraged on lifts used in larger spas, where 
the foot well water depth is 34 inches or greater.  
Providing footrests, especially ones that support 
the entire foot, will facilitate safe and independent 
transfers by a larger population of persons with 
disabilities.

A15.8.5.7 Operation.  Pool lifts must be capable 
of unassisted operation from both the deck and 
water levels.  This will permit a person to call the 
pool lift when the pool lift is in the opposite 
position.  It is extremely important for a person 
who is swimming alone to be able to call the pool 
lift when it is in the up position so he or she will 
not be stranded in the water for extended periods 
of time awaiting assistance.  The requirement for 
a pool lift to be independently operable does not 
preclude assistance from being provided.

A15.8.5.9 Lifting Capacity.  Single person pool 
lifts must be capable of supporting a minimum 
weight of 300 pounds and sustaining a static load 
of at least one and a half times the rated load.   
Pool lifts should be provided that meet the needs 
of the population it is serving.  Providing a pool lift 
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with a weight capacity greater than 300 pounds 
may be advisable.

A15.8.6.1 Sloped Entries.  Personal wheelchairs 
and mobility devices may not be appropriate for 
submerging in water.  Some may have batteries, 
motors, and electrical systems that when 
submerged in water may cause damage to the 
personal mobility device or wheelchair or may 
contaminate the pool water.  Providing an aquatic 
wheelchair made of non-corrosive materials and 
designed for access into the water will protect the 
water from contamination and avoid damage to 
personal wheelchairs or other mobility aids. 

A15.8.6.3 Handrails.  Handrails on both sides of 
a sloped entry provides stability to both persons 
with mobility impairments and persons using 
wheelchairs.  For safety reasons, a single handrail 
is permitted on sloped entries provided at wave 
action pools, leisure rivers, sand bottom pools, 
and other pools where user access is limited to 
one area. 

A15.8.8.4 Transfer Steps.  Where possible, the 
height of the transfer step should be as minimal 
as possible.  This will decrease the distance an 
individual is required to lift up or move down to 
reach the next step to gain access. 

A15.8.8.7 Grab Bars.  Pool operators have the 
choice of providing a grab bar on one side of each 
step and transfer platform or a continuous grab 
bar on one side serving each transfer step and the 
transfer platform.  If provided on each step, the 
top of the gripping surface must be 4 to 6 inches 
above each step.  Where a continuous grab bar is 
provided, the top of the gripping surface must be 
4 to 6 inches above the step nosing.  Each type has 
its advantages.  A continuous handrail allows the 
person that is transferring to maintain a constant 
grip on the handrail while moving up or down the 
transfer steps.  Grab bars provided on each step 
provide the gripping surface parallel to each step 
rather than on a diagonal. 

A15.8.10 Water Play Components.  Personal 
wheelchairs and mobility devices may not be 
appropriate for submerging in water when 
accessing play components located in water.  

Some may have batteries, motors, and electrical 
systems that when submerged in water may cause 
damage to the personal mobility device or 
wheelchair or may contaminate the water.  
Providing an aquatic wheelchair made of non-
corrosive materials and designed for access into 
the water will protect the water from 
contamination and avoid damage to personal 
wheelchairs. 
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Introduction

The Architectural and Transportation Barriers Compliance Board (Access Board) is an independent 
federal agency devoted to accessibility for people with disabilities.  The Access Board is responsible 
for developing and maintaining accessibility guidelines to ensure that newly constructed and altered 
buildings and facilities covered by the Americans with Disabilities Act and the Architectural Barriers 
Act are accessible to and usable by people with disabilities.  In November 1999, the Access Board 
issued a proposed rule to revise and update its accessibility guidelines.  During the public comment 
period on the proposed rule, the Access Board received approximately 600 comments from individuals 
with multiple chemical sensitivities (MCS) and electromagnetic sensitivities (EMS).  They reported 
that chemicals released from products and materials used in construction, renovation, and maintenance 
of buildings, electromagnetic fields, and inadequate ventilation are barriers that deny them access to 
most buildings. 

Americans spend about 90 percent of their time indoors, where concentrations of air pollutants are 
often much higher than those outside.  According to the U.S. EPA Healthy Buildings, Healthy People: 
A Vision for the 21st Century, www.epa.gov/iaq/hbhp/hbhptoc.html   "Known health effects of indoor 
pollutants include asthma; cancer; developmental defects and delays, including effects on vision, 
hearing, growth, intelligence, and learning; and effects on the cardiovascular system (heart and lungs).  
Pollutants found in the indoor environment may also contribute to other health effects, including those 
of the reproductive and immune systems." (p. 4). The report further notes that "Most chemicals in 
commercial use have not been tested for possible health effects. (p. 8). 

There are a significant number of people who are sensitive to chemicals and electromagnetic fields.  
Surveys conducted by the California and New Mexico Departments of Health and by medical 
researchers in North Carolina found 16 to 33 percent of the people interviewed reported that they are 
unusually sensitive to chemicals, and in the California and New Mexico health departments’ surveys 2 
percent to 6 percent reported that they have been diagnosed as having multiple chemical sensitivities.  
C. Miller and N. Ashford, “Multiple Chemical Intolerance and Indoor Air Quality,” in Indoor Air 
Quality Handbook  Chapter 27.8 (McGraw-Hill 2001).  Another California Department of Health 
Services survey has found that 3 percent of the people interviewed reported that they are unusually 
sensitive to electric appliances or power lines.  P. LeVallois, et al., “Prevalence and Risk Factors of 
Self-Reported Hypersensitivity to Electromagnetic Fields in California,” in California EMF Program, 
“An Evaluation of the Possible Risks From Electric and Magnetic Fields (EMFs From Power Lines, 
Internal Wiring, Electrical Occupations and Appliances, Draft 3 for Public Comment, April 2001” 
Appendix 3 (http://www.dhs.ca.gov/ehib/emf/RiskEvaluation/riskeval.html).

Individuals with multiple chemical sensitivities and electromagnetic sensitivities, who submitted 
written comments and/or attended the public information meetings on the draft final rule, requested 
that the Access Board include provisions in the final rule to make buildings and facilities accessible 
for them. 

The Board has not included such provisions in their rules, but they have taken the commentary very 
seriously and acted upon it.  As stated in the Background for its Final Rule Americans with 
Disabilities Act (ADA) Accessibility Guidelines for Buildings and Facilities; Recreation 
Facilities: http://www.access-board.gov/recreation/final.htm

“The Board recognizes that multiple chemical sensitivities and electromagnetic sensitivities 
may be considered disabilities under the ADA if they so severely impair the neurological, 
respiratory or other functions of an individual that it substantially limits one or more of the 
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individual's major life activities. The Board plans to closely examine the needs of this 
population, and undertake activities that address accessibility issues for these individuals. 

The Board plans to develop technical assistance materials on best practices for 
accommodating individuals with multiple chemical sensitivities and electromagnetic 
sensitivities. The Board also plans to sponsor a project on indoor environmental quality. In 
this project, the Board will bring together building owners, architects, building product 
manufacturers, model code and standard-setting organizations, individuals with multiple 
chemical sensitivities and electromagnetic sensitivities, and other individuals. This group will 
examine building design and construction issues that affect the indoor environment, and 
develop an action plan that can be used to reduce the level of chemicals and electromagnetic 
fields in the built environment.” 

This report and the recommendations included within are a direct outgrowth from that public comment 
process.  The Access Board contracted with the National Institute of Building Sciences (NIBS) to 
establish this Indoor Environmental Quality Project as a first step in implementing that action plan. 

A broad and distinguished Steering Committee was established and met in January 2004 in Bethesda, 
Maryland, to review the project objectives.  Subsequently four task teams (committees) were 
established to address specific issues in buildings related to Operations & Maintenance, Cleaner Air 
Rooms, Design and Construction, and Products and Materials.  The following reports from these four 
committees offer recommendations for improving IEQ in buildings.  They also list valuable resources 
and references to allow readers to investigate the pertinent issues in greater depth.  The focus of the 
project was on commercial and public buildings, but many of the issues addressed and 
recommendations offered are applicable in residential settings. 

Many volunteers worked diligently to create the recommendations in this report.  These individuals 
are listed in the separate committee sections of the report, but special thanks go to the committee 
chairs: respectively Hal Levin, Building Ecology Research Group; Michael Mankin, California 
Division of the State Architect; Roger Morse, Morse-Zentner Associates; and Brent Kynoch, Kynoch 
Environmental Management, Inc.  Lastly, an enormous debt of gratitude is owed to four amazing 
individuals who made significant contributions to the work of all four committees: Mary Lamielle, 
National Center for Environmental Health Strategies; Ann McCampbell, MD, Multiple Chemical 
Sensitivities Task Force of New Mexico; Susan Molloy, National Coalition for the Chemically 
Injured; and Toni Temple, Ohio Network for the Chemically Injured. 

The overall objectives of this project were to establish a collaborative process among a range of 
stakeholders to recommend practical, implementable actions to both improve access to buildings for 
people with MCS and EMS while at the same time raising the bar and improving indoor 
environmental quality to create healthier buildings for the entire population.   

This IEQ project supports and helps achieve the goals of the Healthy Buildings, Healthy People 
project, which acknowledges that "We will create indoor environments that are healthier for everyone 
by making indoor environments safer for the most vulnerable among us, especially children." (p.17) 

Summary Recommendations 

The recommendations in this report are only a first step toward the action plan envisioned by the 
Access Board.  
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The NIBS IEQ committee offers several recommendations for further action.  It is recommended that a 
follow-on project organize and convene one, or more, workshops to deliberate the issues and 
recommendations in this report.  It is also recommended that a project be organized to develop a single 
guidelines document.  Such guidelines would be built on refinement and coordination of the 
recommendations of the Design & Construction and Products & Materials committees in this report. 
This same, or a separate project, should develop new building code provisions to accelerate the 
implementation of improved IEQ.  Lastly, it is recommended that a project be organized to develop 
guidelines for the design of an “ideal space” for people with MCS and EMS.    The recommended 
follow-up projects should involve collaborative effort and funding from a range of organizations 
across the building community; e.g., American Institute of Architects (AIA), Associated General 
Contractors of America (AGC), Building Owners & Managers Association International (BOMA), 
American Society of Heating, Refrigerating and Air-Conditioning Engineers (ASHRAE), 
Environmental Protection Agency (EPA),  and, of course, the Access Board. 

Steering Committee 

Nicolas Ashford, Massachusetts Institute of Technology 
Kathy Barcus, Clarke Construction Company, Inc. 
Marilyn Golden, Disability Rights Education and Defense Fund (DREDF) 
Harry Gordon, Burt Hill Kosar and Rittelmann Associates 
Mark Jackson, Lennox Industries, Inc. 
Brent Kynoch, Kynoch Environmental Management, Inc. 
Mary Lamielle, National Center for Environmental Health Strategies 
Ann McCampbell, Multiple Chemical Sensitivities Task Force of New Mexico 
Claudia Miller, University of Texas Health Sciences Center - San Antonio 
Susan Molloy, National Coalition for the Chemically Injured 
Roger Morse, Morse Zentner Associates 
Larry Perry, Building Owners and Managers Association 
Bruce Small, Building Inspections 
Toni Temple, Ohio Network for the Chemically Injured 
James Wasley, University of Wisconsin-Milwaukee 

James Raggio, Access Board 
Alexander Shaw, National Institute of Building Sciences
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INTRODUCTION AND OVERVIEW 

Problem Summary

The operation and maintenance of commercial and public buildings can affect their accessibility for 
people with asthma and multiple chemical and/or electromagnetic sensitivities.  The presence of many 
products or conditions involved in cleaning, maintaining, using, and operating buildings often 
contributes to poor indoor environmental quality and are access barriers for these individuals.  

Problematic substances include, but are not limited to, pesticides, fragrances, disinfectants, many 
cleaners and new building materials and furnishings, and smoke and other engine exhaust.  Inadequate 
ventilation of a building further contributes to poor indoor environmental quality.   

The presence of electromagnetic fields from office equipment and other sources is a barrier for those 
with electromagnetic sensitivities.  Noise and vibration can adversely affect some people with 
chemical and/or electromagnetic sensitivities and trigger seizures in susceptible individuals. 

General Solutions

Measures taken to improve indoor environmental quality, such as reducing air pollutants, noise and 
electromagnetic fields in buildings, will increase their accessibility for people with asthma and 
chemical and/or electromagnetic sensitivities, as well as provide a more healthful environment for all 
building occupants. 

While “green” and “environmentally-friendly” practices and products for construction and 
maintenance of buildings sometimes provide more healthful indoor environments and improves access 
for those with asthma and multiple chemical sensitivities, this is not always the case.  The U.S. EPA 
notes that there is growing concern that standards being promoted by the green building movement, 
such as Green Seal and Green Guard standards, are not sufficiently protective of health (1). 

For example, some measures recommended to promote energy and water conservation -- such as 
reducing outdoor air supplied and/or reducing time of HVAC usage, using motion sensors that can 
create electromagnetic fields, using waterless urinals that require continuous chemical treatments, 
recommending cold water for cleaning, and promoting  the use of alcohol hand wipes instead of hand 
washing – can cause or lead to increased indoor pollution and less healthful and accessible 
environments. 

In addition, “greener cleaners” often promote the use of citrus- and/or pine-based products, which can 
react with even low levels of oxidants, such as ozone, to produce hazardous byproducts, as well as 
make buildings inaccesible for many people with chemical sensitivities.  The addition of either 
synthetic or natural fragrances to cleaning and other products is also problematic for chemically 
sensitive individuals.

Other common green building recommendations, such as building on brownfields, using tuck-under 
parking, and putting heliports or gardens on roofs can also lead to diminished indoor air quality and 
create barriers for people with chemical sensitivities.  

Lastly, the green building community has yet to provide guidance on the issue of electromagnetic 
fields.
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BARRIERS & ISSUES 

Fragrances

The presence of perfume, cologne, scented cleaners and other scented products contributes to poor 
indoor air quality and is one of the major access barriers for people with asthma and multiple chemical 
sensitivities.

“Fragrances” are chemical compounds added to a product to give it a scent.  There are approximately 
3000 chemicals used in the manufacture of fragrances.  Most of these chemicals are synthetic and 
derived from petroleum.  Chemicals found in fragrance formulations include toluene, alcohols, 
formaldehyde, styrene, benzene, limonene, phthalates, and musk.  An individual fragrance formula 
may contain over 100 chemicals, but their identity is protected as a trade secret.  Fragrances do not 
have to be tested for safety before they are put on the market (2).  

Exposure to fragrances can trigger asthma attacks and migraine headaches, and aggravate sinus 
conditions. In those who are chemically sensitive, fragrance exposures can also cause irregular 
heartbeat, memory loss, confusion, fatigue, and neurological, vascular, and other problems.  In 
addition, some fragrance chemicals are implicated in causing cancer and/or damaging the liver, 
kidneys, and central nervous system.  Fragrance chemicals can enter the body via inhalation, skin 
absorption, or nasal passageways. 

According to a 1986 U.S. House of Representatives Report: 

"In 1986, the National Academy of Sciences targeted fragrances as one of the six 
categories of chemicals that should be given high priority for neurotoxicity testing. The 
other groups include insecticides, heavy metals, solvents, food additives and certain 
air pollutants. The report states that 95 percent of chemicals used in fragrances are 
synthetic compounds derived from petroleum. They include benzene derivatives, 
aldehydes, and many other known toxics and sensitizers, which are capable of causing 
cancer, birth defects, central nervous system disorders and allergic reactions " (3) 

If a product label lists “fragrance” as an ingredient on the back of the label, it contains added 
fragrance, even if the front label says the product is “unscented” or “fragrance-free”.  If “fragrance” is 
not listed as an ingredient, it may still contain fragrance chemicals or contain natural fragrances. 

The main sources of fragrances in buildings are from 1) fragrance-emitting devices (FEDS), sprays, 
and deodorizers, 2) other scented cleaning and maintenance products, 3) perfume; cologne; essential 
oils; and scented skin and hair products, cosmetics, and other personal care products, 4) clothing that 
has been laundered with scented detergents, fabric softeners, or dryer sheets, and 5) potpourri, incense 
and scented candles (even when incense or scented candles are not burning).  Sometimes fragrance is 
added to and dispersed by a building’s ventilation system. 

Pesticides

Pesticides are hazardous chemicals designed to kill or repel insects, plants, and other pests.  The term 
pesticide applies to insecticides, herbicides (weed-killers), fungicides, rodenticides, disinfectants, and 
other substances used to control pests.  Many pesticides contain volatile and/or semi-volatile 
chemicals that contribute to poor indoor air and environmental quality (IAQ/IEQ). 
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A pesticide product consists of the active ingredient(s) and “inert” ingredients.  Active ingredients are 
the chemicals that kill or repel the pest.  The rest of the product is composed of “inert” ingredients, 
which often comprise over 95% of the pesticide product.  “Inert” ingredients are commonly solvents 
and may be as, or more, toxic than the active ingredient(s). 

Individuals exposed to pesticides are at risk for both acute and chronic health effects (4, 5, 6, 7). 
Pesticide exposures can exacerbate asthma and cause nausea, headaches, rashes, dizziness, fatigue and 
memory loss.  Many pesticides are also linked with causing cancer, birth defects, neurological and 
reproductive disorders, and the onset and exacerbation of chemical sensitivities.  Pesticide exposure 
can occur long after its application because pesticide products are often designed to be persistent in the 
environment. 

For people who are chemically sensitive, exposure to even minute amounts of pesticides from, for 
example, pesticide drift from neighborhood lawn treatments, driving on a road where herbicides have 
been sprayed weeks earlier, or being in a building that was treated with pesticides even several years 
earlier, can cause severe, sometimes, life-threatening and/or prolonged illness (8).  Thus the presence 
of pesticides is one of the greatest access barriers for people with chemical sensitivities. 

The use of pesticides can be eliminated or significantly reduced through implementation of Integrated 
Pest Management (IPM) programs.  IPM is a program of prevention, monitoring, record-keeping, and 
control that eliminates or drastically reduces the use of pesticides.  The focus of IPM is to prevent pest 
problems by reducing or eliminating sources of pest food, water, and shelter and by maintaining 
healthy lawns and landscapes.  The first approach to controlling a pest outbreak is to improve 
sanitation, make structural repairs (such as fixing leaky pipes and caulking cracks), and using physical 
or mechanical controls such as screens, traps and mechanical weed cutters.  A least hazardous 
chemical is used only when other strategies have failed. 

IPM strategies are being increasingly implemented in schools, parks, government facilities, and 
hospitals nationwide.  One needs to be aware, however, that the term IPM is sometimes 
inappropriately used for pest management programs that use or recommend the use of significant 
amounts of pesticides. 

Cleaning Products & Disinfectants

Many toxic chemicals are found in janitorial cleaning supplies used in industrial and commercial 
facilities. They often emit volatile organic compounds (VOC’s) (9), contribute to poor indoor air 
quality (IAQ), and create access barriers for people with asthma, allergies, and/or chemical 
sensitivities.  Some of these chemicals are associated with human health effects, including cancer, 
damage to major organs, interference with normal reproduction and development, and even death.  
(10).

Even “greener cleaners” may contain volatile substances, like citrus or pine, that can cause adverse 
health effects in building occupants.   

There is a wide range of cleaning and maintenance products that include, but are not limited to, air 
fresheners, deodorizers, bathroom and tile cleaners, dusting aids, engine and other degreasers, 
lubricants, fabric protectants, floor polishes and waxes, furniture polish, general purpose cleaners, 
glass cleaners, laundry products, oven cleaners, carpet and upholstery cleaners, graffiti remover, and 
floor strippers.  One of the most hazardous cleaning operations for workers and building occupants is 
the stripping and refinishing of floors.   
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Some cleaning products also contain disinfectants.  The U.S. EPA notes that one major concern from a 
health standpoint is the increased incorporation of antimicrobial agents and fragrances in cleaners and 
air fresheners marketed to reduce indoor air contamination (1). 

Many commonly used disinfectant or sanitizer products contain chlorine, phenol, quaternary 
ammonium compounds, and isopropyl and other alcohols.  These produce hazardous fumes and 
present access barriers for people with chemical sensitivities.  

Electromagnetic Fields

For people who are electromagnetically sensitive, the presence of cell phones and towers, portable 
telephones, computers, fluorescent lighting, unshielded transformers and wiring, battery re-chargers, 
wireless devices, security and scanning equipment, microwave ovens, electric ranges and numerous 
other electrical appliances can make a building inaccessible. 

The National Institute for Occupational Safety and Health (NIOSH) notes that scientific studies have 
raised questions about the possible health effects of EMF’s.  NIOSH recommends the following 
measures for those wanting to reduce EMF exposure – informing workers and employers about 
possible hazards of magnetic fields, increasing workers’ distance from EMF sources, using low-EMF 
designs wherever possible (e.g., for layout of office power supplies), and reducing EMF exposure 
times (11). 

Renovation/Remodeling/Furniture

Many new building materials, such as paints, adhesives, wallboard, carpet, and insulation, as well as 
upholstered furniture, particleboard cabinets, and other furnishings emit hazardous volatile organic 
compounds (VOC’s), contribute to poor indoor air quality (IAQ) and create significant access barriers 
for people with asthma and/or chemical sensitivities.  These materials often outgas and are problematic 
for prolonged periods of time. 

Smoke & Combustion

Many people with asthma and most people with chemical sensitivities are made sick by exposure to: 
1) smoke, such as that from tobacco, fireplaces, candles, incense, and barbeques, and other outdoor 
fires, 2) vehicle and other engine exhaust, especially exhaust from vehicles using diesel or oxygenated 
fuel, and 3) combustion appliances burning kerosene, propane, or natural gas (natural gas usually 
being better tolerated than kerosene or propane). If combustion appliances are used, they should be 
directly vented to the outdoors.  Electrical appliances are preferred by people with chemical 
sensitivities.

Noise & Vibration

Noise and vibration from HVAC systems, vacuums, pumps, helicopters and other sources can trigger 
severe symptoms, including seizures, in susceptible individuals. 

Synergistic Effects of Indoor Air Pollutants 

Indoor air is a “chemical soup” made up of a variety of chemicals emitted by building materials, 
cleaning products, pesticides, personal care and consumer products, emissions from building 
equipment and activities, etc.  While individual chemicals may be hazardous, combinations of 
chemicals can be even more hazardous through additive or synergistic effects.  Synergistic effects 



NIBS IEQ Final Report 7/14/05 12

occur when the health impacts of a chemical combination is greater than the sum of the impacts of the 
individual chemicals. 

Indoor Air Chemistry

In indoor air, chemicals can react with one another to form other compounds that are more hazardous 
than the original chemicals.  Increasing evidence has shown that ozone and hydroxyl radicals formed 
by other oxidants can react with alkenes (such as limonene found in citrus and fragrance formulations, 
as well as terpenes emitted by many wood products) to generate secondary pollutants, including 
formaldehyde, as well as hydroxy radicals that can react with organics to form other potentially toxic 
air pollutants.  The toxicity of many of these secondary pollutants is well-established while for others 
it has yet to be evaluated (12, 13, 14, 15, 16).  These reactions can be limited by employing carbon-
based filters in locations where outdoor ozone concentrations commonly approach or exceed the 
National Ambient Air Quality Standards (NAAQS) promulgated by the U.S. EPA. 

Persistence of Indoor Air Pollutants

Many porous building materials and furnishings, such as carpeting, couches, drapes, and wallboard, 
absorb cleaning chemicals, fragrances, pesticides, and other air pollutants.  Chemicals adsorb to 
virtually all indoor surfaces but more strongly to rough rather than smooth surfaces.  These processes 
are known as the “sink effect”.  These chemicals can be re-emitted into the air for long periods of time 
leading to prolonged air pollution.  For example, it is not uncommon for a building to retain the odor 
of a fragrance-emitting device (FED) months after it has been removed.  Similarly, residual tobacco 
smoke can still be detected in buildings long after a no-smoking policy is implemented.  Air pollutants 
clear more readily from buildings that contain a higher percentage of hard impermeable surfaces. 
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RECOMMENDED ACTIONS FOR FACILITY MANAGERS AND OPERATIONS & 
MAINTENANCE STAFF 

The O & M Committee identified pesticides (indoors & outdoors), fragrances (especially fragrance-
emitting devices/FEDS, air fresheners, and deodorizers), and volatile cleaners (including citrus & 
pine) as the biggest access barriers for people with chemical sensitivities related to operations and 
maintenance of a building.  Cell phone use was identified as a significant barrier for people with 
electromagnetic sensitivities. 

The Committee developed recommendations for making buildings more accessible for people with 
chemical and/or electromagnetic sensitivities in the areas of pest control, cleaning & disinfecting, 
mechanical / HVAC, landscape maintenance, and enclosure maintenance.  They are listed in bullet 
form in the Appendix and summarized in the body of the report below.   

In addition, recommendations are given for renovation, remodeling, and furnishings and for adoption 
of polices on smoking, fragrances, cell phone use, notification of building activities, and vehicle 
idling.

The Committee recognizes that the list of recommendations is long and that few buildings will be able 
to implement all of them.  The recommendations are the ideal goal towards which to strive.  Any steps 
taken to reduce the levels of the problematic substances or conditions listed above will improve access 
for people with chemical and/or electromagnetic sensitivities and create a healthier building.   

Some of the recommendations will not apply to certain types of buildings or geographic areas.  The 
recommendations are given in sufficient detail to help those who need to address a specific issue.  
Resources from which to obtain more information or guidance are also provided in the Appendix and 
at the end of the document in Additional Resources. 

Recommendations for Pest Control

Adopt an Integrated Pest Management (IPM) program for building interiors and grounds as described 
in “Healthy Hospitals, Controlling Pests Without Harmful Pesticides” (17).  The Los Angeles Unified 
School District also has an exemplary plan for an IPM program (18). 

IPM is a program of prevention, monitoring, record-keeping, and control that eliminates or drastically 
reduces the use of pesticides.  The focus of IPM is to prevent pest problems by reducing or eliminating 
sources of pest food, water, and shelter and by maintaining healthy lawns (19) and landscapes.   

The first approach in controlling a pest outbreak is to improve sanitation, make structural repairs (such 
as fixing leaky pipes and caulking cracks), and using physical or mechanical controls such as screens, 
traps, vacuums, and mechanical weed cutters.  Increased sanitation measures include more frequent 
trash removal, restricting eating to designated areas, securing trash container lids, and steam cleaning 
trash containers.  The IPM approach uses knowledge of a pest’s biology, habitat, and needs to time 
specific interventions to prevent and control pests.  A least hazardous chemical is used only when 
other strategies have failed.  

Pesticide use is discouraged in a true IPM program.  If pesticides are used indoors or outdoors, 
however, the following precautions should be taken --  notification of applications (even for “spot” or 
crack & crevice treatments) should be given through posting of signs (before, during, and after 
applications) and by other means to building occupants, especially those on a pesticide notification 
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registry (20), applications should only be made by a licensed applicator, applications should not be 
made inside buildings by spraying, fogging, bombing, or tenting, and applications should not be made 
in occupied areas or areas that may become occupied during the 24 hours (at a minimum) following an 
application.  In buildings that are constantly occupied, pesticide applications should be made when 
they are least occupied.  It is recommended that pesticides be applied when there is the longest time 
before the area will be re-occupied, such as at the beginning of a weekend or vacation period. 

The Committee recommends that certain pesticides, such as organophosphates, carbamates, 
pyrethroids, and other neurotoxic insecticides; 2,4-D, other phenoxy herbicides, and glyphosate; and 
fungicides such as mancozeb, chlorothalonil, and maneb, never be used.   

Recommendations for Cleaning & Disinfecting

Use fragrance-free, low-VOC cleaning products.  Do not use fragrance-emitting devices (FEDS), plug-
ins, or sprays; urinal or toilet blocks; or other deodorizer/re-odorizer products.  Reduce odors by 
increasing cleaning and ventilation and/or using baking soda or zeolite to absorb odors.  Do not use 
products containing paradichlorobenzene (21) or naphthalene, which are common ingredients in 
FEDS.

Do not use cleaner/disinfectant combination products.  Avoid or limit the use of products containing 
chlorine, ammonia, quaternary ammonium, phenol, isopropyl and other alcohols, formaldehyde, and 
other petroleum distillates.  Do not use citrus- or pine-based products.  Hydrogen peroxide-based 
products are the preferred disinfectants, but still should be used with caution and care.  Use hot water 
for cleaning to reduce the need for soaps, detergents, and disinfectants. 

Use disinfectants only in areas and at strengths (i.e., levels of disinfection) required by law.  Check 
with
local health department to obtain details of all legal requirements. Clean surfaces thoroughly before 
disinfecting.  Leave disinfectants in place for the correct amount of time before wiping surfaces clean. 

Audit cleaning chemicals currently in use and develop a plan to replace with safer alternatives. 

Vacuum frequently and thoroughly using vacuums with HEPA filters and strong suction.  If carpets 
must be cleaned, use steam or least toxic all-purpose cleaner or carpet cleaner that does not contain 
petroleum solvents.  Spot clean whenever possible.  Clean stains while they are fresh to avoid the need 
for aggressive cleaning later.  Dust hard surfaces with a lint-free cloth, or with water only.   

Spray cleaning products on to cloths rather than on to surfaces or into the air.  Dry all washed surfaces 
with a dry cloth or mop to reduce chemical residue and chance of mold growth.  Minimize the use of 
floor waxes and buffing.   

Ventilate well when using cleaning products.  Post signs during cleaning.  Make cleaning schedule 
available to employees or others upon request. 

Schedule heavy cleaning, repairs and maintenance during low or no-occupancy periods whenever 
possible.

Prohibit occupant usage of cleaning chemicals except as authorized.  Establish a list of least toxic, 
low-VOC cleaning products (and/or provide them to employees) which they can use to clean 
computers, erase felt pen writing on white board, and perform other similar activities. 
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In decorative building fountains, use the minimum amount of chlorine necessary for disinfection, 
avoid the use of bromine, use closed ozone water treatment systems to the maximum extent possible, 
and make use of newer, less-toxic disinfecting technologies as they become available. 

Avoid the use of wall-mounted devices, similar to fragrance-emitting devices (FEDS), that operate 
automatically or by pushing a button to dispense deodorizers, disinfectants, and pesticides. 

Recommendations for Mechanical Equipment / HVAC

Adhere to a strict maintenance schedule for HVAC equipment and make sure it is working properly.  
Use the highest efficiency filters compatible with current HVAC system, and if necessary, consider 
retrofitting the system to increase filtration capabilities.  Maintain relative humidity between 30% and 
50%. 

Use non-chemical methods to maintain HVAC ducts free of particulate matter, dust, and debris, such 
as physical removal or use of vacuums.   Do not use the HVAC system to disperse fragrances or other 
materials. 

Seal return air openings into HVAC system during remodeling and exhaust directly to the outdoors, by 
temporarily removing window glazing if necessary. 

Use demand controlled ventilation (DCV) that provides liberal amounts of air flow and outdoor air 
ventilation.  Before a building is re-occupied in the morning or after weekends, flush with at least 
three complete outdoor air exchanges.  

Create door and window-opening protocol to maintain proper pressure relationships and air flow in the 
building.  Educate and provide protocol to staff and other building occupants.  Policy should include 
provision that allows chemically sensitive and other individuals to open windows on a temporary or 
regular basis, as needed because of a health condition.  Windows should also be permitted to be 
opened by occupants when the HVAC system is not working or shut off, such as may occur during 
nights and weekends. 

Make maximum use of economizer cycle.  Avoid energy conservation practices that reduce intake of 
outside air below minimum requirements.   

Avoid or minimize the use of humidifiers in the building’s HVAC system.  Prohibit the use of 
personal humidifiers except when an occupant has a medical need for one.  Maintain the cleanliness of 
all humidifier equipment and use the minimum amount of water treatment chemicals necessary to 
control dissolved solids and pH and prevent antimicrobial contamination.  Do not allow the use of 
portable air “cleaners” that emit ozone. 

Repair plumbing with least toxic, low-VOC materials.  Use snakes or other mechanical methods to 
clear clogged drains.  Use bacterial enzymes to prevent drain clogs.  Inspect floor and other drains, 
especially those that are infrequently used, to ensure there is water in the P-traps, thereby avoiding 
sewer gas backup.  Treat grease traps daily with bacterial enzymes. 

Recommendations for Landscape Maintenance

Maintain lawns and gardens organically.  Use integrated pest management (IPM) to eliminate or 
minimize the use of herbicides, fungicides, insecticides, and other pesticides.  Maintain soil health.  
Avoid the use of synthetic fertilizers. 
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Pull, mow, or use mechanical weed cutters to remove weeds.  Vinegar can be used to kill weeds along 
fence lines and other hard to reach places. 

Avoid dust-blowing equipment like leaf blowers.  Sweeping, raking, and use of vacuums are the 
preferred methods for removing debris.   

Avoid diesel-powered and 2-cycle engine equipment.  Use electric lawn and landscape equipment 
whenever possible. 

Use rock, gravel, flat stones, or pavers for mulch, and/or use typar landscape barrier to suppress 
weeds.  Avoid organic mulches, like cocoa beans, peat moss, wood chips, and bark, especially near 
operable windows and doors of buildings.  These mulches usually emit volatile fumes and may 
produce or harbor mold. 

Avoid the use of CCA wood or wood chips because they contain arsenic and other toxic chemicals 
which can leach into the environment.  Do not use railroad ties because they contain creosote. 

Apply pesticide, fertilizers, and lime only when there is little or no wind and apply them in a manner 
that prevents drift.  Post signs and provide advance notification to building occupants before starting 
these applications.  

Use least toxic, low-VOC paints, stains, and finishes on outside equipment, like benches, poles, decks, 
and porches. 

Recommendations for Enclosure Maintenance

It is important to properly maintain the building envelop in order to prevent mold problems and block 
pest entry. 

Routinely inspect and clean roof and gutters to make sure they are draining properly.  Promptly repair 
roof or plumbing leaks.  Regularly inspect walls and foundations, especially all utility entrance seals 
(e.g., phone, water, electric, and cable) for cracks and repair promptly if found.  Insulate cold pipes to 
prevent condensation. 

Promptly remove wet ceiling tiles and wall panels.   

Remove excess water from carpeting damaged by clean water and quickly dry it to avoid mold 
buildup.  Do not use disinfectants or moldicides (other than hydrogen peroxide-based ones).  Instead, 
utilize a steam extraction carpet cleaning system with a hydrogen peroxide-based cleaner/disinfectant.
Inspect carpet after it is completely dried to ensure there is no mold or mildew.  Those with asthma or 
chemical sensitivities should be removed from areas where there is wet carpeting.  Remove carpeting 
if it has been wet longer than 24 hours.   

Immediately remove and do not re-use any wet carpeting that has been contaminated with sewer 
water, heavy dirt and soils, or toxic chemicals.   

Seal rusted surfaces with a least toxic low VOC sealant to minimize emissions of airborne particles. 

Recommendations for Renovation/Remodeling/Furnishings
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It is recommended that buildings and furnishings be well maintained to reduce the need for renovation 
and remodeling.  Chemically sensitive individuals often tolerate older building materials and 
furnishings better than new ones because older materials have usually outgassed and emit lower levels 
of VOCs. 

If renovation and remodeling is done, however, efforts should be made to limit activities to select 
areas, rather than being done on a wide scale.  They should be performed when the areas are 
unoccupied (or the least occupied in buildings that are in constant use). 

If new materials and finishes are applied (especially wet-applied products such as paints, sealants, 
caulks, and adhesives), maximum outdoor air ventilation with no recirculation should be employed 
during and for a reasonable period of time after the application.  

When possible, new furnishings should be thoroughly aired out before being brought into the occupied 
space.
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GENERAL RECOMMENDATIONS

Indoor Air & Environmental Quality Program

The O & M Committee recommends that facilities adopt an Indoor Air & Environmental Quality 
Program (IAQ/IEQ) to promote practices that prevent or reduce the contamination of indoor air, 
thereby contributing to a safe, healthy, productive and comfortable environment for building 
occupants.  Benefits of good IAQ/IEQ may include improved health of occupants, decrease in the 
spread of infectious disease, protection of susceptible populations, increased productivity of 
occupants, improved relationships/fewer complaints, reduction in potential building closures (due to 
unhealthful conditions), less deterioration of buildings and equipment, reduced maintenance costs, and 
decreased liability and risk (22). 

An IAQ/IEQ Program should include the maintenance of a log that records building problems and 
health complaints reported by building occupants. 

Policies

The O & M committee recommends the following policies be adopted in commercial and public 
buildings: 

No Smoking Policy

It is recommended that smoking be prohibited inside buildings.  Smoking should be restricted to 
designated outdoor smoking areas that are 100 feet from paths of travel, entryways, operable windows, 
and air intakes. 

Fragrance-Free Policy

It is recommended that a fragrance-free policy include prohibition of fragrance-emitting devices 
(FEDS) and sprays; use of fragrance-free maintenance, laundry, paper and other products; restrictions 
on perfume, cologne, and other scented personal care products used by employees, visitors, and other 
occupants; and prohibitions on use of potpourri and burning incense and scented candles. 

An important first step is educating staff and others about the need for and benefits of reducing or 
eliminating the use of fragranced products. 

Resources

No Scents Makes Sense brochure, Lung Association of New Brunswick: 
http://www.nb.lung.ca/pdf/NoScentsMakeSense.pdf

Guidelines on Wearing Scented Products and We Share the Air posters, University of Waterloo, 
Ontario, Canada, www.safetyoffice.uwaterloo.ca/hspm/hspmm_intro/safety_manual_index.htm,
(under 12. Hygiene). 

See “Steps for Implementing a Scent-free Policy in the Workplace” in Additional Resources. 

Cell Phone Use Policy
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It is recommended that cell phone use be prohibited in areas of a building when requested by an 
electromagnetically sensitive individual who needs to work or visit that area.  Also, see information on 
use of a Cleaner Air Symbol in the Designated Cleaner Air Room report. 

Notification Policy 

It is recommended that facilities adopt a posting and notification policy to notify staff, visitors, and 
other building occupants of pesticide applications, cleaning and maintenance activities, renovation and 
construction, and other activities that may produce hazardous fumes or dust. 

Vehicle Idling Policy 

It is recommended that facilities limit or prohibit idling of vehicles, especially diesel vehicles, near 
entryways, loading docks, operable windows, and air intakes (23). 

Recommendations for Future Actions

1. The O & M Committee recommends that the U.S. Access Board sponsor a meeting with 
stakeholders, including architects, building owners and managers, government officials, scientists, 
advocates, sensitive and vulnerable individuals, and others to evaluate the recommendations of this 
report (Operations & Maintenance).  This meeting should provide a forum for increasing awareness of 
the report, facilitating dialogue among stakeholders, assessing the feasibility of the recommendations, 
and identifying ways to advance the recommendations. 

2. The recommendations on cleaning products and practices in this report are based on 
information that is currently available.  The O & M committee found that much more information and 
research is needed to better define cleaning products and practices that are effective and that will best 
protect occupant health.  Some of the data gaps or problems the Committee identified are lack of 
information on labels and Material Safety Data Sheets, lack of information on fragrance ingredients 
combined with incomplete information on their health effects, and safety questions about citrus- and 
pine-based cleaning products because, among other things, they react with ozone to produce hazardous 
byproducts. 

We, therefore, recommend that the U.S. Access Board and/or NIBS, in conjunction with U.S. EPA and 
other stakeholders, sponsor a workshop to examine existing information on cleaning products and 
practices, identify those products and practices that have the least adverse impact on indoor 
environmental quality and occupant health (including impacts on sensitive and vulnerable individuals), 
develop best practices, and determine research needs. 
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APPENDIX - DETAILED RECOMMENDATIONS  

Detailed Recommendations for Pest Control 

Use Integrated Pest Management: 

Use integrated pest management (IPM) – a program of pest prevention, monitoring, record-keeping, 
and control that eliminates or drastically reduces the use of pesticides. 

Follow recommendations for integrated pest management (IPM) in "Healthy Hospitals, Controlling 
Pests Without Harmful Pesticides”.  The Los Angeles Unified School District also has an exemplary 
plan for an IPM Program. 

Eliminate the use of chemical pesticides or minimize their use to the greatest possible extent. 

Pest management program should be part of an overall Indoor Air & Environmental Quality 
(IAQ/IEQ) program. 

Designate an IPM coordinator. 

When contracting for IPM services, give clear instructions on the type of service requested, including 
which, if any, pesticides are acceptable for use under specific conditions. 

Eliminate all scheduled or routine use of pesticides.  Use chemical pesticides only as a last resort when 
non-chemical methods have failed to control a pest problem.  

Use organic methods to maintain lawns and landscape vegetation. 

Do not use fertilizers that contain herbicides (e.g., “weed and feed” products). 

Do not use herbicides to kill grass, shrubs, or other unwanted vegetation prior to removal or 
replacement.

If control methods are needed, preference should be given to physical (e.g., barriers), mechanical (e.g., 
mouse traps, pulling weeds, vacuuming, fly swatters, hosing insects off plants), and cultural (e.g., 
improved soil health, proper watering and pruning) controls, using bio-controls (e.g., natural predator 
insects) if those methods fail, and only using chemical pesticides as a last resort. 

Prevent Pests: 

Emphasize pest prevention through non-chemical means. 

To avoid creating conditions attractive to pests, clean thoroughly, promptly fix building cracks and 
plumbing leaks, restrict eating to designated areas, and promptly dispose of waste. 
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Adopt and adhere to strict maintenance schedules to determine and repair points of possible pest entry, 
such as torn screens, cracks and holes in walls, and damaged or improperly placed door seals and 
sweeps.

Initiate additional housekeeping routines to reduce the chances of pest infestation, including more 
frequent trash removal, securing trash container lids, and steam cleaning trash containers. 

Locate trash cans and dumpsters, compactors, and recycling areas away from the building. 

Maintain healthy lawns and landscape vegetation to increase resistance to pests. 

To maximize health of lawns, develop healthy soils, mow often and with sharp blades, reduce thatch, 
and water deeply but not too often. 

Maintain soil health.  Avoid the use of synthetic fertilizers. 

Prevent mosquitoes from breeding by draining stagnant water from bird baths, swimming pool covers, 
buckets, tires and other areas where water may be collecting.  Drill holes in bottom of recycling bins 
that must be kept outside.  Check rain gutters to ensure they are draining properly. 

Discourage the introduction or presence of indoor plants because they attract pests, encourage 
pesticide use, and often promote mold growth.   

If indoor plants are present, minimize mold growth by being careful not to over water, loosening the 
top layer of soil every week, and not keeping plants in wicker baskets.  Do not use synthetic fertilizers 
or pesticides on indoor plants. 

Change the water in flower vases frequently. 

Pesticides: 

USE PESTICIDES ONLY AS A LAST RESORT WHEN NON-CHEMICAL METHODS HAVE 
FAILED TO CONTROL A PEST PROBLEM 

Use the least toxic pesticide in the least amount necessary to accomplish the job.  Spot treatments are 
preferred.

Least hazardous pest management materials include: 

Boric acid and disodium octoborate tetrahydrate;  
Soybean oil and corn gluten meal; 
Diatomaceous earth;  
Nonvolatile insect and rodent baits in tamper-resistant containers or for use in crack and 

crevices;
Microbe-based insecticides (such as Bacillus thuringiensis, B.t.);  
Botanical insecticides that do not contain synthetic pyrethroids or toxic synergists; 
Biological control agents, such as parasites and predators; and 
Soap-based products. 

[Note that due to individual variations in sensitivities, some people with allergies, asthma, or chemical 
sensitivities may not tolerate one or more of the above least hazardous materials.] 
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Least hazardous physical pest management methods include the use of liquid nitrogen for cold 
treatment of termites. 

Pesticide applications should only be made by a licensed pest control applicator. 

The O & M Committee recommends that certain pesticides, such as organophosphates, carbamates, 
pyrethroids, and other neurotoxic insecticides; 2,4-D, other phenoxy herbicides, and glyphosate; and 
fungicides such as mancozeb, chlorothalonil, and maneb, never be used.   

Do not apply pesticides to buildings by fogging, bombing, or tenting or by space, broadcast, or 
baseboard spraying. 

Do not apply pesticides in occupied areas or areas that may become occupied during the 24 hours (at a 
minimum) following an application.  In buildings that are constantly occupied, pesticide applications 
should be made when they are least occupied.  It is recommended that pesticides be applied when 
there is the longest time before the area will be re-occupied, such as at the beginning of a weekend or 
vacation period. 

Minimize contamination of the HVAC system by sealing all inlets and outlets to the area where 
pesticides are applied.  When the seals are removed, ventilate the area with 100% outside air with no 
recirculation at least until the building is re-occupied. 

No application of pesticides should be made along paths of travel or in the vicinity of entrances, 
windows, or outside air intakes. 

Do not use pesticides that contain added fragrance. 

Ensure proper training of all personnel working with pesticides. 

Prohibit other staff and building occupants from using pesticide products. 

In the event of a scheduled structural or lawn care pesticide application (including spot or crack & 
crevice treatments), provide pre-notification and post signage in appropriate disability formats before, 
during, and after the application. 

Signage for pesticide applications should include the name of the pesticide product applied and EPA 
registration number, date and time of application, name of the applicator, and the name and number of 
contact person from whom to obtain more information.  For examples of notification requirements, see 
Healthy Hospitals report (17) and New Jersey regulations (20) under References. 

Require that pest control applicators provide the building manager or designated agent copies of 
Material Safety Data Sheet(s) and product label(s) for all pesticides used inside the building or on 
facility grounds.  These documents should be provided to building occupants and the public upon 
request.  Note, however, that neither the MSDS or product label provide complete information on 
product ingredients or their potential health effects. 

Maintain a voluntary registry of persons at increased risk of injury or harm from pesticide exposures 
who wish to receive individual notification prior to pesticide applications (or notified after an 
emergency application). 
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Reasonable accommodation to programs, services, and employment needs to be readily available to 
people whose disabilities require that they avoid exposures to pesticides. 

Maintain secured separate storage for pesticides and limit access to authorized personnel only. 

Store any pesticide and disinfectant products away from food, laundry areas, paper product storage, 
areas occupied by children, and HVAC air intakes. 

Maintain separate equipment, including mixing containers, for use with pesticides. Avoid cross 
contamination with equipment used for cleaning and other maintenance activities. 

Establish a reporting procedure and encourage individuals who are experiencing adverse health effects 
from a pesticide exposure to report the incident to the building manager and the U. S. Environmental 
Protection Agency.  See EPA Pesticide Health Incident Reporting, 
http://www.epa.gov/pesticides/health/reporting.htm
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Resources

IPM for Schools: A How-to Manual, EPA 909-B-
97-001, March 1997, 
http://www.epa.gov/pesticides/ipm/schoolipm/

Pest Prevention: Maintenance Practices and Facility 
Design by Sewell Simmons, California School 
IPM, California Department of Pesticide 
Regulation, 
http://www.cdpr.ca.gov/cfdocs/apps/schoolipm/ma
naging_pests/71_pest_prevention.cfm?crumbs_list=
1,34

School Integrated Pest Management Program, 
California Department of Pesticide Regulation, 
www.cdpr.ca.gov/cfdocs/apps/schoolipm/main.cfm

Responsible Pest Management: Best Practices and 
Alternatives, Canada 
http://www.pestinfo.ca/main/ns/22/doc/23/lang/EN

Second National Report on Human Exposure to 
Environmental Chemicals, Centers for Disease 
Control and Prevention, U.S. Department of Health 
and Human Services, 2003, 
www.cdc.gov/exposurereport/2nd

ExToxNet (Extension Toxicology Network) 
Pesticide Information Profiles, Cornell University, 
http://pmep.cce.cornell.edu/profiles/extoxnet/
(Does not include information on all health impacts 
experienced by people with pesticide/chemical 
sensitivities) 

The Safety Source for Pest Management:  A 
National Directory of Least-Toxic Service 
Providers, www.beyondpesticides.org/safetysource

Beyond Pesticides 
701 E Street, SE, Suite 200, Washington DC 20003 
202-543-5450 
info@beyondpesticides.org
www.beyondpesticides.org

Bio-Integral Resource Center 
P. O. Box 7414, Berkeley CA 94707 
510-524-2567 
birc@igc.org
www.birc.org

Californians for Pesticide Reform 
49 Powell Street, #530, San Francisco, CA 94102 
415-981-3939 
pests@igc.org
www.pesticidereform.org

International Pest Management Institute 
P. O. Box 474, Ash Fork AZ 86320 
928-637-2378 
Bill Currie, Director 
bugebill@earthlink.net

IPM Institute of North America 
1914 Rowley Avenue, Madison WI 53705 
608-232-1528 
ipmworks@ipminstitute.org
www.ipminstitute.org

National Center for Environmental Health 
Strategies
1100 Rural Avenue, Voorhees NJ 08043 
856-429-5358 
ncehs@ncehs.org
www.ncehs.org

Northwest Coalition for Alternatives to Pesticides 
P.O. Box 1393, Eugene OR 97440-1393 
541-344-5044 
info@pesticide.org
www.pesticide.org

Pesticide Action Network North America 
49 Powell Street, Suite 500, San Francisco CA 
94102 
415-981-1771 
panna@panna.org
www.panna.org, www.pesticideinfo.org

U.S. Environmental Protection Agency 
Office of Pesticide Programs 
Ariel Rios Building 
1200 Pennsylvania Ave., NW, Mail Code 3213A 
Washington, DC 20460 
202-260-2090 
www.epa.gov/pesticides

National Pesticide Information Center 
Cooperative effort between Oregon State 
University and U.S. EPA 
333 Weniger, Corvallis OR 97331 
800-858-7378 
npic@ace.orst.edu
http://npic.orst.edu
(Good site for basic pesticide information, but does 
not include full range of possible health effects 
experienced by people with pesticide or chemical 
sensitivities) 
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Detailed Recommendations for Cleaning & Disinfecting 

Do not used fragrance-emitting devices (FEDS), plug-ins, or sprays; urinal or toilet blocks; or 
other deodorizer/re-odorizer products. 

To reduce odors, increase cleaning and ventilation and/or use baking soda or zeolite to absorb 
odors.

Do not use products containing paradichlorobenzene or naphthalene (commons ingredients in 
FEDS).

Avoid or limit the use of products containing chlorine, ammonia, quaternary ammonium, phenol, 
isopropyl and other alcohols, formaldehyde, and other petroleum distillates. 

Discourage the use of alcohol-based hand washes. 

Do not use products that contain or have a fragrance. 

Do not use citrus- or pine-based products. 

Use vegetable-based surfactants rather than petroleum-based ones.  Do not use or citrus- or pine-
based solvents. 

Cleaning and disinfecting programs should be part of an overall Indoor Air & Environmental 
Quality (IAQ/IEQ) program. 

Establish an audit of all cleaning chemicals currently in use.  Develop a priority list and plan to 
establish alternatives for chemicals and cleaning methods. 

Raise awareness among building maintenance staff and occupants that "green" and 
"environmentally friendly" products are not necessarily good for occupant health. 

Minimize the number of cleaning and disinfecting products used.  

Perform cleaning maintenance on an as needed basis – use spot or area cleaning rather than 
broad-based cleaning.

Clean stains while they are fresh to avoid need for aggressive cleaning later. 

Choose cleaning products and disinfectants that emit the lowest levels of volatile fumes. 

Dust with a dry lint-free cloth, or with water only.  Avoid or minimize the use of polish dusting 
products.

Avoid perfumed and/or chemically-treated cleaning products and supplies, such as cleaning rags, 
vacuum bags, trash bags, tissue, toilet paper, and hand soaps. 

Increase scrubbing and other mechanical methods of cleaning to reduce the need for chemicals. 



NIBS IEQ Final Report 7/14/05 28

Inspect areas to insure there has been proper cleaning using visual inspection, white cloth, or 
ultraviolet light. 

Do not use cleaner/disinfectant combination products. 

Hot water should be available for hand washing and cleaning.   

Whenever possible, clean with hot water to reduce the amount of soap, detergent, and disinfectant 
that must be used. 

Spray cleaning products on to cloths rather than on to surfaces or into the air. 

If carpets must be cleaned, use steam or least-toxic all-purpose cleaner or carpet cleaner that does 
not contain petroleum solvents.  Spot clean whenever possible. 

Adopt fast-drying methods for carpet cleaning, 4 hours maximum. Steam cleaning + highest 
extraction + higher dry air flow = fast drying. 

Dry all washed surfaces and floors with a dry cloth or mop to minimize chemical residues and 
reduce the chance of mold growth. 

Use vacuums with HEPA (High Efficiency Particulate Attenuation) filters and strong suction.  
Vacuum frequently and thoroughly. 

Minimize the use of floor waxes and buffing, and if done, notify employees and the public. 

Order cleaning products for use with pumps rather than spray or aerosol dispensers to minimize 
chemical contamination of the air and HVAC system. 

Take control of your own dispensing to ensure proper measurements. Establish minimal dosing 
for applications.  When chemical has multiple uses, dispense separately for each use.  A good 
dispensing program can save 25% to 40% in chemical consumption and costs. 

Educate staff that mixing cleaning chemicals is dangerous because it can create new compounds 
that are more toxic than the original products. 

Initiate protocol to authorize, supervise, and provide safe areas to mix authorized chemicals. 

Store cleaning chemicals securely, separated from paper, cloth, or other absorbent materials. 

Post signs during cleaning activities.  Make cleaning schedule available to employees or others 
upon request. 

Schedule heavy cleaning, repairs and maintenance during low or no-occupancy periods whenever 
possible.
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Maintain strict protocol for training employees who use hazardous products or materials.  
Maintain an active list of those authorized to perform those duties. 

Restrict cleaning to authorized personnel only. 

Prohibit occupant usage of cleaning chemicals except as authorized.  Establish a list of least toxic, 
low-VOC cleaning products (and/or provide them to employees) which they can use to clean 
computers, erase felt pen writing on white board, and perform other similar activities. 

Use micro vacuums for cleaning electronic equipment.  Do not use solvent cleaners. 

Increase air intake to a building to dilute cleaning products present in indoor air, especially during 
major cleaning activities such as cleaning of carpet, walls, etc. 

Provide a well-ventilated room with exhaust fans in which to service computers and other 
portable equipment whenever toxic chemicals are involved in the repair process. 

Develop protocol to dispose of cleaning solutions safely. 

Reduce tracked-in dirt by using mats and grills in entryways.  Where appropriate, exhaust air 
between separated doorway entrances. 

Replace wet entrance mats and dry wet floors and carpeting as soon as possible. 

Utilize only those floor mats that do not emit odors/fumes or particles. 

Reasonable accommodation to programs, services, and employment needs to be readily available 
to people whose disabilities require that they avoid exposures to cleaning, disinfecting, and 
maintenance chemicals. 

Waterless urinals should be maintained using products containing bacterial enzymes that 
biodegrade urea.  

Disinfectants

Eliminate combined cleaner/disinfectant products. 

Use disinfectants only when and where necessary.  This includes: 

1)  Knowing what organisms need to be reduced/disinfected. Disinfectants are formulated 
to target certain organisms or combination of organisms.  It is important to use the right 
product in the right place. 

2)  Knowing what surfaces do (or do not) need to be disinfected, and how often. 

3)  Cleaning surfaces thoroughly before disinfecting. Disinfectants can only be effective 
through contact.  A layer of surface grime is likely to prevent sufficient contact. 

4)  Using proper disinfectant mixing and cleaning procedures. This includes leaving 
disinfectants in place for the correct amount of time before wiping surfaces clean. 
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Limit or avoid the use of disinfectant or cleaning products containing chlorine, quaternary 
ammonium, phenol, and isopropyl and other alcohols. 

Hydrogen peroxide-based disinfectants are preferred, but should be used judiciously with caution 
and care.

Use disinfectants only in areas and at strengths (i.e., levels of disinfection) required by law.  
Check with local health department to obtain details of all legal requirements. 

Restrict or eliminate the use of alcohol-based hand washes. 

Do not use hand soaps containing triclosan or other disinfectants. 

Resources

See Addendum B for more information on Cleaning 

Detailed Recommendations for Mechanical Equipment & HVAC Systems 

If a building has poor indoor air quality, investigate the extent to which outdoor air contaminants 
are contributing to the problem. 

In areas where poor outdoor air is a problem, use the highest efficiency filters compatible with 
current HVAC system, and if necessary, consider retrofitting system to increase filtration 
capabilities.

Use demand controlled ventilation (DCV) that utilize sensors in occupied spaces to determine 
when ventilation should be increased due to increased occupancy or other loads.  Be wary of 
using motion sensors that can create significant electromagnetic fields. 

Provide liberal amounts of ventilation.  It is better to have more ventilation than necessary rather 
than too little. 

Where there is an adjoining parking garage or busy roadway, or nearby heliport, anticipate the 
need to decrease air exchange and ventilation in buildings prior to and during “rush hours” or 
times of usage, respectively.  During periods of decreased outdoor air ventilation, increase 
recirculation and filtration of recirculated air. 

Adhere to a strict maintenance plan for all HVAC equipment to make sure it is working properly.  
This will reduce the chance of air contamination, maintain optimal efficiency, and minimize noise 
and vibration. 
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Create door and window-opening protocol to maintain proper pressure relationships and air flow 
in the building.  Educate and provide protocol to staff and other building occupants.  Policy 
should include provision that allows chemically sensitive and other individuals to open windows 
on a temporary or regular basis, as needed because of a health condition.  Windows should also 
be permitted to be opened by occupants when the HVAC system is not working or shut off, such 
as may occur during nights and weekends.  Policy should address emergency situations in which 
opening windows could exacerbate the crisis. 

Maintain HVAC ducts free of particulate matter, dust, and debris.  Use non-chemical methods, 
such as physical removal or use of vacuums. 

Do not use HVAC system to disperse fragrances or other chemicals. 

Before a building is re-occupied (e.g., in the mornings or after weekends), flush with at least three 
complete outdoor air exchanges. 

Make maximum use of economizer cycle.  Avoid energy conservation practices that reduce intake 
of outside air below minimum requirements. 

Make sure the supply and return air diffusers, grills, and registers are working correctly. 

Test for stagnant air areas where furniture, wall partitions, or equipment may be blocking air 
movement.  Use ribbons or dry ice rather than smoke to study air flow patterns. 

Maintain relative humidity between 30 and 50%. 

Avoid or minimize the use of humidifiers in the buildings HVAC system.  Maintain the 
cleanliness of all humidifier equipment and use the minimum amount of water treatment 
chemicals necessary to prevent antimicrobial contamination and to control dissolved solids and 
pH.

Prohibit the use of personal humidifiers except where there is a medical need.   

Isolate and contain construction chemicals and particulate matter from HVAC system by covering 
registers and diffusers and using negative-pressure air systems. 

Seal return air openings into HVAC system during remodeling and exhaust directly to the 
outdoors, by temporarily removing window glazing if necessary. 

Quickly evacuate a building if the HVAC system becomes contaminated with a solvent, pesticide, 
toxic gas, or other harmful chemical at a level that can cause adverse health impacts in occupants, 
including sensitive and more vulnerable individuals. 

Eliminate storage of toxic and/or volatile chemicals near HVAC intakes. 

Do not allow the use of portable air “cleaners” that emit ozone. 

Repair plumbing with least toxic, low-VOC materials. 

To clear clogged drains, use mechanical methods such as snakes, or steam cleaning. 
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Utilize bacterial enzymes to prevent drain clogs, instead of using acids, solvents and alkalines 
which deteriorate pipes and necessitate repairs. 

Inspect floor and other drains, especially those that are infrequently used, to ensure there is water 
in the P-traps, thereby avoiding sewer gas backup in the building. 

Treat grease traps daily with preventive dose of bacterial enzymes, to avoid the need to use strong 
chemical cleaners if they become clogged. 

In decorative fountains, use the minimum amount of chlorine necessary for disinfection, avoid the 
use of bromine, use closed ozone water treatment systems to the maximum extent possible, and 
make use of newer, less-toxic disinfecting technologies as they become available. 

Resources

EPA, Indoor Air Quality Building Education and Assessment Guidance (I-BEAM) Software 
package, can be downloaded for free from EPA website at 
http://www.epa.gov/iaq/largebldgs/ibeam_page.htm, or can be obtained on CD from IAQ 
Clearinghouse at at 1-800-438-4318 or via e-mail at iaqinfo@aol.com (ask for EPA 402-C-01-
001).

See references regarding HVAC in Building Design & Construction report 

Detailed Recommendations for Landscape Maintenance 

Use integrated pest management (IPM) to eliminate or minimize the use of herbicides, fungicides, 
insecticides, and other pesticides. (See recommendations for Pest Control).

Maintain lawn and gardens organically. 

Maintain soil health. 

Avoid the use of synthetic fertilizer. 

Do not use fertilizer products that contain herbicides (e.g., “weed and feed” products). 

Maintain healthy lawns and landscape vegetation to increase resistance to pests. 

To maximize health of lawns, develop healthy soils, mow often and with sharp blades, reduce 
thatch, and water deeply but not too often. 

Pull, mow, or use mechanical weed cutter to control weeds.  Vinegar can be used to kill weeds 
along fence lines or other hard to reach areas. 

Avoid dust-blowing equipment, such as leaf blowers.  Sweeping, raking, and use of a vacuum are 
the preferred methods for removing debris.  

If string or other mechanical weed cutter is used, attempt to minimize dispersal of dust, dirt, and 
debris.
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Avoid diesel-powered or 2-cycle engine equipment, use electric lawn equipment instead. 

Close windows during grass cutting, or prior to pesticide, fertilizer, or lime applications, or use of 
gas-powered equipment or vehicles on building grounds. 

Use least toxic low-VOC paints, stains and finishes on outside equipment, including benches, 
poles, decks, and porches, as is recommended for interior and exterior of buildings (see 
recommendations in Building Products & Materials report). 

Use rock, gravel, flat stones, or pavers for mulch and/or use typar landscape barrier to suppress 
weeds.  Avoid organic mulches (e.g., cocoa beans, peat moss, wood chips, bark), especially near 
windows and doors of buildings.  These mulches emit volatile fumes and may harbor mold. 

Avoid the use of CCA wood or wood chips because they contain arsenic and other toxic 
chemicals which can leach into the environment. 

Do not use railroad ties because they contain creosote. 

Remove plants that are chronically ill and/or frequently attract insect pests. 

When replacing plants or redesigning landscape, follow recommendations in Building 
Construction & Design report. 

Apply pesticide, fertilizers, and lime only when there is little or no wind present and in a manner 
that prevents drift. 

Provide prenotification by posting signs prior to pesticide, synthetic fertilizer, or lime 
applications.

Resources

Allergy-Free Gardening, Thomas Leo Ogren, www.allergyfree-gardening.com

Detailed Recommendations for Enclosure Maintenance 

Routinely inspect and clean roof and gutters to make sure they are draining properly. 
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Promptly repair roof or plumbing leaks. 

Regularly inspect walls and foundations, especially all utility entrance seals (e.g., phone, water, 
electric, cable) for cracks and repair promptly if found. 

Insulate cold pipes to prevent condensation. 

Promptly remove wet ceiling tiles and wall panels.   

Seal rusted surfaces to minimize emissions of airborne particulates using least toxic low-VOC 
sealant.

Include proper seal of the building in commissioning and re-commissioning programs for the 
building. 

Remove excess water from carpeting damaged by clean water and quickly dry it to avoid mold 
buildup.  Do not use disinfectants or moldicides (other than hydrogen peroxide-based ones).
Instead, utilize a steam extraction carpet cleaning system with a hydrogen peroxide-based 
cleaner/disinfectant.  Inspect carpet after it is completely dried to ensure there is no mold or 
mildew.  Those with asthma or chemical sensitivities should be removed from areas where there 
is wet carpeting.  Remove carpeting if it has been wet longer than 24 hours.   

Immediately remove and do not re-use any wet carpeting that has been contaminated with sewer 
water, heavy dirt and soils, or toxic chemicals.   

Seal rusted surfaces with a least toxic low VOC sealant to minimize emissions of airborne 
particles.

Include proper seal of the building in commissioning and re-commissioning programs for the 
building. 

Resources

Treschel, Hans, Ed.  Moisture Control in Buildings.  West Conshohocken, PA: American Society 
for Testing and Materials.  1992. 

COMMITTEE

Active
Chair – Hal Levin, Building Ecology Research Group 
Mary Lamielle, National Center for Environmental Health Strategies 
Ann McCampbell, Multiple Chemical Sensitivities Task Force of New Mexico 
Susan Molloy, National Coalition for the Chemically Injured 
Charlie Reid, Hamilton County Board of Health, Ohio 
Toni Temple, Ohio Network for the Chemically Injured 

Contributing
Terry Brennan, Camroden Associates 
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Dave Rupp, Cabinet King, Inc. 

ADDITIONAL RESOURCES 

General Guidance for Building Cleaning Programs 

By Charlie Reid, Member Hamilton County General Health District Board of Directors 1995- 
Present, Independent Consultant 1983 - Present.

Outdoor Air Intakes & Building Pressurization
The outside air intakes for positively pressurized buildings have a history of poor location. Many 
public buildings with utility or service entrances and loading docks have the outside air intake 
louvers near pollution sources that allow exhaust fumes from trucks to be drawn into the building.  
Some high-rise office buildings place air intakes in the path of drift from cooling towers on roofs, 
where contaminants such as bacteria that have caused Legionnaires’ disease can enter the 
ventilation system. Air intakes of other rooftop installations have entrained roof sealants that are 
emitted into the air. Still others have entrained emissions from plumbing vent stacks resulting in 
sewer gas entrainment. Roosting birds can also be a source of contaminants that are entrained in 
outdoor air supply streams. 

Outdoor air intakes are often poorly maintained and the areas are dirty. Getting good intake air - 
either by shielding or relocating intakes or by fine particle filtration eliminates the many 
contaminants from outside, as well as avoiding the added burden to cleaning inside.  Mechanical 
rooms and nearby areas may also be the location for chemical storage and janitors’ closets for 
many buildings. Mixing chemicals there sends vapors into the ventilation systems of the building.  
These are cleaning issues that affect indoor air quality. 

Since most positively pressurized buildings do not provide for door or window ventilation, all 
cleaning activities create polluted air until gases and particles are diluted and removed by outside 
air supply and exhaust.  Some older buildings, where the outdoor air supply rates are 
grandfathered into the energy saving criteria established in the era of President Carter and the 
1970’s oil embargo, have special problems with indoor air quality.  They generally have lower 
levels of outside air ventilation and, thus, lower levels of dilution.

First Reduce Soil and Dirt:
Put emphasis on entryways.  Reduce tracking in of outside soils and other particulate matter to 
make inside areas less difficult to clean.  Mats, entryway grids, and special ventilation of 
vestibules reduces intake of soil and dust.

Evaluate high traffic patterns for use of removable matting that can be cleaned away from 
personnel in order to reduce the overall general cleaning required for carpet.  

Limit eating to designated areas that can be cleaned by wiping and light mopping.  

Quickly identify and clean spills and stains to eliminate the need for harsher treatments later.   

Increase the light wipe and cleaning of hard floors to lessen the required stripping and finishing 
required.  Much of this can be done with water or very light dilutions of an all-purpose cleaner. 
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Caution on use of the wrong mop is important because residual chemicals on an unrinsed mop 
can start stripping the finish from the floor, which then requires more frequent refinishing.  

Employ better vacuums.  Use HEPA (High Efficiency Particulate Attenuation) filtered vacuums 
with continuous suction.  Higher suction not only reduces the amount of soil in buildings, it 
substantially reduces both hard floor and carpet cleaning.  The removal rate makes the cost of 
high quality equipment worth the investment.  The machines are larger, harder to manipulate, and 
because they have more suction, do not move as fast across the floor.  Using a HEPA vacuum 
following a typical upright vacuum can make a visible difference in the brighter color of a carpet 
as the floor wand passes over a surface. Ground-in dirt is substantially reduced as is the need to 
clean the carpet.  

Building occupants should be prohibited from having and using cleaning chemicals.  

Selection of cleaning methods/general rules:
Chemicals are used to make water work better in cleaning. Chemicals add surface wetting agents, 
soil reduction and rinsing agents, evaporative qualities, and at times mild coating to prevent re-
deposition of soils or the re-appearance of soils. The lower the soil level, the less water needs 
help to clean.

Higher temperature water dissolves better, cuts greasy soils, and requires less agitation.  Increased 
agitation requires less chemical action to cut into soils.   

Wiping and general rinsing after cleaning eliminate the need for many rinsing additives.  Most 
all-purpose cleaners, window cleaners, and other hard surface cleaners have an alternative 
available in vegetable-based surfactant chemistry. Using many of the alternative products can 
eliminate alcohol, which lingers in the air long after use. Many of these products can be used in 
higher dilutions and thus less product is required. 

Wiping needs to replace spraying.  Many companies have gone to dispensing systems that fill 
spray bottles. Spraying not only diffuses a solution into the air as well as on the surface, it 
generally wastes product by over-wetting a surface - thus the need for adding evaporative alcohol 
to the product.  By wetting a wipe lightly and applying to a surface, the excess from spraying 
does not require the additional labor to work off the hard surface, which saves labor.

Water can be used in general dusting of non-wood surfaces, as can lint-free wipes for most 
surfaces.  Spray devices can be used to dispense into a wipe and this is the most efficient 
application method. 

There is no cleaning need for fragrances and they all need to be eliminated.   

There are products on the market which are advertised as deodorizers/re-odorizers that have four 
times the level of quaternary ammonia as a disinfectant.  They are not listed as a disinfectant 
because they are purportedly for cleaning and reodorizing.  This is not uncommon in the labeling 
of janitorial products.   

Fragrances are leading culprits in accessibility problems related to indoor air quality.  
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Detergent with warm or hot water disinfects as well as disinfectant cleaners most of the time.  For 
quality assurance, use of an ultraviolet light detects bacterial growth and areas which are evading 
cleaning.  In problem areas that are frequently not reached – as behind toilets, around urinals, and 
beneath the nozzle of soap dispensers - personnel need to be trained and instructed to thoroughly 
clean the affected area.   

Peroxides (as stabilized additives) are capable of disinfecting in more critical areas.  Bathrooms, 
food service areas, and dining areas all follow this general guideline.  

Dispensers are most often provided by the companies that sell chemicals.  They install the 
dispensers and set the dilutions.  Use of dispensers when building ownership or management is in 
control of the dispensers is appropriate.  Supervisory control over dilutions is essential. 

Carpet cleaning often results in off-gassing of toxic solvents for days and even weeks.  Use of 
steam, non-petroleum based cleaners - even in some cases peroxides - and fast drying has proven 
essential to reducing the impact of cleaning.   

Carpets are typically treated with numerous products, including insecticides, sealants, and optical 
brighteners.  No matter what method is used to clean it, e.g., washing, dry-cleaning, or steam 
cleaning, all cause the release of the built-in chemistry of the carpet.   

While it is a general rule to dry carpet in less than 24 hours to reduce the chance for mold growth, 
optimal drying time is less than 4 hours.  This may require selecting less humid days to do the 
work.  It may require increased airflow in the building.  It may require blowers and heating to the 
affected area.  It may require higher, more efficient extraction after chemical application.  Faster 
drying shortens the time for the air to recover from the cleaning.  

Hard floor finishing is often a process that results in off-gassing for weeks.  It is recommended 
that the work be completed during unoccupied or low occupancy times for the building, using 
higher air flows for drying, and maintaining maximum dilution with outside air until off-gassing 
is complete.  

Frequent inspections of floors and refinishing only the areas necessary reduces chemical usage 
and impact.  Scheduled finishing may not be the best practice.  Using an “inspect and finish as 
necessary” program allows for limited work to preserve the floors while reducing labor 
requirements and chemical usage.  

Some gel strippers may have lower off-gassing levels and should be evaluated for potential usage. 
Experiment with strippers to find the lowest effective concentration to achieve the work.  
Refinishing material as well as strippers should be managed carefully by dispensing in proper 
amounts to ensure proper usage and to avoid over-usage. 

Carpet de-spotting can be accomplished by using mild detergent and baking soda.  This old 
remedy can remove many stains, particularly when fresh.  Using the mixture in hot water (120 
degrees) and rubbing inward from the outside of the stain can remove many without the use of 
strong chemicals. 

Bathroom fixtures, urinal, and toilets are subject to staining.  Where possible, peroxide-based 
cleaners are preferable.  Baking soda provides a mild cleaner-abrasive capability.  Use of acids in 
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difficult circumstances may be necessary.  When this is done, the bathroom should be completely 
ventilated before reopening it for use.

A continuous audit of building practices, education of building personnel, and control of chemical 
usages by occupants will go a long way in reducing the adverse chemical impacts associated with 
cleaning.  Safer alternative products exist for almost all cleaning needs.  Cleaning protocols do 
not need to change much and can be phased into a building’s existing program.  While one may 
look for one practice to save the day, there is no magic bullet.  Only one change in cleaning will 
leave others to create problems.  A comprehensive approach is necessary and can be implemented 
step by step. 

Checklist Guidance 
Building managers can use the following list of questions as a guide to assess their office building 
cleaning efforts and to determine where to start transitioning cleaning activities. The checklist 
does not actually tell a building manager how to set up a cleaning program, but it serves as a 
starting point for educating everyone involved in a safer air cleaning program—managers, 
occupants, and janitors—about what they need to do to make it a successful program.  

Building Considerations
How are various areas within the building used? Determine which require the most 
cleaning, and why (e.g., public restrooms, kitchen areas).  What are the hours of use and 
are there preferred times to clean when personnel are not present? 
Where do people eat (e.g., individual offices throughout the building, designated areas)? 
Are there any special considerations related to the building itself (e.g., is it an historical 
building that has special preservation requirements or security issues)?  
Do any office furnishings have special cleaning requirements (e.g., thick carpets, antique 
furniture)?
Are there any known at-risk populations who may be more adversely affected by the use 
of some chemicals (e.g., children, people with asthma, allergies or chemical sensitivities, 
and pregnant women)?  
Does the building have an adequate ventilation system to circulate air throughout the 
building?  
Does the building have any plumbing or moisture problems?  
Is there a method in place to keep dirt from entering the building (e.g., mats at the front 
door, double-door entryways)?  
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Adequacy of Current Cleaning Program
What are issues of concern to management, cleaning personnel, and building occupants? 
Conduct interviews with all stakeholders rather than on a representative basis. 
Review the log of tenant complaints over the last year. What are the items that come up 
consistently?
How is the quality of cleaning currently being evaluated/measured? How often are 
inspections performed? Are there trends in the problems that are identified? 

Cleaning Materials Usage
List the janitorial products that are currently in use for each of the following categories 
and identify how often the cleaning task is performed and how much of the product is 
used per month. 
Are there any reasons to change the procedure or frequency for these cleaning 
applications?   In what manner can chemicals be eliminated or reduced? Seek methods to 
eliminate usage, reduce usage, and change products to those better for air quality. 

Selecting Chemicals
In selecting chemicals for cleaning, there can be considerable confusion.  “Green,” 
“environmentally safe” and various other claims as to the safety of cleaning products do not 
provide adequate guidance for determining which products do not adversely affect air quality. 
Below is a list of some terms with which a buyer of chemical products needs to become familiar. 
The list also includes comments and discussion of alternatives to potentially hazardous chemicals. 

Bio-Degradable:  The product will break down in the environment over time into supposedly 
harmless materials.  This does not mean the product is safe for the environment, including soil, 
water, or air. 

Chlorine-free:  Contains no chlorine, a toxic chemical responsible for substantial problems in air 
quality as well as more poisonings each year than any other chemical.  Oxygen bleaches, the 
chlorine-free alternatives for bleaching action, are less stable than chlorine bleaches, but much 
has been done to stabilize oxygen bleaches in the past few years.  Do not use concentrated 
hydrogen peroxide in pure form for disinfection because its application to a flammable surface 
can cause it to ignite.  For scouring, use of baking soda, borax and scrub pads provides additional 
cleaning capacity. Using a compound containing stabilized peroxide is useful for bleaching. 

Natural:  Implies the product does not contain synthetic ingredients. Since the use of this term is 
unregulated and the claim can only be verified by checking with the manufacturer, do not rely 
upon it for any selection criteria. And since naturally-occurring substances can also be harmful, 
this term does not have meaning with respect to air quality. 

Neutral pH:  The product is neither alkaline, nor acidic.  These are most useful for products that 
require handling or mixing or are intended for application to bare skin.  Even if a product has a 
neutral pH, it may have been refined from petroleum and other hydrocarbons and emit volatile 
fumes.  For better air quality, it is often preferable to use a non-petroleum alkaline product rather 
than a solvent or petroleum-based neutral product. Very acidic or alkaline products that become 
airborne can cause irritation and even severe damage to skin, eyes, and lungs. 

Non-Toxic:  Supposedly only a very large amount will cause damage.  Since this term is 
unregulated in its use, is has little meaning.  Fewer than 5% of all cleaning compounds have been 
tested for safety. A few manufacturers test for skin irritation or ingestion effects.  Since a product 
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can impact air quality and affect people with a large range of sensitivities, a product claiming to 
be non-toxic may still cause adverse health effects. 

Oxygenated:  Helps whiten and brighten by releasing oxygen which breaks up stains, and 
eliminates mildew and mold.  See Chlorine above. Oxygenated products, such as those containing 
hydrogen peroxide, can be as effective as chlorine when used in proper doses and according to 
safety instructions. 

Phosphate-free:  Generally meaningless term.  Phosphates are allowed by law only in certain 
automatic dish detergents.  Not a criterion for most purchases. 

Surfactant:  This is the active ingredient in most detergent cleaners, such as all- purpose cleaners, 
floor cleaners, dish detergents, fabric softeners, and hard surface cleaners. Most often they are 
created from petroleum and are neutral in pH. Surfactants are used to alter the surface properties 
of the surface being cleaned.  This can make the surface more penetrable, easier to rinse, and less 
able to be adhered to and more repellant of dirt.  Numerous surfactants have been used as 
reducing agents to dissolve heavy greases and soils.  Surfactants are now available in non-
petroleum-based (vegetable) forms and the newer surfactants offer interesting new chemistry for 
air quality.  In general they have higher flash points.  The vegetable-based surfactants rarely have 
alcohol or other solvents.  They can easily be wiped on and off and do not require evaporative 
assistance, such as adding alcohol and ether to most window cleaners. 

Deodorizer/Re-odorizer: This group of products may contain higher concentrations of quaternary 
ammonia than disinfectants.  They also frequently contain strong fragrances and/or masking 
agents that diminish the sense of smell.  Paradichlorobenzene and naphthalene are common 
ingredients in fragrance-emitting devices. Deodorizer products are often used in public bathrooms 
found in restaurants, motels, theaters, subways, trains, airports, airplanes, and other public 
facilities. The use of deodorizer/re-odorizer products can be avoided by increasing ventilation/air 
flow and thoroughly cleaning with mildly alkaline non-surfactant detergents followed by the use 
of disinfectants, preferably peroxide-based ones.  Inspection by ultraviolet light is recommended 
after all intensive cleaning to verify that surfaces have been adequately cleaned 

Fragrance:  This is an air pollutant that is intended to give the false impression that air is clean.  
Truly clean air has no smell.  Fragrance formulas can contain benzene, toluene, styrene, and 
formaldehyde, along with other ingredients.  Fragrance chemicals can enter the body through the 
lungs, skin, and nasal passageways. They can affect the brain and nervous system in a matter of 
seconds, either by their presence in the brain or via stimulation of olfactory nerves.  Avoid all 
products that list fragrance as an ingredient or have a fragrant odor.  Be aware that even if 
“fragrance” is not listed as an ingredient, fragrance chemicals may have been added to a product 
for another purpose, or claimed to be added for another purpose - such as an anti-microbial 
stabilizer, blending agent, or enhancer. 

Solvent:  Water is a solvent.  Using alcohol, petroleum, and coal tar-based solvents for floor 
refinishing, metal cleaning, stain removal, and graffiti control is commonplace.  To preserve air 
quality, use water as a solvent whenever possible.  Use petroleum-based solvents only as a last 
resort.  Non-water-based solvents should be used in controlled programs, with substantial 
increased ventilation, pre-notification of building occupants, use during low building occupancy, 
and retesting of air to make sure it is clear before a space is re-occupied.  The use of many solvent 
products, such as spot stain-removers, can be eliminated by promptly cleaning stains, using mild 
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detergent and baking soda with a gentle rubbing action and working in from the outside perimeter 
of the stain. 

Vinegar:  An acidic fluid usable for basic surface cleaning, window cleaning, and bathroom 
fixture wiping.  The mild acidic properties provide the ability to remove hard water spots and cut 
soap films.  Note that while vinegar is considered a less-toxic cleaner, some chemically sensitive 
individuals may react adversely to it. 

Getting Started
Eliminating fragranced products is perhaps the quickest and easiest step to improving air quality. 

Eliminate air fresheners and fragrance-emitting devices.  Do not use urinal or toilet deodorizer 
blocks which contain paradichlorobenzene, naphthalene, solvents or fragrances.  Substitute 
vegetable-based surfactants combined with microbe-based urea reducing properties.  Choose non-
fragranced cleaners, hand soaps, and lotions.  Choose basic paper items that do not contain 
fragrances.  Do not use cleaner/disinfectant combination products. Disinfectants should be used 
after a surface is clean for optimal deep cleaning, which should be done on an as needed basis. 
Inspect cleaned areas using ultraviolet light to verify that the surface has been adequately cleaned.  
Concentrate heaviest cleaning on essential areas.  This will control odor. 

Find and remove room deodorizers and dispensing devices.  Establish a policy restricting 
occupant usage of fragrance-emitting plug-ins. 

Inventory all current products. Discontinue any product that has fragrance as an ingredient or has 
a strong odor – such as cleaners containing pine, tea tree oil, orange, lemon, or citrus.

Using Above Chart on Cleaning Materials Usage  
Select products used most frequently.  This is most often an all-purpose cleaner, a window 
cleaner, and disinfectant cleaner or straight disinfectant. 

Most of these products are overused.  In addition, suitable substitutes can almost always be found 
that have less impact on air quality. 

Experiment with dosages to find the minimum amount of cleaning product that will accomplish 
the job.  This is best done after selecting a new vegetable surfactant-based all-purpose cleaner, 
window cleaner, or oxygen-based disinfectant for bathrooms.  Control dispensers to make sure 
that the minimum dosages necessary are dispensed. 

Make increased use of mechanical/physical methods of cleaning to reduce chemical usage. 

Vacuuming:  Vacuuming extracts soil at a rate of barely 60% when done with typical upright 
vacuum systems found today.  Carpets tend to absorb particles from the air as well as tracked-in 
grease and other contaminants. Using a stronger vacuum system with continuous suction (non-
pumping action) combined with a slower motion increases the extraction rate to above 85%.
Keeping vacuumed dirt and fumes from escaping from the vacuum and re-contaminating a room 
requires strong filtration.  HEPA systems work well to remove particulate matter, but care needs 
to be taken to insure there are no air leaks around the filter. An activated charcoal impregnated 
membrane will absorb and trap gasses. 
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A strong vacuuming program that includes daily and thorough vacuuming is the first guard 
against the need for frequent carpet cleaning.  Secondly, evaluate traffic patterns and use throw 
rugs and entry mats to protect carpeting in heavily trafficked areas that quickly become dirty. 
Only clean spots or small areas of carpet that require cleaning.  Clean carpet on an “as-needed” 
basis rather than on a regular schedule. 

For widespread carpet cleaning, employ extraction methods using steam; mild cleaners that do 
not contain fragrances or solvents; or peroxide-based cleaners and fast four hour drying to reduce 
impacts on air quality and chances of mold growth. 

Dusting: Wipe surfaces for dusting with lint-free cloths or damp clean rags.  This is usually as 
effective as using chemical dusting products. 

Mopping & Buffing: Damp mop hard floors using soft water in high traffic areas. Wipe with a 
dry mop on return pattern. Frequent mopping protects the floors and reduces the need for buffing 
and refinishing.  Buff floors during off hours using the minimum amount of product necessary to 
refinish the floor. 

Floor Refinishing:  Refinish floors based on need rather than a fixed schedule.  Keep service
records that include the date and area where floor was refinished and the products used.  
Mandate that only the minimum amount of product necessary to accomplish the job will be used.  
Provide personnel with information on tracking and the goal of chemical reduction.  All stripping 
and refinishing needs to be done during non-occupancy periods with substantial increases in 
outside air flow. 

Keep Track 
Using a computer, create an ongoing tracking system on reductions in the amount and number of 
chemicals used, changes in chemicals used, and eliminations of chemicals.  This overall program 
needs to be continuously evaluated and communicated to building owners, managers, and 
occupants.
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Steps for Implementing a Scent-Free Policy in the Workplace 

(Adapted from the Canadian Centre for Occupational Health and Safety) 

What steps should I take when implementing a scent-free policy in the workplace?

The situation may arise and create the need for a scent-free policy. As with most workplace 
policies, be sure to consider the following:

Conduct an assessment or survey of the employees to determine the extent of the 
problem. Collect opinions and suggestions at the same time to help you develop a policy 
appropriate to your workplace.  

Designate one key person to oversee the project and its development. If you work at a 
large company, it may better to create a committee with members representing all groups 
(employees, unions, management).  

Involve the health and safety committee, and get management commitment from the 
beginning.  

Set and stick to deadlines for creating a draft policy, a review of the policy, and for 
implementation.  

Be sure that all employees have been fully informed of the policy and that they know 
what they have to do before the policy becomes effective.  

Educate the employees. You may choose to include brochures or flyers in payroll 
envelopes, publish articles in company newsletter, or give presentations. In any case, the 
goal is to inform all employees of the health concerns related to scents and why the policy is 
needed.

Address any concerns the employees raise openly and honestly. Reinforce the idea that 
this policy is being implemented as a result of medical concerns - not merely because of a 
dislike for a certain smell.  

Make it clear that the policy applies to everyone (including visitors, patients, etc).  
Search local legislation for any supporting documentation.  
Do not limit the scent free policy to perfumes and colognes. Many cleaning and personal 

care products also have scents.
Post a list of "approved" unscented products and where they are available locally.  
Review all MSDSs for the products currently used and for those you are considering 

using. Make sure that the ingredients are acceptable. Remember that some products which 
claim to be scent-free may be using additional chemicals to mask smells instead of truly 
being "unscented".

Conduct trials in limited areas before purchasing large quantities of a product.  
Post notices that waxing, shampooing, painting, or spraying (etc.) will be conducted one 

week beforehand so that affected personnel can make arrangements or have their duties 
modified during that time.  

Put the policy statement notice on all appointment cards, stationery, room booking 
notices, employment postings, etc.  

Decide on wording for 'Scent Free' signs and where the signs will be posted.  
Let everyone know that the policy will be reviewed and can be changed because of 

experience or new knowledge. 

What is an example of a policy?
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Policies should be based on the health concerns of employees - especially those who have sought 
medical help. Keep the policy short, but specific. The policy must also apply uniformly 
throughout the company.  

Sample: Scent-Free Policy

Policy:

Due to the health concerns arising from exposure to scented products, ABC Company Inc. has 
instituted this policy to provide a scent-free environment for all employees and visitors.  

Definitions:

The use of scented products will not be allowed within the building at any time. In addition, all 
materials used for cleaning will be scent-free (where ever possible).  

A list of locally available scent-free products is available from the health and safety office. 

Procedure:

Employees will be informed of this policy through signs posted in buildings, the policy manual, 
promotional materials and will receive orientation and training.  

Visitors will be informed of this policy through signs and it will be explained to them by their 
host.

Any violations of this policy will be handled through standard disciplinary procedures.  

This policy is effective on 01/01/01. 

What should the 'posted notice' say?

Signs should be posted near the entrances to company building(s). In addition, statements on 
business cards, letter head or promotional materials may be helpful if you receive a lot of visitors. 

Examples include: 

Some people who work at ABC Company report sensitivities to various chemical-based or 
scented products. We ask for everyone's cooperation in our efforts to accommodate their health 
concerns.

In response to health concerns, ABC Company has developed a Scent-Free Policy. Scented 
products such as hair spray, perfume, and deodorant can trigger reactions such as respiratory 
distress and headaches. Staff and visitors are asked to not use these products when reporting to 
this office.

ABC Company is a Scent-free environment. Please do not use scented products while at work.  
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INTRODUCTION AND OVERVIEW 

Individuals with multiple chemical and/or electromagnetic sensitivities have identified the 
availability of designated cleaner air rooms and paths of travel in public and commercial 
buildings as highly important for improving access.  The Designated Cleaner Air Rooms 
Committee examined the rationale for having Designated Cleaner Air Rooms, the types of 
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buildings or occupancies that may be appropriate for having such rooms, the minimum 
criteria for such a designation, and who would benefit from having these rooms.   

Promising Practices
In November 2001 the State of California adopted a Cleaner Air Symbol and Conditions of 
Use in its building code to identify areas in publicly funded or leased facilities owned by the 
State of California that are accessible to and useable by people who are adversely impacted 
by airborne chemicals or particulate(s) and/or the use of certain electrical fixtures or 
devices.(1) The symbol can be used when minimum conditions established in the code are 
met.  Use of the designation is voluntary.   

A fact sheet on the California Cleaner Air Symbol and Criteria can be found at: 
http://www.documents.dgs.ca.gov/dsa/pubs/cleanerair_factsheet.pdf

See 1117B.5.11 Cleaner air symbol (page 109) of the California Code of Regulations for the 
code language: (see Appendix A)    
www.documents.dgs.ca.gov/dsa/pubs/regulations_02-16-05.pdf

Recommended Actions 
The Committee was charged with  

1)  reviewing the California  symbol and criteria and investigating where it has been 
implemented, how it has worked, and what modifications and improvements, if any, are 
necessary to recommend broader usage;  

2)  developing and promoting a national Cleaner Air Symbol and Conditions of Use as 
appropriate; and

3)  defining the scope of guidelines for creating an ideal zone (room and path of travel) 
hereafter referred to as a Clean Air Room in buildings for people with chemical and/or 
electromagnetic sensitivities. 

During the project, the scope of work was expanded to include a brief discussion of 
accommodations for people with multiple chemical and/or electromagnetic sensitivities 
to address the needs of those individuals for whom a Cleaner Air Room would not 
provide adequate access or for those situations when such a designation would not be 
possible or feasible.  Resources that address access and accommodations for people with 
multiple chemical and/or electromagnetic sensitivities at work, at school, at public 
meetings, and in hospitals are included at the end of this report. 

Committee Recommendations 
The Committee highly recommends that the Access Board and/or the National 
Institute of Building Sciences (NIBS) fund or seek funding for FY2006 to develop 
specifications for designing and constructing a Clean Air Room and Path of Travel, 
the ideal or model room.  This project is a natural outgrowth of the work of the other 
three committees.  

The Committee proposes a Pilot Project for FY2006 to implement a national Cleaner 
Air Symbol, as promulgated by the State of California, and Conditions of Use, as 
modified in the National Cleaner Air Signage, Conditions of Use section below, in 
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select public and commercial buildings such as independent living centers, disability 
organizations, schools and other educational institutions, public meeting places, or 
other business or government entities.  The Committee recommends that one or more 
committee members in conjunction with the Access Board and/or the National 
Institute of Building Sciences assist in its implementation, track its use, analyze how 
well it has worked, and determine whether modifications or improvements are 
necessary prior to recommending promotion nationally.  This same group would also 
examine implementation of the California Signage which is expected to take place 
during the same time frame. 

The Committee recommends that the Access Board, or a committee created by the 
Board, identify, review, summarize, and publish best practices for accommodations 
for people with multiple chemical and/or electromagnetic sensitivities on the website.  
Such a project was previously proposed by Access Board officials and discussed with 
members of this Committee but was not part of the charge of the current project. 

NATIONAL CLEANER AIR SIGNAGE 

Background:
In November 2001 the State of California adopted the California Cleaner Air Symbol, 
California Building Code, Title 24, Parts 2 and 12, 1117B.5.11ff., which established a symbol 
and criteria for conditions of use to identify a room, facility, and paths of travel that are 
accessible to and useable by people who are adversely impacted by airborne chemicals or 
particulate(s) and/or the use of electrical fixtures and/or devices. Installation and use of the 
Cleaner Air Symbol is on a voluntary basis in state buildings. The Committee learned that the 
Cleaner Air Symbol has yet to be implemented in California although members of our group 
are aware of individuals in California and in other states who are using the symbol as a means 
of advocating for or obtaining individual access needs.  

The California Cleaner Air Symbol and Conditions of Use were also proposed for adoption at 
the meeting of the Accredited Standards Committee A117 on Architectural Features and Site 
Design of Public Buildings and Residential Structures for Persons with Disabilities in 
December 2001.(2)  The Cleaner Air Symbol received a favorable vote.  It was later dropped 
prior to the issuance of the final standard in 2003: International Code Council, American 
National Standard-Accessible and Useable Buildings and Facilities, ICC/ANSI A117.1-2003. 
The Cleaner Air Symbol is expected to be reintroduced for consideration during a new 
standard cycle that will begin shortly. The Standard must be adopted by a state or locality to 
be enforceable.

The Committee also discussed the identification of state buildings in California that might 
qualify for the Cleaner Air Symbol either due to a building’s unique ability to meet the 
implementation criteria, or the need to make public meeting rooms accessible for those with 
chemical and/or electromagnetic sensitivities. Committee members are also aware of the need 
to encourage residents of California who may need to access state buildings to seek to 
implement the Cleaner Air Symbol. 

Purpose:
To provide voluntary guidelines for a Cleaner Air Symbol that can be used nationally or 
adapted for state and local use.

Proposed Language: 
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National Cleaner Air Symbol:    The national symbol shall be the standard used to identify a 
room, facility, and paths of travel that are more accessible to and useable by people who are 
adversely impacted by airborne pollutants, such as those with chemical sensitivities, asthma, 
and other respiratory conditions, and/or people who are adversely impacted by 
electromagnetic fields from electrical fixtures and equipment such as those with 
electromagnetic sensitivities.  

The Symbol will comply with the specifications as described in the California code. 
When the Cleaner Air designation symbol is used, the following requirements must be met: 

The symbol and text, “Cleaner Air” is displayed within a minimum 6-inch square; 
The “Cleaner Air” text is located under the symbol, as shown  
The Cleaner Air Symbol is shown as either a negative or positive image.   
The symbol and text are posted in either black and white, or in Federal Blue and 
white.  When blue is used, Federal Blue Color No. 15090, Federal Standard 595B, is 
used.
There is at least a 70% color contrast between the backgrounds of the sign and the 
surface that it is mounted on. 

Conditions of Use 
The Cleaner Air Symbol may be posted to identify the room and path of travel if there is 
verification that the room, facility, and path of travel to the room meet all of the Cleaner Air 
Requirements as indicated below:  

No Smoking   
Fragrance-Free 
Pesticide-Free  (Indoors and Outdoors) 
Least Toxic/Risk Cleaning Products
No Recent Construction or Remodeling Including Carpet Installation 
Cell phones turned off 
Ability to turn off or unplug computers and other electrical equipment  by occupant 
or staff 
Ability  to turn off fluorescent lighting by occupant or staff 
Ability to adjust temperature and air flow by occupant or staff, or the availability of 
operable window(s) 

Paths of Travel 
Every effort should be made to make the Paths of Travel as accessible as possible for those with 
multiple chemical and/or electromagnetic sensitivities even though the paths of travel might not 
meet all of the criteria of the Cleaner Air Room.  It is important that the Path of Travel from the 
building entrance to the Cleaner Air Room be as short as possible.  The building entrance should 
also be fully accessible to those with mobility and other impairments.

Restrooms
If possible, restrooms that are already fully accessible to those with mobility and other 
impairments should be designated for use by those individuals using the Cleaner Air Room. 
These restrooms should be located along the path of travel or as close as possible to the Cleaner 
Air Room.  The restrooms should meet as many of the criteria as possible.  The restrooms should 
prohibit smoking and be free of perfumes, fragranced products, air fresheners, deodorizers, and 
pesticides.  Cleaning should be done with the same least toxic products used in the Cleaner Air 
Room.  Cell phones should be turned off along the path of travel and in the restrooms. 
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Contact Information for the building/facilities manager or the designated agent responsible 
for maintaining and/or recording activity in the Cleaner Air Room should be posted at the Cleaner 
Air Room and at the accessible entrance, if possible, and be readily available to anyone seeking 
additional information by telephone, fax, e-mail, or mail.

Maintaining a Cleaner Air Record Log
A log shall be maintained on site, accessible to the public either in person or by telephone, fax, e-
mail, mail or other accessible means as requested.  One or more individuals shall be designated to 
maintain the log.  The log shall record any product or practice used in the designated Cleaner Air 
Room, the path of travel, and accessible restrooms, as well as scheduled activities that may 
impact the Cleaner Air designation.  The log shall also include the product label and Material 
Safety Data Sheet(s), as available, for any products used. Note, however, that neither the MSDS 
nor the product label provides complete information on product ingredients or their potential 
health effects. 

Removal of The Symbol
If the path of travel, room and/or facility restrooms identified by the Cleaner Air Symbol should 
temporarily or permanently cease to meet the minimum conditions as set forth above, the Cleaner 
Air symbol shall be removed and shall not be replaced until the minimum conditions are again 
met.

Temporary Use of Cleaner Air Symbol
The Cleaner Air Symbol may be used to identify a room, path of travel, and restrooms that meet 
the conditions of use on a temporary basis.

Further Explanation of the Criteria for Conditions of Use: 

No Smoking: Smoking is prohibited in the path of travel, Cleaner Air Room, and restrooms 
serving the room.  To qualify as a Cleaner Air Room, the room, path of travel, restrooms and 
surrounding area must be free of tobacco residue.  Those who smoke, or who have tobacco 
residue on their person, would be prohibited from using the room. Smoking should be restricted 
to outdoor, designated smoking areas that are at a minimum of 100 feet from paths of travel, 
entryways, operable windows, and air intakes.   (See No Smoking Policy, Operations and 
Maintenance Report) 

Fragrance-Free: Prohibit fragrance-emitting devices (FEDS), air fresheners, deodorizers, and 
similar products.  Recommend that no fragranced, citrus-and/or pine-based products be used in 
cleaning or maintaining the room, path of travel, and restrooms.  Any persons with perfume, 
cologne, aftershave, as well as fragranced personal care and laundry products, would be 
prohibited from using the room.  (See Fragrance-Free Policy, Operations and Maintenance 
Report)

Pesticide-Free Indoors and Outdoors:  
Practice Integrated Pest Management.  Use least hazardous pest management materials such as 
non-volatile baits, sticky traps, and boric acid with knowledge and input from those using the 
path of travel and Cleaner Air Room. The sign should be removed in the event of a least 
hazardous pesticide application for 24-48 hours because it is likely that the certified pest control 
applicator is in regular contact with chemical pesticides and could leave residue from clothing or 
equipment.  In addition, some chemically sensitive individuals may be made sick by exposure to 
even least hazardous pesticides especially when they are first applied. 
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In the event of a chemical pesticide application made to the building or grounds, other than a least 
hazardous pesticide such as those listed above, remove the sign and consult with those who use 
the space and others regarding the length of time that the room would need to be closed to protect 
affected populations based on the product(s) used. (See Operations and Maintenance for least 
hazardous pest management materials and cautions in the event that a chemical pesticide 
application is considered for use in the Cleaner Air Room, Path of Travel, Restrooms, or the 
building or grounds.) 

Least Toxic/Risk Cleaning Products:
Avoid or limit the use of products containing chlorine, ammonia, quaternary ammonium, phenol, 
isopropyl and other alcohols, formaldehyde, and other petroleum distillates.  Do not use 
fragranced, citrus-and/or pine-based cleaning products as mentioned above.  Consult those who 
plan to use the Cleaner Air Room and Path of Travel for cleaning product recommendations.  
Follow the recommendations of Operations and Maintenance Report for best practices. 

No Recent Construction or Remodeling Including Carpet Installation: 
Every effort should be made to avoid remodeling activities in the Cleaner Air Room, path of 
travel, and restrooms.  Any remodeling activity would require removal of the signage.  The length 
of time for removal should be determined by the type of activity, extent of the remodeling, and 
the products and materials selected for use.  It is important to choose the least toxic, least 
problematic products and practices.  Except for minimal touch up painting, for example, it would 
not be unusual to have the signage removal in effect for a period of 3- 6 months to a year or more 
depending on the nature and extent of the remodeling activity.  Be sure to consult building 
occupants with existing health problems and those who are using the Cleaner Air Room for their 
input and to help determine when the Cleaner Air Room may again be safe for use. (See Products
and Materials Report and Design and Construction Report for more information)  

Cell Phones Turned Off:  
Protect those with electromagnetic sensitivities and others who may be adversely affected by 
electrical equipment.  

Ability to turn off or unplug computers and other electrical equipment by occupant or staff: 
Protect those with electromagnetic sensitivities and others who may be adversely affected by 
computers and electrical equipment. 

Ability to turn off fluorescent lighting by occupant or staff:
LEED (Leadership in Energy and Environmental Design) recommendations for new construction 
call for individual control of lighting.(3)  Newer fluorescents that contain electronic rather than 
magnetic ballasts may be less problematic for some people with electromagnetic sensitivities 
because they do not produce a visible flicker or audible hum. They are also less prone to trigger 
seizures.

Ability to adjust temperature and air flow by occupant or staff, or the availability of 
operable window(s): 
LEED recommendations for new construction include individual control of temperature and 
ventilation.(3)  Opening an operable window may improve the air quality or air flow in a Cleaner 
Air Room and compensate for situations when individual control of temperature and air flow is 
not possible.  
The text below is duplicated on the website 

***** 
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RECOMMENDATIONS FOR ACCOMMODATIONS 

People with chemical and/or electromagnetic sensitivities can experience debilitating reactions 
from exposure to extremely low levels of common chemicals such as pesticides, cleaning 
products, fragrances, and remodeling activities, and from electromagnetic fields emitted by 
computers, cell phones, and other electrical equipment.  

The severity of sensitivities varies among people with chemical and/or electromagnetic 
sensitivities. Some people can enter certain buildings with minor accommodations while others 
may be so severely impacted that they are unable to enter these same spaces without debilitating 
reactions.  Furthermore tolerances to specific exposures can vary greatly from one individual to 
the next.  Meanwhile some exposures, such as the application of certain pesticides or extensive 
remodeling, for example, may be devastating to all chemically sensitive people and make a 
building or facility inaccessible for a substantial period of time. 

According to the Americans with Disabilities Act (ADA) and other disability laws, public and 
commercial buildings are required to provide reasonable accommodations for those disabled by 
chemical and/or electromagnetic sensitivities.  These accommodations are best achieved on a 
case-by-case basis.   

Reasonable accommodations for a chemically sensitive and/or electromagnetically sensitive 
individual can include providing a space or meeting area that addresses one or more of the 
Cleaner Air criteria, upon request, such as 

Remove fragrance-emitting devices (FEDS) 
Delay or postpone indoor or outdoor pesticide applications, carpet cleaning, or other 
cleaning or remodeling until after the meeting 
Provide room or meeting area near exterior door or with window(s) that can be 
opened
Require cell phones and computers be turned off 
Provide incandescent lighting in lieu of fluorescent lighting 
Provide at least one nonsmoking, fragrance-free person per shift to provide services 
(e.g. nurse, police officer, security guard, clerk ) 

For individuals who are unable to use or meet in a building or facility, or who are too severely 
impacted by chemical and/or electromagnetic exposures to use a designated Cleaner Air Room, 
accommodations may include: 

Meet an individual at the door or outside to conduct business 
Allow a person to wait outside or in car until appointment 
Provide a means, such as a phone, intercom, bell, or buzzer to summon staff to an 
outside door for assistance  
Permit business to be conducted by phone, fax, mail, or e-mail rather than in person 
Allow participation in a meeting by speakerphone 

End duplicated text 
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APPENDICES

Appendix A - 1117B.5.11 Cleaner air symbol (page 109) of the California Code of 
Regulations

1117B.5.11 Cleaner air symbol. “STRICTLY FOR PUBLICLY FUNDED FACILITIES OR ANY 
FACILITIES LEASED OR RENTED BY STATE OF CALIFORNIA. NOT CONCESSIONAIRES”. 
This symbol shall be the standard used to identify a room, facility and paths of travel that are 
accessible to and usable by people who are adversely impacted by airborne chemicals or 
particulate(s) and/or the use of electrical fixtures and/or devices. When used, the symbol shall 
comply with Figure 11B-40. 

1117B.5.11.1 Color and size of symbol. The symbol shall be used when the following minimum 
conditions are met. The symbol, which shall include the text “Cleaner Air” as shown, shall be 
displayed either as a negative or positive image within a square that is a minimum of 6 inches on 
each side. The symbol may be shown in black and white or in color. When color is used, it shall 
be Federal Blue (Color No. 15090 Federal Standard 595B) on white, or white on Federal Blue. 
There shall be at least a 70% color contrast between the background of the sign from the surface 
that it is mounted on. 

Strictly for publicly funded public facilities or any facilities leased or rented by State of 
California. Not concessionaires. 
* In 1117B.5.8.1 (Symbols of Accessibility) the title of this section is incorrectly worded, which 
is causing misunderstanding regarding proper standard reference. Change title to read 
‘International Symbol of Accessibility.’ This will be submitted for correction in Rulemaking. 
CALIFORNIA ACCESS COMPLIANCE REFERENCE MANUAL . DIVISION OF THE 
STATE ARCHITECT 
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Chapter 11B Part 2 Title 24 California Code of Regulations 110 November 1, 2002 

1117B.5.11.2 Conditions of use. Use of the cleaner air symbol is voluntary. The cleaner air 
symbol shall be permitted for use to identify a path of travel, and a room or a facility when the 
following is met. 

1. Floor or wall coverings, floor or wall covering adhesives, carpets, formaldehyde-emitting 
particleboard cabinetry, cupboards or doors have not been installed or replaced in the previous 
12 months. 

2. Incandescent lighting provided in lieu of fluorescent or halogen lighting, and electrical systems 
and equipment shall be operable by or on behalf of the occupant or user of the room, facility or 
path of travel. 

3. Heating, ventilation, air conditioning and their controls shall be operable by or on behalf of 
the occupant or user. 

4. To maintain “cleaner-air” designation only nonirritating, nontoxic products will be used in 
cleaning, maintenance, disinfection, pest management or for any minimal touch-ups that are 
essential for occupancy of the area. Deodorizers or Fragrance Emission Devices and Systems 
(FEDS) shall not be used in the designated area. Pest control practices for cleaner-air areas 
shall include the use of bait stations using boric acid, sticky traps and silicon caulk for sealing 
cracks and crevices. Areas shall be routinely monitored for pest problems. Additional nontoxic 
treatment methods, such as temperature extremes for termites, may be employed in the event of 
more urgent problems. These pest control practices shall not be used 48 hours prior to placement 
of the sign, and the facility shall be ventilated with outside air for a minimum of 24 hours 
following use or application. 

5. Signage shall be posted requesting occupants or users not to smoke or wear perfumes, 
colognes or scented personal care products. Fragranced products shall not be used in the 
designated cleaner-air room, facility or path of travel. 

6. A log shall be maintained on site, accessible to the public either in person or by telephone, e-
mail, fax or other accessible means as requested. One or more individuals shall be designated to 
maintain the log. The log shall record any product or practice used in the cleaner-air designated 
room, facility or path of travel, as well as scheduled activities, that may impact the Cleaner-Air 
designation. The log shall also include the product label as well as the *Material Safety Data 
Sheets (MSDS). 

1117B.5.11.3 Removal of symbol. If the path of travel, room and/or facility identified by the 
cleaner air symbol should temporarily or permanently cease to meet the minimum conditions as 
set forth above, the cleaner air symbol shall be removed and shall not be replaced until the 
minimum conditions are again met.
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Appendix B – SOUTHWEST COMMUNITY HEALTH SYSTEM POLICY GUIDELINE 
Southwest General Health Center (SWGHC) 
Middleburg Heights, OH

EFFECTIVE DATE: July, 2002                                                                   POLICY 742 
Revision Dates:                                                                                          Page 1 of 7         

POLICY NAME: MULTIPLE CHEMICAL SENSITIVITY SYNDROME (MCS) 

POLICY:

Southwest General Health Center will provide guidelines to ensure optimal care of the 
patient experiencing Multiple Chemical Sensitivity (MCS) which is mutually established 
with the patient, family/significant other and health care team. 

I. INTERPRETATION: 

Multiple Chemical Sensitivity (MCS), also referred to as environmental illness or 
chemical injury is a medical condition in which individuals develop symptoms from 
exposure to very low level of chemicals in the environment. The interdisciplinary team at 
SWGHC uses a collaborative process with the patient, physician, family/significant other 
and the health care associates to establish a safe environment, to promote healing and 
ensure comfort. 

II. OBJECTIVES: 

An organizational approach to patient management with multiple chemical sensitivities 
includes:
 A.  Method to ensure patient is placed in a safe environment. 
 B. Method to facilitate identification of a MCS patient. 
 C.   Method to verify competency of all associates providing direct and  

supportive care to the patient with MCS 
D.  Method to ensure patient’s participation in developing their care plan. 
E.        Method to ensure patient/their families/significant others are 

                      educated about the need to communicate about any special care  
                      required. 

III. OVERSIGHT AND RESPONSIBILITY

A coordinated organizational program to care for MCS patients will be developed by 
an interdisciplinary team. This committee will have the responsibility for assuring that all 
provisions of this policy are adhered to throughout the organization.  The team will have 
representatives from: 

A. Medical Staff 
B. Nursing Services 
C. Central Sterile Supply 
D. Protection Services  
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E. Nutritional Services  
F. Plant Operations 
G. Environmental Services 
H. SSA’s 
I. Pharmacy 
J. Social Services 
K. Administration 

IV.  SPECIFIC ROLES AND RESPONSIBILTIES OF INTERDISCIPLINARY TEAM

A. Medical Staff -Physician:  Provides special instructions, treatments, diagnostic 
tests and medication orders.  No treatments/medications should be administered 
to an MCS patient without prior approval of patient’s private physician unless a 
life threatening emergency exists. 

B.  Nursing Services 
 Role and responsibilities: 

1. Identify the patient with MCS 
2. Provide a safe patient care environment. 
3. Develop an awareness, sensitivity and respect of patients’ physical 

and emotional needs. 
4. Develop a plan of care on daily basis with minimum of one staff 

member per each shift to attend medical needs of the patient. 
5. Comply with the following when caring for the MCS patient:  

a) be perfume and scent free (ie., no hair spray, no mousse gels, 
lotions, cigarette/smoking smells). 

b) Do not use aerosol products (ie hair spray, deodorants). Non-
scented, potassium salts, pump deodorant is acceptable.  
Baking soda (dry).  

c) Do not wear new clothing which has not been laundered. 
d) Do not wear clothing which has been freshly dry-cleaned. 
e) Use only latex free gloves 
f) Wash hands and apply gloves before entering the patient’s 

room.
g) Be alert for any environmental triggers when following normal 

hospital procedures. 
 C. Central Sterile:  Provides and ensures the unit with  

           1.  Latex free products 

            2.  Adequate supply of sterile linens  

SOUTHWEST GENERAL HEALTH CENTER 
STANDARD OF PRACTICE 
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3. Adequate supply of other medical core items (ie. Sponges, dressings, 

securing devices). 
4. Patient can provide their own linens if other methods are not satisfactory. 

  D.    Protection Services:  Provides assistance from the vehicle to hospital in a  
          safe manner. (Turn vehicle engines off) 

  E.     Nutritional Services: Recognizes different food sensitivities and follows 
          certain guidelines to accommodate and meet individualized needs of the  
          MCS patient. 

Special provisions may include but will not necessarily be limited to the following: 
1. No processed foods of any kind including instant oatmeal, instant potatoes, and other 

prepackaged mixes, ie., gravies, sauces, and flavor packets as they may contain many 

additives.

2. Use no dyes, preservatives, sulfites, artificial flavoring or MSG. 
3. Use no aerosol cooking sprays. 
4. Use no artificial sweeteners. 
5. Distilled water in glass containers to be provided by Nutrition Services, or 

patient may supply his/her own tolerated water for drinking. 
6. Serve beverages which have not been processed with chemicals. 
7. Nutrition Services will provide lactose free milk or a substitute such as 

soy or rice milk to those who require it. 
8. Rigidly follow physician’s orders regarding food restrictions. 
9. Review food allergies within the food service to avoid allergic reactions. 
10. Permit patient to supply his/her own tolerated food products.  Nursing will 

provide a proper storage area for them. 
11. Do not serve food or liquids in plastic or Styrofoam.  Use only glass or 

ceramic dishes and cups which have been well rinsed to remove all 
traces of soap and chemical residues. Cellophane or plastic wrap 
packaging on room temperature food (i.e., crackers) is typically not a 
problem, however, caution must be used if toxic inks are used.  Anything 
noticeably odorous can be a problem.   

12. Remove treated i.d. menu paper from the tray and replace tray liners that 
may have become wet during transport.  

 F.    Plant Operations: Plant Operations will not perform remodeling or  
        painting within close proximity to MCS patient’s room.  These activities can  
        be coordinated with the leadership of patient care area. 
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  G. Environmental Services:  will perform terminal cleaning. 
1. Refer to Environmental Services Policy for MCS room cleaning. 
2. Staff will check with the floor nurse before entering the patients 

room.
3. Environmental Services will coordinate with the patient’s  nurse 

for cleaning of the patient’s room or performing any special 
cleaning tasks in the general area (i.e., floor waxing or floor wax 
removal in the halls).  Whenever there is a question of what may 
affect the health of an MCS patient, the floor nurse must be 
consulted.

4. Scented products, air fresheners, deodorizers or other additives 
should not be placed in any vacuum cleaner bag used anywhere 
in the health center.  Use only unscented vacuum cleaner bags. 

5. Do not use any other housekeeping products (garbage bags, 
paper towels, cleaning solutions) which contain fragrances or 
pesticides.  These products should be stored in an area 
separate from disinfectants, soaps and other cleaning products.  
Do not store toilet paper, facial tissues or other patient items 
near fragranced or pesticide products.  

H. SSA’s:  Will perform daily cleaning of the patient’s room by using the   following 
guidelines.

1. SSA’s must wear clean gowns and caps when cleaning the 
room of MCS patient when patient is in the room. 

2. Do not use any other housekeeping products (any plastic bags, 
paper towels, cleaning solutions which contain fragrances or 
pesticides).  Do not use any air fresheners or deodorizers in 
patient’s room.  

3. Dust with a clean cotton cloth moistened with only water. 
4. Use baking soda or Bon Ami cleanser for tubs, sinks and toilet. 
5. Remove trash at least twice daily.  Do not use plastic liners. 
6. Do not leave patient trays in the room after meals.   
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I. Pharmacy 
           Provides pharmaceutical care guidelines to patient, family and health care  

team  members.  The following guidelines are helpful in providing
medications to patients with MCS:   

1. Have patient  bring medications to the hospital that he/she is currently 
using.  If the physician desires the patient to continue using these 
medications, an order shall be written to state such. 

2. Use glass bottles for IV solutions and any prescription medications 
that are to be administered intravenously.  

3. Do not use any substitutions or generic drugs for medications ordered 
without patient or MD approval. 

4. Be alert for standard ingredients MCS patients typically react to 
including but not limited to dyes, preservatives, artificial sweeteners 
and flavoring.  Consider capsules instead of tablets. 

5. Monitor medication by listing the patient’s specific allergies on the 
patient’s medication profiles. 

  J. Social Services 
     Provides psychological support and interventions, assists patient and family  
     with community resources and discharge planning. 

 K. Administration 
      Provides support and assistance in developing a safe environment for MCS  
      patient. 

PROCEDURE:

A. Admitting will adhere to the following to assist all health care center personnel 
in caring for the patient: 

1) Flag patient’s chart clearly and boldly with MCS under the allergies. 
2) Flag patient’s chart to notify all other health center departments in 

advance of treating the patient so proper precautions can be made for 
necessary equipment and special supplies. 

3) Indicate “MCS” on patient’s allergy band.  

SOUTHWEST GENERAL HEALTH CENTER 
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B. Emergency Department: 
Will assist health care center personnel in diminishing any unnecessary 
discomfort and possible risks when MCS patient is brought into the 
Emergency Room.  The following is initiated: 

1) Immediately contact patient’s physician for special instructions. 
2) Immediately isolate patient from all other patients and visitors. 
3) Place patient in an area which is not used to store any medical 

supplies or medications.  
4) Keep a supply of sterile linens and gowns in the emergency room 

area.
5) Provide the least toxic pharmaceutical supplies and equipment. 
6) Coordinate with all other health center departments to meet patients’ 

needs.
7) Monitor the general environment the patient is placed in. 

C. Patient’s Room 
Staff will implement numerous measures to prevent unnecessary exposure. 

Prior to patient’s occupancy: 
 Contact Environmental Services for terminal cleaning of the room. 
 Place new sharps container in the room  
 Contact CSS for sterile linen. 

      During Patient’s Occupancy: 
 Patient should be isolated from other patients and their visitors at all 

times to prevent reactions to products these people are wearing or 
using.

 Place sign on patient’s door stating:  “Check at the nurses station 
before entering room”.

 Keep patient’s door closed at all times and if necessary provide a 
clean cloth to seal bottom of door from hall odors.  

 Health care center personnel must wash their hands and apply hypo 
allergenic, non-latex gloves prior to entering the room of the MCS 
patient as these activities can trigger reactions in the patient. 

SOUTHWEST GENERAL HEALTH CENTER 
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 No live plants or flowers permitted in the patient’s room (mold and 
pesticides trigger MCS reactions).  

 No newspapers or treated paper permitted in patient’s room.  (3-part 
copy papers or chlorinated papers can be highly toxic and may affect 
breathing).
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APPROVED: 

____________________________    ________________________________ 
Trilok C. Sharma, M.D.   L. Jon Schurmeier, 
President, Medical Staff   President 
Southwest General Health Center  Southwest General Health Center 
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Appendix C – MULTIPLE CHEMICAL SENSITIVITY (MCS) PROTOCOL 
Southwest General Health Center (SWGHC) 
Middleburg Heights, OH

INITIATED DISCONTINUE
D

Date Date SOUTHWEST GENERAL HEALTH CENTER 
Time Time  
RN RN NURSING SERVICES 

MULTIPLE CHEMICAL SENSITIVITY (MCS) PROTOCOL 

PURPOSE: To outline the management and nursing responsibilities caring for a patient 
experiencing multiple chemical sensitivity (MCS). 

LEVEL: Independent 

SUPPORTIVE
DATA:

MCS is an acquired chronic disorder characterized by recurrent symptoms 
occurring in response to low levels of exposure to multiple unrelated chemicals.  
The symptoms generally occur in one of four categories:  central nervous 
system, circulatory, respiratory and mucous irritation or metabolic that would 
include enzymes, blood, kidneys, GI tract, etc..  Patient with a history of 
maladaptive reactions to chemicals found in perfumes pesticides, detergents, 
household cleaners, etc. may have or develop multiple chemical sensitivities.  
Approximately 75% of those affected are women, possibly due to endocrine 
disruption.  People in their 30s and 40s are most strongly affected as well as 
children and others who are more susceptible to the effects of pesticides and 
products containing toxic chemicals.  The population most strongly identified 
with this condition include: industrial workers, teachers, nurses, sick building 
occupants and those living in chemically contaminated communities.  Refer to 
Latex Sensitivity/Allergy Protocol and Hospital Policy #742 Multiple Chemical 
Sensitivity (MCS) Patient. 

CONTENT: 1.  Identify individuals at risk on admission in Emergency Room or 
Admitting. 

Prior to Admission 2.  Assign the patient to private room. 

3.  Contact CSR for free tote (or nursing supervisor during night shift). 

4.  Notify Environmental Services, Central Sterile, Pharmacy, Nutritional 
Services, and SSA of MCS patient admission. 

Admission Assessment 5.  Assess all patients on admission for allergies and maladaptive reactions. 

6.  Place green allergy band on patient; mark Multiple Chemical Sensitivity 
(MCS).

7.  Place sign on patient’s door stating: 
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“Check at the nurses station before entering patient’s room.” 

Admission
Assessment (cont’d) 

8.  Enter Multiple Chemical Sensitivity on all the orders sent in Cerner in 
Comments Box. 

9.  Observe patient for following symptoms. 

Fatigue
Memory loss 
Depression
Nervousness
Lack of motivation 
Visual problems 
Hearing problems 
Dizziness 
Sleep disorders 
Edema 
Disorientation
Confusion
Irritability 
Loss of logic sequencing 
ability 
Loss of coordination 

Hoarseness 
SOB
Headache 
Chest pain
Joint pain 
Digestive difficulties 
Sun or other rashes 
Cold or heat sensitivity 
Nausea 
Tingling or numbness of 
extremities 
Sinusitis
Pallor
Anemia 
Salivation (usually from 
pesticides)

10.  Refer to Latex Sensitivity/Allergy Protocol 

Patient Care 11.  Report signs and symptoms exhibited by patient to physician. 

12.  Obtain physician order for a special diet. 

13.  Encourage patient to select their own menu. 

14.  Allow patient to supply his/her own tolerated food products and dietary 
supplements.

15.  Retain patients dietary requirements in the patient’s medical record for 
future reference. 

16.  Encourage use of personal respirator and other protection methods while 
in Health Care Center. 

Patient Safety 17.  Reinforce all hospital employees and visitors to check with patient’s 
nurse prior to entering patient’s room. 

18.  Maintain patient isolation from other patients and their visitors at all 
times.

19.  Transport patient with R-95 mask or personal respirator. 
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Page three - MULTIPLE CHEMICAL SENSITIVITY (MCS) PROTOCOL 

Patient Safety 
(cont’d)

20.  Refrain staff caring for patient from wearing perfumes, scented lotions, 
hair spray, deodorants or other scented products. 

21.  Educate hospital staff to wash their hands with unscented soap.

22.  Apply hypo-allergenic, non-latex gloves prior to entering the room. 

23.  Instruct patient’s family not to bring plants or flowers to the patient’s 
room. 

24.  Restrict newspaper in patient’s room. 

Patient Education 25.  Discuss with patient/family Multiple Chemical Sensitivity if newly 
diagnosed patient. 

26.  Reassure the patient with understanding of their chemically sensitive 
condition.

27.  Refer patient to Social Services to provide list of Community Services. 

Documentation 28.  Document Multiple Chemical Sensitivity in the patient’s medical record, 
in the front of the chart, medication record and computer system. 

29.  Record implementation/modification/discontinuation of protocols. 

30.  Document vital signs and assessment findings on appropriate flow sheet. 

31.  Document evaluative statement of the patient’s response to interventions 
and lack of complications. 

Emergency 
Interventions 

32.  If known, remove the offending object or person from patient’s room. 

33.  If necessary, remove patient from room to fresh air outside the building. 

34.  Utilize charcoal and baking soda to absorb and remove odors from the 
room.  Open windows if possible. 

35.  Refer to patient’s personal emergency protocol for reducing and diluting 
chemical reactions (water, food, baking soda, tri-salts, etc.) 
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Emergency 
Interventions 
(cont’d)

36.  Communicate and cooperate with the patient whenever possible as the 
patient generally knows what will help. 

REFERENCES: Multiple Chemical Sensitivity Syndrome, September 1, 2000, American  
Academy of Fa. 

   Mental Health Network, Editorial: April 2000. 
   SWGHC Pharmacy 
 Temple, Toni, Healthier Hospitals, 1996. 

APPROVED:  ICU QA 4/02; SC 05/02 
REVIEWED/ 
REVISED:  New 09/01, 3/02 
DISTRIBUTION: Generic
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INTRODUCTION

The Building Design & Construction Committee was charged with making 
recommendations for designing commercial and public buildings that would be more 
accessible for people with multiple chemical and/or electromagnetic sensitivities and 
provide healthier environments for all occupants. 

The Committee found that major access barriers for chemically sensitive individuals are 
factors that contribute to poor air quality, such as pesticides, new carpets, tobacco smoke, 
inadequate ventilation, mold, certain building materials, and building activities that 
generate air pollutants.  For electromagnetically sensitive individuals, access barriers 
include fluorescent lighting, unshielded transformers and wiring, security and scanning 
equipment and numerous other electrical appliances. 

The recommendations that follow, therefore, focus on minimizing or eliminating these 
barriers through designing  

for pest prevention to reduce the need for or the use of pesticides,  
for preventing moisture and mold growth,  
for optimum ventilation via HVAC systems and operable windows,  
for exhausting air contaminants,  
for minimizing use of carpet and other flooring that emit volatiles, and  
for shielding occupants from electromagnetic fields. 

Although many building materials can be problematic for chemically sensitive people, the 
Committee made minimal suggestions regarding product choices as this was the charge of 
the Building Products and Materials Committee. 

Recommendations for Future Actions 

The Committee recommends that the Access Board, NIBS, or other entity create a Design 
Manual using the outline in this report. This Manual would provide more detailed guidance 
than is provided here. 

The Committee acknowledges that while the scientific evidence may be inconclusive about 
whether ambient electromagnetic fields pose a substantial health risk to the general 
population, the presence of EMF is an access barrier for people who are 
electromagnetically sensitive.  Therefore, the Committee recommends that measures be 
taken to reduce EMF whenever possible in order to increase access for these individuals as 
well as taking a precautionary approach to protecting the health of all. 
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RECOMMENDATIONS

Site and General Building Design

Select site to minimize potential exposure to air and soil pollutants and electromagnetic 
fields (EMF). (Appendix 1) 

Visit the site on several occasions to assess site criteria.  

Note microclimate: wind direction, sun exposure. 

Avoid sites near wetlands/stagnant water, low lying areas; sites should be well above 100 
year flood plain. 

To minimize moisture infiltration at the foundation, avoid earth berm construction and 
provide positive  
drainage from building. 

Avoid below-grade occupied space. 

Avoid tuck-under parking and indoor parking. 

Roof gardens should be avoided because soil and water can foster mold growth. (Appendix 
2)

Arrange drop-offs, loading docks, helicopter pads, and other vehicular access points to 
eliminate or minimize exhaust fumes from entering building directly or being drawn into 
the HVAC system. 

Avoid the use of indoor plants because they can attract pests, stimulate pesticide use, 
trigger allergies, and foster mold growth. 

If smoking on site is permitted, dedicate an outdoor location that is remote from entries, 
main pedestrian paths and air intakes. 

Group and isolate uses within a building that emit contaminants and could affect air quality. 

High ceilings are preferred in order to dilute contaminants. 

Avoid decorative indoor fountains.

Enclosure

Design for a tight building envelope to maximize the performance of the HVAC system. 
Meet or exceed Energy Star leakage area (less than 1.25 s.i./100 sf.  (Reference 1) 

Building should be able to be sealed off from exterior events that would raise outdoor 
pollutant levels such as, toxic spills, pesticide spraying, fires, traffic accidents, and 
rush hour traffic. 



NIBS IEQ Final Report 7/14/05 70

Operable windows are preferred. Being able to open windows is an important access 
issue for chemically sensitive individuals and can be beneficial for other occupants in 
certain situations. Operable windows should be detailed to minimize air infiltration.  

Design to prevent pest problems. (Appendix 3) 
Use inert pest resistant materials. When treatment of wood is required, treating with 
disodium octaborate tetrahydrate may be among the safer options. 
Incorporate pest barriers such as termite shields, window screens, and bird screens in 
construction details. Bird and bat droppings pose great IAQ risks. 
Some pesticides such as boric acid are considered environmentally safe. If used, 
granular or gel forms are preferred.  Care should be taken to ensure that particles do 
not infiltrate interior habitable space. 

Shield occupants from external sources of EMF. Windows with low e glazing, metal roof, 
and siding components may reduce certain interior EMF. (Reference 2) 

Roof Design 
Pitched roofs are preferred, because they shed water quickly, clean the roof of 
pollutants and potential toxins, and are less prone to leakage. 
Inert roofing materials, such as coated metal or clay tile, are ideal. Note that 
galvanized metal presents a rust hazard and should be avoided. 
Flat roofs are not preferred.  If used, membrane and high albedo (highly reflective 
to heat) type are recommended.  Asphalt or modified bitumen built-up roofs are 
less preferable. (Reference 3) 

Wall Design 
Use best design practices to prevent moisture and condensation within walls.
Calculate dew points for each exterior wall (and roof) type to verify performance at 
each condition. Provide detail for all flashing and counter-flashing locations. 

Foundation Design 
Provide under-slab vapor barriers, insulation, and damp-proofing to prevent 
moisture infiltration and condensation. 

Protect stored building materials from water damage and mold growth. 

Avoid use of water-damaged or mold-affected materials. 

Plumbing, Mechanical and Electrical Equipment 

Properly insulate pipes to prevent condensation, especially within walls. 

Use modeling software to determine airflow and to ensure isolation of pollutant sources and 
adequate ventilation. 

Ventilate areas occupied by people with chemical sensitivities with goal of eliminating 
odors (ideally entire building). These ventilation rates meet or exceed all worldwide 
standards. (Reference 4) 
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Provide local control of temperature and airflow (ideally for every occupant). (Reference 5) 

Utilize Displacement Air Distribution method to move pollutants away from occupants. 

Dedicate building as Smoke-Free. (Reference 6) 

Isolate mechanical equipment from occupied areas. 

Provide direct exhaust from rooms and areas that have pollutant-generating sources or 
activities. These include but are not limited to: (see Appendix 5) 

Bathrooms (code requirement). 
Kitchens or office kitchenettes (this is in addition to code-required hoods or stove 
exhausts).
Copy and print rooms. 
Computer rooms. 

Ductwork
Avoid insulation inside ductwork. Use external insulation wrap of non-friable 
(airborne particle creating) material. 
Oil coatings used in fabrication of sheet metal stock can affect air quality. Prior to 
installation, thoroughly clean ductwork with a low VOC product.  Use methods 
that do not leave residue or cause oxidation. (Reference 7) 

Prohibit the use of fragrances and disinfectants in air distribution systems. 

Maintain relative humidity between 30%-50%.  

Locate outside air louvers away from pollutant sources. 

Filtration (Reference 8) 
Carbon and HEPA filters are preferred. 
Avoid ozone generating air-purification systems. 
Avoid electrostatic air cleaning due to ozone. 

In renovation work, re-evaluate HVAC system performance to ensure that original design 
standards are met. 

Shield occupants from internal EMF.  Design electrical systems to minimize EMF.  
Maximum recommended magnetic field levels of 2.5 milligauss (preferably 1 milligauss in 
occupied areas) and as low as technically achievable in areas to be occupied by people with 
sensitivities.

Finishes and Furnishings 

Refer to Products and Materials Group report for specific recommendations on materials. 

Floor Coverings 
Use inert materials wherever possible, such as, but not limited to: 

o Stone, tile, terra-cotta, brick, ceramic tiles, 
o Terrazzo,
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o Sealed concrete. 
Minimize the use of carpeting. Note that carpet that meets Carpet and Rug Institute 
Green Label Plus standards can still be problematic for chemically sensitive people.  
(Appendix 4) 
Use carpet systems that allow for small area replacement, such as certain of the self-
adhesive backing carpet squares. 
Avoid glue-down carpet installations or use low-VOC adhesives. (see Products & 
Materials Committee recommendations) 
Cork and linoleum may contain linseed oil and should be avoided. Rubber flooring can 
also pose problems for chemically sensitive individuals and should be avoided. 
Use low-or no VOC materials for all flooring. (Appendix 4) 

Construction Related Activities for Renovations 

Provide advance notice to all occupants of any upcoming renovation work. 

Post signs to alert occupants of renovation work. 

Provide alternate accessible locations for affected individuals when occupied space will be 
rendered inaccessible due to the renovation. 

Physically isolate renovation work areas from occupied portions of building. 

Isolate the HVAC system from renovation work. 

Implement a dust-control plan that identifies work methods and cleanup procedures. 

Provide negative pressure in area of renovation work. 

Occupancy

Establish policies for renovation and chemical usage in lease agreements. 

Designate a Smoke-Free building. 

Leases should include language to ensure that occupant activity does not degrade original 
design standards and building performance. 

Provide a list of areas and uses requiring separate exhaust air systems. 

Designate areas free from use of cell phones, two-way radios, and wireless equipment. 

Commissioning

Develop a commissioning plan that includes the items listed above. 
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After construction or renovation provide a minimum flush-out period of two weeks prior to 
occupancy. 

Re-commission buildings periodically.  Building use shall be taken into account when 
determining the re-commissioning schedule.

Exterior Landscaping

Gardens  (see Appendix 6) 
o Design gardens that can be maintained organically without pesticides. 
o Avoid plants with fragrances that may provoke allergies. 
o Exterior gardens and landscape should be free of all plantings that require 

pesticides, synthetic fertilizers, lime, or other chemical applications. 
o Use indigenous plant materials that are hardy, naturally pest-resistant, require 

minimal maintenance, and low water use.  
o Use xeriscaping principles. 



NIBS IEQ Final Report 7/14/05 74

APPENDICES 

Appendix 1 - Site Selection: Potential Sources of Pollutants and EMF. 

The Committee recognizes that few, if any, building sites are likely to be free of all 
the pollutant sources listed below.  The recommendation is to minimize proximity to as 
many of these sources as possible in order to maximize outdoor environmental quality and 
hence indoor environmental quality. 

            Table A-1 Potential Sources of Pollutants and EMF 

General (Air, Soil) Engine Exhaust Pesticides Industrial/ 
Commercial 

EMF

Recognized area 
of poor air quality 
Smog 
Smoke (chimney, 
industrial, etc.) 

Superfund Sites 
Brownfields 
Landfills 
Hazardous waste 
sites
Compost sites 
Underground 
storage tanks 

Floodplains 
Wetlands 
Filled-in wetlands 

Military bases 

Heavy traffic 
Highways 
Interstates 
Diesel exhaust 
Airports 

Agriculture 
(unless organic) 
Golf courses 
Mosquito 
spraying 
Parks & Forests 
Roadside 
spraying 
Dairies
Chicken & hog 
farms 
Other intensive 
livestock 
operations 

Refineries
Mines 
Chemical plants 
Cement plants 
Power plants 
Manufacturing 
Logging/Pulp 
mills 
Incinerators 
Sewage 
treatment plants 
Gas stations 
Dry cleaners 
Other 
commercial 
sources that emit 
air pollutants 
(See Appendix 5 
on Use and 
Occupancy) 

Substations 
Cell phone towers  
Radio towers 
Transponders  
Transformers 
High tension lines 
Electrical distribution 
lines 
Radar installations 
Military bases 
Airports 
Electrical
Transportation 
Power-generating 
dams 

Appendix 2 - Roof Gardens 

Roof gardens involve a range of potential issues related to moisture penetration and 
mold growth.  Flat roofs are prone to pooling water and leaking.  Foot traffic can cause or 
accelerate deterioration leading to leaking.  Roof repair is more difficult under gardens.  
Plants may attract pests that subsequently encourage pesticide use.  Planting soils can 
create dust.  Plants can emit volatile fumes and pollen. Plants can drop leaves and fruit that 
rot and become moldy.  Selected plants should be low allergen plants without strong 
fragrance (See Exterior Landscaping above).  If used, roof gardens should be located away 
from air intakes, operable windows, and doors.  Design should ensure that moisture will not 
penetrate the roof membrane or cause conditions of standing water. 
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Appendix 3 - Pest Prevention 

Exterior Design: 
Remove lights on or near building that may attract night-flying insects.  
Maintain a plant-free zone of about 12 inches around buildings to discourage insects from 
entering.
Design weep-holes in window frames to prevent access by paper wasps. Design windows 
to prevent harborage and access for pests, without clear passageways to inside.  
Correct structural features that provide opportunities for bird roosting and nesting.  
Avoid locating decorative lattices over entrances to food services facilities that may 
inadvertently serve as bird roosts.  
Install bird-proof barriers that are designed to prevent both pigeon and sparrow access to 
preferred nesting sites.  
Design exterior light fixtures so that birds cannot roost or nest on or in them.  
Fit eave roof tiles with bird stops (that will also exclude bats, bees and wasps).
Correct structural features that provide opportunities for rodent harborage and burrowing.  
Screen or otherwise eliminate animal access under decks, porches, stairways. Seal porches 
and ramps to the building foundation with ¼-inch hardware cloth screen mesh to form a 
barrier to digging pests such as rats and skunks. This screen must extend 12 inches into the 
ground and must have a right-angled, 6 inches wide, outward extending shelf to prevent 
burrowing under the screen.  
Screen ventilation louvers with ¼-inch hardware cloth screen mesh to exclude birds, 
rodents, cats, etc., (coordinate with mechanical requirements).  
Maintain a 2-foot pea gravel strip around buildings to prevent rodent burrowing.  
Use a 3" layer of sand barrier underneath slab construction. Use 1-3 mm particle size in 
place of unsifted sand to provide a permanent sand barrier to termites (both western 
subterranean and Formosan termites). This will prevent termites from penetrating cracks in 
slab construction.
For wood not in contact with the ground or concrete, use wood pre-soaked in disodium 
octoborate tetrahydrate.

Refuse and Recycling Areas:

Place outdoor garbage containers, dumpsters, and compactors on hard, cleanable surfaces 
and away from building entrances (at least 50 feet from doorways). Design site with 
properly graded concrete or asphalt pads to help prevent rats from establishing burrows 
beneath them.

Design site with solid enclosure that extends all the way to the ground. Use metal or 
synthetic materials, as opposed to chain-link, wood, etc. to prevent rodents from gnawing 
and climbing the enclosure.  
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Design trash storage areas that can be closed off from the rest of the building.

Locate storage areas for boxes, paper supplies, and other materials in areas separate from 
where food or trash is stored. When stored together, these materials put food and shelter 
together, attracting pests.

Landscaped Areas 

Choose proven performers, plants known to do well in the intended planting area. Avoid 
plants with history of pest problems. Use resistant plant species and cultivars when 
available. Check with your university or cooperative extension service for 
recommendations.  

Give preference to plants that shed a minimum of seeds and fruits, that may attract and 
support insects, rodents, and undesired birds.  

Design with diversity. Include a wide variety of plants in the landscape to reduce the pest 
damage potential.  

Provide a properly prepared site. Site selection is critical; the site must be compatible with 
the plants' requirements. 

Design landscaped areas with flexibility to allow for campus additions, which may change 
drainage, exposure to sunlight, ventilation, or other plant requirements.  

Avoid crowding of landscape plantings.  

Group plantings with similar cultural requirements.  

Install or retrofit fence lines and other turf or landscape borders with concrete mowing 
strips.

Avoid planting vegetation directly against buildings as this provides shelter and sheltered 
runways for rodents. For the same reason, avoid planting dense vegetation that completely 
covers the ground.  

Do not plant vines which climb building walls, as these create runways for rodents and 
harborage for undesired bird species.

Plant trees away from buildings to prevent easy access to buildings for insects and rodents.  

Give careful consideration to placement of deciduous trees. Leaves which accumulate 
along foundations provide harborage and sheltered runways for rodents.  

Interior
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Food Preparation and Serving Areas (main kitchen, dining room, teachers' lounge, snack 
area, vending machines, and food storage rooms): 

Ensure that new kitchen appliances and fixtures are of pest-resistant design, i.e., 
open design, few or no hiding places for roaches, freestanding and on casters for easy, 
thorough cleaning.  

Provide space under and around appliances and equipment in kitchen areas to 
allow maximum ventilation and ease of (steam) cleaning.  

Use coving at floor-to-wall junctures to minimize build-up of debris and to 
facilitate cleaning.  

Slope floors in kitchen areas to provide good drainage after cleaning.  
Do not install pegboard in kitchens, animal rooms, or laboratories.  
Insure that all pipe insulation has a smooth surface and that there are no gaps 

between pieces.  
Refrigerate trash/recycling storage rooms.  

Classrooms and Offices 

Ensure that new office and classroom furniture that is rarely moved (e.g., staff desks, 
bookcases, filing cabinets) is designed to permit complete cleaning under and around the 
furniture, or to allow ready movement for cleaning purposes.  

Design or retrofit construction to provide adequate ventilation, preventing trapped moisture 
and condensation.

Storage Areas 

Equip area with self-closing doors.  

Building Perimeter 

Seal all plumbing and electrical service entrances.  

Keep doors closed tightly; equip doors with self-closures and door sweeps.

Appendix 4 - Carpet  

Stone, terra cotta, granite, marble, terrazzo, ceramic, brick, or sealed concrete flooring is 
best tolerated by individuals with chemical sensitivities.  Wood flooring that has not been 
recently stripped or refinished is also often well tolerated by people with chemical 
sensitivities.

Carpet systems contain a myriad of chemicals in their fiber, dyes, backing, padding, 
bonding agents, adhesives, antimicrobials, flame retardants, and stain resistance, anti-static, 
and color fast agents.  They also are reservoirs for tracked-in pesticides, dust, dust mites; 
foster mold growth; and absorb and remit volatile organic chemicals like fragrances and 
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paint fumes.  In addition, many solvent-based agents used to clean carpets emit toxic 
fumes.

The Carpet and Rug Institute (CRI) has established a rating system and testing program 
(Green Label Plus) that may be used in lieu of  the emissions testing criteria of California’s 
Collaborative for High Performance School (CHPS) Section 01350 (See Products & 
Materials Committee). 

Some people with chemical sensitivities have found that carpet squares with self-adhesive 
backing have been the best tolerated new carpeting.  Others have reacted adversely to such 
products. More research is necessary to determine what factors in these carpets and/or 
which brands are best tolerated. 

Older carpets are usually better tolerated by people with chemical sensitivities than new 
ones, as long as they have not become moldy. 

Recommendations regarding carpeting (design, materials, and O&M issues): 

Minimize the use of carpeting. 
Use areas rugs in place of carpeting whenever possible. 
Consider using self-adhesive carpet squares. 
Tack rather than glue down (unless using self-adhesive carpet). 
If glue down, use low or no VOC adhesive. 
Air out carpet for at least two weeks prior to installation. 
Exceed building flush-out of two weeks if possible. 
Reduce the need for and the frequency of carpet replacement through good 
maintenance (e.g., thorough vacuuming and frequent cleaning with low toxic 
products and procedures -- see recommendations by O&M). 
Minimize amount of carpet that is replaced, limit replacement to damaged areas. (A 
major advantage of carpet square systems is that smaller sections can be replaced). 

Appendix - 5 Use and Occupancy 

Non industrial businesses/activities that may generate chemical pollutants include, but are 
not limited to: 

Hair and Nail Salons 

Spas

Restaurants  

Grills & BBQ 

Dry Cleaners 

Laundromats 

Nurseries (Plants) 

Landscaping, Pest Control 

Labs (eyeglasses, medical, etc.) 

Dental offices 

Dialysis Centers 
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Furniture stores 

Woodworking and crafts 
shops

Art/Pottery studios 

Auto Parts 

Taverns/Bars

Tobacco Shops 

Tattoo Parlors 

Florists 

Candle/Soap/bath shops 

Pet Shops 

Photo/Printing/Copy shops 

Specialty foods stores 

Leather goods stores 

Perfume shops or 
departments 

Areas that should be vented directly to the outside include:  kitchens, labs, computer rooms, 
copy/fax areas, printer or blueprint rooms, storage areas for toxic materials, showers, locker 
rooms, and areas where animals are present.

Appendix 6 - Landscaping 

Use low allergen plants (See Ogren Plant Allergy Scale). 

Plant female trees and shrubs (they do not produce pollen). 

Avoid the use of plants that have strong fragrances, such as jasmine, lavender, peppermint, 
and roses. 

Avoid or minimize lawn/turf areas to reduce mowing emissions and chemical usage. 

Use low growing fine fescue, buffalo grass, or other turf grass which requires little or no 
mowing.  

Use a wide variety of plant materials. 

Group plants with similar water and cultural needs.  

Do not crowd plants.  

Leave gaps in groundcover to create less hospitable habitat for pests. 

Plant deciduous shade trees on the south and west sides of buildings.  The shade reduces 
interior temperatures and reduces A/C usage during summer months. 
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Use low or no VOC paints, stains and finishes on outside equipment including benches, 
poles, decks, and other outdoor equipment (See recommendations from Building Products 
& Materials group.) 

Avoid organic mulches (cocoa beans, peat moss, bark, wood chips) as they emit volatile 
fumes and may harbor mold.  

Avoid railroad ties as they contain creosote. 

Utilize stone, clay, concrete, and other hard, non-volatile materials to create borders and 
frame gardens.  
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Introduction 
The goal of the NIBS – IEQ Products & Materials Committee was to develop procedures 
and guidelines to aid persons in making informed material selections in order to construct a 
building that will be accessible to persons with multiple chemical sensitivities (MCS) 
and/or electromagnetic sensitivities (EMS).  The NIBS IEQ-Materials Committee has 
reviewed existing standards and guidance for materials selection in building construction.  
The group has determined that certain features of the existing standards offer a reasonable 
starting point for the selection of building materials, and in some respects can offer a more 
accessible environment to persons with MCS and/or EMS.  These existing standards are 
designed to create healthier indoor air quality by making appropriate building material 
selections, among other things.  Though the existing standards may not result in material 
selections that will make a building accessible to the majority of persons with MCS and/or 
EMS, they will produce a healthier building, than one constructed without regard to these 
standards.  Healthier buildings would be useable by people with other health conditions 
such as asthma and other respiratory conditions, allergies and migraine headaches.   
The NIBS IEQ Materials Committee has attempted to take the best ideas or practices from 
the existing standards and guidelines to recommend material selections that will provide for 
healthier, more accessible buildings.  If a designer follows the suggestions provided herein, 
it will result in a building that has the lowest chance of IEQ problems stemming from the 
materials and that has the best likelihood of being accessible to persons with MCS and/or 
EMS.
The standards reviewed by the Materials Group include: 
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Collaborative for High Performance Schools (CHPS) Section 01350 

Green Guard Environmental Institute - Certification Standards for Low 
Emitting Products for the Indoor Environment 

Green Seal – Environmental Standards 

Green Guidelines for Healthcare – Materials and Resources 

Reducing Occupant Exposure to Volatile Organic Compounds (VOCs) 
from Office Building Construction Materials:  Non-Binding Guidelines  - 
California Department of Health Services 

Two of the key elements involved in the materials selection process are a component 
content screening (what chemicals and compounds are known to be a part of the material) 
and an emissions testing protocol.  Both the California Section 1350 Specification and the 
Green Guard Standards recommend emissions testing based on the ASTM Method ASTM 
standards D-5116-97 and D- 6670-01.  The Committee believes that both of these elements 
must be involved in making appropriate building material selections.   

Overview - Design 
The Products & Materials Committee believes that particular attention is critical during 
building design to assure that the needs of chemically and electromagnetically sensitive 
people are accommodated to the greatest extent possible.  In general, this means selection of 
construction materials that are low-emitting or non-emitting and selection of finishes that do 
not absorb or react with chemicals emitted by other materials or products in the building.  
To begin to address some of the concerns of electromagnetically sensitive persons, areas of 
the building can be designed to have reduced electromagnetic fields.  By making indoor 
environments that are safer for the most vulnerable among us, we can create indoor 
environments that are healthier for everyone, especially children. 
Generally, this means selection of materials that are “hard” or non-porous where possible so 
that any chemicals that contact these materials are not retained in and re-emitted from them.  
Also, particular attention should be paid to selection of materials that will not require VOC-
emitting chemicals later as part of maintenance.  For instance, in designing building 
foundations and structures, particular attention should be paid to the need for preventing 
termite problems, since the pesticides commonly used to control termites can have a 
deleterious effect on humans, especially persons with multiple chemical sensitivities.  So, 
even though the material itself might be low-emitting, the use of products meant to 
“preserve, protect, or maintain” the material selected might emit volatile fumes that degrade 
indoor environmental quality and result in a building that is not suitable for persons with 
MCS.
In addition, during building design particular attention must be paid to choice of electrical 
appliances, equipment and products that may produce higher than necessary 
electromagnetic fields. The NIBS-IEQ Materials Committee recognizes that there are 
selections that can be made during building design and construction that can provide a more 
healthful environment for persons with electromagnetic sensitivities.  A few of these 
considerations are: 

Incorporation of a foil vapor barrier or other metal shielding feature into 
the walls around electric equipment can reduce certain electromagnetic 
fields.
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Wireless (“bluetooth” type) connections should be avoided, or areas of 
their use should be "contained" by using foil-backed drywall or other 
incorporation of a foil or metal barrier. 

New construction should use twisted metal clad wiring and/or twisted wire 
placed in metal conduit. 

Fiber optic connectivity is preferred for computer networks 
communication because these data lines may be run without concern for 
stray emissions. 

Overview – Building Operations and Maintenance 
Vigilance is required to assure that materials brought into the building throughout the 
course of its life are consistent with the standards provided herein, and are consistent with 
the design intent of the building.   
For example, the Products & Materials Committee realizes that building operations and 
maintenance products might introduce materials that are not consistent with the initial 
design for an accessible, healthy building.   
Building managers must also pay close attention to materials brought into the building 
environment by tenants or others to assure that these materials are consistent with provision 
of an accessible, healthy building for persons with multiple chemical sensitivities, 
electromagnetic sensitivities, and/or other health disorders.  For instance, a tenant may 
bring furniture in that does not meet the design criteria presented in this document, and 
these materials could have detrimental effects on air quality within the entire building, 
depending on the design of the HVAC system.  In addition, the chemicals and compounds 
used for maintenance can degrade environmental quality and seriously affect persons with 
multiple chemical sensitivities.  Other products that can have detrimental effects on IEQ 
and/or certain individuals include paints and other finishes, carpeting, appliances and other 
electrical equipment, and others.  

CHPS Section 01350 Part 1.3B and 1.4D and GREENGUARD Allowable 
Emission Levels
The NIBS – IEQ Products & Materials Committee believes that the CHPS Indoor Air 
Quality Emissions Testing Standards and the Green Guard Allowable Emission Levels offer 
tested and reviewed approaches to material and product selection for buildings.  Given the 
range of guidance and standards available for material selection, these two standards 
provide the most widely accepted processes for making material selections to construct 
buildings that are healthier for the general public.  It should be noted that the NIBS –IEQ 
Products & Materials Committee does not believe that either of these standards offers an 
entirely acceptable solution for persons with MCS and EMS. However, they provide a 
starting point in making material selections, and they provide the best available guidance on 
component screening and materials emission limits.  Making materials selections that meet 
either the CHPS or the Green Guard allowable emission levels should be considered an 
absolute minimum requirement in creating a building or environment that is accessible to 
persons with MCS and EMS.  No designer or other person making material selections 
should choose any materials that do not at least meet these standards.  Even then, the other 
considerations discussed herein should be a part of the selection process to provide the best 
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opportunity that the building will provide an environment accessible to persons with MCS 
and EMS.
The Green Guard Certification Standards list allowable emissions for a range of building 
products. A designer or other individual making a material selection must investigate 
product literature, for the material under consideration, to determine if the product meets at 
least the Green Guard standards.  The Green Guard web site lists products that have been 
tested and have met their standards.  However, it is possible that a product manufacturer has 
not submitted their product for certification to either Green Guard or CHPS.  In this case, 
the person making a material selection must seek any published emissions testing data and 
product component data available from the manufacturer.  Some manufacturers publish data 
on emissions from their products, and other manufacturers are moving quickly to provide 
such data.  If such data is not currently published, the manufacturer must have the product 
or material tested in accordance with the testing regimen specified in the Green Guard or 
CHPS 01350 Certification Standards.   
The CHPS Section 01350 protocols and the Green Guard Certification for IAQ data require 
the same chamber testing. The CHPS protocols and calculations go further than the Green 
Guard Certification Standards in that the designer is required to take published emissions 
rates and perform calculations based on the amount of material to be installed in the 
building and the zones and air handling capabilities of the HVAC systems in those zones.  
Also, the allowable emission level for formaldehyde is lower in the CHPS standard than the 
Green Guard standard.  See the discussion below for more information on formaldehyde.   
For both standards, all building materials are required to be tested in dynamic 
environmental chambers following ASTM standards D-5116-97 and D-6670-01, the U.S. 
Environmental Protection Agency's testing protocol for furniture and the State of 
Washington's protocol for interior furnishings and construction materials. Products are 
measured for emission levels according to the parameters set forth in the ASTM Standard 
for emissions testing. 
California - Practice for Testing of VOC’s from Building Materials Using Small Chambers  
http://www.dhs.ca.gov/ps/deodc/ehlb/iaq/VOCS/Practice.htm
The allowable emission levels of both standards can be found by clicking on the links 
below.  In some cases, the Green Guard standards may appear to have lower standards for 
emissions of some VOCs than the CHPS Section 1350 standards.  However, the person 
selecting materials for the building must bear in mind that the CHPS standard requires a 
detailed calculation for the building, the amount of material to be installed and the air 
change rate of the HVAC systems.  Green Guard emissions standards are based on a 
“standard” model of a building, and a “standard” exchange rate of fresh air in the building.   

CHPS Section 01350  http://www.chps.net/manual/documents/Sec_01350.doc
CHPS Compliant Materials Table  http://www.chps.net/manual/lem_table.htm
Green Guard Allowable Emission Levels 
http://www.greenguard.org/DesktopDefault.aspx?tabindex=3&tabid=16

Green Guard Certified Product Guide 
http://www.greenguard.org/DesktopDefault.aspx?tabindex=1&tabid=12

Additional Resources 
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California Department of Health Services IAQ Program Voluntary Guidelines for Reducing 
Occupant Exposure to VOCs 
http://www.dhs.ca.gov/iaq/VOCS/VOC_guidelines_1996.html

California Materials Emissions Study 
http://www.ciwmb.ca.gov/Publications/default.asp?pubid=1027

U.S. EPA Indoor Environment Program web site -- VOCs  
http://www.epa.gov/iaq/voc.html

Formaldehyde

Formaldehyde is widely used by industry to manufacture building materials and numerous 
consumer products. It is also a by-product of combustion and certain other natural 
processes.  Formaldehyde, by itself or in combination with other chemicals, serves a 
number of purposes in manufactured products. For example, it is used to add permanent-
press qualities to clothing and draperies, as a component of glues and adhesives, and as a 
preservative in some paints and coating products. 

In building materials, the most significant sources of formaldehyde are likely to be pressed 
wood products made using adhesives that contain urea-formaldehyde (UF) resins. Pressed 
wood products include: particleboard (used as sub-flooring and shelving and in cabinetry 
and furniture); hardwood-veneer plywood paneling (used for decorative wall covering and 
used in cabinets and furniture); and medium density fiberboard (used for drawer fronts, 
cabinets, and furniture tops). Medium density fiberboard contains a higher resin-to-wood 
ratio than any other UF pressed wood product and is generally recognized as being the 
highest formaldehyde-emitting pressed wood product. 

Other pressed wood products, such as softwood plywood and flake or oriented strandboard, 
are produced for exterior construction use and contain the dark, or red/black-colored 
phenol-formaldehyde (PF) resin. Although formaldehyde is present in both types of resins, 
pressed woods that contain PF resin generally emit formaldehyde at considerably lower 
rates than those containing UF resin. 

The NIBS – IEQ Products & Materials Committee is concerned about human exposure to 
formaldehyde, especially for individuals with multiple chemical sensitivities.  The 
widespread use of formaldehyde, its known health effects, and the hyper-sensitivities of 
certain individuals create this concern.  It may not be possible to make material selections 
that are completely free of formaldehyde, but where possible, the individual making 
material selections should make every effort to avoid products manufactured with 
formaldehyde.  New soy-based adhesives are coming on to the market to replace 
formaldehyde resins used in many manufactured wood products. It may soon be possible to 
choose alternative products that are not formulated with this volatile organic compound 
(VOC).

The California Office of Environmental Health Hazard Assessment has determined that the 
lowest, reasonably achievable level of formaldehyde (because it is equal to ambient air 
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concentrations) is 33 (milligrams per cubic meter) ug/m3, or 23 (parts per billion) ppb.  
Thus, the CHPS 01350 standard requires that a material must not emit a level of 
formaldehyde that results in a concentration of ½ of this level, or 16 ug/m3 (11 ppb).  This 
limit is lower than the allowable emission level of the Green Guard standard.  The NIBS – 
IEQ Products & Materials Committee believes that the 16 ug/m3 (11 ppb) level is a 
minimum requirement for formaldehyde emissions from building materials.   

Following is a list of typical building materials and some considerations for 
selection.  Note that the considerations listed below are in addition to the 
recommended emissions standards from CHPS 1350 and Green Guard.

Adhesives and Sealants 
One objective of the IEQ-Products & Materials Committee is to reduce the quantity of 
indoor air contaminants created by adhesives and sealants that are potentially irritating 
and/or harmful to occupants of buildings.  The use of VOC-emitting adhesives and/or 
sealants should be minimized to the greatest extent possible in order to create an accessible, 
comfortable environment for the greatest numbers of people.  
The designer should specify application of only the minimum amounts of these materials 
necessary for satisfactory completion of each installation task. Additionally, the designer 
should select products that have the lowest possible VOC emissions, according to the 
emissions testing information provided, while still meeting other performance requirements. 
Caution should be exercised when interpreting adhesive emission data because such data 
are usually provided without the associated installed products (e.g., flooring materials) and 
emissions from installed assemblies may differ from manufacturers’ reported adhesive 
emission rates.  If possible, adhesives that contain formaldehyde should be avoided.   

The Committee also recommends that paints and finishes be selected that do not contain 
biocides.

In any building where adhesive use is necessary, it is a good practice to ensure that 
maximum ventilation is supplied during and after application of these products. 

Appliances
Appliances can emit volatile fumes as well as create electromagnetic fields. 
Electromagnetic fields and radiofrequencies can jeopardize the functioning and safe access 
of electromagnetically sensitive individuals. Examples of indoor appliances which can 
provoke health problems include: 

cell and portable telephones,  

fluorescent lights,

unshielded transformers and wiring,  

battery re-chargers,  
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wireless devices including computers and personal communication services 
(“PCS”),

security and  scanning equipment,  

numerous common work place and household electronic appliances.  
Many electrical appliances and equipment can be improved to varying degrees by 
appropriate shielding, and/or by being located in areas remote from vulnerable individuals. 
It is not recommended that such equipment be eliminated from the built environment, but 
that exposure of vulnerable individuals to such equipment be voluntary or easily avoidable. 

Ceilings
Of particular concern to the NIBS-IEQ Products & Materials Committee are T-bar 
suspended ceilings used as return air plenums in buildings, because both sides of the panels 
come in contact with indoor air. In addition, penetrations for sprinklers, alarms, and smoke 
detectors may significantly increase the area exposed to emissions. Temperatures near 
ceiling surfaces and in return air plenums are usually higher than those in occupied zones 
and, as a result, increased emissions from ceiling materials may occur. The individual 
selecting ceiling materials should carefully consider the acoustic, fire, and aesthetic 
requirements for each space prior to material selection. Nonporous materials are now 
available that combine aesthetic, acoustical, and fire code requirements.

Ceiling materials that contain organic materials present the possibility of mold 
contamination if the ceiling system becomes wet.  Porous ceilings and ceiling finishes can 
also act as receptors for toxins and VOCs that are brought into the building and later re-emit 
them.  Many ceiling tile products are made using urea formaldehyde.  No products using 
urea formaldehyde should be allowed. 

Composite Wood Products (plywood, particle board, OSB, paneling, etc.) 
Because they emit formaldehyde and other VOCs, use of composite wood products should 
be minimized, if not eliminated.  If it is absolutely necessary to use such products, the 
designer should select materials that meet the specified building criteria and are the lowest 
emitting products available according to emissions testing data.  Formaldehyde emissions 
are of particular concern in composite wood products.  Note that VOC-emitting wood 
preservatives may be used in some of these products.  There are a number of manufacturers 
that are replacing formaldehyde adhesives in composite wood products with non-emitting 
adhesives and the Committee recommends using these alternative products whenever 
possible.

Fireproofing
The use of fireproofing chemicals should be minimized when possible. Spray-on 
fireproofing can cause indoor air quality problems when chemical components are released 
into the air as a result of mechanical damage, air erosion, or deterioration of the binder. 
Also because spray-on materials have large, porous surface areas, they can act as sinks for 
adsorption and re-emittance of VOCs. If possible, seal the surface of spray-on fireproofing 
to reduce adsorption of VOCs. Ensure that the sealer: (a) will not change fire characteristics 
of the original fireproofing material; and (b) is not a high-VOC emitter. Also seal any 



NIBS IEQ Final Report 7/14/05 93

penetrations of surfaces sprayed with fireproofing material to prevent damage of the 
material in the vicinity of penetrations. 

Flooring and Floor Systems
The NIBS-IEQ Products & Materials committee recommends use of flooring products that 
are low or non-emitting and are non-porous.  Consideration should also be given to 
maintenance products that will be necessary for the type of flooring selected.  For instance, 
stripping and refinishing of wood flooring introduces hazardous chemicals into the air and 
are intolerable for persons with multiple chemical sensitivities.  When selecting a floor 
system, the type of adhesives used with the flooring system must also be considered.   
Stone, terra cotta, granite, marble, terrazzo, ceramic, brick, or sealed concrete flooring are 
best tolerated by individuals with chemical sensitivities, and provide a healthy, comfortable 
environment for the greatest number of people. 

Wood flooring that has not been recently stripped or refinished and older vinyl flooring is 
also often well tolerated by people with chemical sensitivities.  

Rubber, linoleum, and cork flooring are not recommended. 

The Resilient Floor Covering Institute (RFCI) has recently introduced a new certification 
program for low emitting flooring products called the FloorScore  program.  The 
FloorScore program is a building materials emissions testing program that requires both 
independent laboratory testing and third-party certification to show compliance with 
CCHPS 01350 VOC emissions limits and includes certified site audit and documented 
control system requirements.  The third-party certifier, Scientific Certification Systems, Inc. 
(SCS), not only reviews the results of the product VOC emissions report but also reviews 
raw material inputs and manufacturing processes to ensure that a product is consistently 
manufactured.  SCS conducts site audits of manufacturing plants to ensure a quality 
management plan exists for continuing compliance of the product as defined in SCS-EC-10-
2004 Environmental Certification Program – Indoor Air Quality Performance. 

Resilient Floor Covering Institute – “Floor Score” Program 
http://www.rfci.com/int_FloorScore.htm
Floor Score List of Certified Products 
http://www.rfci.com/int_FS-ProdCert.htm

Carpet systems contain a myriad of chemicals in their fiber, dyes, backing, padding, 
bonding agents, adhesives, antimicrobials, flame retardants, and stain resistance, anti-static, 
and color fast agents.  They are reservoirs for tracked-in pesticides, dust, dust mites; foster 
mold growth; and absorb and re-emit volatile organic chemicals like fragrances and paint 
fumes.  In addition, many solvent-based agents used to clean carpets emit toxic fumes. 

The Carpet and Rug Institute (CRI) has established a rating system that involves emission 
testing that is based on CHPS Section 01350, and includes additional requirements.  Carpets 
labeled with the CRI Green Label Plus are expected to have lower emissions than most 
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carpets.  However, even carpets emitting low levels of volatile organic chemicals (VOC's) 
can cause adverse health effects in certain individuals. 

CRI Green Label Plus link
http://www.carpet-rug.org/drill_down_2.cfm?page=8&sub=3&requesttimeout=350

Some people with multiple chemical sensitivities have found that carpet squares with self-
adhesive backing have been the best tolerated new carpeting.  Others have reacted adversely 
to such products. More research is necessary to determine what factors in these carpets 
and/or which brands are best tolerated. 

Older carpets are usually better tolerated by people with chemical sensitivities than new 
ones, as long as they have not become moldy. 

Recommendations regarding carpeting (design, materials, and O&M issues): 

1.    Minimize the use of carpeting 
2.    Use area rugs in place of carpeting whenever possible 
3.    Consider using self-adhesive carpet squares 
4     Tack rather than glue down (unless using self-adhesive carpet) 
5.    If glue down, use low or no VOC adhesive 
6     Air out carpet for at least two weeks prior to installation 
7.    Ventilate building with 100% outside (or fresh) air for as long as possible after 
installation
8.    Reduce the frequency of carpet replacement by maintaining them well (e.g., vacuum 
thoroughly and frequently and clean with low toxic products and procedures – (see 
recommendations by Operations & Maintenance Committee). 
9.    Minimize amount of carpet that is replaced, limit replacement to damaged areas (an 
advantage of carpet square systems is that smaller sections can be more easily replaced). 

Insulation
The NIBS-IEQ Products & Materials committee realizes that insulation is an essential 
component in building systems to assure a comfortable environment.  Insulation and 
insulating materials are generally hidden or covered, however emissions can still be 
encountered by building occupants.  The Committee believes that polystyrene foam 
insulation is best tolerated by persons with multiple chemical sensitivities.  Other insulating 
products, such as fiberglass, cellulose, or cotton/polyester blend insulating products may 
produce particulates, harbor mold, or emit problematic volatile fumes, depending on the 
product and the manufacturing techniques used.   
The Committee has particular concerns about interior lined ductwork, due to the 
insulation’s ability to collect and trap chemical contaminants, dusts, microbes and fungi, as 
well as emissions from the adhesives used to secure the insulation.  It is recommended that 
no interior-lined ductwork be used in the construction of buildings meant to be accessible to 
persons with MCS.
Lastly, insulation used anywhere in buildings must not contain urea-formaldehyde resins. 
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Paint
The NIBS-IEQ Products & Materials Committee determined that for some individuals, 
100% acrylic paint and paints containing low-VOC emissions can be acceptable.  Paints 
containing styrene-butadiene latex combinations, enamels, strippers and paint thinners are 
all problematic and should be avoided or their use minimized.   
For some individuals, well-hardened enamel paint, baked-on enamel finish, or porcelainized 
steel provide optimum safety.  These products provide a hard, durable surface that can be 
easily cleaned using non-toxic products. 
Paints with biocides or biocide additives (mold/mildew resistant) should not be selected.   

Textiles
The NIBS-IEQ Products & Materials committee recommends sparing or no use of textiles 
in buildings.  Though it may be possible to introduce textiles with no emissions, textiles 
provide a porous medium to trap chemical contaminants, dusts and microbes that can create 
an unhealthy environment.  In addition, the dry cleaning and laundering of textiles pose 
additional problems due to the cleaning products.

Walls

Gypsum wallboard: Gypsum may be reasonably inert and extremely low in VOC emissions.  
However, additives used to produce mold-proof gypsum wallboard (i.e., "green board"), 
fire-resistant gypsum wallboard, or to improve the workability of the slurry during 
manufacture may include compounds that emit VOCs. Careful product selection and review 
of emissions testing data is necessary to assure that appropriate materials are chosen.  
Recycled paper covering both sides of gypsum wallboard may contain chemicals from 
previous uses, and additives or chemicals used in the production of the paper itself. Note 
that VOC emissions from gypsum wallboard can sometimes be significantly reduced by 
“painting” or laminating the surfaces. The more impervious the coating or covering, the 
greater will be the reduction in VOC emissions from gypsum wallboard. However, VOC 
emissions from surface treatment materials must be considered. 

Gypsum wallboard can act as a sink for other VOCs in indoor air. Avoid exposing 
unpainted gypsum wallboard to indoor environments where emissions from other VOC 
sources exist.  Taping and topping compounds can contain considerable quantities of VOCs, 
so emissions testing data for these products are also critically important.  Use ventilation 
and heat to accelerate the drying process of these materials. Protect wallboard from 
exposure to contaminants and excessive moisture prior to installation. 

Where possible, select material to reduce the need for paints, wallcoverings, or porous wall 
finishes in buildings.  Most commercial structures are built using metal studs, a good 
selection for persons with MCS.  Wood studs can emit terpenes and pinenes   

Wallcovering
Wallpapers may contain vinyl, plasticizers, styrene-butediene latex combinations and other 
chemicals that can seal and trap moisture between the wallpaper and the wall fostering mold 
growth.  The water-based pastes and glues used to adhere the wallpaper to the wall may 
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contain mold retardants and pesticides.  Adhesives can emit volatile fumes.  For these 
reasons we recommend that wallpapers not be used.    

Conclusion & Recommendations 
In order to minimize the level of air pollutants emitted from building materials and create 
healthier indoor environments, the NIBS Products & Materials Committee recommends that 
inert, non-porous materials be used to the greatest extent possible. This will increase access 
for the greatest number of chemically  
sensitive individuals.  Choosing appliances and other equipment that create the lowest level 
of electromagnetic fields will increase access for those with electromagnetic sensitivities.   

If materials are used that emit volatile fumes, the Committee recommends that these 
materials meet or exceed the CHPS Indoor Air Quality Emissions Testing Standards or 
Green Guard Allowable Emission Levels, as well as contain no formaldehyde or biocides. 
The Committee also recommends that, whenever possible, products and materials be aired 
out (preferably outside or in a separate well-ventilated space) for two weeks prior to being 
installed in a building. 

While the Committee acknowledges that the CHPS Indoor Air Quality Emissions Testing 
Standards and Green Guard Allowable Emission Levels are the best current standards for 
selecting building materials that create healthier buildings, the Committee is concerned that 
these standards may not sufficiently protect the health of building occupants, especially 
those with chemical sensitivities and other vulnerable individuals.   

Therefore, the Committee supports: 

1)    Creation of more stringent emission standards and development of a wider range of 
less volatile and less hazardous building materials, especially in the areas of resilient 
flooring and carpeting.   

2)    Full disclosure of product ingredients (on product labels or available upon request) to 
enable builders to make more informed decisions regarding selection of building materials. 

3)    Consulting with chemically and electromagnetically sensitive individuals or 
organizations, especially employees and others who frequently use a building, prior to 
making final decisions regarding product selection. 
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